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6.2
Transmitter power

6.2A
Transmitter power for CA without EN-DC

6.2A.1


6.2A.1.1
UE maximum output power for inter-band NR CA between FR 1 and FR 2 without EN-DC

FFS

6.2A.2


6.2A.2.1
UE maximum output power reduction for inter-band NR CA between FR 1 and FR 2 without EN-DC

FFS

6.2A.3


6.2A.3.1
UE additional maximum output power reduction for inter-band NR CA between FR 1 and FR 2 without EN-DC
6.2A.3.1.1
Test purpose

Same test purpose as in 6.2.3.1 in TS 38.521-1 [8] for NR FR1 carrier and 6.2.3.1 in TS 38.521-2 [9] for NR FR2 carrier.
6.2A.3.1.2
Test applicability

The requirements in this test are not testable due to issues with combined testing of NR FR1 and E-UTRA in conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.

No test case details are specified. The single carrier requirements for Additional Maximum Output Power apply and are tested as part of  6.2.3 in TS 38.521-1 [8] for NR FR1 carrier and 6.2.3 in TS 38.521-2 [9] for NR FR2 carrier
6.2A.4

6.2A.4.1
UE Configured output power level for inter-band NR CA between FR 1 and FR 2 without EN-DC

FFS

