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5.4
Default NG-RAN RRC message and information elements contents

5.4.1
Radio resource control information elements

As defined in clause 4.6.3 with the following exceptions:

For Tx test cases in which Power Class 3 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-1; For Tx test cases in which Power Class 2 UEs verifying Power Class 2 requirements, refer to Table 5.4.1-2; And for Tx test cases in which Power Class 2 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-3.

Table 5.4.1-1: P-Max-PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC3


Table 5.4.1-2: P-Max-PC2

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2


Table 5.4.1-3: P-Max-PC2_Testing_PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2_Testing_PC3


5.4.2
Radio resource control information elements for Demodulation Performance and CSI reporting tests
As defined in clause 4.6.3 with the following exceptions:

Common Serving Parameters
ServingCellConfigCommon

Table 5.4.2-1: ServingCellConfigCommon

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	
	

	  downlinkConfigCommon
	DownlinkConfigCommon
	
	

	  uplinkConfigCommon
	UplinkConfigCommon
	
	

	  supplementaryUplinkConfig
	Not present
	
	

	  n-TimingAdvanceOffset
	Not present
	
	

	  ssb-PositionsInBurst CHOICE {
	
	
	

	    shortBitmap
	1000
	
	 (FREQ<=3GHz AND (FR1_FDD OR NOT CASE_C)) OR (FREQ<=2.4GHz AND FR1_TDD)

	    mediumBitmap
	01000000
	
	 (FREQ>3GHz AND FR1) OR (FREQ>2.4GHz AND FR1_TDD AND CASE_C)

	    longBitmap
	0100000000000000000000000000000000000000000000000000000000000000
	
	FR2

	  }
	
	
	

	  ssb-periodicityServingCell
	ms20
	
	

	  dmrs-TypeA-Position
	pos2
	
	

	  subcarrierSpacing
	SubcarrierSpacing according to test case id
	
	

	  tdd-UL-DL-ConfigurationCommon
	TDD-UL-DL-ConfigCommon
	
	FR1_TDD, FR2_TDD

	  ss-PBCH-BlockPower
	[0]
	
	

	}
	
	
	


	Condition
	Explanation

	FREQ<=2.4GHz
	Frequency range <= 2.4GHz

	FREQ>2.4GHz
	Frequency range > 2.4GHz

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 

	FR1_FDD
	FDD frequency range < 6GHz

	CASE_C
	SS Block pattern “Case C” to be applied for the given band and subcarrier spacing according to TS 38.101-1 [7] Table 5.4.3.3-1


TDD-UL-DL-Config

Table 5.4.2-2: TDD-UL-DL-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	SubcarrierSpacing
	
	

	  pattern1 SEQUENCE {
	
	
	

	    dl-UL-TransmissionPeriodicity
	ms5
	
	FR1

	
	ms0p625
	
	FR2

	    nrofDownlinkSlots
	7
	
	FR1.30-1 

	
	3
	
	FR1.15-1 
FR2

	    nrofDownlinkSymbols
	6
	
	FR1.30-1

	
	10
	
	FR1.15-1

	
	10
	
	FR2

	    nrofUplinkSlots
	2
	
	FR1.30-1

	
	1
	
	FR1.15-1
FR2

	    nrofUplinkSymbols
	4
	
	FR1.30-1

	
	2
	
	FR1.15-1
FR2

	  }
	
	
	

	  pattern2
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FR1.15-1
	FR1 is used under the test. SCS is set to 15kHz. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-1
	FR1 is used under the test. SCS is set to 30kHz. Ref Annex A.1.2 of TS 38.521-4


PDCCH Configuration

PDCCH-config
Table 5.4.2-3: PDCCH-ControlResourceSet

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	11111111 11111111 10000000 00000000 00000000 00000
	CORESET to use the least significant 102 RBs of the BWP
	

	  Duration
	2
	SearchSpace duration of 2 symbols
	

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	Null
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList {
	
	
	

	
	0
	TCI State #0
	

	
	1
	TCI State #1
	

	 }
	
	
	

	  tci-StatesPDCCH-ToReleaseList
	Not present
	
	

	  tci-PresentInDCI
	Not present
	
	

	  pdcch-DMRS-ScramblingID
	Not present
	
	

	}
	
	
	


Table 5.4.2-4: PDCCH Search Space

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	0
	SearchSpaceId with condition CSS
	CSS

	  controlResourceSetId
	0
	ControlResourceSetId
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  monitoringSymbolsWithinSlot
	11000000000000
	Symbols 0 and 1
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-1-And-1-1
	DCI Format 1_1
	Long_DCI

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


CSI-RS for Tracking
CSI-RS-ResourceMapping
Table 5.4.2-5: CSI-RS-ResourceMapping for TRS

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row1
	0001
	k0=0 for CSI-RS resource 1,2,3,4


	TRS

	  }
	
	
	

	  firstOFDMSymbolInTimeDomain
	6
	l0 = 6 for CSI-RS resource 1 and 3
	TRS

	
	10
	l0 = 10 for CSI-RS resource 2 and 4
	TRS

	}
	
	
	


Table 5.4.2-6: CSI-ResourcePeriodicityAndOffset for TRS

	Derivation Path: TS 38.508-1 [6], clause 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots20
	10
	Periodicity 20 slots and offset 10 for CSI-RS resource 1 and 2
	

	  slots20
	11
	Periodicity 20 slots and offset 11 for CSI-RS resource 3 and 4
	

	}
	
	
	


Table 5.4.2-7: CSI-FrequencyOccupation for TRS

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-33

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  nrofRBs
	106
	40 MHz
	TRS

	}
	
	
	


NZP CSI-RS for CSI Acquisition

NZP-CSI-RS-Resource

Table 5.4.2-8: NZP-CSI-RS-Resource

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	NZP-CSI-RS-ResourceId
	
	

	  resourceMapping

	CSI-RS-ResourceMapping
	
	

	  powerControlOffset
	-3
	
	

	  powerControlOffsetSS 
	Not present
	
	

	  scramblingID
	ScramblingId
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset
	
	

	  qcl-InfoPeriodicCSI-RS
	TCI-State #1
	
	

	}
	
	
	


CSI-RS-ResourceMapping

Table 5.4.2-9: CSI-RS-ResourceMapping

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row1
	1000
	
	TRS

	    row4
	010
	
	FR2

	    other
	011110
	
	FR1

	  }
	
	
	

	  nrofPorts 
	p8
	
	FR1

	
	p4
	
	FR2

	
	p1
	
	TRS

	  firstOFDMSymbolInTimeDomain
	3
	
	FR1

	
	13
	
	FR2

	
	4
	
	TRS

	  firstOFDMSymbolInTimeDomain2
	Not present
	
	

	  cdm-Type 
	fd-CDM2
	
	

	
	noCDM
	
	TRS

	  density CHOICE {
	
	
	

	    one
	NULL
	
	

	    three
	NULL
	
	TRS

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	}
	
	
	


CSI-ResourcePeriodicityAndOffset

Table 5.4.2-10: CSI-ResourcePeriodicityAndOffset

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots80
	10
	
	FR1

	  slots320
	40
	
	FR2

	}
	
	
	


ZP CSI-RS for CSI Acquisition

ZP-CSI-RS-Resource

Table 5.4.2-11: ZP-CSI-RS-Resource

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  zp-CSI-RS-ResourceId
	ZP-CSI-RS-ResourceId
	
	

	  resourceMapping
	CSI-RS-ResourceMapping
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset
	
	

	}
	
	
	


CSI-RS-ResourceMapping

Table 5.4.2-12: CSI-RS-ResourceMapping

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row1
	1000
	
	TRS

	    row4
	010
	
	FR2

	    other
	011110
	
	FR1

	  }
	
	
	

	  nrofPorts 
	p8
	
	FR1

	
	p4
	
	FR2

	
	p1
	
	TRS

	  firstOFDMSymbolInTimeDomain
	3
	
	FR1

	
	13
	
	FR2

	
	4
	
	TRS

	  firstOFDMSymbolInTimeDomain2
	Not present
	
	

	  cdm-Type 
	fd-CDM2
	
	

	
	noCDM
	
	TRS

	  density CHOICE {
	
	
	

	    one
	NULL
	
	

	    three
	NULL
	
	TRS

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	}
	
	
	


CSI-ResourcePeriodicityAndOffset

Table 5.4.2-13: CSI-ResourcePeriodicityAndOffset

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots80
	10
	
	FR1

	  slots320
	40
	
	FR2

	}
	
	
	


PDSCH DMRS Configuration
DMRS-DownlinkConfig
Table 5.4.2-14: DMRS-DownlinkConfig

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-50

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-Type
	Type 1
	
	

	  dmrs-AdditionalPosition
	pos1
	
	

	  maxLength
	len1
	
	

	  phaseTrackingRS
	Not present
	
	

	}
	
	
	


PDSCH Configuration

PDSCH-ServingCellConfig

Table 5.4.2-15: PDSCH-ServingCellConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  codeBlockGroupTransmission
	Not present
	
	

	  xOverhead
	Not present
	
	

	  nrofHARQ-ProcessesForPDSCH
	Set according to the test id
	Typically n4 for FDD, n8 for TDD
	

	  pucch-Cell
	Not present
	
	

	}
	
	
	


PDSCH-Config

Table 5.4.2-16: PDSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPDSCH
	0
	
	

	dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	dmrs-DownlinkForPDSCH-MappingTypeB 
	Not present
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF {
	
	
	

	    TCI-State[1]
	TCI-State
	
	

	  }
	
	
	

	  tci-StatesToReleaseList
	Not present
	
	

	  vrb-ToPRB-Interleaver
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	   pdsch-TimeDomainAllocationList
	Not present
	
	

	  pdsch-AggregationFactor
	Not present
	
	

	  rateMatchPatternToAddModList 
	 Not present
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  rateMatchPatternGroup1
	Not present
	
	

	  rateMatchPatternGroup2
	Not present
	
	

	  rbg-Size
	config1
	
	

	  mcs-Table
	
	
	

	
	Not present
	qam64 per default
	

	  maxNrofCodeWordsScheduledByDCI
	Not present
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	wideband
	
	

	    }
	
	
	

	  }
	
	
	

	  zp-CSI-RS-ResourceToAddModList
	Not present
	
	

	  zp-CSI-RS-ResourceToReleaseList
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToAddModList 
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToAddModList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  p-ZP-CSI-RS-ResourceSet
	Not present
	
	

	}
	
	
	


CRS for Rate Matching
RateMatchPatternLTE-CRS

Table 5.4.2-17: RateMatchPatternLTE-CRS

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RateMatchPatternLTE-CRS ::= SEQUENCE {
	
	
	TC 5.2.2.1.4-2 and TC 5.2.3.1.4-2 of TS 38.521-4

	carrierFreqDL
	LTE EARFCN
	
	

	carrierBandwidthDL
	n50
	10MHz
	

	nrofCRS-Ports
	n4
	
	

	v-Shift
	n0
	
	

	}
	
	
	


