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<Several sections unchanged>
[bookmark: _Toc4686497]5.5	Signaling characteristics
[bookmark: _Toc4686498]5.5.1	Radio link monitoring
5.5.1.2	EN-DC FR2 Radio Link Monitoring In-sync Test for FR2 PSCell configured with SSB-based RLM RS in non-DRX mode
Editor’s Notes: This test case is incomplete. The following aspects are either missing or not yet determined
- Test procedure is TBD
- Message Contents are TBD
- Test Requirements are TBD
5.5.1.2.1	Test Purpose
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR2 PSCell radio link monitoring requirements in clause 8.1.
5.5.1.2.2	Test Applicability
This test applies to all types of E-UTRA UEs Release 15 and forwared supporting EN-DC
5.5.1.2.3	Minimum Conformance Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
5.5.1.2.4	Test Description
TBD
5.5.1.2.5	Test Requirements
TBD
[bookmark: _GoBack]
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