Page 1



3GPP TSG-RAN5 Meeting #83
R5-194795
Reno, US, 13 May - 17 May 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.508-1
	CR
	0687
	rev
	1
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update NR MeasObjectNR

	
	

	Source to WG:
	Huawei, HiSilicon DOCPROPERTY  SourceIfWg  \* MERGEFORMAT 

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2019-04-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The IE freqBandIndicatorNR-v1530 is absent in 38.508-f30, this field always provided when the network configures measurements with MeasObjectNR according to 38.331.

	
	

	Summary of change:
	Add the IE freqBandIndicatorNR-v1530 in MeasObjectNR.

	
	

	Consequences if not approved:
	NR measurements will be affected.

	
	

	Clauses affected:
	4.6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	1st revision:

1. Modify the value of freqBandIndicatorNR-v1530 in Table 4.6.3-76.


<Start>

4.6.3
Radio resource control information elements

–
MeasObjectNR
Table 4.6.3-76: MeasObjectNR(Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR with condition DL_SSB
	
	

	  ssbSubcarrierSpacing
	SubcarrierSpacing
	
	

	  smtc1
	SSB-MTC
	
	

	  smtc2
	Not present
	
	

	  refFreqCSI-RS
	Not present
	
	

	  referenceSignalConfig SEQUENCE {
	
	
	

	    ssb-ConfigMobility SEQUENCE {
	
	
	

	      ssb-ToMeasure CHOICE {
	
	
	

	        setup
	SSB-ToMeasure
	
	

	      }
	
	
	

	      deriveSSB-IndexFromCell
	true
	
	

	      ss-RSSI-Measurement
	Not present
	
	

	    }
	
	
	

	    csi-rs-ResourceConfigMobility
	Not present
	
	

	  }
	
	
	

	  absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	    thresholdRSRP
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	    thresholdRSRQ
	Not present
	
	

	    thresholdSINR
	Not present
	
	

	  }
	
	
	

	  absThreshCSI-RS-Consolidation
	Not present
	
	

	  nrofSS-BlocksToAverage
	2
	
	

	  nrofCSI-RS-ResourcesToAverage
	Not present
	
	

	  quantityConfigIndex
	1
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB0
	
	

	    rsrqOffsetSSB
	dB0
	
	

	    sinrOffsetSSB
	dB0
	
	

	    rsrpOffsetCSI-RS
	dB0
	
	

	    rsrqOffsetCSI-RS
	dB0
	
	

	    sinrOffsetCSI-RS
	dB0
	
	

	  }
	
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  whiteCellsToRemoveList
	Not present
	
	

	  whiteCellsToAddModList
	Not present
	
	

	  freqBandIndicatorNR-v1530
	FreqBandIndicatorNR
	
	

	}
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