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4
Recommended Test Case Applicability

The applicability of each individual test is identified in Table 4-1 (UTRA), 4 -3 and 4-3a (E-UTRA) and 4-11 (NR) for test cases in TS 37.571-1 [5] and in Table 4-5 (UTRA), 4-7 (E-UTRA) and 4-9 (NR) for test cases in TS 37.571-2 [6]. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well

The columns in Tables 4-1, 4-3, 4-3a, 4-5, 4-7, 4-9 and 4-11 have the following meaning:

Clause

The clause column indicates the clause number in TS 37.571-1 [5] and TS 37.571-2 [6] that contains the test body.

Title

The title column describes the name of the test and contains the clause title of the clause in TS 37.571-1 [5] and TS 37.571-2 [6] that contains the test body.

Applicability - Condition
The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional - the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.
NOTE:
The conditions are defined in Table 4-2, 4-4, 4-6, 4-8, 4-10 and 4-12.

Applicability - Comments

This column contains a verbal description of the condition.

Additional Information - Specific ICS
This column contains the mnemonics of ICS(s) affecting the dynamic behaviour of the TC.
NOTE: ICS items specified in 3GPP TS 36.523-2 [11] can be referred, to avoid redundant definitions.
Additional Information - Specific IXIT

This column contains the mnemonics of IXIT(s) affecting the dynamic behaviour of the TC.
The columns in Tables 4-1 and 4-5 have the following meaning:
Release

The release column indicates the earliest release from which the test case is applicable.

The columns in Tables 4-3, 4-3a, 4-7, 4-9, and 4-11 have the following meaning:

Release of LPP

The Release of LPP column indicates the earliest release of the positioning functionality in LPP (3GPP TS 36.355 [4]) from which the test case is applicable. Note that the release of the positioning functionality does not have to align with that of the RAT bearer.

Release RAT

The Release RAT column indicates the earliest release of the RAT bearer over which the test should be conducted. Note that the release of the positioning functionality does not have to align with that of the RAT bearer.
NOTE:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the 2Rx (UE supports 2 Rx antenna ports in the tested band) and 4Rx (UE supports 4 Rx antenna ports in the tested band) branch of common 2Rx and 4Rx OTDOA and ECID test cases in table 4-3a. The 2Rx and 4Rx branches of common 2Rx and 4Rx test cases can be referenced by amending a "2Rx" or "4Rx" suffix to the test case clause number. For example for test case 8.1.1 the 2Rx and 4Rx branches can be identified by "8.1.1_2Rx" and "8.1.1_4Rx".
Table 4-1: Applicability of tests and additional information for testing for test cases in TS 37.571-1 [5] for UTRA

	Clause
	Title
	Release
	Applicability
	Comments

	5.2.1
	Sensitivity Coarse Time Assistance
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	5.2.2
	Sensitivity Fine Time Assistance
	Rel-6
	C02ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only and Fine Time Assistance

	5.3
	Nominal Accuracy
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	5.4
	Dynamic Range
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	5.5
	Multi-path Performance
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only


TEXT SKIPPED HERE
Table 4-11: Applicability of tests and additional information for testing for test cases in TS 37.571-1 [5] for NR
	Clause
	TC Title
	Release of LPP
	Applicability
	
	Additional Information 
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release RAT

	13
	A-GNSS minimum performance requirements
	
	
	
	
	
	
	

	13.2.1-1
	Sensitivity Coarse Time Assistance: Sub-Test 1
	Rel-9
	C01nr
	All FR1 NR UEs. The UEs shall support A-GPS L1C/A only
	
	
	
	Rel-15

	13.2.1-2
	Sensitivity Coarse Time Assistance: Sub-Test 2
	Rel-9
	C02nr
	All FR1 NR UEs. The UEs shall support A-GLONASS only
	
	
	
	Rel-15

	13.2.1-3
	Sensitivity Coarse Time Assistance: Sub-Test 3
	Rel-12
	C03nr
	All FR1 NR UEs. The UEs shall support A-Galileo only
	
	
	
	Rel-15

	13.2.1-4
	Sensitivity Coarse Time Assistance: Sub-Test 4
	Rel-9
	C04nr
	All FR1 NR UEs. The UEs shall support A-GPS and Modernized GPS only
	
	
	
	Rel-15

	13.2.1-5
	Sensitivity Coarse Time Assistance: Sub-Test 5
	Rel-9
	C05nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only
	
	
	
	Rel-15

	13.2.1-8
	Sensitivity Coarse Time Assistance: Sub-Test 8
	Rel-12
	C15nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo only
	
	
	
	Rel-15

	13.2.1-9
	Sensitivity Coarse Time Assistance: Sub-Test 9
	Rel-12
	C11nr
	All FR1 NR UEs. The UEs shall support A-BDS only
	
	
	
	Rel-15

	13.2.1-10
	Sensitivity Coarse Time Assistance: Sub-Test 10
	Rel-12
	C12nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-BDS only
	
	
	
	Rel-15

	13.2.1-11
	Sensitivity Coarse Time Assistance: Sub-Test 11
	Rel-12
	C17nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only
	
	
	
	Rel-15

	13.2.1-12
	Sensitivity Coarse Time Assistance: Sub-Test 12
	Rel-12
	C27nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only
	
	
	
	Rel-15

	13.2.1-13
	Sensitivity Coarse Time Assistance: Sub-Test 13
	Rel-12
	C28nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only
	
	
	
	Rel-15

	13.2.2-1
	Sensitivity Fine Time Assistance: Sub-Test 1
	Rel-9
	C06nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS L1C/A only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C34nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS L1C/A only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-2
	Sensitivity Fine Time Assistance: Sub-Test 2
	Rel-9
	C07nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GLONASS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C35nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GLONASS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-3
	Sensitivity Fine Time Assistance: Sub-Test 3
	Rel-12
	C08nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-Galileo only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C36nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-Galileo only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-4
	Sensitivity Fine Time Assistance: Sub-Test 4
	Rel-9
	C09nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS and Modernized GPS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C37nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS and Modernized GPS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-5
	Sensitivity Fine Time Assistance: Sub-Test 5
	Rel-9
	C10nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C38nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-8
	Sensitivity Fine Time Assistance: Sub-Test 8
	Rel-12
	C16nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS/Modernized GPS and A-Galileo only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C39nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS/Modernized GPS and A-Galileo only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-9
	Sensitivity Fine Time Assistance: Sub-Test 9
	Rel-12
	C13nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C40nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-10
	Sensitivity Fine Time Assistance: Sub-Test 10
	Rel-12
	C14nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS/Modernized GPS and A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C41nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS/Modernized GPS and A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-11
	Sensitivity Fine Time Assistance: Sub-Test 11
	Rel-12
	C18nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C42nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-12
	Sensitivity Fine Time Assistance: Sub-Test 12
	Rel-12
	C29nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C43nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.2.2-13
	Sensitivity Fine Time Assistance: Sub-Test 13
	Rel-12
	C30nr
	All FR1 NR UEs supporting EN-DC. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	
	
	Rel-15
	C44nr
	All FR1 NR UEs supporting NG-RAN NR. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only, and Fine Time Assistance
	
	
	
	Rel-15

	13.3-1
	Nominal Accuracy: Sub-Test 1
	Rel-9
	C01nr
	All FR1 NR UEs. The UEs shall support A-GPS L1C/A only
	
	
	
	Rel-15

	13.3-2
	Nominal Accuracy: Sub-Test 2
	Rel-9
	C02nr
	All FR1 NR UEs. The UEs shall support A-GLONASS only
	
	
	
	Rel-15

	13.3-3
	Nominal Accuracy: Sub-Test 3
	Rel-12
	C03nr
	All FR1 NR UEs. The UEs shall support A-Galileo only
	
	
	
	Rel-15

	13.3-4
	Nominal Accuracy: Sub-Test 4
	Rel-9
	C04nr
	All FR1 NR UEs. The UEs shall support A-GPS and Modernized GPS only
	
	
	
	Rel-15

	13.3-5
	Nominal Accuracy: Sub-Test 5
	Rel-9
	C05nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only
	
	
	
	Rel-15

	13.3-8
	Nominal Accuracy: Sub-Test 8
	Rel-12
	C15nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo only
	
	
	
	Rel-15

	13.3-9
	Nominal Accuracy: Sub-Test 9
	Rel-12
	C11nr
	All FR1 NR UEs. The UEs shall support A-BDS only
	
	
	
	Rel-15

	13.3-10
	Nominal Accuracy: Sub-Test 10
	Rel-12
	C12nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-BDS only
	
	
	
	Rel-15

	13.3-11
	Nominal Accuracy: Sub-Test 11
	Rel-12
	C17nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only
	
	
	
	Rel-15

	13.3-12
	Nominal Accuracy: Sub-Test 12
	Rel-12
	C27nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only
	
	
	
	Rel-15

	13.3-13
	Nominal Accuracy: Sub-Test 13
	Rel-12
	C28nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only
	
	
	
	Rel-15

	13.4-1
	Dynamic Range: Sub-Test 1
	Rel-9
	C01nr
	All FR1 NR UEs. The UEs shall support A-GPS L1C/A only
	
	
	
	Rel-15

	13.4-2
	Dynamic Range: Sub-Test 2
	Rel-9
	C02nr
	All FR1 NR UEs. The UEs shall support A-GLONASS only
	
	
	
	Rel-15

	13.4-3
	Dynamic Range: Sub-Test 3
	Rel-12
	C03nr
	All FR1 NR UEs. The UEs shall support A-Galileo only
	
	
	
	Rel-15

	13.4-4
	Dynamic Range: Sub-Test 4
	Rel-9
	C04nr
	All FR1 NR UEs. The UEs shall support A-GPS and Modernized GPS only
	
	
	
	Rel-15

	13.4-5
	Dynamic Range: Sub-Test 5
	Rel-9
	C05nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only
	
	
	
	Rel-15

	13.4-8
	Dynamic Range: Sub-Test 8
	Rel-12
	C15nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo only
	
	
	
	Rel-15

	13.4-9
	Dynamic Range: Sub-Test 9
	Rel-12
	C11nr
	All FR1 NR UEs. The UEs shall support A-BDS only
	
	
	
	Rel-15

	13.4-10
	Dynamic Range: Sub-Test 10
	Rel-12
	C12nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-BDS only
	
	
	
	Rel-15

	13.4-11
	Dynamic Range: Sub-Test 11
	Rel-12
	C17nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only
	
	
	
	Rel-15

	13.4-12
	Dynamic Range: Sub-Test 12
	Rel-12
	C27nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only
	
	
	
	Rel-15

	13.4-13
	Dynamic Range: Sub-Test 13
	Rel-12
	C28nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only
	
	
	
	Rel-15

	13.5-1
	Multi-path scenario: Sub-Test 1
	Rel-9
	C01nr
	All FR1 NR UEs. The UEs shall support A-GPS L1C/A only
	
	
	
	Rel-15

	13.5-2
	Multi-path scenario: Sub-Test 2
	Rel-9
	C02nr
	All FR1 NR UEs. The UEs shall support A-GLONASS only
	
	
	
	Rel-15

	13.5-3
	Multi-path scenario: Sub-Test 3
	Rel-12
	C03nr
	All FR1 NR UEs. The UEs shall support A-Galileo only
	
	
	
	Rel-15

	13.5-4
	Multi-path scenario: Sub-Test 4
	Rel-9
	C04nr
	All FR1 NR UEs. The UEs shall support A-GPS and Modernized GPS only
	
	
	
	Rel-15

	13.5-5
	Multi-path scenario: Sub-Test 5
	Rel-9
	C05nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only
	
	
	
	Rel-15

	13.5-8
	Multi-path scenario: Sub-Test 8
	Rel-12
	C15nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo only
	
	
	
	Rel-15

	13.5-9
	Multi-path scenario: Sub-Test 9
	Rel-12
	C11nr
	All FR1 NR UEs. The UEs shall support A-BDS only
	
	
	
	Rel-15

	13.5-10
	Multi-path scenario: Sub-Test 10
	Rel-12
	C12nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-BDS only
	
	
	
	Rel-15

	13.5-11
	Multi-path scenario: Sub-Test 11
	Rel-12
	C17nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only
	
	
	
	Rel-15

	13.5-12
	Multi-path scenario: Sub-Test 12
	Rel-12
	C27nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only
	
	
	
	Rel-15

	13.5-13
	Multi-path scenario: Sub-Test 13
	Rel-12
	C28nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only
	
	
	
	Rel-15

	13.6-1
	Moving scenario and periodic update: Sub-Test 1 (Rel-9 to Rel-13)
	Rel-9, Rel‑10, Rel‑11, Rel‑12, Rel‑13
	C01nr
	All FR1 NR UEs. The UEs shall support A-GPS L1C/A only
	
	
	
	Rel-15

	13.6-2
	Moving scenario and periodic update: Sub-Test 2 (Rel-9 to Rel-13)
	Rel-9, Rel‑10, Rel‑11, Rel‑12, Rel‑13
	C02nr
	All FR1 NR UEs. The UEs shall support A-GLONASS only
	
	
	
	Rel-15

	13.6-3
	Moving scenario and periodic update: Sub-Test 3 (Rel-9 to Rel-13)
	Rel-12, Rel‑13
	C03nr
	All FR1 NR UEs. The UEs shall support A-Galileo only
	
	
	
	Rel-15

	13.6-4
	Moving scenario and periodic update: Sub-Test 4 (Rel-9 to Rel-13)
	Rel-9, Rel‑10, Rel‑11, Rel‑12, Rel‑13
	C04nr
	All FR1 NR UEs. The UEs shall support A-GPS and Modernized GPS only
	
	
	
	Rel-15

	13.6-5
	Moving scenario and periodic update: Sub-Test 5 (Rel-9 to Rel-13)
	Rel-9, Rel‑10, Rel‑11, Rel‑12, Rel‑13
	C05nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only
	
	
	
	Rel-15

	13.6-8
	Moving scenario and periodic update: Sub-Test 8 (Rel-9 to Rel-13)
	Rel-12, Rel‑13
	C15nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo only
	
	
	
	Rel-15

	13.6-9
	Moving scenario and periodic update: Sub-Test 9 (Rel-9 to Rel-13)
	Rel-12, Rel‑13
	C11nr
	All FR1 NR UEs. The UEs shall support A-BDS only
	
	
	
	Rel-15

	13.6-10
	Moving scenario and periodic update: Sub-Test 10 (Rel-9 to Rel-13)
	Rel-12, Rel‑13
	C12nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-BDS only
	
	
	
	Rel-15

	13.6-11
	Moving scenario and periodic update: Sub-Test 11 (Rel-9 to Rel-13)
	Rel-12,Rel‑13
	C17nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only
	
	
	
	Rel-15

	13.6-12
	Moving scenario and periodic update: Sub-Test 12 (Rel-9 to Rel-13)
	Rel-12, Rel 13
	C27nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only
	
	
	
	Rel-15

	13.6-13
	Moving scenario and periodic update: Sub-Test 13 (Rel-9 to Rel-13)
	Rel-12, Rel 13
	C28nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only
	
	
	
	Rel-15

	13.7-1
	Moving scenario and periodic update: Sub-Test 1 (Rel-14 onwards)
	Rel-14
	C19nr
	All FR1 NR UEs. The UEs shall support A-GPS L1C/A only and periodical reporting
	
	
	
	Rel-15

	13.7-2
	Moving scenario and periodic update: Sub-Test 2 (Rel-14 onwards)
	Rel-14
	C20nr
	All FR1 NR UEs. The UEs shall support A-GLONASS only and periodical reporting
	
	
	
	Rel-15

	13.7-3
	Moving scenario and periodic update: Sub-Test 3 (Rel-14 onwards)
	Rel-14
	C21nr
	All FR1 NR UEs. The UEs shall support A-Galileo only and periodical reporting
	
	
	
	Rel-15

	13.7-4
	Moving scenario and periodic update: Sub-Test 4 (Rel-14 onwards)
	Rel-14
	C22nr
	All FR1 NR UEs. The UEs shall support A-GPS and Modernized GPS only and periodical reporting
	
	
	
	Rel-15

	13.7-5
	Moving scenario and periodic update: Sub-Test 5 (Rel-14 onwards)
	Rel-14
	C23nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS only and periodical reporting
	
	
	
	Rel-15

	13.7-8
	Moving scenario and periodic update: Sub-Test 8 (Rel-14 onwards)
	Rel-14
	C24nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo only and periodical reporting
	
	
	
	Rel-15

	13.7-9
	Moving scenario and periodic update: Sub-Test 9 (Rel-14 onwards)
	Rel-14
	C25nr
	All FR1 NR UEs. The UEs shall support A-BDS only and periodical reporting
	
	
	
	Rel-15

	13.7.10
	Moving scenario and periodic update: Sub-Test 10 (Rel-14 onwards)
	Rel-14
	C26nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-BDS only and periodical reporting
	
	
	
	Rel-15

	13.7.11
	Moving scenario and periodic update: Sub-Test 11 (Rel-14 onwards)
	Rel-14
	C33nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-GLONASS and A-BDS only and periodical reporting
	
	
	
	Rel-15

	13.7-12
	Moving scenario and periodic update: Sub-Test 12 (Rel-14 onwards)
	Rel-14
	C31nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-GLONASS only and periodical reporting
	
	
	
	Rel-15

	13.7-13
	Moving scenario and periodic update: Sub-Test 13 (Rel-14 onwards)
	Rel-14
	C32nr
	All FR1 NR UEs. The UEs shall support A-GPS/Modernized GPS and A-Galileo and A-BDS only and periodical reporting
	
	
	
	Rel-15



Table 4-12: Applicability of tests Conditions for test cases in TS 37.571-1 [5] for NR
	C01nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C02nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C03nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/18) THEN R ELSE N/A

	C04nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C05nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND NOT (A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C06nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C07nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C08nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C09nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C10nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND NOT (A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C11nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/18 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) THEN R ELSE N/A

	C12nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/18 AND NOT (A.4.3-2/7 OR A.4.3-2/9) THEN R ELSE N/A

	C13nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/18 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) AND A.4.3-2/3 THEN R ELSE N/A

	C14nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/18 AND NOT (A.4.3-2/7 OR A.4.3-2/9) AND A.4.3-2/3 THEN R ELSE N/A

	C15nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND NOT (A.4.3-2/7 OR A.4.3-2/18) THEN R ELSE N/A

	C16nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND NOT (A.4.3-2/7 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C17nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/18 AND NOT A.4.3-2/9 THEN R ELSE N/A

	C18nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/18 AND NOT A.4.3-2/9 AND A.4.3-2/3 THEN R ELSE N/A

	C19nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C20nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C21nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/18) THEN R ELSE N/A

	C22nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C23nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND NOT (A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C24nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND NOT (A.4.3-2/7 OR A.4.3-2/18) THEN R ELSE N/A

	C25nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND A.4.3-2/18 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) THEN R ELSE N/A

	C26nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/18 AND NOT (A.4.3-2/7 OR A.4.3-2/9) THEN R ELSE N/A

	C27nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/9 AND NOT A.4.3-2/18 THEN R ELSE N/A

	C28nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND A.4.3-2/18 AND NOT A.4.3-2/7 THEN R ELSE N/A

	C29nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/9 AND NOT A.4.3-2/18 AND A.4.3-2/3 THEN R ELSE N/A

	C30nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/2 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND A.4.3-2/18 AND NOT A.4.3-2/7 AND A.4.3-2/3 THEN R ELSE N/A

	C31nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/9 AND NOT A.4.3-2/18 THEN R ELSE N/A

	C32nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND A.4.3-2/18 AND NOT A.4.3-2/7 THEN R ELSE N/A

	C33nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND (A.4.1-4/1 OR A.4.1-4/2) AND ((A.4.3-2/1 AND NOT A.4.3-2/24) OR (A.4.3-2/2 AND NOT A.4.3-2/25)) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/18 AND NOT A.4.3-2/9 THEN R ELSE N/A

	C34nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C35nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C36nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C37nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C38nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND NOT (A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C39nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND NOT (A.4.3-2/7 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C40nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/18 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) AND A.4.3-2/3 THEN R ELSE N/A

	C41nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/18 AND NOT (A.4.3-2/7 OR A.4.3-2/9) AND A.4.3-2/3 THEN R ELSE N/A

	C42nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/18 AND NOT A.4.3-2/9 AND A.4.3-2/3 THEN R ELSE N/A

	C43nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/7 AND A.4.3-2/9 AND NOT A.4.3-2/18 AND A.4.3-2/3 THEN R ELSE N/A

	C44nr
IF (A.4.1-1/6 AND A.4.1-5/1) AND A.4.1-4/1 AND (A.4.3-2/1 OR A.4.3-2/2) AND (A.4.3-2/6 OR A.4.3-2/8) AND A.4.3-2/9 AND A.4.3-2/18 AND NOT A.4.3-2/7 AND A.4.3-2/3 THEN R ELSE N/A



Annex A (normative):
ICS proforma for User Equipment

Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

A.1
Guidance for completing the ICS proforma

A.1.1
Purposes and structure

The purpose of this ICS proforma is to provide a mechanism whereby a supplier of an implementation of the requirements defined in relevant specifications may provide information about the implementation in a standardised manner.

The ICS proforma is subdivided into clauses for the following categories of information:

-
instructions for completing the ICS proforma;

-
identification of the implementation;

-
identification of the protocol;

-
ICS proforma tables (for example: UE implementation types, Teleservices, etc).

A.1.2
Abbreviations and conventions

The ICS proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646‑7 [8].

Item column

The item column contains a number which identifies the item in the table.

Item description column

The item description column describes in free text each respective item (e.g. parameters, timers, etc.). It implicitly means "is <item description> supported by the implementation?".

Reference column

The reference column gives reference to the relevant 3GPP core specifications.

Release column

The release column indicates the earliest release from which the capability or option is relevant.

Mnemonic column

The Mnemonic column contains mnemonic identifiers for each item.

Comments column

This column is left blank for particular use by the reader of the present document.

References to items

For each possible item answer (answer in the support column) within the ICS proforma there exists a unique reference, used, for example, in the conditional expressions. It is defined as the table identifier, followed by a solidus character "/", followed by the item number in the table. If there is more than one support column in a table, the columns shall be discriminated by letters (a, b, etc.), respectively.

A.1.3
Instructions for completing the ICS proforma

The supplier of the implementation may complete the ICS proforma in each of the spaces provided. More detailed instructions are given at the beginning of the different clauses of the ICS proforma.

A.2
Identification of the User Equipment

Identification of the User Equipment should be filled in so as to provide as much detail as possible regarding version numbers and configuration options.

The product supplier information and client information should both be filled in if they are different.

A person who can answer queries regarding information supplied in the ICS should be named as the contact person.

A.2.1
Date of the statement

A.2.2
User Equipment Under Test (UEUT) identification

UEUT name:

Hardware configuration:

Software configuration:

A.2.3
Product supplier

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.2.4
Client

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.2.5
ICS contact person

Name:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.3
Identification of the protocol

This ICS proforma applies to the 3GPP standards listed in the normative references clause of the present document.

A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	E-UTRA FDD
	
	
	
	Refer to 3GPP TS 36.523-2 [11] Table A.4.1-1/1

	2
	E-UTRA TDD
	
	
	
	Refer to 3GPP TS 36.523-2 [11] Table A.4.1-1/2

	3
	UTRA FDD
	
	
	
	Refer to 3GPP TS 34.123-2 [12] Table A.1/1

	4
	UTRA TDD
	
	
	
	Refer to 3GPP TS 34.123-2 [12] Table A.1/3

	5
	NB-IOT
	
	
	
	Refer to 3GPP TS 36.523-2 [11] Table A.4.1-1/8

	6
	NR
	
	
	pc_nr
	

	
	
	
	
	
	


Table A.4.1-2: Teleservices

	Item
	Teleservices
	Ref.
	Release
	Mnemonic
	Comments

	1
	Emergency call
	
	
	
	Refer to 3GPP TS 34.123-2 [12] Table A.2/2


Table A.4.1-3: UE Categories

	Item
	UE Category
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 1bis
	36.306
	Rel-13
	
	UE with DL Category 1bis and UL Category 1bis as defined in TS 36.306 [13] Table 4.1A-1 and 4.1A-2

	2
	Category M1
	36.306
	Rel-13
	
	UE with DL Category M1 and UL Category M1 as defined in TS 36.306 [13] Table 4.1A-1 and 4.1A-2

	3
	Category M2
	36.306
	Rel-13
	
	UE with DL Category M2 and UL Category M2 as defined in TS 36.306 [13] Table 4.1A-1 and 4.1A-2

	4
	Category NB1
	36.306
	Rel-13
	
	UE with DL Category NB1 and UL Category NB1 as defined in TS 36.306 [13] Table 4.1C-1 and 4.1C-2

	5
	Category NB2
	36.306
	Rel-13
	
	UE with DL Category NB2 and UL Category NB2 as defined in TS 36.306 [13] Table 4.1C-1 and 4.1C-2


Table A.4.1-4: RAN-CN Interface Options

	Item
	UE support of RAN-CN Interface Options 
	Ref.
	Release
	Mnemonic
	Comments

	1
	NG-RAN NR (Option 2)
	38.300
	Rel-15
	
	Refer to 3GPP TS 38.508-2 [16] Table A.4.1-3/1

	2
	EN-DC (Option 3)
	37.340
	Rel-15
	
	Refer to 3GPP TS 38.508-2 [16] Table A.4.1-3/2

	3
	NE-DC (Option 4)
	37.340
	Rel-15
	
	Refer to 3GPP TS 38.508-2 [16] Table A.4.1-3/3

	4
	NG-RAN E-UTRA (Option 5)
	38.300
	Rel-15
	
	Refer to 3GPP TS 38.508-2 [16] Table A.4.1-3/4

	5
	NGEN-DC (Option 7)
	37.340
	Rel-15
	
	Refer to 3GPP TS 38.508-2 [16] Table A.4.1-3/5


Table A.4.1-5: NR FR support

	Item
	NR FR support
	Ref.
	Release
	Mnemonic
	Comments

	1
	FR1
	
	Rel-15
	pc_nr_Fr1
	

	2
	FR2
	
	Rel-15
	pc_nr_Fr2
	


A.4.2
Baseline Implementation Capabilities

Table A.4.2-1: Supported Protocols

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Mnemonic
	Comments

	1
	LTE Positioning Protocol (LPP)
	36.355
	Rel-9
	pc_LPP
	

	2
	Support for OMA LPPe
	OMA-TS-LPPe-V1.0
	Rel-9
	pc_OMA_LPPe
	


Table A.4.2-2: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	Reset of UE Positioning Stored Information
	36.509
	Rel-9
	E-UTRA

	2
	Reset of UE Positioning Stored Information
	34.109
	R99
	UTRA

	3
	Reset of UE Positioning Stored Information
	38.509
	Rel-15
	NR


Table A.4.2-3: Additional Capabilities

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	Support of Type B Half-duplex FDD operation
	36.211, 6,2,5 36.306, 4.2.6
	Rel-12
	Support of Half-duplex FDD operation type B for category 0 and category M1 UE


A.4.3
UE Positioning Capabilities

Table A.4.3-1: UTRA UE positioning capabilities

	Item
	Services Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support for IPDL
	25.306, 4.8
	R99
	pc_UE_PositioningIPDL_Sup
	

	2
	Support of GPS timing of cell frames
	25.306, 4.8
	R99
	pc_UE_PositioningGPS_TimingOfCellFramesSup
	

	3
	Support of UE-based OTDOA
	25.306, 4.8
	R99
	pc_UE_PositioningBasedOTDOA_Sup
	

	4
	Support of Standalone location method
	25.306, 4.8
	R99
	pc_UE_PositioningStandaloneLocMethodsSup
	

	5
	Support of UE-Based A-GANSS
	25.306, 4.8
	Rel-8
	pc_UEB_A_GANSS
	NOTE 1

	6
	Support of UE-Assisted A-GANSS
	25.306, 4.8
	Rel-8
	pc_UEA_A_GANSS
	NOTE 1

	7
	Support for GLONASS
	25.306, 4.8
	Rel-8
	pc_GLONASS
	

	8
	Support for Modernized GPS
	25.306, 4.8
	Rel-8
	pc_MGPS
	

	9
	Support for Galileo
	25.306, 4.8
	Rel-12
	pc_GALILEO
	NOTE 2

	10
	Support of UE based Network Assisted GPS L1 C/A
	25.306, 4.8
	R99
	pc_UeBasedAgps
	

	11
	Support of UE assisted Network Assisted GPS L1 C/A
	25.306, 4.8
	R99
	pc_UeAssistedAgps
	

	12
	Support of Fine Time Assistance
	25.171, 4.4
	Rel-6
	
	

	13
	Support for BDS
	25.306, 4.8
	Rel-12
	pc_BDS
	

	NOTE 1: If the capability is supported by the UE, then at least one of A.4.3-1/7, A.4.3-1/8, A.4.3-1/9 or A.4.3-1/13 must be supported as well.
NOTE 2: Non-backwards compatible changes were made to the Galileo Assistance Data in RRC Rel-12, therefore testing cannot be done for earlier releases.


Table A.4.3-2: E-UTRA and NR UE Positioning Capabilities
	Item
	UE Positioning Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of UE based Assisted-GNSS
	36.355
	Rel-9
	pc_UEB_AGNSS
	This implies support of LPP A.4.2-1/1

	2
	Support of UE assisted Assisted-GNSS
	36.355
	Rel-9
	pc_UEA_AGNSS
	This implies support of LPP A.4.2-1/1

	3
	Support of GNSS Fine Time Assistance 
	36.355
	Rel-9 (E-UTRA and NR EN-DC)
Rel-15 (NR NG-RAN NR)
	pc_GNSS_FTA
	This implies support of LPP A.4.2-1/1

	4
	Support of UE assisted OTDOA
	36.355
	Rel-9
	pc_OTDOA
	This implies support of LPP A.4.2-1/1

	5
	Support of UE assisted ECID
	36.355
	Rel-9 (FDD) Rel-13 (TDD) NOTE 2
	pc_ECID
	This implies support of LPP A.4.2-1/1

	6
	Support for A-GPS L1C/A
	36.355
	Rel-9
	pc_A_GPS_L1C_A
	This implies support of LPP A.4.2-1/1

	7
	Support for A-GLONASS
	36.355
	Rel-9
	pc_A_GLONASS
	This implies support of LPP A.4.2-1/1

	8
	Support for A-GPS L1C/A and Modernized GPS
	36.355
	Rel-9
	pc_A_GPS_L1C_A_MGPS
	This implies support of LPP A.4.2-1/1

	9
	Support for A-Galileo
	36.355
	Rel-12
	pc_A_Galileo
	This implies support of LPP A.4.2-1/1. NOTE 1

	10
	Support of UE Fine Time Assistance measurements for UE-based Assisted-GNSS
	36.355
	Rel-9 (E-UTRA and NR EN-DC)

Rel-15 (NR NG-RAN NR)
	pc_GNSS_FTA_UEB
	This implies support of LPP A.4.2-1/1

	11
	Support of UE Fine Time Assistance measurements for UE-assisted Assisted-GNSS
	36.355
	Rel-9 (E-UTRA and NR EN-DC)

Rel-15 (NR NG-RAN NR)
	pc_GNSS_FTA_UEA
	This implies support of LPP A.4.2-1/1

	12
	Support of GNSS Acquisition Assistance
	36.355; 37.571-2, 5.4.1
	Rel-9
	pc_GNSS_AA
	This implies support of LPP A.4.2-1/1

	13
	Support for A-SBAS
	36.355
	Rel-9
	pc_A_SBAS
	

	14
	Support for A-QZSS
	36.355
	Rel-9
	pc_A_QZSS
	

	15
	Support of UE assisted OTDOA for Carrier Aggregation
	36.355
	Rel-10
	pc_OTDOA_CA
	This implies support of LPP A.4.2-1/1

	16
	Support of inter-frequency RSTD measurements that require measurement gaps
	36.355
	Rel-10
	pc_InterFreq_RSTD_withGaps
	This implies support of UE assisted OTDOA A.4.3-2/4

	17
	Support of inter-frequency RSTD measurements
	36.355
	Rel-10
	pc_InterFreq_RSTD
	This implies support of UE assisted OTDOA A.4.3-2/4

	18
	Support for A-BDS
	36.355
	Rel-12
	pc_A_BDS
	This implies support of LPP A.4.2-1/1

	19
	Support of UE assisted OTDOA for 3DL Carrier Aggregation
	36.355
	Rel-12
	pc_OTDOA_3DLCA
	This implies support of LPP A.4.2-1/1

	20
	Support for UE-Assisted MBS
	36.355
	Rel-13
	pc_UEA_MBS
	This implies support of LPP A.4.2-1/1

	21
	Support for UE-Assisted WLAN
	36.355
	Rel-13
	pc_WLAN
	This implies support of LPP A.4.2-1/1

	22
	Support for UE-Assisted Bluetooth
	36.355
	Rel-13
	pc_Bluetooth
	This implies support of LPP A.4.2-1/1

	23
	Support for UE-Assisted Sensor
	36.355
	Rel-13
	pc_Sens
	This implies support of LPP A.4.2-1/1

	24
	No support of periodical reporting for UE based Assisted-GNSS. 
	36.355
	Rel-14
	pc_UEB_Noperiodic
	This implies support of LPP A.4.2-1/1

	25
	No support of periodical reporting for UE assisted Assisted-GNSS.
	36.355
	Rel-14
	pc_UEA_Noperiodic
	This implies support of LPP A.4.2-1/1

	26
	Support for UE-Based MBS
	36.355
	Rel-14
	pc_UEB_MBS
	This implies support of LPP A.4.2-1/1

	27
	Support for UE-Based WLAN
	36.355
	Rel-14
	pc_UEB_WLAN
	This implies support of LPP A.4.2-1/1

	28
	Support for UE-Based Sensor
	36.355
	Rel-14
	pc_UEB_Sens
	This implies support of LPP A.4.2-1/1

	NOTE 1: Non-backwards compatible changes were made to the Galileo Assistance Data in LPP Rel-12, therefore testing cannot be done for earlier releases.
NOTE 2: For TDD with LPP releases before Rel-13 the UE Rx - Tx time difference measurement report mapping is ambiguous and therefore testing shall not be performed.
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