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	Reason for change:
	The content of PICS item A.4.6.3-2/3 has a typo. The PICS item shall be UL CA not DL CA.

	
	

	Summary of change:
	The content of PICS item A.4.6.3-2/3 has been corrected to “UL Inter-band CA BW Class Combination A-C (two bands)”.
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	The PICS item will be confused
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	Other comments:
	


<<Start of Change>>
A.3
Identification of the protocol

This ICS proforma applies to the 3GPP standards listed in the normative references clause of the present document.

A.4
ICS proforma tables

A.4.1
UE Implementation Types

<<Skip of Change>>
Table A.4.6.3-2: Uplink Inter-band CA Bandwidth Class Combination capabilities (for one or more of the supported CA configurations in Table A.4.6.3-3, A.4.6.3-4, A.4.6.3-5)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL Inter-band CA BW Class Combination A-A
	36.101, 5.6A 36.331, 6.3.6
	

	2
	UL Inter-band CA BW Class Combination A-A-A (two bands)
	36.331, 6.3.6
	

	3
	UL Inter-band CA BW Class Combination A-C (two bands)
	36.101, 5.6A

36.331, 6.3.6
	


<<End Of Change>>
