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<< Start of changes >>
6.5A
Output RF spectrum emissions for CA

6.5A.1
Occupied bandwidth for CA

6.5A.1.0
Minimum conformance requirements

For intra-band contiguous carrier aggregation, the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The occupied bandwidth for CA shall be less than the aggregated channel bandwidth defined in subclause 5.5A.

The occupied bandwidth for CA is defined as a directional requirement. The requirement is verified in beam locked mode on beam peak direction.
The normative reference for this requirement is TS 38.101-2 [3] clause 6.5A.1.
6.5A.1.1
Minimum output power for CA (2UL CA)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· The test configuration table is FFS

· SCC configuration in the procedure is FFS

· Connection Diagram is FFS

· Applicability of UBF of single UL is FFS

· Applicability of Beam peak of single UL is FFS

· Test procedure for intra-band non-contiguous CA is TBD

· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD

· Measurement Uncertainties and Test Tolerances for intra-band non-contiguous CA is TBD

· How to apply Multi-band relaxation into UL CA test cases is FFS
6.5A.1.1.1
Test purpose
To verify the UE's ability to transmit with a broadband output power below the value specified in the test requirement when the power on each component carrier is set to a minimum value.

6.5A.1.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward that supports FR2 2UL CA.

6.5A.1.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5A.1.0.
6.5A.1.1.4
Test description

6.5A.1.1.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A.1-1. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in table 6.5A.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5A.1.1.4.1-1: Test Configuration Table
FFS
1.
Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD] for TE diagram and Figure A.3.4.1.1 for UE diagram.

2.
The parameter settings for the cell are set up according to TS 38.508-1 [10] clause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex G.0, G.1 and G.3.0.

4.
The UL Reference Measurement Channel is set according to Table 6.5A.1.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.1.1.4.3.

6.5A.1.1.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1, C.3.0 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 38.508-1 [10] clause [TBD]. Message contents are defined in clause 6.5A.1.1.4.3

3.
SS activates SCC by sending the activation MAC CE (Refer TS 38.321 [TBD], clauses 5.9, 6.1.3.10). Wait for at least 2 seconds (Refer TS 38.133[25], clause 9.2).

4.
Set the UE in the Tx beam peak direction found with a TX beam peak direction search as performed in Annex K.
5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.5A.1.1.4.1-1 on both PCC and SCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200 ms for the UE to reach maximum output power.

7.
Measure the EIRP spectrum distribution over all component carriers within two times or more frequency range over the requirement for Occupied Bandwidth for CA specification centring on the current carrier frequency. The characteristics of the filter shall be approximately Gaussian (typical spectrum analyser filter). The measuring duration is one active uplink subframe. EIRP is captured from both polarizations, theta and phi.

8.
Calculate the total EIRP from both polarizations, theta and phi, within the range of all frequencies measured in step 4 and save this value as “Total EIRP”. EIRP measurement procedure is defined in Annex K.

9.
 Identify the measurement window whose centre is aligned on the centre of the channel for which the sum of the power measured in theta and phi polarization is 99% of the “Total EIRP”.
10.
 The “Occupied Bandwidth” is the width of the measurement window obtained in step 9.
NOTE 1:
The BEAM_SELECT_WAIT_TIME default value is defined in Annex K.1.1.
6.5A.1.1.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.5A.1.1.5
Test requirement

The measured Occupied Bandwidth shall not exceed the aggregated channel bandwidth defined in subclause 5.5A.
6.5A.1.2
Occupied bandwidth for CA (3UL CA)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test configuration table is TBD

· Connection diagram is TBD
· Applicability of UBF of single UL is FFS

· Applicability of Beam peak of single UL is FFS

· Test procedure for intra-band non-contiguous CA is TBD

· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD

· Measurement Uncertainties and Test Tolerances for intra-band non-contiguous CA is TBD

· How to apply Multi-band relaxation into UL CA test cases is FFS

6.5A.1.2.1
Test purpose

To verify that the UE occupied bandwidth for all transmission bandwidth configurations supported by the UE are less than their specific limits.
6.5A.1.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward that supports FR2 3UL CA.

6.5A.1.2.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5A.1.0.
6.5A.1.2.4
Test description

6.5A.1.2.4.1
Initial condition

Same as in clause 6.5A.1.1.4 with following exceptions:

-
Instead of Table 6.5A.1.1.4.1-1( use Table 6.5A.1.2.4.1-1.

-
Instead of clause 6.5A.1.1.4.3( use clause 6.5A.1.2.4.3.
Table 6.5A.1.2.4.1-1: Test Configuration Table [TBD]

6.5A.1.2.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.5A.1.2.5
Test requirement

The measured Occupied Bandwidth shall not exceed the aggregated channel bandwidth defined in subclause 5.5A.

6.5A.1.3
Occupied bandwidth for CA (4UL CA)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test configuration table is TBD

· Connection diagram is TBD
· Applicability of UBF of single UL is FFS

· Applicability of Beam peak of single UL is FFS

· Test procedure for intra-band non-contiguous CA is TBD

· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD

· Measurement Uncertainties and Test Tolerances for intra-band non-contiguous CA is TBD

· How to apply Multi-band relaxation into UL CA test cases is FFS

6.5A.1.3.1
Test purpose

To verify that the UE occupied bandwidth for all transmission bandwidth configurations supported by the UE are less than their specific limits.
6.5A.1.3.2
Test applicability

This test case applies to all types of NR UE release 15 and forward that supports FR2 4UL CA.

6.5A.1.3.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5A.1.0.
6.5A.1.3.4
Test description

6.5A.1.3.4.1
Initial condition

Same as in clause 6.5A.1.1.4 with following exceptions:

-
Instead of Table 6.5A.1.1.4.1-1( use Table 6.5A.1.3.4.1-1.

-
Instead of clause 6.5A.1.1.4.3( use clause 6.5A.1.3.4.3.
Table 6.5A.1.3.4.1-1: Test Configuration Table [TBD]

6.5A.1.3.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.5A.1.3.5
Test requirement

The measured Occupied Bandwidth shall not exceed the aggregated channel bandwidth defined in subclause 5.5A.

<< End of changes >>
