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9.2.8.1.3.3
Specific message contents

Table 9.2.8.1.3.3-1: REGISTRATION REQUEST (step 4, Table 9.2.8.1.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration type
	
	
	

	 5GS registration type value
	‘001’B
	
	INITIAL

	5GS update type
	
	
	

	 SMS requested
	SMS over NAS supported
	
	


Table 9.2.8.1.3.3-2: REGISTRATION ACCEPT (step 9, Table 9.2.8.1.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration result
	
	
	

	 SMS allowed
	SMS over NAS allowed
	
	

	T3512 value
	
	
	

	 Timer value
	‘00011’B
	
	

	 Unit
	‘101’B
	
	


Table 9.2.8.1.3.3-3: UL NAS TRANSPORT (step 15, Table 9.2.8.1.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-10

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘0010’B
	SMS
	

	Payload container
	CP-DATA
	RP-DATA RPDU
	


Editor’s note: CP-DATA, RP-DATA RPDU, CP-ACK and RP-ACK RPDU needs to be defined in TS 38.508-1 and Specific message contents will be updated accordingly.

Table 9.2.8.1.3.3-4: DL NAS TRANSPORT (step 16, Table 9.2.8.1.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-11

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘0010’B
	SMS
	

	Payload container
	CP-ACK
	
	


Table 9.2.8.1.3.3-5: DL NAS TRANSPORT (step 17, Table 9.2.8.1.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-11

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘0010’B
	SMS
	

	Payload container
	CP-DATA
	RP-ACK RPDU
	


Table 9.2.8.1.3.3-6: UL NAS TRANSPORT (step 18, Table 9.2.8.1.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-10

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘0010’B
	SMS
	

	Payload container
	CP-ACK
	
	


[New tests may have been introduced here]

9.3
Inter-system mobility

9.3.1
5GS-EPC Inter-system mobility

9.3.1.1
Mobility registration update / Single-registration mode with N26 / 5GMM-IDLE / 5GC to EPC
9.3.1.1.1
Test Purpose (TP)

(1)

with { UE in state 5GMM-REGISTERED and 5GMM-IDLE on a 5GC NR cell and has been previously registered on EPC as well, UE supporting S1 and N1 and operating in single-registration mode, NWK supporting Single-registration mode with N26 interface }

ensure that {

  when { UE detects a suitable EPC E-UTRA cell }

   then { UE performs a Inter-system change from N1 mode to S1 mode by initiating and successfully completing a TAU procedure, mapped EPC context used }

             }

9.3.1.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.501, subclause 5.1.4.2; TS 24.301, subclause 4.4.2.3. Unless otherwise stated these are Rel-15 requirements.

[TS 24.501, subclause 5.1.4.2]

At Inter-system change from N1 mode to S1 mode when there is at least one active PDU session for which interworking with EPS is supported as specified in subclause 6.1.4.1, the UE shall enter substates EMM-REGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE and initiate a tracking area updating procedure (see 3GPP TS 24.301 [15]).

[TS 24.301, clause 4.4.2.3]
During Inter-system change from N1 mode to S1 mode in 5GMM-IDLE mode, if the UE is operating in the single-registration mode and:

1)
if the tracking area updating procedure is initiated as specified in 3GPP TS 24.501 [54], the UE shall transmit a TRACKING AREA UPDATE REQUEST message integrity protected with the current 5G NAS security context and the UE shall derive a mapped EPS security context (see subclause 8.6.1 of 3GPP TS 33.501 [56]). The UE shall include the eKSI indicating the 5G NAS security context value in the TRACKING AREA UPDATE REQUEST message.


After receiving the TRACKING AREA UPDATE REQUEST message including the eKSI, the MME forwards the TRACKING AREA UPDATE REQUEST message to the source AMF, if possible, to obtain the mapped EPS security context from the AMF as specified in 3GPP TS 33.501 [56]. The MME re-establishes the secure exchange of NAS messages by either:

-
replying with a TRACKING AREA UPDATE ACCEPT message that is integrity protected and ciphered using the mapped EPS NAS security context. From this time onward, all NAS messages exchanged between the UE and the MME are sent integrity protected and except for the messages specified in subclause 4.4.5, all NAS messages exchanged between the UE and the MME are sent ciphered; or

9.3.1.1.3
Test description

9.3.1.1.3.1
Pre test conditions

System Simulator:

-
2 cells

-
NGC Cell A as defined in TS 38.508-1 [4] Table 6.3.2.2-1. Default system information combination as defined in TS 38.508-1 [4], subclause 4.4.3.1.2.

-
E-UTRA Cell A as defined in TS 38.508 [7] Table 6.3.2.2-1. System information combination 1 as defined in TS 38.508 [7], subclause 4.4.3.1.1.

UE:

None.

Preamble:

-
With E-UTRA Cell A "Serving cell" and NGC Cell A "Non-suitable "Off" cell", the UE is brought to state RRC_IDLE Connectivity (E-UTRA/EPC) in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-1. 4G GUTI and eKSI are assigned and security context established
-
the UE is switched-off

-
With NGC Cell A "Serving cell" and E-UTRA Cell A "Non-suitable "Off" cell", the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR), in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned and security context established.
9.3.1.1.2
Test procedure sequence

Table 9.3.1.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- E-UTRA Cell A as "Serving cell"
- NGC Cell A as "Non-suitable "off" cell".
	-
	-
	-
	-

	2
	Check: Does the UE perform on the E-UTRA Cell A the TAU procedure for Inter-system change from N1 mode to S1 mode in 5GMM/EMM-IDLE mode as described in TS 38.508-1 [4], Table 4.9.7.2.2-1, 'connected without release'?
	-
	-
	1
	-


9.3.1.1.3.3
Specific message contents
None.
