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<< Unchanged sections omitted >>
4.1
Test point analysis for FR1

This clause contains information on test point analysis and test point selection for test cases in [2] clause 6 and 7 with information about transmitting test point selection for FR1 listed in table 4.1-1 and receiver test point selection in table 4.1-2.
Table 4.1-1: NR UE transmitter test point selection for FR1

	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.3.3.6
SRS time mask
	30
	“38.521-1_TPanalysis_6.3.3.3_SRS.zip”
	RAN5#82

	6.3.4.2
Absolute power tolerance
	6
	“38.521-1_TPanalysis_6.3.4.2_AbsPtol_v2.zip”
	RAN5#83

	6.3.4.3
Relative power tolerance
	TBD
	“38.521-1_TPanalysis_6.3.4.3_RelPtol_v2.zip”
	RAN5#83

	6.3.4.4
Aggregate power tolerance
	PUCCH: 6

PUSCH: 6
	“38.521-1_TPanalysis_6.3.4.4_AggPtol_v2.zip”
	RAN5#83

	6.3D.4.1 Absolute Power tolerance for UL-MIMO
	6
	“38.521-1_TPanalysis_6.3.4.2_AbsPtol_v2.zip”
	RAN5#83

	6.3D.4.2 Relative Power Tolerance for UL-MIMO
	TBD
	“38.521-1_TPanalysis_6.3.4.3_RelPtol_v2.zip”
	RAN5#83

	6.3D.4.3 Aggregate Power tolerance for UL-MIMO
	PUCCH: 6

PUSCH: 6
	“38.521-1_TPanalysis_6.3.4.4_AggPtol_v2.zip”
	RAN5#83


<< End of changes >>
Add the following attached .zip file to TR 38.905:

“38.521-1_TPanalysis_6.3.4.2_AbsPtol_v2.zip”

“38.521-1_TPanalysis_6.3.4.3_RelPtol_v2.zip”

“38.521-1_TPanalysis_6.3.4.4_AggPtol_v2.zip”
Remove the following attached .zip file from TR 38.905:

“38.521-1_TPanalysis_6.3.4.2_AbsPtol.zip”

“38.521-1_TPanalysis_6.3.4.3_RelPtol.zip”

“38.521-1_TPanalysis_6.3.4.4_AggPtol.zip”
