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12.2.2.5
Combined PS attach / rejected / PS services and non-PS services not allowed

12.2.2.5.1
Definition

12.2.2.5.2
Conformance requirement

1)
If the network rejects a combined PS attach procedure from the User Equipment with the cause 'GPRS services and non-GPRS services not allowed', the User Equipment shall consider USIM invalid for PS and non-PS services until power is switched off or USIM is removed.

2)
If the network rejects a combined PS attach procedure from the User Equipment with the cause 'GPRS services and non-GPRS services not allowed', the User Equipment shall delete the stored TMSI, LAI, CSKN, RAI, PS-CKSN, P-TMSI and P-TMSI signature.

Reference

3GPP TS 24.008 clause 4.7.3.2.

12.2.2.5.3
Test purpose

To test the behaviour of the UE if the network rejects the combined PS attach procedure of the UE with the cause 'GPRS services and non-GPRS services not allowed'.

12.2.2.5.4
Method of test

Initial condition

System Simulator:

-
Two cells (not simultaneously activated), cell A in MCC1/MNC1/LAC1/RAC1 (RAI-1) and cell B in MCC2/MNC1/LAC1/RAC1 (RAI-2).  
Both cells are operating in network operation mode I. 

NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.
User Equipment:

-
The UE has a valid TMSI-1, P-TMSI-1 and RAI-1.

Related ICS/IXIT statements

-
Support of PS service 
Yes/No
UE operation mode A 
Yes/No 
Switch off on button 

Yes/No
USIM removal possible without powering down Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No

Test procedure

The SS rejects a PS attach with the cause value 'GPRS services and non-GPRS services not allowed'. The SS checks that the UE does not perform PS attach in the same or another PLMN. CS services are not possible as the USIM is blocked for CS services. PS services are not possible as the USIM is blocked for PS services.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages are sent and shall be received on cell A.

	1
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".

(see note)

	2
	UE
	
	The UE is set in UE operation mode A (see ICS).

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	3a
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	4
	->
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity =P-TMSI-1

Old Routing area identity = RAI-1


	4a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	4b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	4c
	SS
	
	The SS starts integrity protection.

	5
	<-
	ATTACH REJECT
	GMM cause 'GPRS services and non-GPRS services not allowed'

	5a
	SS
	
	The SS releases the RRC connection. A Rel-8 UE supporting E-UTRA and CS voice emergency call may send ‘signallingConnectionReleaseIndication’.

	6
	UE
	
	The SS verifies that the UE does not attempt to access the network.
(SS waits 30 seconds).

	7
	<-
	PAGING TYPE1
	Mobile identity = IMSI 

Paging order is for CS services.

	8
	UE
	
	The UE shall not initiate an RRC connection. This is checked during 3 seconds. 

	9
	<-
	PAGING TYPE1
	Mobile identity = P-TMSI-1

Paging order is for PS Paging.

	10
	UE
	
	No response from the UE to the request.

This is checked for 10 seconds

	11
	SS
	
	Set the cell type of cell A to the "Non-Suitable cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	12
	
	(void)
	

	13
	UE
	
	The SS verifies that the UE does not attempt to access the network.
(SS waits 30 seconds).

	14
	<-
	PAGING TYPE1
	Mobile identity = IMSI

Paging order is for CS services.
Paging cause = "Terminating conversational call [UE supports CS call establishment] or Terminating Low Priority Signalling"

	15
	UE
	
	The UE shall not initiate an RRC connection. This is checked during 3 seconds. 

	16
	<-
	PAGING TYPE1
	Mobile identity = P-TMSI-1

Paging order is for PS services.
Paging cause = "Terminating interactive call"

	17
	UE
	
	No response from the UE to the request. This is checked for 10seconds. 

	18
	UE
	
	  If possible (see ICS) USIM removal is

performed. Otherwise if possible (see ICS)

switch off is performed. Otherwise the power is

removed.

	19
	UE
	
	 The UE gets the USIM replaced, is powered up

or switched on and initiates an attach (see ICS).

	20
	
	Void
	

	21
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	22
	->
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity = IMSI
TMSI status = no valid TMSI available

	22a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	22b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	22c
	SS
	
	The SS starts integrity protection.

	23
	<-
	ATTACH ACCEPT
	Attach result = 'Combined GPRS/IMSI attached'

Allocated P-TMSI = P-TMSI-1 

P-TMSI-1 signature

MS identity = TMSI-1

Routing area identity = RAI-2

	24
	->
	ATTACH COMPLETE
	

	24a
	
	
	The SS releases the RRC connection and waits 5s to allow the UE to read system information. 

	25
	<-
	PAGING TYPE1
	Mobile identity = TMSI-1

Paging order is for CS services.
Paging cause = "Terminating conversational call [UE supports CS call establishment] or Terminating Low Priority Signalling"

	26
	->SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Terminating conversational call" or “Low priority signalling”.

	27
	<-
	Void
	

	28
	->
	Void
	

	29
	->
	PAGING RESPONSE
	Mobile identity = TMSI-1

	30
	SS<-
	
	The SS releases the RRC connection and waits 5s to allow the UE to read system information.

	31
	
	Void
	

	32
	<-
	PAGING TYPE1
	Mobile identity = P-TMSI-1

Paging is for PS services.
Paging cause = "Terminating interactive call"

	33
	->
	RRC CONNECTION REQUEST
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Terminating interactive call".

	34
	
	Void
	

	35
	
	Void
	

	36
	->
	SERVICE REQUEST
	Service type = "paging response"

	37
	SS
	
	The SS starts integrity protection.

	38
	SS
	
	The SS releases the RRC connection.

	NOTE:
The definitions for "Non-Suitable cell" and "Serving cell" are specified in TS34.108 clause 6.1 in the relevant to the RAT of the cells "Reference Radio Conditions" subclauses.


Specific message contents

None.

12.2.2.5.5
Test requirements

At step4, when the UE is powered up or switched on, UE shall:

-
initiate the combined PS attach procedure with the information elements specified in the above Expected Sequence. 

At step8 and 15, when the UE receives the paging message for CS domain, UE shall:

-
not respond to the paging message for CS domain.

At step10 and 17, when the UE receives the paging message for PS domain, UE shall:

-
not respond to the paging message for PS domain.

At step22, when the UE is powered up or switched on or a USIM is replaced, UE shall:

-
initiate the combined PS attach procedure.

At step29, when the UE receives the paging message for CS domain, UE shall:

-
respond to the paging message for CS domain by sending the PAGING RESPONSE message.

At step36, when the UE receives the paging message for PS domain, UE shall:

-
respond to the paging message for PS domain by sending the SERVICE REQUEST message.

