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3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[Text skipped here] 

[22]
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3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of ICMP or ICMP IPv6
	RFC 792 OR RFC 4443, RFC 4884
	NA
	pc_IP_Ping
	UE supports ICMP or ICMPv6 protocol to enable IP Ping Operation 

	2
	Support of IMS
	24.229, Annex U
	Rel-15
	pc_IMS_5GS
	


Table A.4.4-2: Definition of UE implementation capabilities

	Item
	Definition of UE implementation capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE-requested PDU session establishment for IMS after REGISTRATION 
	24.501 [X1]
	Rel-15
	pc_PDU_IMS
	

	2
	UE-requested PDU session establishment for Internet after REGISTRATION
	24.501 [X1]
	Rel-15
	pc_PDU_Internet
	

	3
	Number of UE-requested PDU session establishments after REGISTRATION
	24.501 [X1]
	Rel-15
	pc_noOf_PDUs
	

	4
	Number of UE-requested PDN connection establishments during attach to EPC
	24.301 [Y1]
	Rel-15
	pc_noOf_PDNs
	


