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<START OF MODIFIED SECTION>
15.2a
Originating Identification Restriction / Signalling

15.2a.1
Definition
Test to verify that the UE correctly invokes the IMS Multimedia Telephony Originating Identification Restriction in temporary mode. This process is described in 3GPP TS 24.607 [102]. 

15.2a.2
Conformance requirement

Generic requirements for Originating Identification Restriction can be found in Annex F.2.

[TS 24.607 clause 4.5.2.1]:

If the originating user wishes to override the default setting of "presentation not restricted" of the OIR service in temporary mode:

-
The originating UE shall include an "anonymous" From header field. The convention for configuring an anonymous From header field described in IETF RFC 3323 [6] should be followed; i.e. From: "Anonymous" <sip:anonymous@anonymous.invalid>;tag= xxxxxxx.

-
If only the P‑Asserted‑Identity needs to be restricted the originating UE shall include a Privacy header field [6] set to "id" in accordance with IETF RFC 3325 [7].

-
If all headers containing private information that the UE cannot anonymize itself need to be restricted, the originating UE shall include a Privacy header field set to "header" in accordance with IETF RFC 3323 [6].
NOTE 2:
The Privacy header field value "header" does not apply to the identity in the From header field.

Reference(s)

3GPP TS 24.607 [102], clause 4.5.2.1.

15.2a.3
Test purpose

To verify that the UE sends an INVITE with the correct headers when initiating an IMS call with originating identification restriction in temporary mode and wanting to restrict presentation of 
-
the From and P-Asserted-Identity headers, or

-
all headers containing private information that the UE cannot anonymize itself.

15.2a.4
Method of test
Same as clause 12.12 with the following exceptions.
Initial conditions

Same as clause 12.12 with the following addition:

The UE is configured to use Originating Identification Restriction in temporary mode. The corresponding default is set to “presentation not restricted”
Expected sequence

NOTE:
Only the IMS procedure relevant to the test purpose is described below.

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	Make the UE attempt an IMS speech call with originating identification restriction
	

	2-13
	
	Steps 2 to 13 defined in annex C.21
	MTSI MO speech call. Referred from 36.508 [94] table 4.5A.6.3-1 for a UE with E-UTRA support.

	14
	
	Steps defined in annex C.32
	Generic test procedure for MO release of IMS call


Specific Message Contents

Steps 2 - 13 as specified in annex C.21 with the following exceptions:

INVITE (Step 2)
	Header/param
	Value/remark
	Reference

	From
	
	

	
addr-spec
	“Anonymous" <sip:anonymous@anonymous.invalid>
	

	Privacy
	id or header (mutually exclusive)
	RFC 3323 [135]

RFC 3325 [89]


15.2a.5
Test requirements

Step 2: The UE shall send the INVITE request including the following headers:

From header: “Anonymous" <sip:anonymous@anonymous.invalid>

Privacy header:
id or header
<END OF MODIFIED SECTION>
