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	Reason for change:
	MU for the test cases of inter-band ULCA and intra-band non-contiguous in which sum of power of all CC is measured is incorrect.

	
	

	Summary of change:
	MU for sum of power case is corrected to max of  single carrier MUs .

	
	

	Consequences if not approved:
	MU remains incorrect
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	Other comments:
	This CR is outcome of 1 revision of R5-194350
R1 : typo corrected.


<<Unchaged sections skipped>>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	6.2.2_1 Maximum Output Power for HPUE
	±0.7 dB, f ≤ 3.0GHz
	

	6.2.2A.1 UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.2 for sum of powers of all CCs
	

	6.2.2A.2 UE Maximum Output Power for CA (inter-band DL CA and UL CA)
	









Same as 6.2.2 for sum of powers of all CCs with f as the higher one among center frequencies of 2 CCs. 
	Overall system uncertainty is maximum of UL measurement uncertainity of 2 CCs.

	6.2.2A.4 UE Maximum Output Power for CA (3UL CA)
	For UL CA_XD:

For BWagg ≤ 40MHz
Same as 6.2.2 for sum of powers of all CCs 

For 40MHz < BWagg ≤ 60MHz
±1.4 dB for  f ≤ 4.2GHz

±1.6 dB for  4.2GHz < f ≤ 6.0GHz


For UL CA_XC_YA:

Same as 6.2.2 for sum of powers of all CCs with f as the higher one among center frequencies of XC or YA.

For UL CA_XA_YA_ZA:

FFS
	Overall system uncertainty is maximum of UL measurement uncertainity of interband or non-contiguous CCs

	6.2.2B UE Maximum Output Power for UL-MIMO
	Same as 6.2.2 for each antenna
	

	<< Unchanged rows skipped >>

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


<<End of change>>
