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<Start of modified section>
8.1.3.1.17.3
NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band non Contiguous CA
8.1.3.1.17.3.1
Test Purpose (TP)
Same as TC 8.1.3.1.17.1 but applied to Intra-band non Contiguous CA case.
8.1.3.1.17.3.2
Conformance requirements

Same as TC 8.1.3.1.17.1 but applied to Intra-band non Contiguous CA case.
8.1.3.1.17.3.3
Test description

8.1.3.1.17.3.3.1
Pre-test conditions

Same as test case 8.1.3.1.17.1 with the following differences:

-
CA configuration: Intra-band non Contiguous CA replaces Intra-band Contiguous CA.

8.1.3.1.17.3.3.2
Test procedure sequence
Same as test case 8.1.3.1.17.1 with the following differences:

-
CA configuration: Intra-band non Contiguous CA replaces Intra-band Contiguous CA.

8.1.3.1.17.3.3.3
Specific message contents
Same as test case 8.1.3.1.17.1 but applied to Intra-band non Contiguous CA case..

Table 8.1.3.1.17.3.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<End of modified section>
