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5.5.2.8
SIP NOTIFY

This message is sent by the SS.

Table 5.5.2.8-1: SIP NOTIFY

	Derivation Path: TS 24.229 [16] subclause A.2.1.4.8, A2.2.4.8

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]
	

	  Method
	"NOTIFY"
	
	
	

	  Request-URI
	same URI as the UE has provided earlier in the Contact header of the SUBSCRIBE
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	
	RFC 3261 [22]
	

	  sent-protocol[1]
	"SIP/2.0/TCP"
	
	
	

	  sent-by[1]
	
	
	
	

	    host
	px_MCPTT_PCSCF_A_URI
	
	
	

	    port
	protected server port of the SS
	
	
	

	  via-branch[1]
	Value assigned by the SS starting with 'z9hG4bK'
	
	
	

	
	
	
	
	

	  sent-protocol[2]
	"SIP/2.0/UDP"
	
	
	

	  sent-by[2]
	px_MCPTT_Server_A_URI":14000"
	
	
	

	    host
	px_MCPTT_Server_A_URI
	Editor’s note: to be checked whether PIXIT is needed
	
	

	    port
	Value assigned by the SS
	
	
	

	  via-branch[2]
	Value assigned by the SS starting with 'z9hG4bK'
	
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	same URI as received in the To header of the SUBSCRIBE message
	Remote URI of the dialog (from the UE's point of view)
	
	

	  tag
	same tag as in the To-header of the response which has established the dialog
	Remote tag of the dialog (from the UE's point of view)
	
	

	To
	
	
	RFC 3261 [22]
	

	  addr-spec
	same URI as received in the From header of the SUBSCRIBE message
	Local URI of the dialog (from the UE's point of view)
	
	

	  tag
	same value as received in From tag of the SUBSCRIBE message
	Local tag of the dialog (from the UE's point of view)
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	same as value received in SUBSCRIBE message 
	
	
	

	Cseq
	
	
	RFC 3261 [22]
	

	  value
	value of CSeq sent by the SS within its previous request in the same dialog but increased by one
	
	
	

	  method
	"NOTIFY"
	
	
	

	Contact
	
	
	RFC 3261 [22]
	

	  addr-spec 
	
	
	
	

	    user-info and host
	px_MCPTT_Server_A_URI
	
	
	

	    port
	not present
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn- 7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Event
	
	
	RFC 6665 [39]

RFC 3842 [61]
	

	  event-type
	"presence"
	
	
	PRESENCE-EVENT

	
	"xcap-diff"
	
	
	CONFIG
GROUPCONFIG

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	Subscription-State
	
	
	RFC 6665 [39]
	

	  substate-value
	"active"
	
	
	

	  expires
	"7200"
	
	
	

	Content-Type
	
	
	RFC 3261 [22]

RFC 3842 [61]
	

	  media-type
	"application/pidf+xml"
	
	
	

	Content-Length
	
	
	RFC 3261 [22]
	

	  value
	length of message-body 
	
	
	

	Message-body
	
	
	RFC 3261 [22]
	

	  MIME body part
	
	PIDF
	
	PRESENCE-EVENT

	    MIME-part-headers
	
	
	
	

	      Content-Type
	"application/pidf+xml"
	
	TS 24.379 [9] subclause 9.3.1
	

	    MIME-part-body
	PIDF as described in Table 5.5.3.5-1
	
	
	

	  MIME body part
	
	
	TS 24.379 [9] subclause 9.3.1
	CONFIG

	    MIME-part-headers
	
	
	
	

	      Content-Type
	"application/pidf+xml"
	
	
	

	    MIME-part-body
	"uri:xcap_root.mcptt-op.gov:resource-lists"
	XCAP root uri of UE configuration documents
	TS 24.481 [11]
	

	  MIME body part
	
	MIKEY message
	
	GROUPCONFIG

	    MIME-part-headers
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	      Content-Type
	"application/mikey"
	
	RFC 3830 [24]
	

	    MIME-part-body
	MIKEY message as described in Table 5.5.9.1-3
	MIKEY message, containing the GSK
	TS 33.179 [15]
	


	Condition
	Explanation 

	PRESENCE-EVENT
	The SIP NOTIFY is notifying a presence event

	For further conditions see table 5.5.1-1


