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9.1.5.2.3
Mobility registration update / RRC_INACTIVE
9.1.5.2.3.1
Test Purpose (TP)

(1)

with { the UE in RRC_INACTIVE state }

ensure that {

  when { the UE enters a cell in the current registration area belonging to an equivalent PLMN of the registered PLMN and not belonging to the registered PLMN }

    then { the UE initiates and successfully completes the registration procedure for mobility registration update }

            }
9.1.5.2.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.501, clauses 5.5.1.3.2. Unless otherwise stated these are Rel-15 requirements.
[TS 24.501, clause 5.5.1.3.2]

The UE in state 5GMM-REGISTERED shall initiate the registration procedure for mobility and periodic registration update by sending a REGISTRATION REQUEST message to the AMF,

…
s)
when the UE in 5GMM-CONNECTED mode with RRC inactive indication enters a cell in the current registration area belonging to an equivalent PLMN of the registered PLMN and not belonging to the registered PLMN; or
9.1.5.2.3.3
Test description

9.1.5.2.3.3.1
Pre-test conditions

System Simulator:

-
2 cells, NGC Cell A, and NGC Cell I belonging to the different PLMN and different TA in accordance with TS 38.508-1 [4] Table 6.3.2.2-1

-
Default system information combination as defined in TS 38.508-1 [4], sub-clause 4.4.3.1.2 is used in all cells when active.

UE:

-
None.

Preamble:

-
Cell configuration " in accordance with TS 38.508-1 [4] Table 6.3.2.2-1:

-
NGC Cell A "Serving cell"

-
NGC Cell I "Non-Suitable cell"

-
The UE is in test state 0N-B as defined in 38.508-1 [4], subclause 4.4A on NGC Cell A.

9.1.5.2.3.3.2
Test procedure sequence

Table 9.1.5.2.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2-14
	Steps 1-13 of the generic procedure for UE registration specified in TS 38.508-1 [4] table 4.5.2.2-2 are performed.
	
	
	
	

	15
	The SS transmits a DLInformationTransfer message and a REGISTRATION ACCEPT message.
	<--
	REGISTRATION ACCEPT
	-
	-

	16-21
	Steps 15-20 of the generic procedure for UE registration specified in TS 38.508-1 [4] table 4.5.3.2-1 are performed.
	-
	-
	-
	-

	22
	The SS configures:

- NGC Cell I as "Serving cell"

- NGC Cell A as "Non-Suitable cell".
	-
	-
	-
	-

	23
	Check: Does the UE perform on NGC Cell I the Registration procedure for mobility registration update by executing the Test procedure to check that UE is camped on a new cell belonging to an equivalent PLMN as specified in TS 38.508-1 [4] subclause 4.9.5?
	-
	-
	1
	P


9.1.5.2.3.3.3
Specific message contents

Table 9.1.5.2.3.3.3-1: REGISTRATION ACCEPT (Step 15, Table 9.1.5.2.3.3.2-1)

	Derivation path: 38.508-1 [4], table 4.7.1-7

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	The PLMN ID of NGC Cell I
	
	

	TAI list
	
	
	

	    Number of elements
	'0 0001'B
	2 element
	

	    Type of list
	"10"
	list of TAIs belonging to different PLMNs
	

	    MCC
	The MCC of the PLMN to which the NGC Cell A belongs to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	    MNC
	The MNC of the PLMN to which the NGC Cell A belongs to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	    TAC 1
	The TAI of the NGC Cell A, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	    MCC
	The MCC of the PLMN to which the NGC Cell I belongs to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	    MNC
	The MNC of the PLMN to which the NGC Cell I belongs to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	    TAC 2
	The TAI of the NGC Cell I, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	


