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< Unchanged sections omitted >
8
Default Conditions for NR

8.1
LCS Sub-Test Cases

Some test cases defined in clause 9 may include several sub-test cases dependent on the positioning method(s) supported by the UE. Each sub-test case is identified by a sub-test case number as defined in Table 8.1-1. The applicable sub-tests for each test case are specified in the test procedure sequence clause of each test case. If no sub-tests are defined for a specific test case it means that this particular test case is not dependent on a specific positioning method.
Table 8.1-1: Sub-Test Case Numbers for NR

	Sub-Test Case Number
	Supported Positioning Methods

	1
	Void

	2
	Void

	3
	Void

	4
	Void

	5
	UE supporting OTDOA (LTE)

	6 FDD
	UE supporting ECID (FDD) (LTE)

	6 TDD
	UE supporting ECID (TDD) (LTE)

	7
	UE supporting GNSS(1) and OTDOA (LTE)

	8
	Void

	9
	Void

	10
	Void

	11
	UE supporting WLAN (Rel-13 only)

	12
	UE supporting MBS(2) (Rel-13 only)

	13
	UE supporting Bluetooth

	14
	UE supporting Sensor (Rel-13 only)

	15
	UE supporting GNSS(1)

	16
	UE supporting MBS(2) (Rel-14 onwards)

	17
	UE supporting WLAN (Rel-14 onwards)

	18
	UE supporting Sensor (Rel-14 onwards)

	NOTE 1:
The GNSS combination of BDS, Galileo, GLONASS, GPS supported by the UE

NOTE 2:
Metropolitan Beacon System (MBS) is a specific type of Terrestrial Beacon System (TBS) [29]


8.1A
Test Configurations

For ease of use of this document a number of Test Configurations corresponding to Network Deployment Types are defined in Table 8.1A-1.

Table 8.1A-1: Test Configuration

	Test Configuration
	Network Deployment Type

	A
	EN-DC (NSA Option 3)

	B
	NG-RAN NR (SA Option 2)

	C
	NE-DC (NSA Option 4)

	D
	NG-RAN E-UTRA (SA Option 5)

	E
	NGEN-DC (NSA Option 7)


8.2
Default signal conditions

8.2.1
Simulated GNSS environment

Same as defined in clause 5.2.1.

For Test Configuration B (Table 8.1A-1) the NR Cell 1 frequency to be used for testing and other default conditions are as specified for signalling test cases in 3GPP TS 38.508-1 [30].
8.2.2
Simulated OTDOA (LTE) environment

For Test Configuration B (Table 8.1A-1), for OTDOA (LTE) signalling test cases a multi cell environment is used with LTE Cell 1 and LTE Cell 2 (where required) as defined in 3GPP TS 36.508 [8] and NR Cell 1 as defined in 3GPP TS 38.508-1 [30].

All LTE cells transmit PRS according to the PRS configuration provided in the OTDOA assistance data defined in subclause 8.4.1.2. The positioning subframes are low-interference subframes, i.e. contain no PDSCH transmissions.

Normal propagation condition is used for all cells.

LTE Cell 1 is the OTDOA reference cell, LTE Cell 2 (where required) is an OTDOA neighbour cell.

NR Cell 1 is the serving cell.

Where two LTE cells are required, the two LTE Cells 1 and 2 shall be synchronized, and the timing offset (the RSTD) between the cells, referenced to the UE’s antenna input, shall be set equal to the expectedRSTD value provided in the OTDOA assistance data, as defined in subclause 8.4.1.2.

For LTE Cell 1 and LTE Cell 2 the E-UTRA frequency to be tested and other default conditions are as specified for signalling test cases in 3GPP TS 36.508 [8].

The NR Cell 1 frequency to be used for testing and other default conditions are as specified for signalling test cases in 3GPP TS 38.508-1 [30].

8.2.3
Simulated ECID (LTE) environment

For Test Configuration B (Table 8.1A-1) with LPP Rel-15, the testing of ECID (LTE) signalling test cases is FFS.
8.2.4
Simulated MBS environment

Same as defined in clause 5.2.4.

For Test Configuration B (Table 8.1A-1) the NR Cell 1 frequency to be used for testing and other default conditions are as specified for signalling test cases in 3GPP TS 38.508-1 [30].
8.2.5
Simulated WLAN environment

Same as defined in clause 5.2.5.

For Test Configuration B (Table 8.1A-1) the NR Cell 1 frequency to be used for testing and other default conditions are as specified for signalling test cases in 3GPP TS 38.508-1 [30].
8.2.6
Simulated Bluetooth environment

Same as defined in clause 5.2.6.

For Test Configuration B (Table 8.1A-1) the NR Cell 1 frequency to be used for testing and other default conditions are as specified for signalling test cases in 3GPP TS 38.508-1 [30].
8.2.7
Simulated Sensor environment

Same as defined in clause 5.2.7.

For Test Configuration B (Table 8.1A-1) the NR Cell 1 frequency to be used for testing and other default conditions are as specified for signalling test cases in 3GPP TS 38.508-1 [30].
8.3
Default RRC and NAS message and information elements contents

The default values of common RRC and NAS messages and information elements are used as defined in 3GPP
TS 38.508-1 [30] with the following exceptions:

Table 8.3-1: Void
Table 8.3-2: Void

-
REGISTRATION ACCEPT
Table 8.3-3: REGISTRATION ACCEPT

	Derivation Path: 38.508-1 Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	5GS network feature support
	Set according to Table 8.3-4
	
	


Table 8.3-4: 5GS network feature support

	Derivation Path: 24.501 clause 9.11.3.5.1.

	Information Element
	Value/remark
	Comment
	Condition

	IMS voice over PS session over 3GPP access indicator (IMS-VoPS-3GPP) (octet 3, bit 1)
	1
	IMS voice over PS session over 3GPP access supported
	

	Emergency service support indicator for 3GPP access (EMC) (octet 3, bit 3 and bit 4)
	01
	Emergency services supported in NR connected to 5GCN only
	

	octet 4, bit 3 to 8
	000000
	spare
	

	octet 5
	00000000
	spare
	


8.4
Default LPP message and information elements contents

The default values of LPP messages and information elements used, unless indicated otherwise in specific clauses of this specification are as defined in clause 5.4 with the following exceptions:
-
LPP PROVIDE ASSISTANCE DATA
Table 8.4-1: ProvideAssistanceData

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	Dependent on test case.
	
	

	  initiator
	
	
	

	  transactionNumber
	
	
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    provideAssistanceData SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          provideAssistanceData-r9 SEQUENCE {
	
	
	

	            commonIEsProvideAssistanceData
	Not present
	
	

	            a-gnss-ProvideAssistanceData SEQUENCE {
	
	
	Sub-tests 7 and 15 only; and as defined in Table 5.4.1.1-1.

	              gnss-CommonAssistData SEQUENCE {
	
	
	

	                 gnss-ReferenceTime
	As defined in 37.571-5 [12]
	
	

	                 gnss-ReferenceLocation
	As defined in 37.571-5 [12]
	
	

	                 gnss-IonosphericModel
	As defined in 37.571-5 [12]
	
	

	                 gnss-EarthOrientationParameters
	Not present
	
	

	              }
	
	
	

	              gnss-GenericAssistData(SIZE(1..4))OF{
	SIZE is dependent on the number of GNSSs supported by the UE.

If one GNSS supported by the UE, SIZE = 1

If two GNSSs supported by the UE, SIZE = 2

If three GNSSs supported by the UE, SIZE = 3

If four GNSSs supported by the UE, SIZE = 4
	
	

	                 gnss-ID
	For each GNSS supported by the UE.
	
	

	                 sbas-ID
	Not present
	
	

	                 gnss-TimeModels
	As defined in 37.571-5 [12]
	
	

	                 gnss-DifferentialCorrections
	Not present
	
	

	                 gnss-NavigationModel
	As defined in 37.571-5 [12]
	
	

	                 gnss-RealTimeIntegrity
	Not present
	
	

	                 gnss-DataBitAssistance
	Not present
	
	

	                 gnss-AcquisitionAssistance
	As defined in 37.571-5 [12]
	
	

	                 gnss-Almanac
	As defined in 37.571-5 [12]
	
	

	                 gnss-UTC-Model
	As defined in 37.571-5 [12]
	
	

	                 gnss-AuxiliaryInformation
	As defined in 37.571-5 [12]
	
	

	              }
	
	
	

	              gnss-Error
	Not present
	
	

	            }
	
	
	

	            otdoa-ProvideAssistanceData SEQUENCE {
	
	
	Sub-test 5 and 7 only

	                 otdoa-ReferenceCellInfo
	As defined in Table 8.4.1.2-1
	
	

	                 otdoa-NeighbourCellInfo
	As defined in Table 8.4.1.2-2
	
	

	                 otdoa-Error
	Not present
	
	

	            }
	
	
	

	            epdu-Provide-AssistanceData
	Not present
	
	

	            sensor-ProvideAssistanceData-r14 SEQUENCE {
	
	Rel-14 onwards
	Sub-test 18 only as defined in Table 5.4.1.5-1

	                 sensor-AssistanceDataList-r14
	As defined in Table 5.4.1.5-2
	
	

	                 sensor-Error-r14
	Not present
	
	

	            }
	
	
	

	            tbs-ProvideAssistanceData-r14 SEQUENCE {
	
	Rel-14 onwards
	Sub-test 16 only as defined in Table 5.4.1.3-1

	              tbs-AssistanceDataList-r14  SEQUENCE {
	
	
	

	                mbs-AssistanceDataList-r14 SEQUENCE

                                       (SIZE(1..n)) OF SEQUENCE{ 
	
	
	

	                  mbs-AlmanacAssistance-r14
	As defined in Table 5.4.1.3-2
	
	

	                  mbs-AcquisitonAssistance-r14
	As defined in Table 5.4.1.3-2
	
	

	                }
	
	
	

	              }
	
	
	

	              tbs-Error-r14
	Not present
	
	

	            }
	
	
	

	            wlan-ProvideAssistanceData-r14 SEQUENCE {
	
	Rel-14 onwards
	Sub-test 17 only as defined in Table 5.4.1.4-1

	                 wlan-DataSet-r14
	As defined in Table 5.4.1.4-2
	
	

	                 wlan-Error-r14
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


8.4.1
Default assistance data information elements

8.4.1.1
GNSS Assistance Data Elements

The GNSS assistance data elements which shall be provided to the UE in the tests in LPP Provide Assistance Data messages in the absence of a corresponding LPP Request Assistance Data message are as defined in clause 5.4.1.1.
8.4.1.2
OTDOA Assistance Data Elements

This clause defines the OTDOA assistance data elements which shall be provided to the UE in the tests in LPP Provide Assistance Data messages.

-
OTDOA REFERENCE CELL INFO
Table 8.4.1.2-1: OTDOA-ReferenceCellInfo

	Derivation Path: 36.355 clause 6.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	OTDOA-ReferenceCellInfo ::= SEQUENCE {
	
	LTE Cell 1
	

	   physCellId
	0 
	
	

	   cellGlobalId SEQUENCE {
	
	
	

	      mcc
	As defined for Cell 1 in 36.508 [8]
	
	

	      mnc
	As defined for Cell 1 in 36.508 [8]
	
	

	      cellidentity
	As defined for E-UTRAN Cell Identifier for Cell 1 in 36.508 [8]
	
	

	   }
	
	
	

	   earfcnRef
	As defined for Cell 1 in 36.508 [8]
	
	

	   antennaPortConfig
	As defined for Cell 1 in 36.508 [8]
	
	

	   cpLength
	Normal
	
	

	   prsInfo SEQUENCE {
	
	
	

	      prs-Bandwidth
	PRS are transmitted over the used system bandwidth (see clause 5.2.2) 
	
	

	      prs-ConfigurationIndex
	FDD: 2

TDD: 4
	
	

	      numDL-Frames
	sf-1
	
	

	      prs-MutingInfo-r9
	Not present
	PRS muting is not used.
	

	      prsID-r14
	Not present
	PRS-ID not used
	Rel-14 onwards

	      add-numDL-Frames-r14
	Not present
	Not required
	Rel-14 onwards

	      prsOccGroupLen-r14
	Not present
	No PRS occasion group configured
	Rel-14 onwards

	      prsHoppingInfo-r14
	Not present
	PRS frequency hopping not used
	Rel-14 onwards

	   }
	
	
	

	   earfcnRef-v9a0
	As defined for Cell 1 in 36.508 [8]
	
	

	   tpId-r14
	Not present
	Transmission Points not used
	Rel-14 onwards

	   cpLengthCRS-r14
	Normal
	
	Rel-14 onwards

	   sameMBSFNconfigRef-r14
	FALSE
	Not the same as the serving cell
	Rel-14 onwards

	   dlBandwidth-r14
	Not present
	PRS frequency hopping not used
	Rel-14 onwards

	   addPRSconfigRef-r14
	Not present
	No additional PRS configuration(s)
	Rel-14 onwards

	   nr-LTE-SFN-Offset-r15
	Not present
	
	Rel-15 onwards

	   tdd-config-v1520
	Not present
	
	Rel-15 onwards

	   nr-LTE-fineTiming-Offset-r15
	Not present
	
	Rel-15 onwards

	}
	
	
	


-
OTDOA NEIGHBOUR CELL INFO LIST
Table 8.4.1.2-2: OTDOA-NeighbourCellInfoList

	Derivation Path: 36.355 clause 6.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	OTDOA-NeighbourCellInfoList ::= SEQUENCE (SIZE(1)) OF SEQUENCE {
	
	
	

	  SEQUENCE (SIZE(2)) OF SEQUENCE {
	
	Cell 2
	

	     physCellId
	2
	
	

	     cellGlobalId SEQUENCE {
	
	
	

	       mcc
	As defined for Cell 2 in 36.508 [8]
	
	

	       mnc
	As defined for Cell 2 in 36.508 [8]
	
	

	       cellidentity
	As defined for E-UTRAN Cell Identifier for Cell 2 in 36.508 [8]
	
	

	     }
	
	
	

	     earfcn
	Not present
	Same as for the reference cell
	

	     cpLength
	Not present
	Same as for the reference cell
	

	     prsInfo
	Not present
	Same as for the reference cell
	

	     antennaPortConfig
	Not present
	Same as for the reference cell
	

	     slotNumberOffset
	Not present
	Slot timing is the same as for reference cell
	

	     prs-SubframeOffset
	Not present
	
	

	     expectedRSTD
	8192
	Value 0
	

	     expectedRSTD-Uncertainty
	10
	About 1 s
	

	     earfcn-v9a0
	Not present
	Same as for the reference cell
	

	     tpId-r14
	Not present
	Transmission Points not used
	Rel-14 onwards

	     prs-only-tp-r14
	Not present
	Not required
	Rel-14 onwards

	     cpLengthCRS-r14
	Not present
	Not required
	Rel-14 onwards

	     sameMBSFNconfigNeighbour-r14
	TRUE
	Same as for the reference cell
	Rel-14 onwards

	     dlBandwidth-r14
	Not present
	Same as for the reference cell and PRS frequency hopping not used
	Rel-14 onwards

	     addPRSconfigNeighbour-r14
	Not present
	No additional PRS configuration(s)
	Rel-14 onwards

	     tdd-config-v1520
	Not present
	
	Rel-15 onwards

	    }
	
	
	

	  SEQUENCE {
	
	Cell 4
	

	     physCellId
	4
	
	

	     cellGlobalId SEQUENCE {
	
	
	

	       mcc
	As defined for Cell 4 in 36.508 [8]
	
	

	       mnc
	As defined for Cell 4 in 36.508 [8]
	
	

	       cellidentity
	As defined for E-UTRAN Cell Identifier for Cell 4 in 36.508 [8]
	
	

	     }
	
	
	

	     earfcn
	Not present
	Same as for the reference cell
	

	     cpLength
	Not present
	Same as for the reference cell
	

	     prsInfo
	Not present
	Same as for the reference cell
	

	     antennaPortConfig
	Not present
	Same as for the reference cell
	

	     slotNumberOffset
	Not present
	Slot timing is the same as for reference cell
	

	     prs-SubframeOffset
	Not present
	
	

	     expectedRSTD
	8192
	Value 0
	

	     expectedRSTD-Uncertainty 
	10
	About 1 s
	

	     earfcn-v9a0
	Not present
	Same as for the reference cell
	

	     tpId-r14
	Not present
	Transmission Points not used
	Rel-14 onwards

	     prs-only-tp-r14
	Not present
	Not required
	Rel-14 onwards

	     cpLengthCRS-r14
	Not present
	Not required
	Rel-14 onwards

	     sameMBSFNconfigNeighbour-r14
	TRUE
	Same as for the reference cell
	Rel-14 onwards

	     dlBandwidth-r14
	Not present
	Same as for the reference cell and PRS frequency hopping not used
	Rel-14 onwards

	     addPRSconfigNeighbour-r14
	Not present
	No additional PRS configuration(s)
	Rel-14 onwards

	     tdd-config-v1520
	Not present
	
	Rel-15 onwards

	    }
	
	
	

	}
	
	
	


8.4.1.3
MBS Assistance Data Elements

The MBS assistance data elements which shall be provided to the UE in sub-test 16 via LPP Provide Assistance Data messages in the absence of a corresponding LPP Request Assistance Data message are as defined in clause 5.4.1.3.
8.4.1.4
WLAN Assistance Data Elements

The WLAN assistance data elements which shall be provided to the UE in sub-test 17 via LPP Provide Assistance Data messages in the absence of a corresponding LPP Request Assistance Data message are as defined in clause 5.4.1.4.
8.4.1.5
Sensor Assistance Data Elements

The Sensor assistance data elements which shall be provided to the UE in sub-test 18 via LPP Provide Assistance Data messages in the absence of a corresponding LPP Request Assistance Data message are as defined in clause 5.4.1.5.

9
Protocol Conformance Test Cases for NR

9.1
FFS

9.2
FFS

9.3
LPP Procedures

9.3.1
LPP Common Procedures

9.3.1.1
Position Capability Transfer


· 
· 
9.3.1.1.1
Test Purpose (TP)

(1)

with { a NAS signalling connection existing }

ensure that {
  when { UE receives a LPP message of type REQUEST CAPABILITIES }

    then { UE sends a LPP message of type PROVIDE CAPABILITIES with the correct supported capabilities }

}


9.3.1.1.2
Conformance requirements

As defined in clause 7.3.1.1.2.

9.3.1.1.3
Test description

9.3.1.1.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.1.1.3.2-1): NR Cell 1.
UE:

-


Preamble:

-
For Test Configuration B (Table 9.3.1.1.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-


9.3.1.1.3.2
Test procedure sequence

Table 9.3.1.1.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.1.1

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour is as defined in Table 7.3.1.1.3.2-1.

9.3.1.1.3.3
Specific message contents

As defined in clause 7.3.1.1.3.3, with the following exceptions:
Table 9.3.1.1.3.3-1 replaces Table 7.3.1.1.3.3-1, Table 9.3.1.1.3.3-2 replaces Table 7.3.1.1.3.3-2, Table 9.3.1.1.3.3-3 replaces Table 7.3.1.1.3.3-4 and Table 9.3.1.1.3.3-4 replaces Table 7.3.1.1.3.3-5.

Table 9.3.1.1.3.3-1: DLInformationTransfer (steps 1 and 2a, Table 7.3.1.1.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.1.1.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.1.3.3-2: DL NAS TRANSPORT (steps 1 and 2a, Table 7.3.1.1.3.2‑1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1:

Set according to Table 7.3.1.1.3.3-3
	LPP Request Capabilities
	

	
	Step 2a:

Set according to Table 7.3.1.1.3.3-14
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.1.1.3.3-3: ULInformationTransfer (step 2, Table 7.3.1.1.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.1.1.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.1.3.3-4: UL NAS TRANSPORT (step 2, Table 7.3.1.1.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Set according to Table 7.3.1.1.3.3-6
	LPP Provide Capabilities
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.1.1.3.2‑1)
	


9.3.1.2
LPP Abort

Editor's note: Sub-test 5 is incomplete: 

· 
· for sub-test 5 (OTDOA (LTE)), UE support of LPP Rel-15 onwards is required.

· for sub-test 5 (OTDOA (LTE)) it is FFS if the UE will attempt to use the RRC Location Measurement Indication procedure to request measurement gaps.

· 
9.3.1.2.1
Test Purpose (TP)

(1)

with { a NAS signalling connection existing }

ensure that {
  when {
UE receives a LPP Abort message carrying the transaction ID of an on-going procedure }

    then { UE aborts the on-going procedure }

            }


9.3.1.2.2
Conformance requirements

As defined in clause 7.3.5.1.2.

9.3.1.2.3
Test description

9.3.1.2.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.1.2.3.2-1):

-
Sub-tests 11, 12, 13, 15, 16, 17: NR Cell 1.

-
Sub-test 5: LTE Cell 1, and NR Cell 1, as specified in 8.2.2.

UE:

-
The UE shall begin the tests with no assistance data stored.

Preamble:

-
For Test Configuration B (Table 9.3.1.2.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-


9.3.1.2.3.2
Test procedure sequence

Table 9.3.1.2.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.5

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour is as defined in Table 7.3.5.1.3.2-1.

9.3.1.2.3.3
Specific message contents

 As defined in clause 7.3.5.1.3.3, with the following exceptions:

Table 9.3.1.2.3.3-1 replaces Table 7.3.5.1.3.3-1, Table 9.3.1.2.3.3-2 replaces Table 7.3.5.1.3.3-2, Table 9.3.1.2.3.3-3 replaces Table 7.3.5.1.3.3-5 and Table 9.3.1.2.3.3-4 replaces Table 7.3.5.1.3.3-6.

Table 9.3.1.2.3.3-1: DLInformationTransfer (steps 0, 0b, 0c, 1 and 2, Table 7.3.5.1.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.1.2.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.2.3.3-2: DL NAS TRANSPORT (steps 0, 0b, 0c, 1 and 2, Table 7.3.5.1.3.2‑1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 0:

Set according to Table 7.3.5.1.3.3-2a
	LPP Request Capabilities.
	

	
	Step 0b:

Set according to Table 7.3.5.1.3.3-2b
	LPP Acknowledgement
	

	
	Step 0c:

Set according to Table 7.3.5.1.3.3-2c
	LPP Provide Assistance Data
	

	
	Step 1:

Set according to Table 7.3.5.1.3.3-3
	LPP Request Location Information
	

	
	Step 2:

Set according to Table 7.3.5.1.3.3-4
	LPP Abort
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.1.2.3.3-3: ULInformationTransfer (step 0a, Table 7.3.5.1.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.1.2.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.2.3.3-4: UL NAS TRANSPORT (step 0a, Table 7.3.5.1.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Set according to Table 7.3.1.1.3.3-6
	LPP Provide Capabilities
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.1.1.3.2‑1)
	


9.3.2
LPP Transport

9.3.2.1
LPP Duplicated Message


· 
· 
9.3.2.1.1
Test Purpose (TP)

(1)

with { a NAS signalling connection existing }

ensure that {
  when {
UE receives a LPP message carrying the same sequence number as that last received for the
 

associated location session }

    then { UE discards the LPP message }

}


9.3.2.1.2
Conformance requirements

As defined in clause 7.3.2.1.2.

9.3.2.1.3
Test description

9.3.2.1.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.2.1.3.2-1): NR Cell 1.

UE:

-


Preamble:

-
For Test Configuration B (Table 9.3.2.1.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-


9.3.2.1.3.2
Test procedure sequence

Table 9.3.2.1.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.2.1

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour is as defined in Table 7.3.2.1.3.2-1.

9.3.2.1.3.3
Specific message contents

As defined in clause 7.3.2.1.3.3, with the following exceptions:
Table 9.3.2.1.3.3-1 replaces Table 7.3.2.1.3.3-1, Table 9.3.2.1.3.3-2 replaces Table 7.3.2.1.3.3-2, Table 9.3.2.1.3.3-3 replaces Table 7.3.2.1.3.3-4 and Table 9.3.2.1.3.3-4 replaces Table 7.3.2.1.3.3-5.

Table 9.3.2.1.3.3-1: DLInformationTransfer (steps 1, 2, and 3a, Table 7.3.2.1.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.2.1.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.2.1.3.3-2: DL NAS TRANSPORT (steps 1, 2 and 3a, Table 7.3.2.1.3.2‑1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1 and 2:

Set according to Table 7.3.2.1.3.3-3
	LPP Request Capabilities
	

	
	Step 3a:

Set according to Table 7.3.2.1.3.3-14
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.2.1.3.3-3: ULInformationTransfer (step 3, Table 7.3.2.1.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.2.1.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.2.1.3.3-4: UL NAS TRANSPORT (step 3, Table 7.3.2.1.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Set according to Table 7.3.2.1.3.3-6
	LPP Provide Capabilities
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.2.1.3.2‑1)
	


.

9.3.2.2
LPP Acknowledgment


· 
· 
9.3.2.2.1
Test Purpose (TP)

(1)

with { a NAS signalling connection existing }

ensure that {
  when {
UE receives a LPP message carrying an acknowledgement request indicator  }

    then { UE returns an acknowledgement response }

            }


9.3.2.2.2
Conformance requirements

As defined in clause 7.3.2.2.2.

9.3.2.2.3
Test description

9.3.2.2.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.2.2.3.2-1): NR Cell 1.

UE:

-


Preamble:

-
For Test Configuration B (Table 9.3.2.2.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-


9.3.2.2.3.2
Test procedure sequence

Table 9.3.2.2.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.2.2

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in Table 7.3.2.2.3.2-1.

9.3.2.2.3.3
Specific message contents

As defined in clause 7.3.2.2.3.3, with the following exceptions:
Table 9.3.2.2.3.3-1 replaces Table 7.3.2.2.3.3-1, Table 9.3.2.2.3.3-2 replaces Table 7.3.2.2.3.3-2, Table 9.3.2.2.3.3-3 replaces Table 7.3.2.2.3.3-4 and Table 9.3.2.2.3.3-4 replaces Table 7.3.2.2.3.3-5.

Table 9.3.2.2.3.3-1: DLInformationTransfer (steps 1, and 3, Table 7.3.2.2.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.2.2.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.2.2.3.3-2: DL NAS TRANSPORT (steps 1, and 3, Table 7.3.2.2.3.2‑1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1:

Set according to Table 7.3.2.2.3.3-3
	LPP Request Capabilities
	

	
	Step 3:

Set according to Table 7.3.2.2.3.3-14
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.2.2.3.3-3: ULInformationTransfer (step 2, Table 7.3.2.2.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.2.2.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.2.2.3.3-4: UL NAS TRANSPORT (step 2, Table 7.3.2.2.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Set according to Table 7.3.2.2.3.3-6
	LPP Provide Capabilities
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.2.2.3.2‑1)
	


.

9.3.2.3
LPP Retransmission


· 
· 
9.3.2.3.1
Test Purpose (TP)

(1)

with { a NAS signalling connection for EPC-NI-LR session existing}

ensure that {

  when {
UE does not receive an LPP acknowledgement for an LPP message which requires
 

acknowledgement }

    then { UE retransmits the LPP message up to three times. If still unacknowledged after that, the
 

   UE aborts all LPP activity for the associated session}

}


9.3.2.3.2
Conformance requirements

As defined in clause 7.3.2.3.2.

9.3.2.3.3
Test description

9.3.2.3.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.2.3.3.2-1): NR Cell 1.

UE:

-


Preamble:

-
For Test Configuration B (Table 9.3.2.3.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-


9.3.2.3.3.2
Test procedure sequence

Table 9.3.2.3.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.2.3

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in Table 7.3.2.3.3.2-1.

9.3.2.3.3.3
Specific message contents

As defined in clause 7.3.2.3.3.3, with the following exceptions:
Table 9.3.2.3.3.3-1 replaces Table 7.3.2.3.3.3-1, Table 9.3.2.3.3.3-2 replaces Table 7.3.2.3.3.3-2, Table 9.3.2.3.3.3-3 replaces Table 7.3.2.3.3.3-4 and Table 9.3.2.3.3.3-4 replaces Table 7.3.2.3.3.3-5.

Table 9.3.2.3.3.3-1: DLInformationTransfer (step 1, Table 7.3.2.3.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.2.3.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.2.3.3.3-2: DL NAS TRANSPORT (steps 1 and 2a, Table 7.3.2.3.3.2‑1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Set according to Table 7.3.2.3.3.3-3
	LPP Request Capabilities
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.2.3.3.3-3: ULInformationTransfer (steps 2, 4, 6, and 8, Table 7.3.2.3.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.2.3.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.2.3.3.3-4: UL NAS TRANSPORT (steps 2, 4, 6, and 8, Table 7.3.2.3.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Set according to Table 7.3.2.3.3.3-6
	LPP Provide Capabilities
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.2.3.3.2‑1)
	


9.3.3
LPP Error Handling

9.3.3.1
LPP Requested Method not Supported – UE-Assisted (Rel 9 to Rel 12)

Editor's note: Sub-test 5 and 6  are incomplete: 

· 
· Test Configuration B cannot support OTDOA before LPP Rel-15, therefore this test will need further revision. 

· for test configuration B, ECID support requires further study and this test will require further revision

· 
9.3.3.1.1
Test Purpose (TP)

(1)

with { 
a UE supporting at least one of UE-assisted GNSS, UE-assisted OTDOA or UE-assisted ECID but not all of them }

and with { a NAS signalling connection existing }

ensure that {
  when {
UE receives a LPP message requesting at least one location method not supported }

    then { the UE provides location information for the supported methods}

}


9.3.3.1.2
Conformance requirements

As defined in clause 7.3.3.1.2.
9.3.3.1.3
Test description

9.3.3.1.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.3.1.3.2-1):

- 
If ECID is supported by the UE: -
If GNSS is supported by the UE: NR Cell 1 and satellite signals, as specified in 8.2.1.

UE:

-


Preamble:

-
For Test Configuration B (Table 9.3.3.1.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-


9.3.3.1.3.2
Test procedure sequence

Table 9.3.3.1.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.3.1

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in Table 7.3.3.1.3.2-1.

9.3.3.1.3.3
Specific message contents

As defined in clause 7.3.3.1.3.3, with the following exceptions:
Table 9.3.3.1.3.3-1 replaces Table 7.3.3.1.3.3-1, Table 9.3.3.1.3.3-2 replaces Table 7.3.3.1.3.3-2, Table 9.3.3.1.3.3-3 replaces Table 7.3.3.1.3.3-5 and Table 9.3.3.1.3.3-4 replaces Table 7.3.3.1.3.3-6.

Table 9.3.3.1.3.3-1: DLInformationTransfer (steps 0, 0b, 1, 2 and 3a, Table 7.3.3.1.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.3.1.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.3.1.3.3-2: DL NAS TRANSPORT (steps 0, 0b, 1, 2 and 3a, Table 7.3.3.1.3.2‑1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 0:

Set according to Table 7.3.3.1.3.3-2a
	LPP Request Capabilities.
	

	
	Step 1:

Set according to Table 7.3.3.1.3.3-3
	LPP Provide Assistance Data
	

	
	Step 2:

Set according to Table 7.3.3.1.3.3-4
	LPP Request Location Information
	

	
	Steps 0b and 3a:

Set according to Table 7.3.3.1.3.3-8
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.3.1.3.3-3: ULInformationTransfer (steps 0a and 3, Table 7.3.3.1.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.3.1.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.3.1.3.3-4: UL NAS TRANSPORT (steps 0a and 3, Table 7.3.3.1.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 0a:

Set according to Table 7.3.3.1.3.3-6a
	LPP Provide Capabilities
	

	
	Step 3:

Set according to Table

7.3.3.1.3.3-7
	LPP Provide Location Information
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.3.1.3.2‑1)
	


9.3.3.1A
LPP Requested Method not Supported – UE-Assisted (Rel 13 only)

Editor's note: Sub-test 5 and 6 are incomplete: 

· 
· Test Configuration B cannot support OTDOA before LPP Rel-15, therefore this test will need further revision.

· for test configuration B, ECID support requires further study and this test will require further revision

· 
9.3.3.1A.1
Test Purpose (TP)

(1)

with { 
a UE supporting at least one of UE-assisted GNSS, UE-assisted OTDOA, UE-assisted ECID, UE-assisted WLAN, UE-assisted Bluetooth, UE-assisted Sensor or UE-assisted MBS but not all of them }

and with { a NAS signalling connection existing }

ensure that {
  when {
UE receives a LPP message requesting at least one location method not supported }

    then { the UE provides location information for the supported methods}

}


9.3.3.1A.2
Conformance requirements

As defined in clause 7.3.3.1.2.

9.3.3.1A.3
Test description

9.3.3.1A.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.3.1A.3.2-1): - 
If ECID is supported by the UE: -
If GNSS is supported by the UE: NR Cell 1 and satellite signals, as specified in 8.2.1. -
If WLAN is supported by the UE: NR Cell 1 and WLAN signals, as specified in 8.2.5.
-
If MBS is supported by the UE: NR Cell 1 and MBS signals, as specified in 8.2.4.

-
If Bluetooth is supported by the UE: NR Cell 1 and Bluetooth signals, as specified in 5.2.6.

-
If Sensor is supported by the UE: NR Cell 1
UE:

-


Preamble:

-
For Test Configuration B (Table 9.3.3.1A.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-


9.3.3.1A.3.2
Test procedure sequence

Table 9.3.3.1A.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.3.1A

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in Table 7.3.3.1A.3.2-1.

9.3.3.1A.3.3
Specific message contents

As defined in clause 7.3.3.1A.3.3, with the following exceptions:
Table 9.3.3.1A.3.3-1 replaces Table 7.3.3.1A.3.3-1, Table 9.3.3.1A.3.3-2 replaces Table 7.3.3.1A.3.3-2, Table 9.3.3.1A.3.3-3 replaces Table 7.3.3.1A.3.3-3 and Table 9.3.3.1A.3.3-5 replaces Table 7.3.3.1A.3.3-6.

Table 9.3.3.1A.3.3-1: DLInformationTransfer (steps 0, 0b, 1, 2 and 3a, Table 7.3.3.1A.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.3.1A.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.3.1A.3.3-2: DL NAS TRANSPORT (steps 0, 0b, 1, 2 and 3a, Table 7.3.3.1A.3.2-1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 0:

Set according to Table 7.3.3.1A.3.3-2a
	LPP Request Capabilities.
	

	
	Step 1:

Set according to Table 7.3.3.1A.3.3-3
	LPP Provide Assistance Data
	

	
	Step 2:

Set according to Table 7.3.3.1A.3.3-4
	LPP Request Location Information
	

	
	Steps 0b and 3a:

Set according to Table 7.3.3.1A.3.3-8
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.3.1A.3.3-3: ULInformationTransfer (steps 0a and 3, Table 7.3.3.1A.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.3.1A.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.3.1A.3.3-4: UL NAS TRANSPORT (steps 0a and 3, Table 7.3.3.1A.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 0a:

Set according to Table 7.3.3.1A.3.3-6a
	LPP Provide Capabilities
	

	
	Step 3:

Set according to Table

7.3.3.1A.3.3-7
	LPP Provide Location Information
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.3.1A.3.2‑1)
	


9.3.3.1B
LPP Requested Method not Supported – UE-Assisted (Rel 14 onwards)

Editor's note: Sub-tests 5 and 6 are incomplete:

· 
· Test Configuration B cannot support OTDOA before LPP Rel-15, therefore this test will need further revision.

· for OTDOA it is FFS if the UE will attempt to use the RRC Location Measurement Indication procedure to request measurement gaps.

· for test configuration B, ECID support requires further study and this test will require further revision

· 
9.3.3.1B.1
Test Purpose (TP)

Same as defined in clause 9.3.3.1A.1.

9.3.3.1B.2
Conformance requirements

Same as defined in clause 9.3.3.1A.2.

9.3.3.1B.3
Test description

9.3.3.1B.3.1
Pre-test conditions

Same as defined in clause 9.3.3.1A.3.1: 

9.3.3.1B.3.2
Test procedure sequence

Table 9.3.3.1B.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.3.1B

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in clause 7.3.3.1B.3.2.

9.3.3.1B.3.3
Specific message contents

As defined in clause 9.3.3.1A.3.3, with the following exceptions:
Table 9.3.3.1B.3.3-1 replaces Table 9.3.3.1A.3.3-1 and Table 9.3.3.1B.3.3-2 replaces Table 9.3.3.1A.3.3-2.

Table 9.3.3.1B.3.3-1: DLInformationTransfer (steps 0, 0b, 1, 2 and 3a, Table 7.3.3.1B.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.3.1B.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.3.1B.3.3-2: DL NAS TRANSPORT (steps 0, 0b, 1, 2 and 3a, Table 7.3.3.1B.3.2-1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 0:

Set according to Table 7.3.3.1A.3.3-2a
	LPP Request Capabilities.
	

	
	Step 1:

Set according to Table 7.3.3.1B.3.3-3
	LPP Provide Assistance Data
	

	
	Step 2:

Set according to Table 7.3.3.1A.3.3-4
	LPP Request Location Information
	

	
	Steps 0b and 3a:

Set according to Table 7.3.3.1A.3.3-8
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


9.3.4
LPP Positioning Procedures

9.3.4.1
E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based


· 
· 
9.3.4.1.1
Test Purpose (TP)

(1)

with { a NAS signalling connection existing }

ensure that {

  when { UE receives assistance data and a location request for UE-based  }

    then { UE sends a PROVIDE LOCATION INFORMATION  message containing a location estimate }

            }


9.3.4.1.2
Conformance requirements

As defined in clause 7.3.4.1.2.
9.3.4.1.3
Test description

9.3.4.1.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.4.1.3.2-1) : 

-
NR Cell 1.

-
Satellite signals (sub-test case 15): as specified in 8.2.1.

-
MBS signals (Sub-test 16): as specified in 8.2.4.

-
WLAN signals (Sub-test 17): as specified in 8.2.5.
UE:

-
The UE shall begin the test with no assistance data stored.

Preamble:

-
For Test Configuration B (Table 9.3.4.1.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-

9.3.4.1.3.2
Test procedure sequence

Table 9.3.4.1.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.4.1

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in Table 7.3.4.1.3.2-1.

9.3.4.1.3.3
Specific message contents

As defined in clause 7.3.4.1.3.3, with the following exceptions:
Table 9.3.4.1.3.3-1 replaces Table 7.3.4.1.3.3-2, Table 9.3.4.1.3.3-2 replaces Table 7.3.4.1.3.3-3, Table 9.3.4.1.3.3-3 replaces Table 7.3.4.1.3.3-6 and Table 9.3.4.1.3.3-4 replaces Table 7.3.4.1.3.3-7.

Table 9.3.4.1.3.3-1: DLInformationTransfer (steps 1a, 1c, 2, 3 and 4a, Table 7.3.4.1.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.1.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.1.3.3-2: DL NAS TRANSPORT (steps 1a, 1c, 2, 3 and 4a, Table 7.3.4.1.3.2-1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1a:

Set according to Table 7.3.4.1.3.3-3a
	LPP Request Capabilities.
	

	
	Step 2:

Set according to Table 7.3.4.1.3.3-4
	LPP Provide Assistance Data
	

	
	Step 3:

Set according to Table 7.3.4.1.3.3-5
	LPP Request Location Information
	

	
	Steps 1c and 4a:

Set according to Table 7.3.4.1.3.3-9
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.4.1.3.3-3: ULInformationTransfer (steps 1b and 4, Table 7.3.4.1.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.1.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.1.3.3-4: UL NAS TRANSPORT (steps 1b and 4, Table 7.3.4.1.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1b:

Set according to Table

7.3.4.1.3.3-7a
	LPP Provide Capabilities
	

	
	Step 4:

Set according to Table

7.3.4.1.3.3-8
	LPP Provide Location Information
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.4.1.3.2‑1)
	


9.3.4.2
E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE‑Assisted

Editor's note: Sub-tests 5 and 6 are incomplete: 

· 
· for sub-test 5 (OTDOA (LTE)), UE support of LPP Rel-15 onwards is required.

· for sub-tests 5 and 7 (OTDOA (LTE)) it is FFS if the UE will attempt to use the RRC Location Measurement Indication procedure to request measurement gaps.

· for test configuration B, ECID support requires further study and this test will require further revision

· 
9.3.4.2.1
Test Purpose (TP)

(1)

with { a NAS signalling connection existing }

ensure that {
  when { UE receives assistance data and a location request for UE-assisted  }

    then { UE sends a PROVIDE LOCATION INFORMATION  message containing location measurements }

            }


9.3.4.2.2
Conformance requirements

As defined in clause 7.3.4.2.2.

9.3.4.2.3
Test description

9.3.4.2.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.4.2.3.2-1):

-
Sub-tests 11, 12, 13, 14, 15, 16, 17, 18: NR Cell 1.

-
Sub-test 5 and 7: LTE Cell 1, LTE Cell 2 and NR Cell 1, as specified in 5.2.2. 

- 
Sub-tests 6 FFS.

-
Satellite signals (Sub-test 15): as specified in 8.2.1.

-
WLAN signals (Sub-test 11, 17): as specified in 8.2.5.
-
MBS signals (Sub-tests 12, 16): as specified in 8.2.4

-
Bluetooth signals (Sub-test 13): as specified in 8.2.6.
UE:

-
The UE shall begin the test with no assistance data stored.

Preamble:

-
For Test Configuration B (Table 9.3.4.2.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-

9.3.4.2.3.2
Test procedure sequence

Table 9.3.4.2.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.4.2

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in clause 7.3.4.2.3.2.

9.3.4.2.3.3
Specific message contents

As defined in clause 7.3.4.2.3.3, with the following exceptions:
Table 9.3.4.2.3.3-1 replaces Table 7.3.4.2.3.3-3, Table 9.3.4.2.3.3-2 replaces Table 7.3.4.2.3.3-4, Table 9.3.4.2.3.3-3 replaces Table 7.3.4.2.3.3-7 and Table 9.3.4.2.3.3-4 replaces Table 7.3.4.2.3.3-8.

Table 9.3.4.2.3.3-1: DLInformationTransfer (steps 1b, 1d, 2, 3, 4a2, 4b2 and 4b4, Table 7.3.4.2.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.2.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.2.3.3-2: DL NAS TRANSPORT (steps 1b, 1d, 2, 3, 4a2, 4b2 and 4b4, Table 7.3.4.2.3.2-1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1b:

Set according to Table 7.3.4.2.3.3-4a
	LPP Request Capabilities.
	

	
	Step 2:

Set according to Table 7.3.4.2.3.3-5
	LPP Provide Assistance Data
	

	
	Step 3:

Set according to Table 7.3.4.2.3.3-6
	LPP Request Location Information
	

	
	Steps 1d, 4a2, 4b2 and 4b4:

Set according to Table 7.3.4.2.3.3-10
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.4.2.3.3-3: ULInformationTransfer (steps 1c, 4 a1, 4b1 and 4b3, Table 7.3.4.2.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.2.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.2.3.3-4: UL NAS TRANSPORT (steps 1c, 4 a1, 4b1 and 4b3, Table 7.3.4.2.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1c:

Set according to Table

7.3.4.2.3.3-8a
	LPP Provide Capabilities
	

	
	Steps 4 a1, 4b1 and 4b3:

Set according to Table

7.3.4.2.3.3-9
	LPP Provide Location Information
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.4.2.3.2‑1)
	


9.3.4.3
E-SMLC Initiated Position Measurement without assistance data: UE‑Based


· 
· 
9.3.4.3.1
Test Purpose (TP)

(1)

with { a NAS signalling connection existing }

ensure that {
  when { 
UE has no assistance data stored and receives a location request for UE-based and the UE 
 


requires assistance data in order to fulfill the location request }

    then { 
UE sends a REQUEST ASSISTANCE DATA message followed by a PROVIDE LOCATION INFORMATION
 


message containing a location estimate }

            }


9.3.4.3.2
Conformance requirements

As defined in clause 7.3.4.3.2.

9.3.4.3.3
Test description

9.3.4.3.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.4.3.3.2-1):  NR Cell 1.

-
Satellite signals (sub-test 15): as specified in 8.2.1.

-
MBS signals (sub-test 16): as specified in 8.2.4.

-
WLAN signals (Sub-test 17): as specified in 8.2.5.

UE:

-
The UE shall begin the test with no assistance data stored.

Preamble:

-
For Test Configuration B (Table 9.3.4.3.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-
Method of triggering an LPP Request Assistance Data message.

9.3.4.3.3.2
Test procedure sequence

Table 9.3.4.3.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.4.3

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in Table 7.3.4.3.3.2-1.

9.3.4.3.3.3
Specific message contents

As defined in clause 7.3.4.3.3.3, with the following exceptions:
Table 9.3.4.3.3.3-1 replaces Table 7.3.4.3.3.3-2, Table 9.3.4.3.3.3-2 replaces Table 7.3.4.3.3.3-3, Table 9.3.4.3.3.3-3 replaces Table 7.3.4.3.3.3-6 and Table 9.3.4.3.3.3-4 replaces Table 7.3.4.3.3.3-7.

Table 9.3.4.3.3.3-1: DLInformationTransfer (steps 1a, 1c, 2, 4 and 5a, Table 7.3.4.3.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.3.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.3.3.3-2: DL NAS TRANSPORT (steps 1a, 1c, 2, 4 and 5a, Table 7.3.4.3.3.2-1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1a:

Set according to Table 7.3.4.3.3.3-3a
	LPP Request Capabilities.
	

	
	Step 2:

Set according to Table 7.3.4.3.3.3-4
	LPP Request Location Information
	

	
	Step 4:

Set according to Table 7.3.4.3.3.3-9
	LPP Provide Assistance Data
	

	
	Steps 1c and 5a:

Set according to Table 7.3.4.3.3.3-11
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.4.3.3.3-3: ULInformationTransfer (steps 1b, 3 and 5, Table 7.3.4.3.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.3.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.3.3.3-4: UL NAS TRANSPORT (steps 1b, 3 and 5, Table 7.3.4.3.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1b:

Set according to Table

7.3.4.3.3.3-7a
	LPP Provide Capabilities
	

	
	Step 3:

Set according to Table

7.3.4.3.3.3-8
	LPP Request Assistance Data
	

	
	Step 5:

Set according to Table

7.3.4.3.3.3-10
	LPP Provide Location Information
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.4.3.3.2‑1)
	


9.3.4.4
E-SMLC Initiated Position Measurement without assistance data: UE‑Assisted

Editor's note: Sub-tests 5, 6 and 7 are incomplete: 

· 
· for sub-test 5 (OTDOA (LTE)), UE support of LPP Rel-15 onwards is required.

· for sub-tests 5 and 7 (OTDOA (LTE)) it is FFS if the UE will attempt to use the RRC Location Measurement Indication procedure to request measurement gaps.

· 
9.3.4.4.1
Test Purpose (TP)

with { a NAS signalling connection existing }

ensure that {
  when { 
UE has no assistance data stored and receives a location request for UE-assisted and the
 


UE requires assistance data in order to fulfill the location request }

    then { 
UE sends a REQUEST ASSISTANCE DATA message followed by a PROVIDE LOCATION INFORMATION
 


message containing location measurements }

            }


9.3.4.4.2
Conformance requirements

As defined in clause 7.3.4.4.2.

9.3.4.4.3
Test description

9.3.4.4.3.1
Pre-test conditions

System Simulator:

-
For Test Configuration B (Table 9.3.4.4.3.2-1): Sub-tests 15, 16, 17, 18: NR Cell 1.

-
Sub-test 5 and 7: LTE Cell 1, LTE Cell 2 and NR Cell 1, as specified in 8.2.2. 

-
Satellite signals (Sub-test 15): as specified in 8.2.1.

-
MBS signals (Sub-test 16): as specified in 8.2.4.

-
WLAN signals (Sub-test 17): as specified in 8.2.5.

UE:

-
The UE shall begin the test with no assistance data stored.

Preamble:

-
For Test Configuration B (Table 9.3.4.4.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.

Related PICS/PIXIT Statements:

-
Method of triggering an LPP Request Assistance Data message.

9.3.4.4.3.2
Test procedure sequence

Table 9.3.4.4.3.2-1: Test Configuration

	Test Configuration
	Network Deployment Type
	Test Implementation

	A
	EN-DC (NSA Option 3)
	Functionality is tested by test case 7.3.4.4

	B
	NG-RAN NR (SA Option 2)
	

	C
	NE-DC (NSA Option 4)
	Functionality is tested by test configuration B

	D
	NG-RAN E-UTRA (SA Option 5)
	Functionality is tested by test case 7.3.1.1

	E
	NGEN-DC (NSA Option 7)
	Functionality is tested by test case 7.3.1.1


Main behaviour as defined in Table 7.3.4.4.3.2-1.

9.3.4.4.3.3
Specific message contents

As defined in clause 7.3.4.4.3.3, with the following exceptions:
Table 9.3.4.4.3.3-1 replaces Table 7.3.4.4.3.3-3, Table 9.3.4.4.3.3-2 replaces Table 7.3.4.4.3.3-4, Table 9.3.4.4.3.3-3 replaces Table 7.3.4.4.3.3-7 and Table 9.3.4.4.3.3-4 replaces Table 7.3.4.4.3.3-8.

Table 9.3.4.4.3.3-1: DLInformationTransfer (steps 1b, 1d, 2, 4, 4b, 5a2, 5b2 and 5b4, Table 7.3.4.4.3.2-1)

	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.4.3.3-2
	DL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.4.3.3-2: DL NAS TRANSPORT (steps 1b, 1d, 2, 4, 4b, 5a2, 5b2 and 5b4, Table 7.3.4.4.3.2-1)
	Derivation Path: 24.501 Table 8.2.11.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	Downlink generic NAS transport
	

	DL NAS TRANSPORT message identity
	01101000
	DL NAS transport
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1b:

Set according to Table 7.3.4.4.3.3-4a
	LPP Request Capabilities
	

	
	Step 2:

Set according to Table 7.3.4.4.3.3-5
	LPP Request Location Information
	

	
	Steps 4 and 4b:

Set according to Table 7.3.4.4.3.3-10
	LPP Provide Assistance Data
	

	
	Steps 1d, 5a2, 5b2 and 5b4:

Set according to Table 7.3.4.4.3.3-12
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/Correlation ID
	


Table 9.3.4.4.3.3-3: ULInformationTransfer (steps 1c, 3, 4a, 5a1, 5b1 and 5b3, Table 7.3.4.4.3.2-1)
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	        dedicatedNAS-Message  OCTET STRING
	Set according to Table 9.3.4.4.3.3-4
	UL NAS TRANSPORT
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.4.3.3-4: UL NAS TRANSPORT (steps 1c, 3, 4a, 5a1, 5b1 and 5b3, Table 7.3.4.4.3.2-1)

	Derivation Path: 24.501 Table 8.2.10.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Extended Protocol discriminator
	01111110
	5GS mobility management messages
	

	Security header type
	0000
	Plain 5GS NAS message
	

	Spare half octet 
	0000
	
	

	UL NAS TRANSPORT message identity
	01100111 
	UL NAS TRANSPORT
	

	Payload container type
	0011
	LTE Positioning Protocol (LPP) message container
	

	Spare half octet
	0000
	
	

	Payload container
	Step 1c:

Set according to Table

7.3.4.4.3.3-8a
	LPP Provide Capabilities
	

	
	Steps 3 and 4a:

Set according to Table

7.3.4.4.3.3-9
	LPP Request Assistance Data
	

	
	Steps 5a1, 5b1 and 5b3:

Set according to Table

7.3.4.4.3.3-11
	LPP Provide Location Information
	

	Additional information
	Present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 1 Table 7.3.4.4.3.2‑1)
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	Correction to LPP ProvideAssistanceData for UE Based MBS
	14.2.0
	14.3.0

	2017-12
	RAN#78
	R5-176569
	0093
	-
	Addition of Rel-14 WLAN Positioning Protocol Tests and Sub-Tests
	14.2.0
	14.3.0

	2017-12
	RAN#78
	R5-176570
	0094
	-
	Addition of Rel-14 Sensor Positioning Protocol Tests and Sub-Tests
	14.2.0
	14.3.0

	2017-12
	RAN#78
	R5-176574
	0095
	-
	Correction for UE Assisted TBS Request Location Information Table
	14.2.0
	14.3.0

	2017-12
	RAN#78
	R5-176576
	0096
	-
	Deletion of Duplicated IEs in Table 5.4.1.3-2
	14.2.0
	14.3.0

	2017-12
	RAN#78
	R5-177039
	0097
	1
	Editorial change to correct typos, grammar, descriptive text in table content, missing references and formatting issues
	14.2.0
	14.3.0

	2017-12
	RAN#78
	-
	-
	-
	Administrative release upgrade to match the release of 3GPP TS 37.571-1 which was upgraded at RAN#78 to Rel-15 due to Rel-15 relevant CR(s)
	14.3.0
	15.0.0

	2018-03
	RAN#79
	R5-181111
	0102
	-
	Update Main Behaviour positioning method
	15.0.0
	15.1.0

	2018-03
	RAN#79
	R5-181112
	0103
	-
	Missing Release 14 Information Element for otdoa
	15.0.0
	15.1.0

	2018-03
	RAN#79
	R5-181113
	0104
	-
	Update Simulated Environment conditions for MBS, WLAN, and Bluetooth
	15.0.0
	15.1.0

	2018-06
	RAN#80
	R5-182957
	0106
	-
	Correction to UE Positioning TCs 7.2.2.1 + 7.2.2.2
	15.1.0
	15.2.0

	2018-06
	RAN#80
	R5-183169
	0105
	1
	Addition of Rel-14 LPP message segmentation IEs into Capabilities messages
	15.1.0
	15.2.0

	2018-09
	RAN#81
	R5-184037
	0108
	-
	Addition of PICS for support of LPP message segmentation in test 7.3.1.1
	15.2.0
	15.3.0

	2018-12
	RAN#82
	R5-186618
	0109
	-
	Addition of NR background information
	15.3.0
	15.4.0

	2018-12
	RAN#82
	R5-186695
	0110
	-
	Addition of Rel-12 missing IEs to LPP message contents
	15.3.0
	15.4.0

	2018-12
	RAN#82
	R5-186696
	0111
	-
	Addition of Rel-15 missing IEs to LPP message contents
	15.3.0
	15.4.0

	2018-12
	RAN#82
	R5-187726
	0112
	1
	Positioning NSA Protocol tests - LPP Procedures
	15.3.0
	15.4.0

	2019-03
	RAN#83
	R5-192382
	0113
	1
	Addition NR SA positioning tests and removal of NSA
	15.4.0
	15.5.0

	2019-03
	RAN#83
	-
	-
	-
	Administrative release upgrade to match the release of TS 37.571-1 which was upgraded at RAN#83 to Rel-16 due to a Rel-16 relevant CR
	15.5.0
	16.0.0

	2019-06
	RAN#84
	R5-195201
	0119
	-
	Addition of information for test environments for NR
	16.0.0
	16.1.0

	2019-06
	RAN#84
	R5-195203
	0118
	1
	Clean Up of NR Positioning Test Cases
	16.0.0
	16.1.0


< End of changes >

