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<< Start of changes >>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty


	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	<<Many rows skipped>>

	6.5.1 Frequency Error
	±15 Hz
DL Signal level: ±0.7 dB, f ≤ 3.0GHz

DL Signal level: ±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.5.1A.1 Frequency error for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.1 for each CC
	

	6.5.1A.2 Frequency error for CA (inter-band DL CA and UL CA)
	Same as 6.5.1
	

	6.5.1A.3 Frequency error for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.1 for each CC
	

	6.5.1A.4 Frequency error for CA (3UL CA)
	Same as 6.5.1 for each CC
	

	6.5.1A.5 Frequency error for CA (4UL CA)
	Same as 6.5.1 for each CC
	

	6.5.1B Frequency Error for UL-MIMO
	Same as 6.5.1 for each antenna

DL signal level same as 6.5.1
	

	6.5.1D.1 Frequency Error for ProSe Direct Discovery
	±15 Hz
Sidelink Signal level: ±0.7 dB, f ≤ 3.0GHz
	

	6.5.1D.2 Frequency Error for ProSe Direct Communication
	Same as 6.5.1D.1
	

	6.5.1E Frequency Error for UE category 0
	Same as 6.5.1
	

	6.5.1EA Frequency Error for UE category M1
	Same as 6.5.1
	

	6.5.1EB Frequency Error for UE category 1bis
	Same as 6.5.1
	

	6.5.1EC Frequency Error for UE category M2
	Same as 6.5.1
	

	6.5.1F Frequency Error for category NB1
	±15 Hz
DL Signal level: ±0.7 dB, f ≤ 3.0GHz
	

	6.5.1G.1 Frequency Error for V2X Communication / Non-concurrent with E-UTRA uplink transmission
	±36 Hz, f > 3.0GHz
	

	6.5.1G.2 Frequency error for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	±15 Hz, f ≤ 3.0GHz

±36 Hz, 4.2GHz <f ≤ 6.0GHz
	

	6.5.2.1 Error Vector Magnitude
	PUSCH: ± 2.5%

PUCCH: ± 2.5%

PRACH: ± 2.5%
	

	6.5.2.1_1 Error Vector Magnitude (EVM) for UL 64QAM
	Same as 6.5.2.1
	

	6.5.2.1_2 Error Vector Magnitude (EVM) for UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.1 Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.1_2 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.2_1 EVM for CA (inter-band DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.2_2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA) for UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.1_1 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3_1 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA) for UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.3_2 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA) for UL 256QAM
	Same as 6.5.2.1
	

	6.5.2A.1.4 Error Vector Magnitude (EVM) for CA (3UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.5 Error Vector Magnitude (EVM) for CA (4UL CA)
	Same as 6.5.2.1
	

	6.5.2B.1 Error Vector Magnitude (EVM) for UL- MIMO
	Same as 6.5.2.1 for each antenna
	

	6.5.2.1A PUSCH-EVM with exclusion period
	PUSCH : ± 2.5%
	

	6.5.2.1E.1 Error Vector Magnitude for UE category 0
	Same as 6.5.2.1
	

	6.5.2.1E.2 PUSCH-EVM with exclusion period for UE category 0
	Same as 6.5.2.1A
	

	6.5.2.1EA.1 Error Vector Magnitude for UE category M1
	Same as 6.5.2.1
	

	6.5.2.1EA.2 PUSCH-EVM with exclusion period for UE category M1
	Same as 6.5.2.1A
	

	6.5.2.1EB Error Vector Magnitude (EVM) for UE category 1bis
	Same as 6.5.2.1
	

	6.5.2.1EC.1 Error Vector Magnitude for UE category M2
	Same as 6.5.2.1
	

	6.5.2.1EC.2 PUSCH-EVM with exclusion period for UE category M1
	Same as 6.5.2.1A
	

	6.5.2.1F.1 Error Vector Magnitude (EVM) for UE category NB1
	Same as 6.5.2.1
	

	6.5.2.1G.1 Error Vector Magnitude (EVM) for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.5.2.1
	

	6.5.2.1G.2 Error Vector Magnitude (EVM) for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	± 2.5%
	

	6.5.2.1G.3 Error Vector Magnitude (EVM) for V2X Communication / Intra-band contiguous multi-carrier operation
	± 2.5%
	

	6.5.2.2 Carrier leakage
	±0.8dB
	

	6.5.2A.2.1 Carrier leakage for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.2
	

	6.5.2A.2.2 Carrier leakage for CA (inter-band DL CA and UL CA)
	±0.8dB
	

	6.5.2A.2.3 Carrier leakage for CA (intra-band non-contiguous DL CA and UL CA)
	±0.8dB
	

	6.5.2A.2.4 Carrier leakage for CA (3UL CA)
	±0.8dB
	

	6.5.2A.2.5 Carrier leakage for CA (4UL CA)
	±0.8dB
	

	6.5.2.3 In-band emissions for non allocated RB
	±0.8dB
	

	6.5.2.4 EVM equalizer Spectrum flatness
	±1.4dB
	

	6.5.2A.3.1 In-band emissions for non allocated RB for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.3
	

	6.5.2A.3.2 In-band emissions for non allocated RB for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.3 for each CC
	

	6.5.2A.3.3 In-band emissions for non allocated RB for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.2.3 for each CC
	

	6.5.2A.3.4 In-band emissions for non allocated RB for CA (3UL CA)
	Same as 6.5.2.3 for each CC
	

	6.5.2A.3.5 In-band emissions for non allocated RB for CA (4UL CA)
	Same as 6.5.2.3 for each CC
	

	6.5.2B.1 Error vector magnitude (EVM) for UL-MIMO
	TBD
	

	6.5.2B.2 Carrier leakage for UL-MIMO
	Same as 6.5.2.2 for each antenna
	

	6.5.2B.3 In-band emissions for non allocated RB for UL-MIMO
	Same as 6.5.2.3 for each antenna
	

	6.5.2B.4 EVM equalizer spectrum flatness for UL-MIMO
	Same as 6.5.2.4 for each antenna
	

	6.5.2.2E Carrier Leakage for UE category 0
	Same as 6.5.2.2
	

	6.5.2.2EA Carrier Leakage for UE category M1
	Same as 6.5.2.2
	

	6.5.2.2EB Carrier leakage for UE category 1bis
	Same as 6.5.2.2
	

	6.5.2.2F Carrier leakage for UE category NB1
	Same as 6.5.2.2
	

	6.5.2.2G.1 Carrier leakage for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.5.2.2
	

	6.5.2.3E In-band emissions for non allocated RB for UE category 0
	Same as 6.5.2.3
	

	6.5.2.3EA In-band emissions for non allocated RB for UE category M1
	Same as 6.5.2.3
	

	6.5.2.3EB In-band emissions for non allocated RB for UE category 1bis
	Same as 6.5.2.3
	

	6.5.2.3F In-band emissions for non allocated RB for UE category NB1
	 Same as 6.5.2.3
	

	6.5.2.3G.1 In-band emissions for non-allocated RB for V2X Communication
	Emission:

±0.8dB

UE transimtted power

±1.3 dB, 4.2GHz < f ≤ 6.0GHz, for UE powers >= 0dBm

±1.5 dB, 4.2GHz < f ≤ 6.0GHz, for UE powers >= -40dBm
	

	6.5.2.3G.2 Introduction of In-band emissions for non-allocated RB for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	same as 6.5.2.3G.1 for E-UTRA uplink

same as 6.5.2.3G.1 for E-UTRA V2X sidelink 
	

	6.5.2.3G.3 In-band emissions for non-allocated RB for V2X Communication / Intra-band contiguous MCC operation
	same as 6.5.2.3G.1 for cc of E-UTRA V2X sidelink
	

	6.5.2.4E EVM equalizer spectrum flatness for UE category 0
	Same as 6.5.2.4
	

	6.5.2.4EA EVM equalizer spectrum flatness for UE category M1
	Same as 6.5.2.4
	

	6.5.2.4EB EVM equalizer spectrum flatness for UE category 1bis
	Same as 6.5.2.4
	

	6.5.2.4G.1 EVM equalizer spectrum flatness for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.5.2.4
	

	6.5.2.4G.3 EVM equalizer spectrum flatness for V2X Communication / Intra-band contiguous multi-carrier operation
	Same as 6.5.2.4 for each cc
	

	6.6.1 Occupied bandwidth
	1.4MHz, 3MHz:   30kHz

5MHz, 10MHz:    100kHz

15MHz, 20MHz:  300kHz
	

	6.6.1A.1 Occupied bandwidth for CA (intra-band contiguous DL CA and UL CA)
	1.4MHz, 3MHz:   30kHz

5MHz, 10MHz:    100kHz

15MHz, 20MHz:  300kHz

20MHz < f ≤ 40MHz:  500kHz
	

	6.6.1A.2 Occupied bandwidth for CA (inter-band DL CA and UL CA)
	Same as 6.6.1 for each CC
	

	6.6.1A.3 Occupied bandwidth for CA (intra-band non-contiguous DL CA and UL CA)
	1.4MHz, 3MHz:   30kHz

5MHz, 10MHz:    100kHz

15MHz, 20MHz:  300kHz
	

	6.6.1A.5 Occupied bandwidth for CA (4UL CA)
	1.4MHz, 3MHz:   30kHz

5MHz, 10MHz:    100kHz

15MHz, 20MHz:  300kHz
20MHz < f ≤ 40MHz:  500kHz
40MHz < f ≤ 60MHz:  [800kHz]
60MHz < f ≤ 80MHz:  [1000kHz] for intra-band contiguous CA
Same as 6.6.1 for each CC for inter-band CA
	

	6.6.1B Occupied bandwidth for UL-MIMO
	Same as 6.6.1 for each antenna
	

	<<Many rows skipped>>

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


<< Skip unchanged sections >>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB

4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

Power class 3: 23dBm ±3.3 dB

	<<Many rows skipped>>

	6.5.1 Frequency Error
	Modulated carrier, f ≤ 4.2GHz

Within 0.1 ppm compared to the received carrier frequency

f ≤ 3.0GHz
DL power: Refsens
3.0GHz < f ≤ 4.2GHz
DL power: Refsens
	15 Hz
0.7 dB

1.0 dB
	Formula:

Modulated carrier frequency: Upper limit + TT, Lower limit – TT

DL power: Refsens + TT

Modulated carrier frequency error = (0.1 ppm + 15 Hz)
Refsens +0.7dB

Refsens +1.0dB

	6.5.1A.1 Frequency error for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1A.2 Frequency Error for CA (inter-band DL CA and UL CA)
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC

	6.5.1A.3 Frequency Error for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC

	6.5.1A.5 Frequency error for CA (4UL CA)
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC

	6.5.1B Frequency Error for UL-MIMO
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1D.1 Frequency Error for ProSe Direct Discovery
	Modulated carrier, f ≤ 4.2GHz

Within 0.1 ppm compared to the received carrier frequency

f ≤ 3.0GHz
Sidelink power: Refsens
	15 Hz

0.7 dB
	Formula:

Modulated carrier frequency: Upper limit + TT, Lower limit – TT

Sidelink power: Refsens + TT

Modulated carrier frequency error = (0.1 ppm + 15 Hz)
Refsens +0.7dB

	6.5.1D.2 Frequency Error for ProSe Direct Communication
	Same as 6.5.1D.1
	Same as 6.5.1D.1
	Same as 6.5.1D.1

	6.5.1E Frequency Error for UE category 0
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1EA Frequency Error for UE category M1
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1EB Frequency Error for UE category 1bis
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1EC Frequency Error for UE category M2
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1F Frequency Error for category NB1
	Modulated carrier, f ≤ 3.0GHz

Within 0.1 ppm compared to the received carrier frequency

f ≤ 3.0GHz
DL power: Refsens
	15 Hz
0.7 dB
	Formula:

Modulated carrier frequency: Upper limit + TT, Lower limit – TT

DL power: Refsens + TT

Modulated carrier frequency error = (0.1 ppm + 15 Hz)
Refsens +0.7dB

	6.5.1G.1 Frequency Error for V2X Communication / Non-concurrent with E-UTRA uplink transmission
	Modulated carrier, f ≤ 6.0GHz

Within 0.1 ppm compared to the received carrier frequency
	36 Hz
	Formula:

Modulated carrier frequency: Upper limit + TT, Lower limit – TT

DL power: Refsens + TT

Modulated carrier frequency error = (0.1 ppm + 36 Hz)

	6.5.1G.2 Frequency error for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	Modulated carrier, f ≤ 3.0GHz

Within 0.1 ppm compared to the received carrier frequency
f ≤ 3.0GHz
DL power: Refsens
Modulated carrier, 4.2GHz <f ≤ 6.0GHz

Within 0.1 ppm compared to the received carrier frequency
4.2GHz <f ≤ 6.0GHz
DL power: Refsens
	15 Hz
0.7 dB
36 Hz
1.5 dB
	Formula:

Modulated carrier frequency: Upper limit + TT, Lower limit – TT

DL power: Refsens + TT

Modulated carrier frequency error = (0.1 ppm + 15 Hz)
Refsens +0.7 dB
Modulated carrier frequency error = (0.1 ppm + 36 Hz)
Refsens +1.5 dB

	6.5.2.1 Error Vector Magnitude
	EVM limit:
BPSK :17.5 %

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT

	6.5.2.1_1 Error Vector Magnitude (EVM) for UL 64QAM
	EVM limit: 

64QAM: 8.0 %
	0%
	Formula:

Minimum Requirement + TT

	6.5.2.1_2 Error Vector Magnitude (EVM) for UL 256QAM
	EVM limit: 

256QAM: 3.5 %
	0.3%, 15dBm < PUL
0.8%, -25dBm < PUL ≤ 15dBm, 

1.1%, -30dBm ≤ PUL ≤ -25dBm
	Formula:

Minimum Requirement + TT

	6.5.2.1A PUSCH-EVM with exclusion period
	EVM limit:

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT

	6.5.2A.1.1 Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.1_1 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1_1
	Same as 6.5.2.1_1
	Same as 6.5.2.1_1

	6.5.2A.1.1_2 EVM for CA (intra-band contiguous DL CA and UL CA) with UL 256QAM
	EVM limit:
256QAM: 3.5 %
	Same as 6.5.2.1_2
	Formula:

Minimum Requirement + TT

	6.5.2A.1.2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.2_1 EVM for CA (inter-band DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.2_2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA) for UL 256QAM
	EVM limit:
256QAM: 3.5 %
	Same as 6.5.2.1_2
	Formula:

Minimum Requirement + TT

	6.5.2A.1.3 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.3_1 EVM for CA (intra-band non-contiguous DL CA and UL CA) with UL 64QAM
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.3_2 Error Vector Magnitude (EVM) for CA (intra-band non-contiguous DL CA and UL CA) for UL 256QAM
	EVM limit:
256QAM: 3.5 %
	Same as 6.5.2.1_2

	Formula:

Minimum Requirement + TT

	6.5.2A.1.4 Error Vector Magnitude (EVM) for CA (3UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2A.1.5 Error Vector Magnitude (EVM) for CA (4UL CA)
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2B.1 Error Vector Magnitude (EVM) for UL- MIMO
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.5.2.1E.1 Error Vector Magnitude for UE category 0
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.1E.2 PUSCH-EVM with exclusion period for UE category 0
	Same as 6.5.2.1A
	Same as 6.5.2.1A
	

	6.5.2.1EA.1 Error Vector Magnitude for UE category M1
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.1EA.2 PUSCH-EVM with exclusion period for UE category M1
	Same as 6.5.2.1A
	Same as 6.5.2.1A
	

	6.5.2.1EB Error Vector Magnitude (EVM) for UE category 1bis
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.1EC.1 Error Vector Magnitude for UE category M2
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.1EC.2 PUSCH-EVM with exclusion period for UE category M2
	Same as 6.5.2.1A
	Same as 6.5.2.1A
	Same as 6.5.2.1A

	6.5.2.1F.1 Error Vector Magnitude (EVM) for UE category NB1
	Same as 6.5.2.1
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.1G.1 Error Vector Magnitude (EVM) for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	EVM limit:

QPSK: 17.5 %

16QAM: 12.5 %
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.1G.2 Error Vector Magnitude (EVM) for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	EVM limit:

QPSK: 17.5 %

16QAM: 12.5 %
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.1G.3 Error Vector Magnitude (EVM) for V2X Communication / Intra-band contiguous multi-carrier operation
	EVM limit:

QPSK: 17.5 %

16QAM: 12.5 %
	Same as 6.5.2.1
	Same as 6.5.2.1

	6.5.2.2 Carrier leakage
	For Output power >0 dBm
-25dBc

For -30 dBm ≤ Output power ≤0 dBm
-20dBc

For -40 dBm ≤ Output power < -30 dBm
-10dBc
	0.8dB
	Formula:

Minimum Requirement + TT

	6.5.2.2F Carrier leakage for UE category NB1
	Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2.2G.1 Carrier leakage for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	For Output power >0 dBm
-25dBc

For -30 dBm ≤ Output power ≤0 dBm
-20dBc
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2.3 In-band emissions for non allocated RB
	For general emissions:
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-30 dBm ≤ Output power ≤0 dBm
-20dBc

-40 dBm ≤ Output power < -30 dBm
-10dBc
For each evaluated RB, the test requirement is calculated as the higher of PRB – 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage)
	0.8dB
	Formula:

Minimum Requirement + TT

	6.5.2.4 EVM equalizer Spectrum flatness
	Normal conditions.

If (F-FUL_low ≥ [3MHz])&(FUL_high-F≥ [3MHz])  4 dB
else

8 dB
maximum coefficient in Range 1 - the minimum coefficient in Range 2
5 dB
the maximum coefficient in Range 2 - the minimum coefficient in Range
7 dB
Extreme conditions:

If (F-FUL_low ≥ [5MHz])&(FUL_high-F≥ [5MHz])  4 dB
else

12 dB

maximum coefficient in Range 1 - the minimum coefficient in Range 2
6 dB
the maximum coefficient in Range 2 - the minimum coefficient in Range
10 dB
	1.4dB
	Formula:

Minimum Requirement + TT

	6.5.2A.2.1 Carrier leakage for CA (intra-band contiguous DL CA and UL CA)
	 Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2A.2.2 Carrier leakage for CA (inter-band DL CA and UL CA)
	For Output power >0 dBm
-25dBc

For -30 dBm ≤ Output power ≤0 dBm
-20dBc

For -40 dBm ≤ Output power < -30 dBm
-10dBc
	0.8dB
	Formula:

Minimum Requirement + TT

	6.5.2A.2.3 Carrier leakage for CA (intra-band non-contiguous DL CA and UL CA)
	For Output power >0 dBm
-25dBc

For -30 dBm ≤ Output power ≤0 dBm
-20dBc

For -40 dBm ≤ Output power < -30 dBm
-10dBc
	0.8dB
	Formula:

Minimum Requirement + TT

	6.5.2A.2.4 Carrier leakage for CA (3UL CA)
	Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2A.2.5 Carrier leakage for CA (4UL CA)
	Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2A.3.1 In-band emissions for non allocated RB for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2A.3.2 In-band emissions for non allocated RB for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2A.3.3 In-band emissions for non allocated RB for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2A.3.4 In-band emissions for non allocated RB for CA (3UL CA)
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2A.3.5 In-band emissions for non allocated RB for CA (4UL CA)
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2B.1 Error vector magnitude (EVM) for UL-MIMO
	TBD
	TBD
	TBD

	6.5.2B.2 Carrier leakage for UL-MIMO
	Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.5.2B.3 In-band emissions for non allocated RB for UL-MIMO
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.5.2B.4 EVM equalizer spectrum flatness for UL-MIMO
	Same as 6.5.2.4
	Same as 6.5.2.4
	Same as 6.5.2.4

	6.5.2.2E Carrier Leakage for UE category 0
	Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2.2EA Carrier Leakage for UE category M1
	Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2.2EB Carrier leakage for UE category 1bis
	Same as 6.5.2.2
	Same as 6.5.2.2
	Same as 6.5.2.2

	6.5.2.3E In-band emissions for non allocated RB for UE category 0
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2.3EA In-band emissions for non allocated RB for UE category M1
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2.3EB In-band emissions for non allocated RB for UE category 1bis
	Same as 6.5.2.3
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2.3F In-band emissions for non allocated RB for UE category NB1
	For general emissions:
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For IQ image:

-25dB

For Carrier leakage:

Output power >0 dBm
-25dBc

-30 dBm ≤ Output power ≤0 dBm
-20dBc

-40 dBm ≤ Output power < -30 dBm
-10dBc
For each evaluated tone, the test requirement is calculated as the higher of Ptone – 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage)
	Same as 6.5.2.3
	Same as 6.5.2.3

	6.5.2.3G.1 In-band emissions for non-allocated RB for V2X Communication
	For general emissions:
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For IQ image:

-25dB

For Carrier leakage:

Output power >0 dBm
-25dBc

-30 dBm ≤ Output power ≤0 dBm
-20dBc

For each evaluated RB, the test requirement is calculated as the higher of PRB – 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage)

Sidelink Power Window

>= 0dBm, (-30 dBm, 0 dBm)

E-UTRA Uplink Power Window

>= 0dBm, (-30 dBm, 0 dBm)
	Emission:

0.8dB

Sidelink Power:

Absolute Transmitted Power tolerance: ±3dB referting to the TS 36.101 [2] clasue 6.3.5G.1

Wanted signal uncertainty:
±1.3 dB 4.2GHz < f ≤ 6.0GHz, 

for UE powers >= 0dBm

±1.5 dB, 4.2GHz < f ≤ 6.0GHz, for UE powers >= -40dBm

Uplink power 

Relative Transmitted Power tolerance: ±2.5dB referting to the TS 36.101 [2] clasue 6.3.5.2

Test system power measurement uncertainty:

±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	Formula for emission:

Minimum Requirement + TT

Sidelink power measurement window:

Bottom of the window: the Configured sidelink power - TT of sidelink power

Top of the window: the Configured sidelink power + TT of sidelink power

TT of sidelink power comprises 2 quantities:

1. Absolute Transmitted Power tolerance :±3dB

2. Test system power measurement uncertainty:

±1.3 dB 4.2GHz < f ≤ 6.0GHz for UE powers>= 0dBm.

±1.5 dB 4.2GHz < f ≤ 6.0GHz, for UE powers >= -40dBm

Items 1 and 2 are added arithmetically:

TT of sidelink power: (3dB+1.3dB) =4.3dB, 4.2GHz < f ≤ 6.0GH for UE powers >= 0 dBm:

TT of sidelink power: (3dB+1.5dB) =4.5dB, 4.2GHz < f ≤ 6.0GH for powers >= -40 dBm:

Ensure the bottom of the sidelink power measurement window is aligned with the bottom of the sidelink power window of the corresponding IBE requirement, and the top of the sidelink power measurement window is below the top of sidelink power window.

Uplink power measurement window:

Bottom of the window: the Configured sidelink power - TT of sidelink power

Top of the window: the Configured sidelink power + TT of sidelink power

TT of uplink power comprises 2 quantities:

1. Relative Transmitted Power tolerance :±2.5dB

2. Test system power measurement uncertainty:

±0.7 dB for f ≤ 3.0GHz.

±1 dB for 3.0GHz < f ≤ 4.2GHz
Items 1 and 2 are added arithmetically:

For f ≤ 3.0GHz
TT of uplink power: (2.5dB+0.7dB) =3.2dB

For 3.0GHz < f ≤ 4.2GHz
TT of uplink power: (2.5dB+1dB) =3.5dB,

Ensure the bottom of the uplink power measurement window is aligned with the bottom of the uplink power window of the corresponding IBE requirement, and the top of the uplink power measurement window is below the top of uplink power window.

	6.5.2.3G.2 In-band emissions for non-allocated RB for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	same as 6.5.2.3 for E-UTRA uplink
same as 6.5.2.3G.1 for E-UTRA V2X sidelink
	same as 6.5.2.3 for E-UTRA uplink
same as 6.5.2.3G.1 for E-UTRA V2X sidelink


	same as 6.5.2.3 for E-UTRA uplink
same as 6.5.2.3G.1 for E-UTRA V2X sidelink



	6.5.2.3G.3 In-band emissions for non-allocated RB for V2X Communication / Intra-band contiguous MCC operation
	same as 6.5.2.3G.1 for each cc of E-UTRA V2X sidelink 
	same as 6.5.2.3G.1 for each cc of E-UTRA V2X sidelink 
	same as 6.5.2.3G.1 for each cc of E-UTRA V2X sidelink 

	6.5.2.4E EVM equalizer spectrum flatness for UE category 0
	Same as 6.5.2.4
	Same as 6.5.2.4
	Same as 6.5.2.4

	6.5.2.4EA EVM equalizer spectrum flatness for UE category M1
	Same as 6.5.2.4
	Same as 6.5.2.4
	Same as 6.5.2.4

	6.5.2.4EB EVM equalizer spectrum flatness for UE category 1bis
	Same as 6.5.2.4
	Same as 6.5.2.4
	Same as 6.5.2.4

	6.5.2.4G.1 EVM equalizer spectrum flatness for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Same as 6.5.2.4
	Same as 6.5.2.4
	Same as 6.5.2.4

	6.5.2.4G.3 EVM equalizer spectrum flatness for V2X Communication / Intra-band contiguous multi-carrier 

operation uplink transmissions
	Same as 6.5.2.4 
	Same as 6.5.2.4
	Same as 6.5.2.4

	6.6.1 Occupied bandwidth
	For 1.4 MHz channel bandwidth:

Occupied channel bandwidth = 1.4 MHz

For 3.0 MHz channel bandwidth:

Occupied channel bandwidth = 3.0 MHz

For 5 MHz channel bandwidth:

Occupied channel bandwidth = 5 MHz

For 10 MHz channel bandwidth:

Occupied channel bandwidth = 10 MHz

For 15 MHz channel bandwidth:

Occupied channel bandwidth = 15 MHz

For 20 MHz channel bandwidth:

Occupied channel bandwidth = 20 MHz
	0kHz
	Formula:

Minimum Requirement + TT

	6.6.1A.1 Occupied bandwidth for CA (intra-band contiguous DL CA and UL CA)
	For 25(20+5) MHz channel bandwidth:

Occupied channel bandwidth = 24.95 MHz

For 30(20+10) MHz channel bandwidth:

Occupied channel bandwidth = 29.90 MHz

For 30(15+15) MHz channel bandwidth:

Occupied channel bandwidth = 30.00 MHz

For 35(20+15)MHz channel bandwidth:

Occupied channel bandwidth = 34.85 MHz

For 40(20+20) MHz channel bandwidth:

Occupied channel bandwidth = 39.80 MHz
	Same as 6.6.1
	Same as 6.6.1

	6.6.1A.2 Occupied bandwidth for CA (inter-band DL CA and UL CA)
	Same as 6.6.1 per CC
	Same as 6.6.1 per CC
	Same as 6.6.1 per CC

	6.6.1A.3
	Same as 6.6.1 for each CC
	Same as 6.6.1
	Same as 6.6.1 for each CC

	6.6.1A.5 Occupied bandwidth for CA (4UL CA)
	Same as 6.6.1 for each CC
	Same as 6.6.1
	Same as 6.6.1 for each CC

	6.6.1B Occupied bandwidth for UL-MIMO
	Same as 6.6.1
	Same as 6.6.1
	Same as 6.6.1

	<<Many rows skipped>>

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:
Minimum Requirement+ TT


<< End of changes >>
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