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<Start of modified section>
7.3A.3
Reference sensitivity level for CA (inter-band DL CA without UL CA)

Editor’s note:

Band 70 CA configurations are missing test point analysis

7.3A.3.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 2DL CA with FDD-TDD inter-band CA.

This test case also applies to all types of E-UTRA UE release 13 and forward that support DL LAA.

7.3A.3.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.

7.3A.3.4
Test description

7.3A.3.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.3.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.3.4.3.
Table 7.3A.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	
	

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2.
	A:

Mid range for PCC and SCC, unless otherwise specified in the Tables 7.3A.3.4.1-2 to 7.3A.3.4.1-33

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg, unless otherwise specified in the Tables 7.3A.3.4.1-2 to 7.3A.3.4.1-33

	Network signalling value
	NS_01

Unless given by Table 7.3.3.-3 for the band with active uplink carrier

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC NRB_alloc

	
	
	
	
	
	

	25
	25
	QPSK
	25
	25
	QPSK
	25

	25
	25
	QPSK
	25
	25
	QPSK
	8

	50
	50
	QPSK
	50
	50
	QPSK
	50

	50
	50
	QPSK
	50
	50
	QPSK
	25

	50
	50
	QPSK
	50
	50
	QPSK
	20

	50
	50
	QPSK
	50
	50
	QPSK
	16

	50
	75
	QPSK
	50
	75
	QPSK
	50

	50
	75
	QPSK
	50
	75
	QPSK
	25

	50
	75
	QPSK
	50
	75
	QPSK
	20

	50
	75
	QPSK
	50
	75
	QPSK
	16

	50
	100
	QPSK
	50
	100
	QPSK
	50

	50
	100
	QPSK
	50
	100
	QPSK
	25

	50
	100
	QPSK
	50
	100
	QPSK
	20

	75
	25
	QPSK
	75
	25
	QPSK
	75

	75
	25
	QPSK
	75
	25
	QPSK
	20

	75
	50
	QPSK
	75
	50
	QPSK
	75

	75
	50
	QPSK
	75
	50
	QPSK
	50

	75
	50
	QPSK
	75
	50
	QPSK
	25

	75
	50
	QPSK
	75
	50
	QPSK
	20

	75
	50
	QPSK
	75
	50
	QPSK
	18

	75
	75
	QPSK
	75
	75
	QPSK
	75

	75
	75
	QPSK
	75
	75
	QPSK
	50

	75
	75
	QPSK
	75
	75
	QPSK
	25

	75
	75
	QPSK
	75
	75
	QPSK
	20

	75
	100
	QPSK
	75
	100
	QPSK
	75

	75
	100
	QPSK
	75
	100
	QPSK
	50

	75
	100
	QPSK
	75
	100
	QPSK
	25

	75
	100
	QPSK
	75
	100
	QPSK
	20

	100
	25
	QPSK
	100
	25
	QPSK
	25

	100
	50
	QPSK
	100
	50
	QPSK
	100

	100
	50
	QPSK
	100
	50
	QPSK
	75

	100
	50
	QPSK
	100
	50
	QPSK
	50

	100
	50
	QPSK
	100
	50
	QPSK
	25

	100
	50
	QPSK
	100
	50
	QPSK
	20

	100
	75
	QPSK
	100
	75
	QPSK
	100

	100
	75
	QPSK
	100
	75
	QPSK
	75

	100
	75
	QPSK
	100
	75
	QPSK
	50

	100
	75
	QPSK
	100
	75
	QPSK
	25

	100
	75
	QPSK
	100
	75
	QPSK
	25

	100
	75
	QPSK
	100
	75
	QPSK
	20

	100
	100
	QPSK
	100
	100
	QPSK
	20

	100
	100
	QPSK
	100
	100
	QPSK
	25

	100
	100
	QPSK
	100
	100
	QPSK
	45

	100
	100
	QPSK
	100
	100
	QPSK
	50

	100
	100
	QPSK
	100
	100
	QPSK
	75

	100
	100
	QPSK
	100
	100
	QPSK
	100

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-2.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.3.5-2 for UE supporting one uplink carrier is tested per Test CA configuration.

Note 3:
The UL resource blocks shall be located as close as possible to the downlink PCC but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

Note 4:
The frequencies of PCC and SCC shall be switched and tested in each configuration, according to the UE declared capability for UL support (within CA operation) in the individual bands.


Table 7.3A.3.4.1-1a: Void

Table 7.3A.3.4.1-2: Test frequencies and Test CC combinations for CA_1A-3A

	CBW
	Band 3

	
	5MHz
	15MHz
	20MHz

	
	High range

	Band 1 as PCC

(Note 1)
	20MHz
	Low range
	X2
	X2
	X2

	
	
	Mid range
	-
	-
	X3

	Band 1 as SCC
	20MHz
	Low range
	-
	-
	X

	Note 1:
For Band 1 as PCC, the exceptions described in Table 7.3A.0-0bA are tested.

Note 2:
This is the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. The appropriate Uplink RB allocation value according to Table 7.3A.0-0bB should be applied.

Note 3:
This is the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. The appropriate Uplink RB allocation value according to Table 7.3A.0-0bB should be applied.


Table 7.3A.3.4.1-3: Test frequencies and Test CC combinations for CA_1A-11A

	CBW
	Band 11

	
	10MHz
	10MHz

	
	Low range
	High range

	Band 1
	20MHz
	Low range
	
	X

	
	20MHz
	High range
	X
	


Table 7.3A.3.4.1-4: Test frequencies and Test CC combinations for CA_1A-18A

	CBW
	Band 18

	
	10MHz
	15MHz

	
	Low range
	Mid range

	Band 1
	10MHz
	Low range
	X
	

	
	15MHz
	
	X
	

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-5: Test frequencies and Test CC combinations for CA_1A-19A

	CBW
	Band 19

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 1
	10MHz
	Mid range
	
	X

	
	15MHz
	
	X
	

	
	20MHz
	
	
	X


Table 7.3A.3.4.1-6: Test frequencies and Test CC combinations for CA_1A-21A

	CBW
	Band 21

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 1
	15MHz
	Mid range
	X
	X

	
	20MHz
	
	-
	X


Table 7.3A.3.4.1-7: Test frequencies and Test CC combinations for CA_1A-26A

	CBW
	Band 26

	
	10MHz
	15MHz

	
	Low range
	Low range

	Band 1
	10MHz
	Low range
	X
	

	
	15MHz
	
	X
	

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-8: Test frequencies and Test CC combinations for CA_1A-28A

	CBW
	Band 28

	
	5MHz
	20MHz

	
	Mid range
	Low range
	High range

	Band 1 as PCC
	20MHz
	Low range
	-
	X
	-

	
	
	High range
	-
	-
	X

	Band 1 as SCC
	5MHz
	High range
	X1,2
	-
	-

	
	20MHz
	Low range
	-
	X
	-

	
	
	High range
	-
	-
	X

	Note 1:
For Band 1 as SCC the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 6.

Note 2:
Band 28:fUL = 722.5 MHz (NUL = 27405), fDL = 777.5 MHz (NDL = 9405)
Band 1:fDL = 2167.5 MHz (NDL = 575)


Table 7.3A.3.4.1-9: Test frequencies and Test CC combinations for CA_1A-41A

	CBW
	Band 41

as SCC

	
	20MHz

	
	Mid range

	Band 1

as PCC
	20MHz
	Low range
	X

	
	20MHz
	High range
	X


Table 7.3A.3.4.1-10: Test frequencies and Test CC combinations for CA_2A-13A

	CBW
	Band 13

	
	10MHz

	
	Mid range

	Band 2
	10MHz
	Low range
	X

	
	15 MHz
	Mid range
	X

	
	20 MHz
	High range
	X


Table 7.3A.3.4.1-10a: Test frequencies and Test CC combinations for CA_2A-71A

	CBW
	Band 71 as PCC
	Band 71 as SCC

	
	5MHz
	10MHz
	20MHz
	20MHz
	20MHz
	20MHz

	
	Low range
	Mid range
	Mid range
	High range

	Band 2 as SCC
	5MHz
	High range
	X1
	
	
	
	
	
	

	
	10MHz
	
	
	X1
	
	
	
	
	

	
	15MHz
	
	
	
	X1
	
	
	
	

	
	20MHz
	
	
	
	
	X1
	
	
	

	
	20MHz
	Mid range
	
	
	
	
	X
	
	

	Band 2 as PCC
	20MHz
	High range
	
	
	
	
	
	X2,3
	

	
	
	Low range
	
	
	
	
	
	
	X

	Note 1:
For Band 2 as SCC the exceptions described in Table 7.3A.0-0a Note 36 and Note 37 are tested.

Note 2:
For Band 71 as SCC the exception described in for Table 7.3A.0-0a Note 15 are tested. For this purpose the test frequencies for Band 71 are selected to fulfil the equation in Table 7.3A.0-0a Note 16.

Note 3:
Band 71:fUL = 679.3 MHz (NUL = 133285), fDL = 633.3 MHz (NDL = 68749)


Table 7.3A.3.4.1-10b: Test frequencies and Test CC combinations for CA_2A-71A BCS1

	CBW
	Band 71 as PCC
	Band 71 as SCC

	
	5MHz
	10MHz
	10MHz
	10MHz

	
	Low range
	Mid range
	Mid range
	High range

	Band 2 as SCC
	5MHz
	High range
	X1
	
	
	
	

	
	10MHz
	
	
	X1
	
	
	

	
	
	Mid range
	
	
	X
	
	

	Band 2 as PCC
	10MHz
	High range
	
	
	
	X2,3
	

	
	
	Low range
	
	
	
	
	X

	Note 1:
For Band 2 as SCC the exceptions described in Table 7.3A.0-0a Note 36 and Note 37 are tested.

Note 2:
For Band 71 as SCC the exception described in for Table 7.3A.0-0a Note 15 are tested. For this purpose the test frequencies for Band 71 are selected to fulfil the equation in Table 7.3A.0-0a Note 16.

Note 3:
Band 71:fUL = 681 MHz (NUL = 133302), fDL = 635 MHz (NDL = 68766)


Table 7.3A.3.4.1-11: Test frequencies and Test CC combinations for CA_3A-8A

	CBW
	Band 8

	
	5 MHz
	10 MHz

	
	High range

	Band 3
	10MHz
	Mid range
	-
	X

	
	15MHz
	
	X
	-

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-11a: Test frequencies and Test CC combinations for CA_3A-11A

	CBW
	Band 11

	
	10MHz

	
	Low range

	Band 3
	15MHz
	Mid range
	X1

	Note 1:
Band 3:
fUL = 1757.4MHz (NUL = 19674), fDL = 1852.4MHz (NDL = 1674)
Band 11:
fUL = 1432.9MHz (NUL = 22800), fDL = 1480.9MHz (NDL = 4800)


Table 7.3A.3.4.1-12: Test frequencies and Test CC combinations for CA_3A-18A

	CBW
	Band 18

	
	10MHz
	15MHz

	
	Low range
	Mid range

	Band 3
	20MHz
	Low range
	X
	X


Table 7.3A.3.4.1-13: Test frequencies and Test CC combinations for CA_3A-19A

	CBW
	Band 19

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 3
	15MHz
	High range
	X
	X

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-13a: Test frequencies and Test CC combinations for CA_3A-21A

	CBW
	Band 21

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 3
	15MHz
	High range
	X
	X

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-14: Test frequencies and Test CC combinations for CA_3A-26A

	CBW
	Band 26

	
	10MHz
	15MHz

	
	Low range

	Band 3
	10MHz
	Mid range
	X
	-

	
	15MHz
	
	X
	-

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-15: Test frequencies and Test CC combinations for CA_3A-27A

	CBW
	Band 27

	
	10MHz

	
	High range

	Band 3
	10MHz
	Mid range
	X

	
	15MHz
	
	X

	
	20MHz
	
	X


Table 7.3A.3.4.1-16: Test frequencies and Test CC combinations for CA_3A-28A

	CBW
	Band 28

	
	20MHz

	
	Low range
	High range

	Band 3
	20MHz
	Low range
	X
	-

	
	
	High range
	-
	X


Table 7.3A.3.4.1-16a: Test frequencies and Test CC combinations for CA_3A-69A

	CBW
	Band 69 (SCC only)

	
	20MHz

	
	Mid range

	Band 3 (PCC)
	20MHz
	Mid range
	X


Table 7.3A.3.4.1-17: Test frequencies and Test CC combinations for CA_3A-42A

	CBW
	Band 42

	
	20MHz

	
	Low range
	Mid range
	High range

	Band 3 as PCC

(Note 1)
	20MHz
	Low range
	X2
	-
	-

	
	
	High range
	-
	X3
	-

	Band 3 as SCC
	20MHz
	Mid range
	X
	-
	X

	Note 1:
For Band 3 as PCC, the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 10 or Note 11.

Note 2:
Test point fulfils the equation in Note 10 in Table 7.3A.0-0a.
Band 3:
fUL = 1720MHz (NUL = 19300), fDL = 1815MHz (NDL = 1300)
Band 42:
fUL/DL = 3440MHz (NUL/DL = 41990)

Note 3:
Test point fulfils the equation in Note 11 in Table 7.3A.0-0a.
Band 3:
fUL = 1775MHz (NUL = 19850), fDL = 1870MHz (NDL = 1850)
Band 42:
fUL/DL = 3520MHz (NDL = 42790)

	

	

	

	


Table 7.3A.3.4.1-18: Test frequencies and Test CC combinations for CA_4A-5A

	CBW
	Band 5

	
	10 MHz

	
	Low range
	Mid range
	High range

	Band 4
	10MHz
	Mid range
	X
	X
	X


Table 7.3A.3.4.1-19: Test frequencies and Test CC combinations for CA_4A-13A

	CBW
	Band 13

	
	10MHz

	
	Mid range

	Band 4
	10MHz
	Low range
	X

	
	15 MHz
	Mid range
	X

	
	20 MHz
	High range
	X


Table 7.3A.3.4.1-20: Test frequencies and Test CC combinations for CA_4A-17A

	CBW
	Band 17

	
	10MHz

	
	Low range
	Mid range
	High range

	Band 4 as PCC
	10 MHz
	Mid range
	X
	-
	X

	Band 4 as SCC
(Note 1)
	10MHz
	Low range
	X2
	-
	-

	
	
	Mid range
	-
	X3
	-

	
	
	High range
	-
	-
	X4

	Note 1:
For Band 4 as SCC the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 6.
Note 2:
Band 17:
fUL = 709.1 MHz (NUL = 23781), fDL = 739.1 MHz (NDL = 5781)
Band 4:
fDL = 2127.3 MHz (NDL = 2123)

Note 3:
Band 17:
fUL = 710 MHz (NUL = 23790), fDL = 740 MHz (NDL = 5790)
Band 4:
fDL = 2130 MHz (NDL = 2150)

Note 4:
Band 17:
fUL = 710.9 MHz (NUL = 23799), fDL = 740.9 MHz (NDL = 5799)
Band 4:
fDL = 2132.7 MHz (NDL = 2177)

	

	

	

	


Table 7.3A.3.4.1-20.0: Test frequencies and Test CC combinations for CA_4A-28A

	CBW
	Band 28

	
	20MHz

	
	Low range
	Mid range

	Band 4 as PCC
	20MHz
	Mid range
	-
	X

	Band 4 as SCC
	20MHz
	Mid range
	X1,2
	X

	Note 1:
For Band 4 as SCC the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 6.
Note 2:
Band 28:
fUL = 713 MHz (NUL = 27310), fDL = 768 MHz (NDL = 9310)
Band 4:
fDL = 2139 MHz (NDL = 2240)


Table 7.3A.3.4.1-20a: Test frequencies and Test CC combinations for CA_7A-8A

	CBW
	Band 8

	
	10MHz

	
	Low range
	Mid range

	Band 7 as PCC
	20MHz
	Mid range
	-
	X

	Band 7 as SCC
	20MHz
	Mid range
	X1,2
	X

	Note 1:
For Band 7 as SCC the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 6.
Note 2:
Band 8:
fUL = 885 MHz (NUL = 21500), fDL = 930 MHz (NDL = 3500)
Band 7:
fDL = 2655 MHz (NDL = 3100)


Table 7.3A.3.4.1-21: Test frequencies and Test CC combinations for CA_7A-28A

	CBW
	Band 28

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 7
	15MHz
	High range
	
	X

	
	20MHz
	Mid range
	X
	X


Table 7.3A.3.4.1-22: Test frequencies and Test CC combinations for CA_8A-11A

	CBW
	Band 11

	
	10MHz

	
	Low range

	Band 8
	10MHz
	High range
	X


Table 7.3A.3.4.1-22a: Test frequencies and Test CC combinations for CA_8A-28A

	CBW
	Band 28

	
	20MHz

	
	Low range
	High range

	Band 8 as PCC
	10MHz
	Low range
	X
	X

	
	
	High range
	X
	X


Table 7.3A.3.4.1-23: Test frequencies and Test CC combinations for CA_8A-42A

	CBW
	Band 42

	
	20MHz

	
	Low range
	Mid range
	High range

	Band 8 as PCC
	5MHz
	Mid range
	-
	X
	X1,2

	
	10MHz
	Low range
	X
	-
	-

	
	
	High range
	-
	-
	X

	Band 8 as SCC
	10MHz
	Mid range
	-
	X
	-

	Note 1:
For Band 8 as PCC, the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 12 or Note 13.

Note 2:
Test point fulfils the equation in Note 12 and 13 in Table 7.3A.0-0a.
Band 8:
fUL = 897.5MHz (NUL = 21625), fDL = 942.5MHz (NDL = 3625)
Band 42:
fUL/DL = 3590MHz (NUL/DL = 43490)

	

	

	

	


Table 7.3A.3.4.1-24: Test frequencies and Test CC combinations for CA_11A-18A

	CBW
	Band 18

	
	10MHz
	15MHz

	
	Low range
	Mid range

	Band 11
	10MHz
	High range
	X
	X


Table 7.3A.3.4.1-24a: Test frequencies and Test CC combinations for CA_11A-28A

	CBW
	Band 28

	
	10MHz

	
	Mid range
	High range

	Band 11 as PCC
	10MHz
	Low range
	
	X2

	
	
	High range
	X3
	

	Band 11 as SCC
	10MHz
	Low range
	
	X1,2

	
	
	High range
	X3
	

	Note 1:
For Band 11 as SCC the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 10.

Note 2:
Band 11:
fUL = 1432.9 MHz (NUL = 22800), fDL = 1480.9 MHz (NDL = 4800)
Band 28:
fUL = 743 MHz (NUL = 27610), fDL = 798 MHz (NDL = 9610)

Note 3:
Band 11:
fUL = 1442.9 MHz (NUL = 22900), fDL = 1490.9 MHz (NDL = 4900)
Band 28:
fUL = 723 MHz (NUL = 27410), fDL = 778 MHz (NDL = 9410)


Table 7.3A.3.4.1-24b: Test frequencies and Test CC combinations for CA_12A-66A

	CBW
	Band 66

	
	5MHz
	10MHz
	15MHz
	20MHz

	
	Low range
	Low range
	Mid range
	Low range
	Mid range
	Mid range

	Band 12 as PCC
	5MHz
	Low range
	X2
	
	
	
	
	

	
	
	Mid range
	
	X3
	
	
	
	

	
	10MHz
	Mid range
	
	
	X
	
	X
	X

	
	
	High range
	
	
	
	X4
	
	

	Band 12 as SCC
	10MHz
	Mid
	
	
	X
	
	X
	X

	Note 1:
For Band 12 as PCC, the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 5 or Note 6.

Note 2:
Test point fulfils the equation in Note 5 and 6 in Table 7.3A.0-0a.
Band 12:
fUL = 704MHz (NUL = 23060), fDL = 734MHz (NDL = 5060)
Band 66:
fUL = 1712.5MHz (NUL = 131997), fDL = 2112.5MHz (NDL = 66461)

Note 3:
Band 12:
fUL = 707.5MHz (NUL = 23095), fDL = 737.5MHz (NDL = 5095)
Band 66:
fUL = 1720MHz (NUL = 132072), fDL = 2120MHz (NDL = 66536)

Note 4:
Band 12:
fUL = 711MHz (NUL = 23130), fDL = 741MHz (NDL = 5130)
Band 66:
fUL = 1717.5MHz (NUL = 132047), fDL = 2117.5MHz (NDL = 66511)


Table 7.3A.3.4.1-25: Test frequencies and Test CC combinations for CA_18A-28A

	CBW
	Band 28

	
	5MHz
	10MHz

	
	High range
	Mid range
	High range

	Band 18
	10MHz
	Low range
	
	X
	

	
	15MHz
	Middle range
	X
	
	X


Table 7.3A.3.4.1-25a: Test frequencies and Test CC combinations for CA_18A-42A

	CBW
	Band 42

	
	20MHz

	
	High range

	Band 18
	10MHz
	Low range
	X

	
	15MHz
	Middle range
	X


Table 7.3A.3.4.1-25b: Test frequencies and Test CC combinations for CA_20A-42A

	CBW
	Band 42

	
	20MHz

	
	Low range
	Mid range

	Band 20 as PCC
	20MHz
	Mid range
	X
	X

	Band 20 as SCC
	20MHz
	Mid range
	-
	X

	Note 1:
For Band 20 as PCC the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 12, 13.

Note 2:
Band 20: fUL = 847 MHz (NUL = 24300), fDL = 806 MHz (NDL = 6300).
Band 42: fUL/DL =3410 MHz (NUL/DL = 41690).


Table 7.3A.3.4.1-25c: Test frequencies and Test CC combinations for CA_20A-28A

	CBW
	Band 28

	
	20MHz

	
	Low range

	Band 20
	20MHz
	Mid range
	X

	Note 1:
The frequency range in band 28 is restricted for this CA band combination to 703-733 MHz for the UL and 758-788 MHz for the DL



Table 7.3A.3.4.1-26: Test frequencies and Test CC combinations for CA_19A-21A

	CBW
	Band 21

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 19
	10MHz
	High range
	
	X

	
	15MHz
	Mid range
	X
	X


Table 7.3A.3.4.1-26a: Test frequencies and Test CC combinations for CA_21A-28A

	CBW
	Band 28

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 21
	10MHz
	High range
	
	X

	
	15MHz
	Mid range
	X
	X


Table 7.3A.3.4.1-26b: Test frequencies and Test CC combinations for CA_25A-26A

	CBW
	Band 26 as SCC
	Band 26 as PCC

	
	5MHz
	10MHz
	5MHz
	10MHz

	
	Low range
	Mid range
	Mid range
	High range

	Band 25 as PCC
	10MHz
	Low range
	X
	
	
	

	
	15 MHz
	Mid range
	
	X
	
	

	
	20 MHz
	High range
	
	X
	
	

	Band 25 as SCC
	10MHz
	Mid range
	
	
	X
	

	
	20MHz
	High range
	
	
	
	X


Table 7.3A.3.4.1-27: Test frequencies and Test CC combinations for CA_26A-41A

	CBW
	Band 41

	
	20MHz

	
	Mid range

	Band 26
	10MHz
	Low range
	X

	
	15MHz
	
	X


Table 7.3A.3.4.1-28: Test frequencies and Test CC combinations for CA_28A-41A

	CBW
	Band 41

	
	20MHz

	
	Low range
	Mid range
	High range

	Band 28
	10MHz
	Low range
	X
	-
	-

	
	
	Mid range
	-
	X
	-

	
	
	High range
	-
	X
	X


Table 7.3A.3.4.1-28a: Test frequencies and Test CC combinations for CA_28A-40A

	CBW
	Band 40

	
	20MHz

	
	Low range
	Mid range
	High range

	Band 28 as PCC
	20MHz
	Mid range
	-
	X
	-

	Band 28 as SCC
	20MHz
	Low range
	-
	-
	X

	
	
	Mid range
	-
	-
	-

	
	
	High range
	X
	-
	-

	Note 1:
B20+B40 and B28+B40 can have high MSD levels due to harmonic mixing problem in the receiver when the UL in B40 is active and these scenarios need not be tested according to RAN4 agreement.


Table 7.3A.3.4.1-29: Test frequencies and Test CC combinations for CA_28A-42A

	CBW
	Band 42

	
	5MHz
	20MHz

	
	Mid range
	High range
	Low range
	High range

	Band 28 as PCC
	5MHz
	Low range
	X1,3
	-
	-
	-

	
	
	Mid range
	-
	X1,2
	-
	-

	
	20MHz
	Low range
	-
	-
	X
	-

	
	
	High range
	-
	-
	-
	X

	Band 28 as SCC
	20MHz
	Low range
	-
	-
	X
	-

	
	
	High range
	-
	-
	-
	X

	Note 1:
For Band 28 as PCC the exceptions described in Table 7.3A.0-0a are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-0a Note 16.

Note 2:
Band 28:fUL = 719.5 MHz (NUL = 27375), fDL = 774.5 MHz (NDL = 9375).
Note 3:
Band 42:fUL/DL =3527.5 MHz (NUL/DL = 42865).


Table 7.3A.3.4.1-30: Test frequencies and Test CC combinations for CA_39A-41A

	CBW
	Band 41

	
	20MHz

	
	Mid range

	Band 39
	20 MHz
	Low range
	X

	
	
	Mid range
	X

	
	
	High range
	X


Table 7.3A.3.4.1-31: Test frequencies and Test CC combinations for CA_29A-66A

	CBW
	Band 66

	
	20 MHz

	
	Mid range
	High range

	Band 29
	5MHz
	High range
	X
	X

	
	10MHz
	Middle range
	X
	


Table 7.3A.3.4.1-32: Test frequencies and Test CC combinations for CA_66A-70A

	CBW
	Band 70

	
	15MHz

	
	Mid range

	Band 66
	20 MHz
	Mid range
	X

	
	
	High range
	X


Table 7.3A.3.4.1-33: Test frequencies and Test CC combinations for CA_70A-71A 

	CBW
	Band 71

	
	10MHz

	
	Low range
	Mid range
	High range

	Band 70 as PCC
	15MHz
	Mid range
	-
	X
	-

	Band 70 as SCC
	15MHz
	Low range
	X
	-
	-

	
	
	Mid range
	-
	-
	X

	
	
	High range
	-
	-
	-


7.3A.3.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A3.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.3.4.1-1 on PCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.3.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.3.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions. 

7.3A.3.4.3.1
Message contents exceptions (network signalled value "NS_01")

Message contents according to TS 36.508 [7] subclause 4.6 can be used without exceptions.
7.3A.3.4.3.2
Message contents exceptions (network signalled value "NS_06")

1. Information element additionalSpectrumEmission is set to NS_06. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3A.3.4.3.2-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_06"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	6 (NS_06)
	
	


7.3A.3.5
Test requirement

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.3A.3.5-1 and Table 7.3A.3.5-2 (originated from single carrier Tables 7.3.5-1 and 7.3.5-2). The reference sensitivity is defined to be met with both downlink component carriers active and either of the uplink component carriers active.
Table 7.3A.3.5-1: Reference sensitivity QPSK PREFSENS for inter-band

	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	CA_1A-3A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	
	
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	3
	
	
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	
	
	
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	3
(Note 6)
	
	
	-93.3
	-90.8
	-89.3
	-88.3
	

	CA_1A-5A
	1
	-
	-
	-
	-96.3
	-
	-
	FDD

	
	
	-
	-
	-
	-99.019
	-
	-
	

	
	5
	-
	-
	-
	-94.3
	-
	-
	

	CA_1A-7A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	
	
	-
	-
	-
	-97.019
	-95.219
	-94.019
	

	CA_1A-8A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	8
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_1A-11A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	
	
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	11
	
	
	-99.3
	-96.3
	
	
	

	CA_1A-18A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	
	
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-19A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	
	
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-20A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	20
	-
	-
	-96.3
	-93.3
	-90.5
	-89.3
	

	
	
	-
	-
	-99.019
	-96.019
	-93.219
	-92.019
	

	CA_1A-21A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-
	

	CA_1A-26A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	
	
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	26
	-
	-
	-96.85
	-93.85
	-925
	-
	

	CA_1A-28A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	
	
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	1

(Note 4)
	-
	-
	-89.1
	-88.7
	-88.3
	-88.0
	

	
	28
	-
	-
	-97.6
	-94.6
	-92.8
	-90.1
	

	CA_1A-38A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	1
	-
	-
	-10219
	-9919
	-97.219
	-9619
	

	
	38
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	CA_1A-40A
(Note 14)
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	1
	
	
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	40
	-
	-
	[-92.7]
	-91.2
	-89.7
	-88.7
	TDD

	CA_1A-40A
(Note 15)
	1
	-
	-
	-91.0
	[-88.8]
	[-87.2]
	[-86.2]
	FDD

	
	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	CA_1A-41A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	CA_1A-42A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	
	-
	-
	-100.219
	-97.219
	-95.419
	-94.219
	

	CA_1A-46A

(Note 17)
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	1
	-
	-
	-10219
	-9919
	-97.219
	-9619
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_2A-4A
	2
	-102.0
	-99.0
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-104.719
	-101.719
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	

	
	
	-
	-
	-10219
	-9919
	-97.219
	-9619
	

	CA_2A-5A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	
	
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_2A-7A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	
	
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	CA_2A-12A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	
	
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	12
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_2A-13A
	2
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	
	
	
	
	-97.019
	-95.219
	-94.019
	

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_2A-14A
	2
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	
	
	
	
	-97.019
	-95.219
	-94.019
	

	
	14
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_2A-17A
	2
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	
	-
	-
	-100.019
	-97.019
	-
	-
	

	
	17
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_2A-29A
	2
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	
	-
	-
	-100.019
	-97.019
	-
	-
	

	
	29
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_2A-30A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	
	
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	
	
	-
	-
	-101.019
	-98.019
	-
	-
	

	CA_2A-46A

(Note 17)
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	2
	-
	-
	-10019
	-9719
	-95.219
	-9419
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_2A-66A
	2
	-101.7
	-98.7
	-97.3 
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-104.419
	-101.419
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	66
	-
	-
	-98.8
	-95.8
	-94
	-92.8
	

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	CA_2A-71A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	
	
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	71
	-
	-
	-99.2
	 -96.2
	-94.0
	-89.5
	

	CA_2A-71AX1
	2
	-
	-
	-92.4
	-93.0
	-91.5
	-90.4
	FDD

	
	71
	-
	-
	-99.2
	 -96.2
	-94.0
	-89.5
	

	CA_2A-71AX2
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	71
	-
	-
	-69.7
	-69.7
	-69.7
	-69.7
	

	CA_3A-5A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	5
	-
	-99.5
	-97.3
	-94.3
	-
	-
	

	CA_3A-7A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	
	
	-
	-
	-
	-97.019
	-95.219
	-94.019
	

	CA_3A-8A
	3
	-
	-
	-
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-
	-96.019
	-94.219
	-93.019
	

	
	8
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-11A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	11
	-
	-
	-99.3
	-96.3
	-
	-
	

	CA_3A-18A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_3A-19A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_3A-20A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	
	
	-
	-
	-99.019
	-96.019
	-
	-
	

	CA_3A-21A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	
	
	-
	-
	-10219
	-9919
	-97.219
	-
	

	CA_3A-26A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	26
	-
	-
	-96.85
	-93.85
	-92.05
	-
	

	CA_3A-27A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	27
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_3A-28A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	28
	-
	-
	-97.8
	-94.8
	-93
	-90.3
	

	CA_3A-38A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	38
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	CA_3A-40A
(Note 12)
	3
	-
	-
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	40
	-
	-
	-94.7
	-92.2
	-90.6
	-89.5
	TDD

	CA_3A-40A
(Note 15)
	3
	-
	-
	-93.5
	-90.5
	-88.8
	-87.6
	FDD

	
	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	CA_3A-41A (Note 11)
	3
	-
	-
	[-93.3]
	[-90.3]
	[-88.5]
	[-87.2]
	FDD

	
	41
	-
	-
	-96.810
	-93.810
	-9210
	-90.810
	TDD

	
	
	-
	-
	-99.510,19
	-96.510,19
	-94.710,19
	-93.510,19
	

	CA_3A-41A (Note 12)
	3
	-
	-
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	41
	-
	-
	[-92.6]10
	[-90]10
	[-88.5]10
	[-87.4]10
	TDD

	CA_3A-42A
	3
	-
	-
	-96.1
	-93.1
	-91.3
	-90.1
	FDD

	
	
	-
	-
	-98.819
	-95.819
	-94.019
	-92.819
	

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	
	-
	-
	-100.219
	-97.219
	-95.419
	-94.219
	

	
	42

(Note 7)
	-
	-
	-70.7
	-70.7
	-70.7
	-70.7
	

	
	42

(Note 8)
	-
	-
	-96.1
	-93.7
	-92.2
	-91.5
	

	CA_3A-46A

(Note 17)
	3
	-
	-
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-94.219
	-93.019
	

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_3A-69A
	3
	
	
	-
	-
	-
	-90.3
	FDD

	
	
	
	
	-
	-
	-
	-93.019
	

	
	69
	
	
	-
	-
	-
	-93.7
	

	CA_4A-5A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	
	-
	-
	-10219
	-9919
	-
	-
	

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_4A-7A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	
	-
	-
	-10219
	-9919
	-
	-
	

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	CA_4A-12A
	4
	-104
	-101
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-106.719
	-103.719
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	4

(Note 4)
	-88.5
	-88.5
	-89.3
	-88.8
	-88.3
	-87.8
	

	
	
	-91.219
	-91.219
	-92.019
	-91.519
	-91.019
	-90.519
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-13A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_4A-17A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-
	-
	

	
	4

(Note 4)
	-
	-
	[-89.3]
	[-88.8]
	-
	-
	

	
	
	-
	-
	[-92]19
	[-91.5]19
	-
	-
	

	
	17
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-27A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	27
	-
	-99.5
	-97.3
	-94.3
	-
	-
	

	CA_4A-28A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	4

(Note 4)
	-
	-
	-89.1
	-88.7
	-88.3
	-88.0
	

	
	
	-
	-
	-91.819
	-91.419
	-91.019
	-90.719
	

	
	28
	-
	-
	-97.6
	-94.6
	-92.8
	-90.1
	

	CA_4A-29A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-
	-
	

	
	29
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_4A-30A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-10219
	-9919
	-97.219
	-9619
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	CA_4A-46A (Note 17)
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-96.019
	-97.219
	-96.019
	

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_4A-71A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	71
	-
	-
	-99.2
	 -96.2
	-94.0
	-89.5
	

	CA_5A-7A
	5
	-102.5
	-99.5
	-97.3
	-94.3
	-
	-
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	
	
	-
	-
	-
	-97.019
	-95.219
	-94.019
	

	CA_5A-12A
	5
	
	
	-97.3
	-94.3
	
	
	FDD

	
	12
	
	
	-96.3
	-93.3
	
	
	

	CA_5A-13A
	5
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_5A-25A
	5
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	25
	-
	-
	-95.8
	-92.8
	-91.0
	-89.8
	

	
	
	-
	-
	-98.519
	-95.519
	-93.719
	-92.519
	

	CA_5A-30A
	5
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	
	
	-
	-
	-101.019
	-98.019
	-
	-
	

	CA_5A-40A
	5
	-
	-99.5
	-97.3
	-94.3
	-
	-
	FDD

	
	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	CA_5A-46A (Note 17)
	5
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	46
	-
	-
	-
	-91.5
	-
	-88.5
	TDD

	CA_5A-66A
	5
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	66
	-
	-
	-98.8
	-95.8
	-94
	-92.8
	

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	CA_7A-8A
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	7

(Note 4)
	-
	-
	-87.3
	-86.7
	-86.3
	-86.0
	

	
	8
	-
	-98.5
	-96.3
	-93.3
	-
	-
	

	CA_7A-12A
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_7A-20A
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-
	-
	-
	-97.019
	-95.219
	-94.019
	

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	
	
	-
	-
	-99.019
	-96.019
	-
	-
	

	CA_7A-22A
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	
	
	-
	-
	-
	-97.019
	-95.219
	-94.019
	FDD

	
	22
	-
	-
	-96.3
	-93.3
	-91.5
	-93.3
	

	CA_7A-28A
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	28
	-
	-
	-98.5
	-95.5
	-93.7
	-
	

	CA_7A-42A
(Note 21)
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	42
	-
	-
	-94.6
	-92.0
	-90.5
	-89.4
	TDD

	CA_7A-42A
(Note 22)
	7
	-
	-
	-95.5
	-92.5
	-90.8
	-89.6
	FDD

	
	42
	-
	-
	-97.5
	-94.5
	-92.7
	-91.5
	TDD

	
	
	-
	-
	-99.719
	-96.719
	-94.919
	-93.719
	

	CA_7A-46A

(Note 17)
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	7
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_8A-11A
	8
	
	
	-96.3
	-93.3
	
	
	FDD

	
	11
	
	
	-99.3
	-96.3
	
	
	

	CA_8A-20A
	8
	-
	-98.5
	-96.3
	-93.3
	-
	-
	FDD

	
	20
	-
	-
	-
	-93.3
	-90.5
	-89.3
	

	
	
	-
	-
	-
	-96.019
	-93.219
	-92.019
	

	CA_8A-27A
	8
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	27
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_8A-28A
(Note 23)
	8
	-
	-98.5
	-96.3
	-93.3
	-
	-
	FDD

	
	28
	-
	-
	-97.8
	-94.8
	-93.0
	-90.3
	

	CA_8A-38A
	8
	-
	-
	-96.3
	-93.3
	
	
	FDD

	
	38
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	CA_8A-40A
	8
	-
	-98.5
	-96.3
	-93.3
	-
	
	FDD

	
	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	CA_8A-42A
	8
	-101.3
	-98.3
	-96.1
	-93.1
	-
	-
	FDD

	
	42
(Note 16)
	-
	-
	-83.8
	-83.7
	-83.6
	-83.5
	TDD

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	

	
	
	-
	-
	-100.219
	-97.219
	-95.419
	-94.219
	

	CA_8A-46A (Note 17)
	8
	-101.5
	98.5
	-96.3
	-93.3
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_11A-18A
	11
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_11A-28A
	11
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	11
(Note 7)
	-
	-
	-74.5
	-74.5
	-
	-
	

	
	28
	-
	-
	-97.6
	-94.6
	-92.8
	-91.6
	

	CA_11A-46A (Note 17)
	11
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_12A-25A
	12
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	25
	-
	-
	-95.8
	-92.8
	-91.0
	-89.8
	

	
	
	-
	-
	-98.519
	-95.519
	-93.719
	-92.519
	

	CA_12A-66A
	12
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-93.5
	

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-96.219
	

	CA_12A-30A
	12
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	
	
	-
	-
	-101.019
	-98.019
	-
	-
	

	CA_13A-46A (Note17)
	13
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_13A-66A
	13
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-92.8
	

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	CA_14A-30A
	14
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	
	
	-
	-
	-101.019
	-98.019
	-
	-
	

	CA_14A-66A
	14
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-92.8
	

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	CA_18A-28A
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	28
	-
	-
	-97.8
	-94.8
	-
	-
	

	CA_18A-42A
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	
	-
	-
	-100.219
	-97.219
	-95.419
	-94.219
	

	CA_19A-21A
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_19A-28A
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	28
	-
	-
	-97.8
	-94.8
	-
	-
	

	
	28
(Note 9)
	-
	-
	-93.3
	-91.3
	-
	-
	

	CA_19A-42A
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	
	-
	-
	-100.219
	-97.219
	-95.419
	-94.219
	

	CA_19A-46A (Note 17)
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_20A-28A
	20
	
	
	
	-93.3
	-90.5
	-89.3
	FDD

	
	
	
	
	
	-96.019
	-93.219
	-92.019
	

	
	28
	
	
	-97.8
	-94.8
	-93.0
	-90.3
	

	CA_20A-31A
	20
	-
	-
	-96.3
	-93.3
	-90.5
	-89.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-93.219
	-92.019
	

	
	31
	-
	-95.0
	-92.8
	-
	-
	-
	

	CA_20A-32A
	20
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-
	-
	

	
	32
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	

	CA_20A-42A
	20
	
	
	-96.3
	-93.3
	-90.5
	-89.3
	FDD

	
	
	
	
	-99.019
	-96.019
	-93.219
	-92.019
	

	
	42
(Note 16)
	-
	-
	-83.8
	-83.7
	-83.6
	-83.5
	TDD

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	

	
	
	-
	-
	-100.219
	-97.219
	-95.419
	-94.219
	

	CA_20A-67A
	20
	
	
	-96.3
	-93.3
	-90.5
	-89.3
	FDD

	
	
	-
	-
	-99.019
	-96.019
	-93.219
	-92.019
	

	
	67
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	

	CA_21A-28A
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	
	-
	-
	-10219
	-9919
	-97.219
	-
	

	
	28
	-
	-
	-97.8
	-94.8
	-93.0
	-90.3
	

	CA_21A-42A
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-
	

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	
	-
	-
	-100.219
	-97.219
	-95.419
	-94.219
	

	CA_21A-46A (Note 17)
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_23A-29A
	23
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	29
	
	-98
	-96.3
	-93.3
	
	
	

	CA_25A-26A
	25
	-
	-
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	26
	-
	-
	-97.55
	-94.55
	-92.75
	
	

	CA_25A-41A
	25
	-
	-
	-95.8
	-92.8
	-91.0
	-89.8
	FDD

	
	
	-
	-
	-98.519
	-95.519
	-93.719
	-92.519
	

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	CA_26A-41A
	26
	-
	-
	-96.85
	-93.85
	-92.05
	
	FDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	CA_28A-38A
	28
	
	
	-97.8
	-97.8
	-97.8
	-97.8
	FDD

	
	38
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	CA_28A-40A (Note 20)
	28
	-
	-
	-97.8
	-94.8
	-93.0
	-90.3
	FDD

	
	40
	-
	-
	-94.4
	-92.2
	-90.7
	-89.8
	TDD

	CA_26A-46A (Note 17)
	26
	-
	-99
	-96.85
	-93.85
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	CA_28A-40A (Note 15)
	28
	-
	-
	-96.1
	-93.4
	-91.8
	-89.1
	FDD

	
	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	CA_28A-41A
	28
	-
	-
	-97.8
	-94.8
	-
	-
	FDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	CA_28A-42A
	28
	-
	-
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	42 (Note13)
	-
	-
	-84.7
	-84.4
	-84.1
	-83.9
	TDD

	CA_28A-46A (Note 17)
	28
	-
	-
	-97.8
	-94.8
	-93
	-90.3
	FDD

	
	46
	-
	-
	-
	-91.5
	-
	-88.5
	TDD

	CA_29A-66A
	29
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-92.8
	

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	CA_29A-70A
	29
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	70
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_30A-66A
	30
	-
	-
	-98.3
	-95.3
	-
	-
	FDD

	
	
	-
	-
	-101.019
	-98.019
	-
	-
	

	
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-92.8
	

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	CA_39A-41A
	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	
	-
	-
	-102.019
	-99.019
	-97.219
	-96.019
	

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	
	
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	CA_39A-46A (Note 17)
	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	46
	-
	-
	-
	-
	-
	-88.5
	

	CA_40A-46A (Note 17)
	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	46
	-
	-
	-
	-91.5
	-
	-88.5
	

	CA_41A-42A
	41
	-
	-
	-
	-93.9
	-92.1
	-90.9
	TDD

	
	42
	-
	-
	-
	-94.8
	-93.0
	-91.8
	

	CA_41A-46A (Note 17)
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	
	41
	-
	-
	-100.019
	-97.019
	-95.219
	-94.019
	

	
	46
	-
	-
	-
	-
	-
	-88.5
	

	CA_42A-46A (Note 17)
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	42

(Note 19)
	-
	-
	-99.7
	-96.7
	-94.9
	-93.7
	

	
	46
	-
	-
	-
	-
	-
	-81.5
	

	CA_46A-66A
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-92.8
	FDD

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	CA_46A-70A
	46
	-
	-
	-
	-
	-
	-88.5
	TDD

	
	70
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	CA_66A-70A
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-92.8
	FDD

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	
	70
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_66A-71A
	66
	-
	-
	-98.8
	-95.8
	-94.0
	-92.8
	FDD

	
	
	-
	-
	-101.519
	-98.519
	-96.719
	-95.519
	

	
	71
	-
	-
	-96.5
	-93.5
	-91.3
	-86.8
	

	CA_70A-71A
	70
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	
	-
	-
	-89.34
	-88.84
	-88.54
	-
	

	
	71
	-
	-
	-96.5
	-93.5
	-91.3
	-86.8
	

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.3.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD/FS3 as described in Annex A.5.1.1/A.5.2.1/A.5.3.1.
Note 3:
The signal power is specified per port

Note 4:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 5 in Table 7.3A.0-0a.

Note 5:
5 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 6:
Reference sensitivity for the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
Note 7:
Reference sensitivity for the high band for which the 2nd harmonic of the low band is within transmission bandwidth, as specified Note 9 and 10 in Table 7.3A.0-0a.

Note 8:
Reference sensitivity for the high band for which the 2nd harmonic of the low band is within transmission bandwidth, as specified Note 11 in Table 7.3A.0-0a.

Note 9:
These requirements apply when the uplink is active in Band 19 and the downlink channels in Band 28 are allocated at the middle of the restricted frequency range specified for this CA configuration (Table 5.2A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 19.
Note 10:
The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.
Note 11:
These requirements apply when the uplink is active in Band 41.

Note 12:
These requirements apply when the uplink is active in Band 3.
Note 13:
Reference sensitivity for the high band for which the 5th harmonic of the low band is within transmission bandwidth, as specified Note 15 and 16 in Table 7.3A.0-0a.
Note 14:
These requirements apply when the uplink is active in Band 1.
Note 15:
These requirements apply when the uplink is active in Band 40.

Note 16:
Reference sensitivity for the high band for which the 4th harmonic of the low band is within transmission bandwidth, as specified Note 12 and 13 in Table 7.3A.0-0a.
Note 17:
The requirements do not apply when there is at least one individual RE within the uplink transmission bandwidth of the lower band for which the transmitter harmonic is within the downlink transmission bandwidth of the higher band and a range FHD from lower and higher frequency of the uplink transmission bandwidth multiplied by the harmonic order. Negative FHD reduces the REFSENS exclusion range while positive FHD extends the range. FHD = [30] MHz for the E-UTRA configuration which has 2nd harmonic issue. FHD = 15 MHz for the E-UTRA configuration which has 3rd harmonic issue. FHD = [10] MHz for the E-UTRA configuration which has 4th harmonic issue. FHD = [-20] MHz for the E-UTRA configuration which has 6th harmonic issue. FHD = [-30] MHz for the E-UTRA configuration which has 7th harmonic issue. FHD = [-40] MHz for the E-UTRA configuration which has for 8th harmonic issue. For band combinations including more than one licensed band with band 46, the value FHD depends on which licensed band is used for uplink transmission.

Note 18:
The value FHD in Note 17 shall be scaled as FHD *(NRB/100) according to the uplink configuration defined in Table 7.3A.3.5-2.

Note 19:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.

Note 20:
These requirements apply when the uplink is active in Band 28.

Note 21:
These requirements apply when the uplink is active in Band 7.

Note 22:
These requirements apply when the uplink is active in Band 42.

Note 23:
These requirements apply when the uplink is active in Band 8.

Note 24:
These requirements apply when the lower edge frequency of the 5 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band 2 is located with its upper edge at 1990 MHz. These requirements also apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band 2 is located with its upper edge at 1990 MHz.
Note 25:
These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel’s transmission bandwidth of an aggressor (higher) band.


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Tables 7.3.3-1A, 7.3.3-1B and 7.3.3-1C shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.0-0a), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

The reference receive sensitivity (REFSENS) requirement for inter-band specified in Table 7.3A.3.5-1 shall be met for an uplink CA configurations than or equal to that specified in Table 7.3A.3.5-2.

NOTE:
Table 7.3A.3.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.3.5-2: Inter-band CA uplink configuration for reference sensitivity, LCRB @ RBstart format
	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-3A
	1
	-
	-
	25@05
	25@05
	25@05
	25@05
	FDD

	
	1
	
	
	25@06
	45@06
	45@06
	45@06
	

	
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	

	CA_1A-5A
	1
	-
	-
	-
	50@0
	-
	-
	FDD

	
	5
	-
	-
	-
	25@25
	-
	-
	

	CA_1A-7A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	7
	-
	-
	-
	50@0
	75@0
	75@25
	

	CA_1A-8A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	8
	-
	-
	25@0
	25@25
	-
	-
	

	CA_1A-11A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	11
	-
	-
	25@0
	25@25
	-
	-
	

	CA_1A-18A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	18
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-19A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	19
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-20A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	20
	-
	-
	25@0
	20@0
	20@11
	20@16
	

	CA_1A-21A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	21
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-26A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	26
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-28A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	

	
	28
	
	
	8@92
	16@172
	25@242
	25@382
	

	CA_1A-38A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	38
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_1A-40A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	40
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_1A-41A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	41
	-
	-
	-
	-
	-
	-
	TDD

	CA_1A-42A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_1A-46A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_2A-4A
	2
	6@0
	15@0
	25@0
	50@0
	50@25
	50@50
	FDD

	
	4
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_2A-5A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	5
	-
	-
	25@0
	25@25
	-
	-
	

	CA_2A-7A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	

	CA_2A-12A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	12
	-
	15@0
	20@5
	20@30
	-
	-
	

	CA_2A-13A
	2
	-
	-
	-
	50@0
	50@25
	50@50
	FDD

	
	13
	-
	-
	-
	20@0
	-
	-
	

	CA_2A-17A
	2
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	17
	-
	-
	20@5
	20@30
	-
	-
	

	CA_2A-28A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	

	CA_2A-29A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_2A-30A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	30
	-
	-
	25@0
	25@25
	-
	-
	

	CA_2A-46A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_2A-66A
	2
	6@0
	15@0
	25@0
	50@0
	50@25
	50@50
	FDD

	
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_2A-71A
	2
	-
	-
	25@0
	50@0
	50@0
	50@0
	FDD

	
	71
	-
	-
	25@0
	25@12
	20@27
	20@40
	

	CA_3A-5A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	5
	-
	15@0
	25@0
	25@25
	-
	-
	

	CA_3A-7A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	7
	-
	-
	-
	50@0
	75@0
	75@25
	

	CA_3A-8A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	8
	-
	-
	25@0
	25@25
	-
	-
	

	CA_3A-11A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	11
	-
	-
	25@0
	25@25
	-
	-
	

	CA_3A-18A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	18
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_3A-19A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	19
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_3A-20A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	20
	-
	-
	25@0
	20@0
	-
	-
	

	CA_3A-21A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	21
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_3A-26A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	26
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_3A-27A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	27
	-
	-
	25@0
	25@25
	-
	-
	

	CA_3A-28A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	

	CA_3A-38A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	38
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_3A-40A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	40
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_3A-41A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_3A-42A
	3
	-
	-
	12@79
	25@139
	36@209
	50@259
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_3A-46A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_4A-5A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	5
	-
	-
	25@0
	25@25
	-
	-
	

	CA_4A-7A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	

	CA_4A-12A
	4
	6@0
	15@0
	25@0
	50@0
	75@0
	100@0
	FDD

	
	12
	-
	-
	20@5
	20@30
	-
	-
	

	
	12
	2@22
	5@52
	8@92
	16@172
	-
	-
	

	CA_4A-13A
	4
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	13
	-
	-
	-
	20@0
	-
	-
	

	CA_4A-17A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	1) 
	17
	-
	-
	20@5
	20@30
	-
	-
	1) 

	
	17
	-
	-
	8@92
	16@172
	-
	-
	

	CA_4A-27A
	4
	-
	-
	25@0
	50@0
	75@0
	100@0 
	FDD

	
	27
	-
	15@0 
	25@0
	25@25
	-
	-
	

	CA_4A-28A
	4
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	2) 
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	2) 

	
	28
	-
	-
	8@92
	16@172
	25@242
	25@382
	

	CA_4A-29A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_4A-30A
	4
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	30
	-
	- 
	25@0
	25@25
	-
	-
	

	CA_4A-46A
	4
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_5A-7A
	5
	6@0
	15@0
	25@0
	25@25
	-
	-
	FDD

	
	7
	-
	-
	-
	50@0
	75@0
	75@25
	

	CA_5A-12A
	5
	-
	-
	25@0
	25@25
	-
	*
	FDD

	
	12
	-
	-
	20@5
	20@30
	-
	-
	

	CA_5A-13A
	5
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	13
	-
	-
	-
	20@0
	-
	-
	

	CA_5A-25A
	5
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	25
	-
	-
	25@0
	50@0
	50@25
	50@50
	

	CA_5A-30A
	5
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	30
	-
	-
	25@0
	25@25
	-
	-
	

	CA_5A-40A
	5
	-
	15@0
	25@0
	25@25
	-
	-
	FDD

	
	40
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_5A-46A
	5
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_5A-66A
	5
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_7A-8A
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	FDD

	3) 
	8
	-
	15@0
	25@0
	25@25
	-
	-
	3) 

	
	82,10
	-
	-
	-
	8@21, 16@17, 25@12,
	-
	-
	

	CA_7A-12A
	5
	-
	-
	25@0
	50@0
	75@0
	75@25
	FDD

	
	12
	-
	-
	20@0
	20@0
	-
	-
	

	CA_7A-20A
	7
	-
	-
	-
	50@0
	75@0
	75@25
	FDD

	
	20
	-
	-
	25@0
	20@0
	-
	-
	

	CA_7A-22A
	7
	-
	-
	-
	50@0
	75@0
	75@25
	FDD

	
	22
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_7A-46A
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_7A-28A
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	FDD

	
	28
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_7A-42A
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_8A-11A
	8
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	11
	-
	-
	25@0
	25@25
	-
	-
	

	CA_8A-20A
	8
	-
	15@0
	25@0
	25@25
	-
	-
	FDD

	
	20
	-
	-
	-
	20@0
	20@11
	20@16
	

	CA_8A-27A
	8
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	27
	-
	-
	25@0
	25@25
	-
	-
	

	CA_8A-28A
	8
	-
	15@0
	25@0
	25@0
	-
	-
	FDD

	
	28
	-
	-
	-
	-
	-
	-
	

	CA_8A-38A
	8
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	38
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_8A-40A
	8
	-
	15@0
	25@0
	25@25
	-
	-
	FDD

	
	40
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_8A-42A
	8
	6@0
	15@0
	25@0
	25@25
	
	
	FDD

	
	42
	
	
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_8A-46A
	8
	6@0
	15@0
	25@0
	25@25
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_11A-18A
	11
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	18
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_11A-28A
	11
	-
	-
	25@0
	25@25
	
	
	FDD

	
	28
	
	
	25@0
	25@25
	25@50
	25@75
	

	
	289
	-
	-
	12@12
	25@0
	-
	-
	

	CA_11A-46A
	11
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_12A-25A
	12
	-
	-
	20@5
	20@30
	-
	-
	FDD

	
	25
	-
	-
	25@0
	50@0
	50@25
	50@50
	

	CA_12A-30A
	12
	-
	-
	20@5
	20@30
	-
	-
	FDD

	
	30
	-
	-
	25@0
	25@25
	-
	-
	

	CA_12A-66A
	12
	-
	-
	20@5
	20@30
	-
	-
	FDD

	
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_13A-46A
	13
	-
	-
	20@0
	20@0
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_13A-66A
	13
	-
	-
	20@0
	20@0
	-
	-
	FDD

	
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_18A-28A
	18
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	28
	-
	-
	25@0
	25@25
	-
	-
	

	CA_18A-42A
	18
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_19A-21A
	19
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	21
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_19A-28A
	19
	-
	-
	18@0
	18@0
	18@0
	-
	FDD

	
	28
	-
	-
	25@0
	25@50
	-
	-
	

	CA_19A-42A
	19
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_19A-46A
	19
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_20A-28A
	20
	
	
	
	20@0
	20@11
	20@16
	

	
	28
	
	
	25@0
	25@25
	25@50
	25@75
	

	CA_20A-31A
	20
	-
	-
	25@0
	20@0
	20@11
	20@16
	FDD

	
	31
	-
	5@9
	5@10
	-
	-
	-
	

	CA_20A-32A
	20
	-
	-
	25@0
	20@0
	
	
	FDD

	
	32
	-
	-
	N/A
	N/A
	N/A
	N/A
	

	CA_20A-42A
	20
	-
	-
	25@0
	20@0
	20@11
	20@16
	FDD

	
	2010,11
	
	
	
	
	
	8@46

16@42

25@37
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_21A-46A
	21
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_20A-67A
	20
	-
	-
	25@0
	20@0
	20@11
	20@16
	FDD

	
	67
	-
	-
	N/A
	N/A
	N/A
	N/A
	

	CA_21A-28A
	21
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	28
	-
	-
	25@0
	25@50
	-
	-
	

	CA_21A-42A
	21
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_23A-29A
	23
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_25A-26A
	25
	
	
	25@0
	50@0
	50@0
	50@0
	FDD

	
	26
	
	
	25@0
	25@0
	25@0
	
	

	CA_25A-41A
	25
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_26A-41A
	26
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_26A_46A
	26
	-
	15@0
	25@0
	25@25
	-
	-
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_28A-38A
	28
	
	
	25@0
	25@25
	25@50
	25@75
	FDD

	
	38
	
	
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_28A-40A
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	FDD

	
	40
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_28A-41A
	28
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_28A-42A
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_28A-46A
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	FDD

	
	46
	-
	-
	-
	-
	-
	-
	TDD

	CA_29A-66A
	29
	-
	-
	-
	-
	-
	-
	FDD

	
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_29A-70A
	29
	-
	-
	-
	-
	-
	-
	FDD

	
	70
	-
	-
	25@0
	50@0
	75@0
	-
	

	CA_30A-66A
	30
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_39A-41A
	39
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_39A-46A
	39
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	
	46
	-
	-
	-
	-
	-
	-
	

	CA_40A-46A
	40
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	
	46
	-
	-
	-
	-
	-
	-
	

	CA_41A-42A
	41
	-
	-
	-
	50@0
	75@0
	100@0
	TDD

	
	42
	-
	-
	-
	50@0
	75@0
	100@0
	

	CA_41A-46A
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	
	46
	-
	-
	-
	-
	-
	-
	

	CA_42A-46A
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	
	46
	-
	-
	-
	-
	-
	-
	

	CA_46A-66A
	46
	-
	-
	-
	-
	-
	-
	TDD

	
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	CA_46A-70A
	46
	-
	-
	-
	-
	-
	-
	TDD

	
	70
	-
	-
	25@0
	50@0
	75@0
	-
	FDD

	CA_66A-70A
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	70
	-
	-
	25@0
	50@0
	75@0
	-
	

	CA_66A-71A
	66
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	71
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_70A-71A
	70
	-
	-
	25@0
	50@0
	75@0
	-
	FDD

	
	71
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	
	71
	-
	-
	8@122
	16@122
	20@122
	-
	

	Note 1:
Void

Note 2:
Configuration for the low band for which the 3rd harmonic is within transmission bandwidth of the high band, as specified in Table 7.3A.0-0a Note 5.

Note 3:
Void

Note 4:
Void

Note 5:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.

Note 6:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.
Note 7:
Void
Note 8:
Void

Note 9:
Configuration for the low band for which the 2nd harmonic is within transmission bandwidth of the high band, as specified in Table 7.3A.0-0a Note 9 or Note 11.
Note 10:
This configuration is used for testing the 3rd harmonic or 4th harmonic interfered high band only. It is for low band with multiple choices of RB number corresponding to different high band bandwidth as indicated in Table 7.3A.0-0aa: Uplink configuration for the low band (exceptions). Only one bandwidth option was used for simplicity.

Note 11:
Configuration for the low band for which the 4th harmonic is within transmission bandwidth of the high band, as specified in Table 7.3A.0-0a Note 12 and 13.


<End of modified section>
