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Table 4.4.2-2: Default NR parameters for simulated NR cells

	cell ID
	NR Cell Identifier
	Physical layer cell identity
	MeasObjectId
	PRACH-rootSequenceIndex FDD
	PRACH-rootSequenceIndex TDD

	
	gNB Identifier
	Cell Identity
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Note 1
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Note 1

	NR Cell 1
	'00 0000 0000 0000 0000 0000 0001'B
	'00 0000 0000'B
	0
	11
	0
	0

	NR Cell 2
	'00 0000 0000 0000 0000 0000 0001'B
	'00 0000 0010'B
	2
	12
	32
	32

	NR Cell 3
	'00 0000 0000 0000 0000 0000 0010'B
	'00 0000 0011'B
	3
	13
	0
	0

	NR Cell 4
	'00 0000 0000 0000 0000 0000 0011'B
	'00 0000 0100'B
	4
	14
	64
	64

	NR Cell 6
	'00 0000 0000 0000 0000 0000 0100'B
	'00 0000 0110'B
	6
	16
	0
	0

	NR Cell 10
	'00 0000 0000 0000 0000 0000 0101'B
	'00 0000 1010'B
	10
	20
	0
	0

	NR Cell 11
	'00 0000 0000 0000 0000 0000 0110'B
	'00 0000 1011'B
	11
	21
	96
	96

	NR Cell 12
	'00 0000 0000 0000 0000 0000 0010'B
	'00 0000 1100'B
	12
	22
	32
	32

	NR Cell 13
	'00 0000 0000 0000 0000 0000 0100'B
	'00 0000 1101'B
	13
	23
	32
	32

	NR Cell 14
	'00 0000 0000 0000 0000 0000 0111'B
	'00 0000 1110'B
	14
	24
	0
	0

	NR Cell 23
	'00 0000 0000 0000 0000 0000 0110'B
	'00 0001 0111'B
	23
	33
	64
	64

	NR Cell 28
	'00 0000 0000 0000 0000 0000 0010'B
	'00 0001 1100'B
	28
	38
	0
	0

	NR Cell 29
	'00 0000 0000 0000 0000 0000 0100'B
	'00 0001 1101'B
	29
	39
	32
	32

	NR Cell 30
	'00 0000 0000 0000 0000 0000 0111'B
	'00 0001 1110'B
	30
	40
	32
	32

	NR Cell 31
	'00 0000 0000 0000 0000 0000 0110'B
	'00 0001 1111'B
	31
	41
	64
	64

	NR Cell 32
	'00 0000 0000 0000 0000 0001'B
	'00 0010 0000'B
	32
	42
	-
	-

	NR Cell 33
	'00 0000 0000 0000 0000 0001'B
	'00 0010 0001'B
	33
	43
	-
	-

	
	Note 1:
To avoid collision of the preambles between intra-frequency cells, with the default zeroCorrelationZoneConfig value set to 15, the PRACH-rootSequenceIndex values have been separated by 32 root sequences per intra-frequency cell.
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