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5.2.2.2.1_1.3.3
Message Contents

Message contents are according to TS 38.508-1 [6] subclause 4.6.1.

5.2.2.2.1_1.3.3_1
Message exceptions for SA
Table 5.2.2.2.1_1.3.3_1-1: Void

Table 5.2.2.2.1_1.3.3_1-2: PDSCH-TimeDomainResourceAllocationList

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-TimeDomainResourceAllocationList::= SEQUENCE(SIZE(1..maxNrofDL-Allocations)) OF {
	2 entries
	
	FR1

	  PDSCH-TimeDomainResourceAllocation[1]  SEQUENCE {
	
	
	

	    k0
	0
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	53
	Start symbol(S)=2, Length(L)=12
	

	  }
	
	
	

	  PDSCH-TimeDomainResourceAllocation2 SEQUENCE {
	
	
	

	    k0
	0
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	44
	S=2, L=4
	

	  }
	
	
	

	}
	
	
	


Table 5.2.2.2.1_1.3.3_1-3: PDSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	  mcs-Table
	qam256
	256qam table for test 1-3
	

	
	Not present
	64qam table for all tests except test 1-3
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	n4, n2
	n4 for test 1-1

n2 for other tests
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.2.2.2.1_1.3.3_1-4: DMRS-DownlinkConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos1
	For all tests except test 1-1
	

	
	pos2
	For test 1-1
	

	}
	
	
	


Table 5.2.2.2.1_1.3.3_1-5: PDSCH-ServingCellConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	n16, n8
	n16 for Test 1-4, [2-1]

n8 for other tests
	

	}
	
	
	


Table 5.2.2.2.1_1.3.3_1-6: RACH-ConfigGeneric
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	163
	
	FR1

	}
	
	
	


5.2.2.2.1_1.3.3_2
Message exceptions for NSA

Same as 5.2.2.2.1_1.3.3_1
