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	Reason for change:
	USIM Elementary Files EFV2X_CONFIG (V2X configuration data) has been updated in  TS 31.102 with C6-180023.

From C6-180023:

The first Byte of the EF contains the 1-byte mandatory value for the “coding of the V2X management objects” in that BER-TLV file. This is an error as such file does not support such format, and the coding of the V2X management objects is defined in EF V2X Service Table (TS 31.102 clause 4.6.5.2).



	
	

	Summary of change:
	Remove the first byte of EFV2X_CONFIG to align with TS 311.02
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4.9.3.4
Modified contents of the USIM Elementary Files and additional USIM Elements files at the DFV2X level

EFUST (USIM Service Table):

	Services
	
	Activated
	Version

	Service n°119
	V2X
	Optional
	

	Note:
Only V2X related services indicated.


EFVST (V2X Service Table)

If service n°119 is "available" in the USIM Service Table, this file shall be present. This EF indicates the coding of the V2X management objects and which V2X services are available.

File size:
2 Bytes

Default values:
Bytes 1 to 2 (HEX):
00 01

Coding of the V2X management objects is XML format described in TS 24.385 [97].

Service n°1 V2X configuration data is supported.

EFV2X_CONFIG (V2X configuration data)

This EF contains zero, one or more V2X configuration data objects, as specified in TS 24.385 [97].

File size:
1+X Bytes

Default values:
Bytes 1  (HEX):
 80


Bytes 2 to X (HEX):
Coding result of V2X management objects

Coding of the V2X management objects is XML format described in TS 24.385.

V2X configuration data object tag:

	V2X configuration data objects
	Tag Values
	Condition

	V2X configuration data
	'80'
	Shall be present if service n°1 is "available" in the V2X service table

	Note:
V2X configuration data objects, as specified in 4.10.2.


