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<START OF MODIFIED SECTION>
4.5A.4
Procedure for IMS signalling

4.5A.4.1
Scope

The purpose of this procedure is to allow the successful completion of IMS signalling.

The procedure is applicable for UEs with IMS support (TS 38.508-2 A.4.4-1/2).

4.5A.4.2
Procedure description

4.5A.4.2.1
Initial conditions

N/A

4.5A.4.2.2
Procedure sequence

Table 4.5A.4.2.2-1: Procedure for IMS signalling

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Steps 1a1 to 1a2b1 describe a transaction that depends on the UE capability
	-
	-

	1a1
	IF pc_IMS_5GS then the SS starts timer Timer_1 = 10 s (Note 1)
	-
	-

	-
	EXCEPTION: Steps 1a2a1 to 1a2b1 describe a transaction that depends on the UE implementation
	-
	-

	1a2a1-1a2a8
	Registration procedure according TS 34.229-1 [44] subclause C.2d (steps 1-8).

Note: SS cancels timer Timer_1 at step 1a2a1
	-
	-

	1a2b1
	Timer_1 expires
	-
	-

	Note 1:
Depending on the UE configuration there may be unpredictable delay in the start of the procedure. A guarding time of [10] sec is suggested within which the procedure is expected to start. If the timer expires then the test procedure, from which the Procedure for IMS signalling U-plane is called, shall advance to the next specified step


4.5A.4.2.3
Specific message contents

None

<END OF MODIFIED SECTION>
