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10.2.2.1.3.3
Specific message contents

Table 10.2.2.1.3.3-1: Message BEARER RESOURCE ALLOCATION REQUEST (step 4, Table 10.2.2.1.3.2-1)

	Derivation path: TS 36.508 [7], Table 4.7.3-6B

	Information Element
	Value/Remark
	Comment
	Condition

	Linked EPS bearer identity
	12
	
	

	EPS QoS
	
	
	

	  QCI
	1
	
	

	  Maximum bit rate for uplink
	384 kbps
	
	

	  Maximum bit rate for downlink
	‘11111110’B (8640 kbps)
	
	

	  Guaranteed bit rate for uplink
	128 kbps
	
	

	  Guaranteed bit rate for downlink
	128 kbps
	
	

	  Maximum bit rate for uplink (extended)
	0
	
	

	  Maximum bit rate for downlink (extended)
	‘11111010’B (256 Mbps)
	
	

	  Guaranteed bit rate for uplink (extended)
	0
	
	

	  Guaranteed bit rate for downlink (extended)
	0
	
	

	  Maximum bit rate for uplink (extended-2)
	0
	
	

	  Maximum bit rate for downlink (extended-2)
	‘11110110’B (10 Gbps)
	
	

	  Guaranteed bit rate for uplink (extended-2)
	0
	
	

	  Guaranteed bit rate for downlink (extended-2)
	0
	
	

	Extended EPS QoS
	
	
	

	  Unit for maximum bit rate
	Any value(Note1)
	
	

	  Maximum bit rate for uplink
	‘00000000’B
	
	

	  Maximum bit rate for downlink
	Any value(Note1)
	
	

	  Unit for guaranteed bit rate
	‘00000000’B
	
	

	  Guaranteed bit rate for uplink
	‘00000000’B
	
	

	  Guaranteed bit rate for downlink
	‘00000000’B
	
	

	Note1: The product of Unit for maximum bit rate and maximum bit rate for downlink should be 12Gbps.


Table 10.2.2.1.3.3-2: Message ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST (step 5, Table 10.2.2.1.3.2-1)

	Derivation path: TS 38.508-1 [4], Table 4.5.4.3-1 , condition UE-INITIATED 

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	6
	
	

	EPS QoS
	
	
	

	  QCI
	1
	
	

	  Maximum bit rate for uplink
	384 kbps
	
	

	  Maximum bit rate for downlink
	‘11111110’B (8640 kbps)
	
	

	  Guaranteed bit rate for uplink
	128 kbps
	
	

	  Guaranteed bit rate for downlink
	128 kbps
	
	

	  Maximum bit rate for uplink (extended)
	0
	
	

	  Maximum bit rate for downlink (extended)
	‘11111010’B (256 Mbps)
	
	

	  Guaranteed bit rate for uplink (extended)
	0
	
	

	  Guaranteed bit rate for downlink (extended)
	0
	
	

	  Maximum bit rate for uplink (extended-2)
	0
	
	

	  Maximum bit rate for downlink (extended-2)
	‘11110110’B (10 Gbps)
	
	

	  Guaranteed bit rate for uplink (extended-2)
	0
	
	

	  Guaranteed bit rate for downlink (extended-2)
	0
	
	

	Extended EPS QoS
	
	
	

	  Unit for maximum bit rate
	‘00000111’ (value is incremented in multiples of 1 Gbps)
	
	

	  Maximum bit rate for uplink
	‘00000000’B
	
	

	  Maximum bit rate for downlink
	‘0000000000001100’ B (12 Gbps)
	
	

	  Unit for guaranteed bit rate
	‘00000000’B
	
	

	  Guaranteed bit rate for uplink
	‘00000000’B
	
	

	  Guaranteed bit rate for downlink
	‘00000000’B
	
	


Table 10.2.2.1.3.3-3: Message BEARER RESOURCE MODIFICATION REQUEST (step 8, Table 10.2.2.1.3.2-1)

	Derivation path: TS 36.508 [7], Table 4.7.3-8

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity for packet filter
	6
	
	

	Required traffic flow QoS
	
	
	

	  QCI
	1
	
	

	  Maximum bit rate for uplink
	384 kbps
	
	

	  Maximum bit rate for downlink
	‘11111110’B (8640 kbps)
	
	

	  Guaranteed bit rate for uplink
	128 kbps
	
	

	  Guaranteed bit rate for downlink
	128 kbps
	
	

	  Maximum bit rate for uplink (extended)
	0
	
	

	  Maximum bit rate for downlink (extended)
	‘11111010’B (256 Mbps)
	
	

	  Guaranteed bit rate for uplink (extended)
	0
	
	

	  Guaranteed bit rate for downlink (extended)
	0
	
	

	  Maximum bit rate for uplink (extended-2)
	0
	
	

	  Maximum bit rate for downlink (extended-2)
	‘11110110’B (10 Gbps)
	
	

	  Guaranteed bit rate for uplink (extended-2)
	0
	
	

	  Guaranteed bit rate for downlink (extended-2)
	0
	
	

	Extended EPS QoS
	
	
	

	  Unit for maximum bit rate
	Any value(Note1)
	
	

	  Maximum bit rate for uplink
	‘00000000’B
	
	

	  Maximum bit rate for downlink
	Any value(Note1)
	
	

	  Unit for guaranteed bit rate
	‘00000000’B
	
	

	  Guaranteed bit rate for uplink
	‘00000000’B
	
	

	  Guaranteed bit rate for downlink
	‘00000000’B
	
	

	Note1: The product of Unit for maximum bit rate and maximum bit rate for downlink should be 16Gbps.


Table 10.2.2.1.3.3-4: Message MODIFY EPS BEARER CONTEXT REQUEST (step 7, Table 10.2.2.1.3.2-1)

	Derivation path: TS 36.508 [7], Table 4.7.3-18, condition UE-INITIATED 

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	6
	
	

	Linked EPS bearer identity
	12
	
	

	New EPS QoS
	
	
	

	  QCI
	1
	
	

	  Maximum bit rate for uplink
	384 kbps
	
	

	  Maximum bit rate for downlink
	‘11111110’B (8640 kbps)
	
	

	  Guaranteed bit rate for uplink
	128 kbps
	
	

	  Guaranteed bit rate for downlink
	128 kbps
	
	

	  Maximum bit rate for uplink (extended)
	0
	
	

	  Maximum bit rate for downlink (extended)
	‘11111010’B (256 Mbps)
	
	

	  Guaranteed bit rate for uplink (extended)
	0
	
	

	  Guaranteed bit rate for downlink (extended)
	0
	
	

	  Maximum bit rate for uplink (extended-2)
	0
	
	

	  Maximum bit rate for downlink (extended-2)
	‘11110110’B (10 Gbps)
	
	

	  Guaranteed bit rate for uplink (extended-2)
	0
	
	

	  Guaranteed bit rate for downlink (extended-2)
	0
	
	

	APN-AMBR
	
	
	

	  APN-AMBR for downlink
	‘11111110’B (8640 kbps)
	
	

	  APN-AMBR for uplink
	‘11111110’B (8640 kbps)
	
	

	  APN-AMBR for downlink (extended)
	‘11111010’ B(256 Mbps)
	
	

	  APN-AMBR for uplink (extended)
	‘11111010’ B(256 Mbps)
	
	

	  APN-AMBR for downlink (extended-2)
	‘11111110’B  (65280 Mbps)
	
	

	  APN-AMBR for uplink (extended-2)
	0
	
	

	Extended APN-AMBR
	
	
	

	  Unit for extended APN-AMBR for downlink
	‘00000111’B (value is incremented in multiples of 1 Gbps)
	
	

	  Extended APN-AMBR for downlink
	‘0000000010000000’ (128 Gbps)
	
	

	  Unit for extended APN-AMBR for uplink
	0
	
	

	  Extended APN-AMBR for uplink
	0
	
	

	Extended EPS QoS
	
	
	

	  Unit for maximum bit rate
	‘00000111’ (value is incremented in multiples of 1 Gbps)
	
	

	  Maximum bit rate for uplink
	‘00000000’B
	
	

	  Maximum bit rate for downlink
	‘0000000000010000’ B (16 Gbps)
	
	

	  Unit for guaranteed bit rate
	‘00000000’B
	
	

	  Guaranteed bit rate for uplink
	‘00000000’B
	
	

	  Guaranteed bit rate for downlink
	‘00000000’B
	
	


<End>

