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6.4.2.3
In-band emissions

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Measurement Uncertainty and Test Tolerance are FFS.

· 38.101-2 Clause 6.3.4.3: Relative power tolerances are in square brackets. 

<<Unchaged sections skipped>>
6.4.2.3.3
Minimum conformance requirements

The in-band emission is defined as the average across 12 sub-carriers and as a function of the RB offset from the edge of the allocated UL transmission bandwidth. The in-band emission is measured as the ratio of the UE output power in a non–allocated RB to the UE output power in an allocated RB.

The basic in-band emissions measurement interval is identical to that of the EVM test.

The requirement is verified with the test metric of In-band emission (Link=TX beam peak direction, Meas=Link angle).

The relative in-band emission shall not exceed the values specified in Table 6.4.2.3.3-1 for power class 1 UEs.
The average of the in-band emission measurement over 10 sub-frames shall not exceed the values specified in Table 6.4.2.3.2-1 for power class 1, Table 6.4.2.3.3-2 for power class 2, Table 6.4.2.3.3-3 for power class 3 and Table 6.4.2.3.3-4 for power class 4 UEs.
Table 6.4.2.3.3-1: Requirements for in-band emissions for power class 1

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25
	Output power > 27 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20
	Output power ≤ 27 dBm
	

	Carrier leakage
	dBc
	-25
	Output power > 17 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20
	4 dBm ≤ Output power ≤ 17 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10. 
NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD
NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs. 
NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs. 
NOTE 5:
The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC frequency but excluding any allocated RB.
NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).
NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).
NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs. 
NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).
NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.
NOTE 11:
All powers are EIRP in beam peak direction.


The relative in-band emission shall not exceed the values specified in Table 6.4.2.3.3-2 for power class 2.
Table 6.4.2.3.3-2: Requirements for in-band emissions for power class 2

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25
	Output power > 16 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20
	Output power ≤ 16 dBm
	

	Carrier leakage
	dBc
	-25
	Output power > 6 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20
	-13 dBm ≤ Output power ≤ 6 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.
NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs.

NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.

NOTE 5:
The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC frequency but excluding any allocated RB.

NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).

NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).

NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs.

NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).

NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.

NOTE 11:
All powers are EIRP in beam peak direction.


The relative in-band emission shall not exceed the values specified in Table 6.4.2.3.3-3 for power class 3 UEs.
Table 6.4.2.3.3-3: Requirements for in-band emissions for power class 3

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25
	Output power > 10 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20
	Output power ≤ 10 dBm
	

	Carrier leakage
	dBc
	-25
	Output power > 0 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20
	-13 dBm ≤ Output power ≤ 0 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10. 

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs. 

NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs. 

NOTE 5:
The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC frequency but excluding any allocated RB.

NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).

NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).

NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs.

NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).

NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.

NOTE 11:
All powers are EIRP in beam peak direction.


The relative in-band emission shall not exceed the values specified in Table 6.4.2.3.3-4 for power class 4 UEs.
Table 6.4.2.3.3-4: Requirements for in-band emissions for power class 4

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25
	Output power > 21 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20
	Output power ≤ 21 dBm
	

	Carrier leakage
	dBc
	-25
	Output power > 11 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20
	-13 dBm ≤ Output power ≤11 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs.

NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.

NOTE 5:
The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC frequency but excluding any allocated RB.

NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).

NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).

NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs.

NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).

NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.

NOTE 11:
All powers are EIRP in beam peak direction.


The normative reference for this requirement is TS 38.101-2 [3] clause 6.4.2.3.

<<Unchaged sections skipped>>

6.4.2.3.5
Test requirement

The averaged  in-band emissions result, derived in Annex E.4.3 shall not exceed the corresponding values in Table 6.4.2.3.5-1 for power class 1 UEs.
Table 6.4.2.3.5-1: Test requirements for in-band emissions for power class 1

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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 + TT
	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25+TT
	Output power > 27 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20+TT
	Output power ≤ 27 dBm
	

	Carrier leakage
	dBc
	-25+TT
	Output power > 17 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20+TT
	4 dBm ≤ Output power ≤ 17 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.
NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD
NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs.
NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.
NOTE 5:
The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC but excluding any allocated RB.
NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).
NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).
NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs.
NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).
NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.
NOTE 11:
All powers are EIRP in beam peak direction.


The averagedin-band emissions result, derived in Annex E.4.3 shall not exceed the corresponding values in Table 6.4.2.3.5-2 for power class 2 UEs.
Table 6.4.2.3.5-2: Test requirements for in-band emissions for power class 2

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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 + TT

	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25 + TT
	Output power > 16 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20 + TT
	Output power ≤ 16  dBm
	

	Carrier leakage
	dBc
	-25 + TT
	Output power > 6 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20 + TT
	-13 dBm ≤ Output power ≤ 6 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.
NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs.

NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.

NOTE 5:
The applicable frequencies for this limit  depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC frequency if NRB is odd, or in the two RBs immediately adjacent to the DC frequency if NRB is even but excluding any allocated RB.

NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).

NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).

NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs.

NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).

NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.

NOTE 11:
All powers are EIRP in beam peak direction.


The averaged in-band emissions result, derived in Annex E.4.3 shall not exceed the corresponding values in Table 6.4.2.3.5-3 for power class 3 UEs.
Table 6.4.2.3.5-3: Requirements for in-band emissions for power class 3

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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 + TT

	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25+TT
	Output power > 10 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20+TT
	Output power ≤ 10 dBm
	

	Carrier leakage
	dBc
	-25+TT
	Output power > 0 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20+TT
	-13 dBm ≤ Output power ≤ 0 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD.

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs.

NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.

NOTE 5:
The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC but excluding any allocated RB.

NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).

NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).

NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs.

NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).

NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.

NOTE 11:
All powers are EIRP in beam peak direction.


The averagedin-band emissions result, derived in Annex E.4.3 shall not exceed the corresponding values in Table 6.4.2.3.5-4 for power class 3 UEs.
Table 6.4.2.3.5-4: Test requirements for in-band emissions for power class 4

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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 + TT
	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-25 + TT
	Output power > 21 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-20 + TT
	Output power ≤ 21 dBm
	

	Carrier leakage
	dBc
	-25 + TT
	Output power > 11 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	-20 + TT
	-13 dBm ≤ Output power ≤11 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 25 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD

NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs.

NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.

NOTE 5:
The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed in the RBs containing the DC frequency but excluding any allocated RB.

NOTE 6:
LCRB is the Transmission Bandwidth (see Section 5.3).

NOTE 7:
NRB is the Transmission Bandwidth Configuration (see Section 5.3).

NOTE 8:
EVM s the limit for the modulation format used in the allocated RBs.

NOTE 9:
RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB= 1 or RB= -1 for the first adjacent RB outside of the allocated bandwidth).

NOTE 10:
PRB is the transmitted power per allocated RB, measured in dBm.

NOTE 11:
All powers are EIRP in beam peak direction.


<<Unchaged sections skipped>>

E.4.3
In-band emissions measurement

The in-band emissions are a measure of the interference falling into the non-allocated resources blocks.

Explanatory Note:

The inband emission measurement is only meaningful with allocated RB(s) next to non-allocated RB. The allocated RB(s) are necessary but not under test. The non allocated RBs are under test. The RB allocation for this test is as follows: The allocated RB(s) are at one end of the channel BW, leaving the other end unallocated. The number of allocated RB(s) is smaller than half of the number of RBs, available in the channel BW. This means that the vicinity of the carrier in the centre is unallocated.

There are 3 types of inband emissions:

1.
General

2.
IQ image

3.
Carrier leakage

Carrier leakage are inband emissions next to the carrier.

IQ image are inband emissions symmetrically (with respect to the carrier) on the other side of the allocated RBs.

General are applied to all unallocated RBs.
For each evaluated RB, the minimum requirement is calculated as the higher of PRB - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply.
In specific the following combinations:

-
Power (General)

-
Power (General + Carrier leakage)

-
Power (General + IQ Image)


1 and 2 is expressed in terms of power in one non allocated RB under test, normalized to the average power of an allocated RB (unit dB).


3 is expressed in terms of power in one non allocated RB, normalized to the power of all allocated RBs. (unit dBc).

This is the reason for two formulas Emissions relative.

Create one set of Y(t,f) per slot according to the timing “
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where

the upper formula represents the in band emissions below the allocated frequency block and the lower one the in band emissions above the allocated frequency block.
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 is the frequency domain signal evaluated for in-band emissions as defined in the subsection E.3.3

The allocated RB power per RB and the total allocated RB power are given by:
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The relative in-band emissions, applicable for General and IQ image, are given by:
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where
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 is the number of allocated resource blocks,

and
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 is the frequency domain samples for the allocated bandwidth, as defined in the subsection E.3.3.

The relative in-band emissions, applicable for carrier leakage, is given by:
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where RBnextDC means: Resource Block next to the carrier.

This can be one RB or one pair of RBs, depending whether the DC carrier is inside an RB or in-between two RBs.

Although an exclusion period may be applicable in the time domain, when evaluating EVM, the inband emissions measurement interval is defined over one complete slot in the time domain.

From the acquired samples n functions for general in band emissions and IQ image inband emissions can be derived. n values or n pairs of carrier leakage inband emissions can be derived. They are compared against different limits.
The in-band emissions are averaged over the n samples (equivalent to 10 UL subframes):
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<<Unchaged sections skipped>>

E.5.9.3
In-band emissions measurement

The in-band emissions are a measure of the interference falling into the non-allocated resources blocks

Create one set of Y(t,f) per slot according to the timing “
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For the non-allocated RBs the in-band emissions are calculated as follows
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where

the upper formula represents the inband emissions below the allocated frequency block and the lower one the inband emissions above the allocated frequency block.
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 is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. 
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are the lower and upper edge of the UL system BW,
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 is the frequency domain signal evaluated for in-band emissions as defined in the subsection E.5.8

The relative in-band emissions are, given by
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where
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is the number of allocated RBs,

 and 
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 is the frequency domain samples for the allocated bandwidth, as defined in the subsection E.5.8
Although an exclusion period for EVM is applicable in E.5.9.1, the inband emissions measurement interval is defined over one complete slot in the time domain.

From the acquired samples n functions for inband emissions can be derived.
The in-band emissions are averaged over the n samples (equivalent to 10 UL subframes) with the same PUCCH position to prevent averaging of allocated and non-allocated RBs due to PUCCH frequency hopping:
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Since the PUCCH allocation is always on the upper or lower band-edge, the opposite of the allocated one represents the IQ image, and the remaining inner RBs represent the general inband emissions. They are compared against different limits.
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