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< Unchanged sections omitted >

Annex C (normative):
Downlink physical channels
This annex specifies the downlink physical channels that are needed for setting a connection and channels that are needed during a connection.
C.0
Downlink signal levels

The downlink power settings in Table C.0-1 is used unless otherwise specified in a test case.

If the UE has more than one Rx antenna, the downlink signal is applied to each one. All UE Rx antennas shall be connected.

If the UE has one Rx antenna, the downlink signal is applied to it.

Table C.0-1: Default Downlink power levels for NR

	SCS (kHz)
	
	Unit
	Channel bandwidth

	
	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	15
	Number of RBs
	
	25
	50
	75
	100
	128
	160
	215
	270
	N/A
	N/A
	N/A
	N/A

	
	Channel BW  power
	dBm
	-60
	-57
	-55
	-54
	-53
	-52
	-51
	-50
	N/A
	N/A
	N/A
	N/A

	30
	Number of RBs
	
	10
	24
	36
	50
	64
	75
	100
	128
	162
	216
	243
	270

	
	Channel BW  power
	dBm
	-61
	-57
	-55
	-54
	-53
	-52
	-51
	-50
	-49
	-48
	-47
	-47

	60
	Number of RBs
	
	N/A
	10
	18
	24
	30
	36
	50
	64
	75
	100
	120
	135

	
	Channel BW  power
	dBm
	N/A
	-58
	-56
	-54
	-53
	-52
	-51
	-50
	-49
	-48
	-47
	-47

	
	RS EPRE
	dBm/ 15kHz
	-85
	-85
	-85
	-85
	-85
	-85
	-85
	-85
	-85
	-85
	-85
	-85

	
	Note 1:
The channel bandwidth powers are informative, based on -85dBm/15kHz SS/PBCH SSS EPRE, then scaled according to the number of RBs and rounded to the nearest integer dBm value. Full RE allocation with no boost or deboost is assumed.

Note 2:
The power level is specified at each UE Rx antenna.

Note 3:
DL level is applied for any of the Subcarrier Spacing configuration ( ) with the same power spectrum density of -85dBm/15kHz. 


The default signal level uncertainty is +/-3dB at each test port, for any level specified. If the uncertainty value is critical for the test purpose, a tighter uncertainty is specified for the related test case in Annex F

C.1
General

The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done.

C.2
Setup
Table C.2-1 describes the downlink Physical Channels that are required for connection set up. 

Table C.2-1: Downlink Physical Channels required for connection set-up

	Physical Channel

	PBCH

	SSS 

	PSS

	PDCCH

	PDSCH

	PBCH DMRS

	PDCCH DMRS

	PDSCH DMRS

	CSI-RS 


As common PDSCH and PDCCH configuration parameters the parameters in Table A.3.1-1, A.3.2.1-1, C.2-2, C.2-3, and C.2-4 shall be used to bring up the connection setup for FR1 NR cell.
Table C.2-2: PDSCH and PDCCH configuration
	Parameter
	Unit
	Value

	Number of HARQ processes
	
	8 (TDD)

4 (FDD)

	Aggregation level
	CCE
	4


Table C.2-3: TDD UL-DL pattern for SCS 15 KHz

	Parameter
	Unit
	UL-DL pattern

	TDD Slot Configuration pattern (Note 1)
	
	DDDSU

	Special Slot Configuration (Note 2)
	
	10D+2G+2U

	UL-DL configuration (tdd-UL-DL-ConfigurationCommon)
	referenceSubcarrierSpacing
	kHz
	15

	
	dl-UL-TransmissionPeriodicity
	ms
	5

	
	nrofDownlinkSlots
	
	3

	
	nrofDownlinkSymbols
	
	10

	
	nrofUplinkSlot
	
	1

	
	nrofUplinkSymbols
	
	2

	K1 value 
(PDSCH-to-HARQ-timing-indicator)
	
	[4] if mod(I,5) = 0
[3] if mod(i,5) = 1
[2] if mod(i,5) = 2
[6] if mod(i,5) = 3

	Note 1: D denotes a slot with all DL symbols; S denotes a slot with a mix of DL, UL and guard symbols; U denotes a slot with all UL symbols. The field is for information.

Note 2: D, G, U denote DL, guard and UL symbols, respectively. The field is for information.

Note 3: i is the slot index per frame; i = {0,…,9}


Table C.2-4: TDD UL-DL pattern for SCS 30 KHz

	Parameter
	Unit
	UL-DL Pattern

	TDD Slot Configuration pattern (Note 1)
	
	7DS2U

	Special Slot Configuration (Note 2)
	
	6D+4G+4U

	UL-DL configuration (tdd-UL-DL-ConfigurationCommon)
	referenceSubcarrierSpacing
	30
	kHz

	
	dl-UL-TransmissionPeriodicity
	5
	

	
	nrofDownlinkSlots
	7
	

	
	nrofDownlinkSymbols
	6
	

	
	nrofUplinkSlot
	2
	

	
	nrofUplinkSymbols
	4
	

	UL-DL configuration2 (tdd-UL-DL-ConfigurationCommon2)
	referenceSubcarrierSpacing
	N/A
	

	
	dl-UL-TransmissionPeriodicity
	N/A
	

	
	nrofDownlinkSlots
	N/A
	

	
	nrofDownlinkSymbols
	N/A
	

	
	nrofUplinkSlot
	N/A
	

	
	nrofUplinkSymbols
	N/A
	

	K1 value 
(PDSCH-to-HARQ-timing-indicator)
	
	8 if mod(i,10) = 0
7 if mod(i,10) = 1
6 if mod(i,10) = 2
5 if mod(i,10) = 3
5 if mod(i,10) = 4
4 if mod(i,10) = 5
3 if mod(i,10) = 6
2 if mod(i,10) = 7

	Note 1: D denotes a slot with all DL symbols; S denotes a slot with a mix of DL, UL and guard symbols; U denotes a slot with all UL symbols. The field is for information.

Note 2: D, G, U denote DL, guard and UL symbols, respectively. The field is for information.

Note 3: i is the slot index per frame; i = {0,…,19}


< End of changes >
