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1.
Introduction

In last RAN5 meeting, default signal levels are agreed in R5-194879. This paper discusses the principle on how to apply these default signal levels and also, how the threshold can be affected by Delta defined in TS 38.508-1.
1.1
Criteria to determine which FR2 test cases are affected due to FR2 signal levels 
1. Does the test case require multiple Signal levels?

2. Does the test case require idle mode measurements? 

3. Does the test case require connected mode measurements? 
 Even if the answer is “yes” to any one of the questions, then, test case requires attention to update the power table and thresholds used in the test case. However, depending the test purpose, no update would be required for a test case even though test requires idle/connected measurements, but, deserves the attention to analyse whether the update is needed or not.
2.        Updates to FR2 Test cases requires idle/Connected mode measurements
This section highlights the group of test cases that would be affected due to limited number of distinguishable FR2 power levels. 
Group of test cases listed in this section require updates to FR2 Power table(refer to examples in Section 4), updates SIB thresholds(refer to section 3.2) and measurement event threshold(refer to section 3.1). If SIB threshold and Measurement event threshold is modified, it is signalled to the UE via SIB modification and  RRCConnnectionReconfiguraiton/RRCReconfiguration.
2.1      NR RRC IDLE or INACTIVE mode measurements
Test cases that requires cell (Re)-selection measurements requires careful attention over Power Tables and signalling thresholds in SIBs. Please refer to section 3.2 and Examples in section 4.1 and section 4.2
2.2      NR RRC CONNECTED measurements
Test cases that requires connected mode measurements requires careful attention over Power Tables and signalling thresholds for measurement events. Please refer to section 3.2 and Examples in section 4.3.
2.3      5GC(NAS) Test cases

NAS test cases majorly involves idle mode measurements ie Cell selection/Re-selection. Therefore, test case should be analysed on how many cells involved and how many signal levels are required. Based on that, test case should be updated.
2.4       IRAT(NR<>LTE) Test cases

As per section 6.2.2.2 in TS 38.508-1,  LTE OTA power levels are uncalibrated, therefore, the test cases involves definitive LTE power levels needs to be re-worked. However, as LTE OTA power levels are still under discussion in RAN4 and RAN5-RF groups, the IRAT test cases power table for LTE would be FFS.

As an example, 6.2.1.X and 6.2.3.X (test cases under section 6.2.1 and 6.2.3 requires update).
In RAN5#84, this area is skipped and worked upon conclusion upon LTE OTA power levels in RAN4 and RF-groups.
3.
Discussion on Power levels, Delta
In FR2, only three signal level are possible as discussed in detail in discussion paper submission in RAN5#83(R5-194878). 
[TS 38.508-1, 6.2.2.2]

Table 6.2.2.2-2: Default settings of suitable / non-suitable FR2 NR cells

	Power level type
	NR
(Note 1-3)

	
	Unit
	Power level

	Serving cell
	dBm/SCS
	-82

	Suitable neighbour intra-frequency cell
	dBm/SCS
	-91

	Suitable neighbour inter-frequency cell
	dBm/SCS
	-91

	Non-suitable cell
	dBm/SCS
	-100

	Non-suitable "Off" cell
	dBm/SCS
	≤-139

	Note 1:
The power level is specified in terms of SS/PBCH SSS EPRE instead of RSRP as RSRP is a measured value and cannot be directly controlled by the SS.

Note 2:
The power level is specified at the centre of quiet zone.

Note 3:
DL level is applied for any of the Subcarrier Spacing configuration (µ) with the same power spectrum density in dBm/SCS (SubCarrier Spacing).


Observation#1: ‘-82’, ‘-91’ and ‘-100’ are only allowed signalling level. 

Conclusion#1: All FR2 signalling test cases shall be updated with the default signal levels agreed ( Observation#1).
[TS 38.508-1, 6.1.3.4, R5-19XXXX(RAN5#84)]

Where a threshold value is specified in the test case (value identified as THtest case) it is signalled to the UE with a value THsig according to table 6.1.3.4-1.
Table 6.1.3.4-1: Handling of signalled threshold values

	Type of Threshold
	Signalled value
	Comment

	Absolute
	THsig(f) = THtest case + Delta(f)
	Delta(f) value according to the frequency of the cell being compared to the threshold

	Relative, intra-frequency 
	THsig(f) = THtest case
	

	Relative, inter-frequency, Event A3 
	a3-Offset sig = a3-Offset test case + Delta(fn) - Delta(fp) 
	Delta(fp) is the Delta(f) value for the SpCell frequency
Delta(fn) is the Delta(f) value for the neighbour cell frequency

	Relative, inter-frequency, Event A6 
	a6-Offset sig = a6-Offset test case + Delta(fn) - Delta(fs) 
	Delta(fs) is the Delta(f) value for the SCell frequency
Delta(fn) is the Delta(f) value for the neighbour cell frequency


Observation#2: Delta(f) or [Delta(fn) - Delta(fp] is added to signalling threshold depending upon on absolute or relative. 
There are different conditions for the UE to be satisfied for the UE to report measurement, Cell selection and Cell reselection.  For measurement events, Cell selection, and Cell Reselection, different signalling thresholds are applied for different event and scenarios. There are some events(eg A3 Intra frequency measurements) for which Delta(f) is not needed as both of the cells are on the same frequency. Delta(f) shall always be applied for event triggered based on absolute threshold.
Observation#3: Apply Delta(f) for measurement event/ Cell (Re)selection event for which it is needed
Conclusion#2: Delta(f) shall be applied for events involves Absolute threshold( eg Cell Selection)
Conlcusion#3: For events that involve relative threshold, conditions for events should be checked to check if Delta(f) can be applied or not.
3.1
Events and conditions summary

Event B1 (Inter RAT neighbour becomes better than threshold)
Inequality B1-1 (Entering condition)
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Inequality B1-2 (Leaving condition)
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Observation: Thresh is absolute threshold, therefore, Delta(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-B1: Delta(f) is added to the threshold Thresh which is signalled to the UE in ReportConfig of MeasConfig
Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2)
Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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Observation: Thresh1 or Thresh2 is absolute threshold, therefore, Delta(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-B2: Delta(f) is added to the thresholds Thresh1 and Thresh2 which are signalled to the UE in ReportConfig of MeasConfig.  
Event A1 (Serving becomes better than threshold)
Ms – Hys > Thresh

Inequality A1-2 (Leaving condition)

Ms + Hys < Thresh
Observation: Thresh is absolute threshold, therefore, Delta(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-A1: Delta(f) is added to the threshold Thresh which is signalled to the UE in ReportConfig of MeasConfig. 
Event A2 (Serving becomes worse than threshold)
Inequality A2-1 (Entering condition)

Ms + Hys < Thresh
Inequality A2-2 (Leaving condition)

Ms – Hys > Thresh
Observation: Thresh is absolute threshold, therefore, Delta(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-A2: Delta(f) is added to the threshold Thresh which is signalled to the UE in ReportConfig of MeasConfig. 
Event A3 (Neighbour becomes offset better than SpCell)
Inequality A3-1 (Entering condition)

Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off

Inequality A3-2 (Leaving condition)

Mn + Ofn + Ocn + Hys < Mp + Ofp + Ocp + Off
Observation: In this event, two cells power levels are compared, therefore, in-case of intra-frequency Delta(f) is not added to the Offset(Off). Incase of inter-frequency, it shall be added [Delta(fn) - Delta(fp)] as specified in Observation#2.
Conclusion: Event-A3: [Delta(fn) - Delta(fp)] is added to the Offset(Off) incase of inter-frequency which is signalled to the UE in ReportConfig of MeasConfig. 
Event A4 (Neighbour becomes better than threshold)
Inequality A4-1 (Entering condition)

Mn + Ofn + Ocn – Hys > Thresh

Inequality A4-2 (Leaving condition)

Mn + Ofn + Ocn + Hys < Thresh
Observation: Thresh is absolute threshold, therefore, Delta(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-A4: Delta(f) is added to the threshold Thresh and signalled to the UE in ReportConfig of MeasConfig. 
Event A5 (SpCell becomes worse than threshold1 and neighbour becomes better than threshold2)
Inequality A5-1 (Entering condition 1)

Mp + Hys < Thresh1

Inequality A5-2 (Entering condition 2)

Mn + Ofn + Ocn – Hys > Thresh2

Inequality A5-3 (Leaving condition 1)

Mp – Hys > Thresh1

Inequality A5-4 (Leaving condition 2)

Mn + Ofn + Ocn + Hys < Thresh2
Observation: Thresh1 or Thresh2 is absolute threshold, therefore, Delta(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-A5: Delta(f) is added to the threshold Thresh1 and Thresh2 Thresh2 which are signalled to the UE in ReportConfig of MeasConfig.  
Event A6 (Neighbour becomes offset better than SCell)
Inequality A6-1 (Entering condition)

Mn + Ocn – Hys > Ms + Ocs + Off

Inequality A6-2 (Leaving condition)

Mn + Ocn + Hys < Ms + Ocs + Off
Observation: In this event, two cells power levels are compared, therefore, in-case of intra-frequency Delta(f) is not added to the Offset(Off). Incase of inter-frequency, it shall be added [Delta(fn) - Delta(fp)] as specified in Observation#2.
Conclusion: Event-A6: [Delta(fn) - Delta(fp)] is added to the Offset(Off) incase of inter-frequency which is signalled to the UE in ReportConfig of MeasConfig. 
Event B1 (Inter RAT neighbour becomes better than threshold) - NR
Mn + Ofn + Ocn – Hys > Thresh

Inequality B1-2 (Leaving condition)

Mn + Ofn + Ocn + Hys < Thresh

Observation: Thresh is absolute threshold, therefore, Delta(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-B1: ∆(f) is added to the threshold Thresh and signalled to the UE in ReportConfig of MeasConfig. 
Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2)
Inequality B2-1 (Entering condition 1)

Mp + Hys < Thresh1

Inequality B2-2 (Entering condition 2)

Mn + Ofn + Ocn – Hys > Thresh2

Inequality B2-3 (Leaving condition 1)

Mp – Hys > Thresh1

Inequality B2-4 (Leaving condition 2)

Mn + Ofn + Ocn + Hys < Thresh2
Observation: Thresh1 or Thresh2 is absolute threshold, therefore, ∆(f) is added to the threshold signalled to the UE for this event.
Conclusion: Event-B2: ∆(f) is added to the thresholds Thresh1 and Thresh2 which are signalled to the UE in ReportConfig of MeasConfig.  
3.2
Cell selection and reselection
3.2.1
Cell selection

Srxlev is calculated based on Qrxlevmeas and Qrxlevmin where Qrxlevmin is absolute threshold. 

Conclusion:  ∆(f) is added to the threshold Qrxlevmin and signalled to the UE in SIB1 
[38.304, 5.2.3.2]
	The cell selection criterion S is fulfilled when:

Srxlev > 0 AND Squal > 0


where:
	Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset )– Pcompensation - Qoffsettemp
Squal = Qqualmeas – (Qqualmin + Qqualminoffset) - Qoffsettemp


where:

	Srxlev
	Cell selection RX level value (dB)

	Squal
	Cell selection quality value (dB)

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3] (dB)

	Qrxlevmeas
	Measured cell RX level value (RSRP)

	Qqualmeas
	Measured cell quality value (RSRQ)

	Qrxlevmin
	Minimum required RX level in the cell (dBm). If the UE supports SUL frequency for this cell, Qrxlevmin is obtained from q-RxLevMinSUL, if present, in SIB1, SIB2 and SIB4, additionally, if QrxlevminoffsetcellSUL is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell;

else Qrxlevmin is obtained from q-RxLevMin in SIB1, SIB2 and SIB4, additionally, if Qrxlevminoffsetcell is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell.

	Qqualmin
	Minimum required quality level in the cell (dB). Additionally, if Qqualminoffsetcell is signalled for the concerned cell, this cell specific offset is added to achieve the required minimum quality level in the concerned cell.

	Qrxlevminoffset
	Offset to the signalled Qrxlevmin taken into account in the Srxlev evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN, as specified in TS 23.122 [9].

	Qqualminoffset
	Offset to the signalled Qqualmin taken into account in the Squal evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN, as specified in TS 23.122 [9].

	Pcompensation 
	If the UE supports the additionalPmax in the NR-NS-PmaxList, if present, in SIB1, SIB2 and SIB4:

max(PEMAX1 –PPowerClass, 0) – (min(PEMAX2, PPowerClass) – min(PEMAX1, PPowerClass)) (dB);

else:

max(PEMAX1 –PPowerClass, 0) (dB)

	PEMAX1, PEMAX2
	Maximum TX power level of a UE may use when transmitting on the uplink in the cell (dBm) defined as PEMAX in TS 38.101 [15]. If UE supports SUL frequency for this cell, PEMAX1 and PEMAX2 are obtained from the p-Max for SUL in SIB1 and NR-NS-PmaxList for SUL respectively in SIB1, SIB2 and SIB4 as specified in TS 38.331 [3], else PEMAX1 and PEMAX2 are obtained from the p-Max and NR-NS-PmaxList respectively in SIB1, SIB2 and SIB4 for normal UL as specified in TS 38.331 [3]. 

	PPowerClass
	Maximum RF output power of the UE (dBm) according to the UE power class as defined in TS 38.101-1 [15].


3.2.2
Cell reselection

[38.304, 5.2.4.6] ===========
	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].


============
Ranking shall be applied in case of intra-frequency and inter-frequency with same priority. 

In case of intra-frequency, ∆(f) is same for the cells in comparision. Therefore, ∆(f)  has no impact when Rs and Rn are compared for intra-frequency. Therefore, ∆(f) is ignored in intra-frequency scenario. 

In case of inter-frequency, ∆(f) is different for the cells in comparision. Therefore, ∆(f)  has impact when Rs and Rn are compared for inter-frequency. Therefore, [∆(fn) - ∆(fp)]  shall considered in inter-frequency scenario. 

Conlusion: In case of intra-frequency cells , Rs and Rn are calculated on same frequency, therefore, ∆(f) is negated and is not considered.
Conlusion: In case of inter-frequency cells with equal priority, Rs and Rn are calculated on different frequency, therefore, [∆(fn) - ∆(fp)] is added to the Qoffset(Off) which is signalled in SIB4.
[TS 38.304, 5.2.4.5] ============
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority NR or EUTRAN RAT/frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT
Otherwise, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority NR frequency shall be based on ranking for intra-frequency cell reselection as defined in sub-clause 5.2.4.6.

If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-
The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority NR or E-UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT.

Otherwise, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-
The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a higher priority RAT/frequency shall take precedence over a lower priority RAT/frequency if multiple cells of different priorities fulfil the cell reselection criteria.

If more than one cell meets the above criteria, the UE shall reselect a cell as follows:

-
If the highest-priority frequency is an NR frequency, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria according to clause 5.2.4.6;

-
If the highest-priority frequency is from another RAT, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.

=============

In case inter-frequency cells with high priority, Srxlev > ThreshX, HighP shall be used during cell reselection. In this case, Srxlev have already calculated based on the Delta(f), therefore, test purpose requires “Srxlev > ThreshX, HighP” does need to consider the Delta(f). Similarly for Srxlev < ThreshServing, LowP.
Conclusion: Srxlev > ThreshX, HighP AND Srxlev < ThreshServing, LowP  have no impact of Delta(f).
4.
Examples

4.1     Test case 6.1.2.1
6.1.2.1
Cell Selection/Qrxlevmin & Cell Reselection (Intra NR)

6.1.2.1.1
Test Purpose (TP)

(1)

with { UE in NR RRC_IDLE state }

ensure that {

  when { a cell fulfils all requirements for a suitable cell except the cell selection criteria which are not fulfilled (Srxlev<0) }

    then { the UE does not consider the cell suitable and no camping on this cell can take place }

            }

(2)

with { UE in NR RRC_IDLE state }

ensure that {

  when { a cell fulfils all requirements for a suitable cell including the cell selection criteria for a cell which are also fulfilled (Srxlev>0) }

    then { the UE considers the cell suitable and camps on it }

            }

(3)

with { UE in NR RRC_IDLE state }

ensure that {

  when { UE detects the cell ranked as the best cell }

    then { UE reselects the new cell }

            }

(4)

with { UE in NR RRC_IDLE state }

ensure that {

  when { a cell fulfils cell selection criteria but trackingAreaCode is not provided for that PLMN }

    then { the UE does not consider the cell suitable and no camping on this cell can take place }

            }

6.1.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.300 clauses 9.2.1.1, 3GPP TS 38.304 clause 4.1, 4.5, 5.2.1, 5.2.3.1, 5.2.3.2 and 5.2.4.6. Unless otherwise stated these are Rel-15 requirements.

[TS 38.300, clause 9.2.1.1]

The principles of PLMN selection in NR are based on the 3GPP PLMN selection principles. Cell selection is required on transition from RM-DEREGISTERED to RM-REGISTERED, from CM-IDLE to CM-CONNECTED and from CM-CONNECTED to CM-IDLE and is based on the following principles:

-
The UE NAS layer identifies a selected PLMN and equivalent PLMNs;

-
Cell selection is always based on CD-SSBs located on the synchronization raster (see subclause 5.2.4):

-
The UE searches the NR frequency bands and for each carrier frequency identifies the strongest cell as per the CD-SSB. It then reads cell system information broadcast to identify its PLMN(s):

-
The UE may search each carrier in turn ("initial cell selection") or make use of stored information to shorten the search ("stored information cell selection").

-
The UE seeks to identify a suitable cell; if it is not able to identify a suitable cell it seeks to identify an acceptable cell. When a suitable cell is found or if only an acceptable cell is found it camps on that cell and commence the cell reselection procedure:

-
A suitable cell is one for which the measured cell attributes satisfy the cell selection criteria; the cell PLMN is the selected PLMN, registered or an equivalent PLMN; the cell is not barred or reserved and the cell is not part of a tracking area which is in the list of "forbidden tracking areas for roaming";

-
An acceptable cell is one for which the measured cell attributes satisfy the cell selection criteria and the cell is not barred.

Transition to RRC_IDLE:


On transition from RRC_CONNECTED to RRC_IDLE, a UE should camp on the last cell for which it was in RRC_CONNECTED or a cell/any cell of set of cells or frequency be assigned by RRC in the state transition message.

Recovery from out of coverage:


The UE should attempt to find a suitable cell in the manner described for stored information or initial cell selection above. If no suitable cell is found on any frequency or RAT, the UE should attempt to find an acceptable cell.

In multi-beam operations, the cell quality is derived amongst the beams corresponding to the same cell (see subclause 9.2.4).

[TS 38.304, clause 4.1]

The RRC_IDLE state and RRC_INACTIVE state tasks can be subdivided into three processes:

-
PLMN selection;

-
Cell selection and reselection;

-
Location registration and RNA update.

PLMN selection, cell reselection procedures, and location registration are common for both RRC_IDLE state and RRC_INACTIVE state. RNA update is only applicable for RRC_INACTIVE state. When UE selects a new PLMN, UE transitions from RRC_INACTIVE to RRC_IDLE.

When a UE is switched on, a public land mobile network (PLMN) is selected by NAS. For the selected PLMN, associated RAT(s) may be set 3GPP TS 23.122 [9]. The NAS shall provide a list of equivalent PLMNs, if available, that the AS shall use for cell selection and cell reselection. 

With cell selection, the UE searches for a suitable cell of the selected PLMN, chooses that cell to provide available services, and monitors its control channel. This procedure is defined as "camping on the cell". 

The UE shall, if necessary, then register its presence, by means of a NAS registration procedure, in the tracking area of the chosen cell. As an outcome of a successful Location Registration, the selected PLMN then becomes the registered PLMN 3GPP TS 23.122 [9].

If the UE finds a more suitable cell, according to the cell reselection criteria, it reselects onto that cell and camps on it. If the new cell does not belong to at least one tracking area to which the UE is registered, location registration is performed. In RRC_INACTIVE state, if the new cell does not belong to the configured RNA, an RNA update procedure is performed.

If necessary, the UE shall search for higher priority PLMNs at regular time intervals as described in 3GPP TS 23.122 [9] and search for a suitable cell if another PLMN has been selected by NAS.

If the UE loses coverage of the registered PLMN, either a new PLMN is selected automatically (automatic mode), or an indication of available PLMNs is given to the user so that a manual selection can be performed (manual mode).

Registration is not performed by UEs only capable of services that need no registration.

The purpose of camping on a cell in RRC_IDLE state and RRC_INACTIVE state is fourfold:

a)
It enables the UE to receive system information from the PLMN.

b)
When registered and if the UE wishes to establish an RRC connection or resume a suspended RRC connection, it can do this by initially accessing the network on the control channel of the cell on which it is camped.

c)
If the network needs to send a message or deliver data to the registered UE, it knows (in most cases) the set of tracking areas (in RRC_IDLE state) or RNA (in RRC_INACTIVE state) in which the UE is camped. It can then send a "paging" message for the UE on the control channels of all the cells in the corresponding set of areas. The UE will then receive the paging message and can respond.

d)
It enables the UE to receive ETWS and CMAS notifications.

[TS 38.304, clause 4.5]

The cells are categorised according to which services they offer:

acceptable cell:

An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS and CMAS notifications). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS and CMAS notification in an NR network:

-
The cell is not barred, see subclause 5.3.1;

-
The cell selection criteria are fulfilled, see subclause 5.2.3.2.

suitable cell:

A cell is considered as suitable if the following conditions are fulfilled:

-
The cell is part of either the selected PLMN or the registered PLMN or PLMN of the Equivalent PLMN list and trackingAreaCode is provided for that PLMN;
-
The cell selection criteria are fulfilled, see subclause 5.2.3.2.

According to the latest information provided by NAS:

-
The cell is not barred, see subclause 5.3.1;

-
The cell is part of at least one TA that is not part of the list of "Forbidden Tracking Areas" (TS 22.261 [12]), which belongs to a PLMN that fulfils the first bullet above.

barred cell:

A cell is barred if it is so indicated in the system information, as specified in TS 38.331 [3].
reserved cell:

A cell is reserved if it is so indicated in system information, as specified in TS 38.331 [3].

Following exception to these definitions are applicable for UEs:

-
if a UE has an ongoing emergency call, all acceptable cells of that PLMN are treated as suitable for the duration of the emergency call.

[TS 38.304, clause 5.2.1]

UE shall perform measurements for cell selection and reselection purposes as specified in TS 38.133 [8].

The NAS can control the RAT(s) in which the cell selection should be performed, for instance by indicating RAT(s) associated with the selected PLMN, and by maintaining a list of forbidden registration area(s) and a list of equivalent PLMNs. The UE shall select a suitable cell based on RRC_IDLE or RRC_INACTIVE state measurements and cell selection criteria.

In order to expedite the cell selection process, stored information for several RATs, if available, may be used by the UE.

When camped on a cell, the UE shall regularly search for a better cell according to the cell reselection criteria. If a better cell is found, that cell is selected. The change of cell may imply a change of RAT. Details on performance requirements for cell reselection can be found in TS 38.133 [8].

The NAS is informed if the cell selection and reselection result in changes in the received system information relevant for NAS.

For normal service, the UE shall camp on a suitable cell, monitor control channel(s) of that cell so that the UE can:

-
receive system information from the PLMN; and

-
receive registration area information from the PLMN, e.g., tracking area information; and

-
receive other AS and NAS Information; and

-
if registered:

-
receive paging and notification messages from the PLMN; and

-
initiate transfer to Connected mode.

For cell selection in multi-beam operations, measurement quantity of a cell is up to UE implementation.

For cell reselection in multi-beam operations, using a maximum number (nrofSS-BlocksToAverage) of beams to be considered and a threshold (absThreshSS-BlocksConsolidation) which are configured for a cell, the measurement quantity of this cell is derived amongst the beams corresponding to the same cell based on SS/PBCH block as follows:

-
if the highest beam measurement quantity value is below the threshold:

-
derive a cell measurement quantity as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [11].

-
else:

-
derive a cell measurement quantity as the linear average of the power values of up to the maximum number of highest beam measurement quantity values above the threshold.

[TS 38.304, clause 5.2.3.1]

Cell selection is performed by one of the following two procedures:

a)
Initial cell selection (no prior knowledge of which RF channels are NR frequencies):

1.
The UE shall scan all RF channels in the NR bands according to its capabilities to find a suitable cell.

2.
On each frequency, the UE need only search for the strongest cell.

3.
Once a suitable cell is found, this cell shall be selected.

b)
Cell selection by leveraging stored information:

1.
This procedure requires stored information of frequencies and optionally also information on cell parameters from previously received measurement control information elements or from previously detected cells.

2.
Once the UE has found a suitable cell, the UE shall select it.

3.
If no suitable cell is found, the initial cell selection procedure in a) shall be started.

NOTE:
Priorities between different frequencies or RATs provided to the UE by system information or dedicated signalling are not used in the cell selection process.

[TS 38.304, clause 5.2.3.2]

The cell selection criterion S is fulfilled when:

	Srxlev > 0  AND  Squal > 0


where:
	Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset )– Pcompensation - Qoffsettemp
Squal = Qqualmeas – (Qqualmin + Qqualminoffset) - Qoffsettemp


where:

	Srxlev
	Cell selection RX level value (dB)

	Squal
	Cell selection quality value (dB)

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3] (dB)

	Qrxlevmeas
	Measured cell RX level value (RSRP)

	Qqualmeas
	Measured cell quality value (RSRQ)

	Qrxlevmin
	Minimum required RX level in the cell (dBm). If the UE supports SUL frequency for this cell, Qrxlevmin is obtained from RxLevMinSUL, if present, in SIB1, SIB2 and SIB4, additionally, if QrxlevminoffsetcellSUL is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell; 

else Qrxlevmin is obtained from q-RxLevMin in SIB1, SIB2 and SIB4, additionally, if Qrxlevminoffsetcell is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell.

	Qqualmin
	Minimum required quality level in the cell (dB). Additionally, if Qqualminoffsetcell is signalled for the concerned cell, this cell specific offset is added to achieve the required minimum quality level in the concerned cell.

	Qrxlevminoffset
	Offset to the signalled Qrxlevmin taken into account in the Srxlev evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN 3GPP TS 23.122 [9]

	Qqualminoffset
	Offset to the signalled Qqualmin taken into account in the Squal evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN 3GPP TS 23.122 [9]

	Pcompensation 
	If the UE supports the additionalPmax in the NS-PmaxList, if present, in SIB1, SIB2 and SIB4:

max(PEMAX1 –PPowerClass, 0) – (min(PEMAX2, PPowerClass) – min(PEMAX1, PPowerClass)) (dB);

else:

max(PEMAX1 –PPowerClass, 0) (dB)

	PEMAX1, PEMAX2
	Maximum TX power level of a UE may use when transmitting on the uplink in the cell (dBm) defined as PEMAX in TS 38.101 [15]. PEMAX1 and PEMAX2 are obtained from the p-Max and NS-PmaxList respectively in SIB1, SIB2 and SIB4 as specified in TS 38.331 [3]. 

	PPowerClass
	Maximum RF output power of the UE (dBm) according to the UE power class as defined in TS 38.101 [15]


The signalled values Qrxlevminoffset and Qqualminoffset are only applied when a cell is evaluated for cell selection as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN (3GPP TS 23.122 [9]). During this periodic search for higher priority PLMN, the UE may check the S criteria of a cell using parameter values stored from a different cell of this higher priority PLMN.

[TS 38.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:

	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.

The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the
new cell is better ranked than the serving cell during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

6.1.2.1.3
Test description
6.1.2.1.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1 and NR Cell 11.

-
System information combination NR-2 as defined in TS 38.508-1[4] clause 4.4.3.1.2 is used in NR cells.

UE:

-
None.

Preamble:

-
The UE is in state Switched OFF (state 0-A) according to TS 38.508-1 [4].

6.1.2.1.3.2
Test procedure sequence

Table 6.1.2.1.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Configurations marked "T1", "T2", "T3" and "T4" are applied at the points indicated in the Main behaviour description in Table 6.1.2.1.3.2-3.

Table 6.1.2.1.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 11
	Remark

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	Off
	The power level value is such to satisfy SrxlevNRCell1 < 0 but the UE is able to read the PLMN identity

	
	Qrxlevmin
	dBm
	-80
	-
	

	
	Qrxlevminoffset
	dB
	0
	-
	

	
	Pcompensation
	dB
	0
	-
	

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	-70
	Off
	The power level is such that SrxlevNRCell1 > 0

	
	Qrxlevmin
	dBm
	-80
	-
	

	
	Qrxlevminoffset
	dB
	0
	-
	

	
	Pcompensation
	dB
	0
	-
	

	T3
	SS/PBCH

SSS EPRE
	dBm/SCS
	-70
	-65
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 11.

	
	Qrxlevmin
	dBm
	-80
	-80
	

	
	Qrxlevminoffset
	dB
	0
	0
	

	
	Pcompensation
	dB
	0
	0
	

	T4
	SS/PBCH

SSS EPRE
	dBm/SCS
	-65
	-70
	The power level values are assigned to satisfy RNRCell 1 > RNRCell 11.

	
	Qrxlevmin
	dBm
	-80
	-80
	

	
	Qrxlevminoffset
	dB
	0
	0
	

	
	Pcompensation
	dB
	0
	0
	

	Note:
The downlink signal level uncertainty is specified in TS 38.508-1 [4] section 6.2.2.1.
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Reasoning for choice of levels:

a) During T1 Cell 1 must be distinguishably below Qrxlevmin, and during T2 Cell 1 must be distinguishably above Qrxlevmin. Only 3 distinguishable levels are available, and the applied levels must fit within the range.

b) During T3 and T4, both Cell 1 and Cell 11 must be distinguishable from each other, and both must be above Qrxlevmin. We can use the default Qrxlevmin value. 
c) Qrxlevmin is an absolute threshold, so the signalled value must be modified by Delta. 
Table 6.1.2.1.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 11
	Remark

	T1
	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-100
	Off
	The power level value is such to satisfy SrxlevNRCell1 < 0 but the UE is able to read the PLMN identity

	
	
	Qrxlevmin
	dBm
	-91+Delta(NRf1)

	-
	

	
	
	Qrxlevminoffset
	dB
	0
	-
	

	
	
	Pcompensation
	dB
	0
	-
	

	T2
	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	Off
	The power level is such that SrxlevNRCell1 > 0

	
	
	Qrxlevmin
	dBm
	-91+Delta(NRf1)
	-
	

	
	
	Qrxlevminoffset
	dB
	0
	-
	

	
	
	Pcompensation
	dB
	0
	-
	

	T3
	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 11.

	
	
	Qrxlevmin
	dBm
	-110+Delta(NRf1)
	-110+Delta(NRf1)
	

	
	
	Qrxlevminoffset
	dB
	0
	0
	

	
	
	Pcompensation
	dB
	0
	0
	

	T4
	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	-91
	The power level values are assigned to satisfy RNRCell 1 > RNRCell 11.

	
	
	Qrxlevmin
	dBm
	-110+Delta(NRf1)
	-110+Delta(NRf1)
	

	
	
	Qrxlevminoffset
	dB
	0
	0
	

	
	
	Pcompensation
	dB
	0
	0
	

	
	Note:
The downlink signal level uncertainty is specified in TS 38.508-1 [4] section FFS.


Table 6.1.2.1.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS adjusts the SS/PBCH EPRE level of NR Cell 1 according to row "T1" in table 6.1.2.1.3.2-1/2.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	Check: Does the UE send an RRCSetupRequest on NR Cell 1 within the next 60 s?
	-->
	NR RRC: RRCSetupRequest
	1
	F

	4
	SS re-adjusts the SS/PBCH EPRE level of NR Cell 1 level according to row "T2" in table 6.1.2.1.3.2-1/2.
	-
	-
	-
	-

	5
	Check: Does the UE send an RRCSetupRequest on NR Cell 1?
	-->
	NR RRC: RRCSetupRequest
	2
	P

	6-23
	Steps 3 to 20 of the registration procedure described in TS 38.508-1 [4] Table 4.5.2.2-2 are performed on NR Cell 1.

NOTE: The UE performs registration and the RRC connection is released.
	-
	-
	-
	-

	23Aa1
	If FR2, SS change NR Cell 1 SIB1 with modification of Qrxlevmin.
	
	
	
	

	24
	The SS changes SS/PBCH

 EPRE level of NR Cell 11 according to the row "T3" in table 6.1.2.1.3.2-1/2.
	-
	-
	-
	-

	25-31
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] clause 4.9.5 indicate that the UE is camped on NR Cell 11? 
NOTE 1: The UE performs registration and the RRC connection is released.
	-
	- 
	3
	P

	32
	SS change NR Cell 1 SIB1
	-
	-
	-
	-

	33
	The SS changes SS/PBCH

 EPRE level of NR Cell 1 and 11 according to the row "T4" in table 6.1.2.1.3.2-1/2.
	-
	-
	-
	-

	34
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] clause 4.9.5 indicate that the UE is camped on NR Cell 1?
	-
	- 
	4
	F


6.1.2.1.3.3
Specific message contents

Table 6.1.2.1.3.3-1: SIB1 for NR Cell 1 (Preamble) and NR Cell 11 (Preamble)
	 Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-40
	-80 dBm
	FR1

	    q-RxLevMin
	ROUND((-91+Delta(NRf1))/2)
	-91+Delta(NRf1) dBm
	FR2

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.1.3.3-1A: SIB1 for NR Cell 1 and NR Cell 3(Step23Aa1, Table 6.1.2.1.3.2-3)

	 Derivation Path: TS 38.508-1 [4], Table 4.6.3-16

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	ROUND((-100+Delta(NRf1))/2)
	-100+Delta(NRf1) dBm
	FR2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.1.3.3-2: SIB1 for NR Cell 1 (Step32, Table 6.1.2.1.3.2-3)

	 Derivation Path: TS 38.508-1 [4], Table 4.6.3-16

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-40
	-80 dBm
	FR1

	    q-RxLevMin
	ROUND((-110+Delta(NRf1))/2)
	-110+Delta(NRf1) dBm
	FR2

	
	
	
	

	  }
	
	
	

	  cellAccessRelatedInfo
	CellAccessRelatedInfo
	
	

	}
	
	
	


Table 6.1.2.1.3.3-3: CellAccessRelatedInfo (Table 6.1.2.1.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-16

	Information Element
	Value/remark
	Comment
	Condition

	CellAccessRelatedInfo ::= SEQUENCE {
	
	
	

	  plmn-IdentityList
	PLMN-IdentityInfoList
	
	

	  cellReservedForOtherUse
	Not present
	
	

	}
	
	
	


Table 6.1.2.1.3.3-4: PLMN-IdentityInfoList (Table 6.1.2.1.3.3-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-108

	Information Element
	Value/remark
	Comment
	Condition

	PLMN-IdentityInfoList ::= SEQUENCE (SIZE (1..maxPLMN)) OF SEQUENCE {
	1 entry
	
	

	  trackingAreaCode
	Not present
	
	

	}
	
	
	


4.2     Cell Reseleciton
6.1.2.9 test cases verifies the cell reselection criteria based on parameters Qhyst, Qoffset and Treselection. Following is the cell reselection criteria.
Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp
Qhyst  is modified using SIB2 while Qoffset is modified using SIB3. 

Qmeas,s is RSRP measurement value for which power levels needs to be applied for Cell1 and Cell2 for this test. These power levels are used to calculate the ranking. 
6.1.2.9
Cell reselection using Qhyst, Qoffset and Treselection

6.1.2.9.1
Test Purpose (TP)

(1)

with { UE in NR RRC_IDLE state, and the UE is not in high mobility state }

ensure that {

  when { Qhyst is non-zero or its value changes in system information }

    then { UE reselects the highest ranked cell taking the actual Qhyst value into account }

            }

(2)

with { UE in NR RRC_IDLE state, and the UE is not in high mobility  }

ensure that {

  when { cell reselection criteria are fulfilled during a time interval Treselection }

    then { UE reselects the highest ranked cell after the Treselection interval expires }

            }

(3)

with { UE in NR RRC_IDLE state, and the UE is not in high mobility  }

ensure that {

  when { Qoffset is non-zero or its value changes in system information }

    then { UE reselects the highest ranked cell taking the actual Qoffset value into account  }

            }

6.1.2.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in TS 38.304: clause 5.2.4.6. Unless otherwise stated these are Rel-15 requirements.

[TS 38.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:

	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.

The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.

If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the
new cell is better than the serving cell according to the cell reselection criteria specified above during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

6.1.2.9.3
Test description

6.1.2.9.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1 and NR Cell 2. 

-
System information combination NR-3 as defined in TS 38.508-1 [4] Table 4.4.3.1.2-1 is used in NR cells.

UE:

None.

Preamble:

-
The UE is in state 1N-A on NR Cell 1(serving cell) according to TS 38.508-1 [4] Table 4.4A.2-1.

6.1.2.9.3.2
Test procedure sequence

Table 6.1.2.9.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration "T0" indicates the initial conditions. Subsequent configurations marked "T1", "T2" and so on are applied at the points indicated in the Main behaviour description in Table 6.1.2.9.3.2-3.
Table 6.1.2.9.3.2-1: Time instances of cell power level and parameter changes For FR1

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	
	Qhysts
	dB
	24
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-94
	-88
	NR Cell 2 becomes stronger than NR Cell 1 but NR Cell 1 remains the highest ranked one due to Qhysts NR Cell 1

	
	Qhysts
	dB
	24
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	-94
	-88
	Qhysts NR Cell 1 change causes NR Cell 2 to become highest ranked cell

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T3
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-94
	NR Cell 1 becomes the strongest and highest ranked one due to power adjustment

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T4
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-94
	Qoffsets,n NR Cell1 change to 24dB, Qoffsets,n NR Cell 2 remains zero

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	24
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T5
	SS/PBCH

SSS EPRE
	dBm/SCS
	-94
	-88
	NR Cell 1 becomes weaker but it remains the highest ranked one due to Qoffsets,n NR Cell 1

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	24
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T6
	SS/PBCH

SSS EPRE
	dBm/SCS
	-94
	-88
	NR Cell 2 becomes the highest ranked one due to Qoffsets,n NR Cell 1 change

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T7
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-94
	NR Cell 1 becomes the highest ranked one

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T8
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-94
	TreselectionNR of NR Cell 1 change to 7S

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	7
	0
	

	T9
	SS/PBCH

SSS EPRE
	dBm/SCS
	-94
	-88
	NR Cell 2 becomes the highest ranked one

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	7
	0
	

	Note:
Power level “Off” is defined in TS38.508-1 [4] Table 6.2.2.1-3.
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Reasoning for choice of levels:

a) During T0 to T9, both Cell 1 and Cell 2 must be distinguishable from each other, but both must be above Qrxlevmin.

b) The signalled values Qhysts and Qoffsets,n are retained as Cell 1 is distinguishably higher than cell 2 during T1 and during T5.

c) It does not matter that the offset values of Cell 1 are above the applied level range, because the offsets Qhysts and Qoffsets,n do not affect the applied levels.

d) Qrxlevmin is an absolute threshold, so the signalled value must be modified by Delta. 
Table 6.1.2.9.3.2-2: Time instances of cell power level and parameter changes For FR2

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	
	Qhysts
	dB
	24
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	NR Cell 2 becomes stronger than NR Cell 1 but NR Cell 1 remains the highest ranked one due to Qhysts NR Cell 1

	
	Qhysts
	dB
	24
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	Qhysts NR Cell 1 change causes NR Cell 2 to become highest ranked cell

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T3
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	-91
	NR Cell 1 becomes the strongest and highest ranked one due to power adjustment

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T4
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	-91
	Qoffsets,n NR Cell1 change to 24dB, Qoffsets,n NR Cell 2 remains zero

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	24
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T5
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	NR Cell 1 becomes weaker but it remains the highest ranked one due to Qoffsets,n NR Cell 1

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	24
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T6
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	NR Cell 2 becomes the highest ranked one due to Qoffsets,n NR Cell 1 change

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T7
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	-91
	NR Cell 1 becomes the highest ranked one

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	0
	0
	

	T8
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	-91
	TreselectionNR of NR Cell 1 change to 7S

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	7
	0
	

	T9
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	NR Cell 2 becomes the highest ranked one

	
	Qhysts
	dB
	0
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionNR
	S
	7
	0
	

	Note:
The uncertain downlink signal level is specified in TS 38.508-1[4] section FFS.


Table 6.1.2.9.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS re-adjusts the SSS levels according to row "T1" in table 6.1.2.9.3.2-1/2.
	-
	-
	-
	-

	2
	Check: Does the UE send an NR: RRCSetup Request on NR Cell 2 within the next 10s ? 
	-->
	NR RRC: RRCSetupRequest 
	1
	F

	3
	SS notifies UE of the system information change on NR Cell 1 by send Short Message on PDCCH using P-RNTI.
	<--
	NR RRC: Paging
	-
	-

	4
	SS resets Qhysts NR Cell 1 according to row "T2" in table 6.1.2.9.3.2-1/2, The ValueTag of SIB2 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 1.
	-
	-
	-
	-

	5
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 2?
	-
	-
	1
	-

	7
	SS re-adjusts SSS levels according to rows "T3" in table 6.1.2.9.3.2-1/2.
	-
	-
	-
	-

	8
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	9
	The test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 1.
	-
	-
	-
	-

	10
	SS sends notification of the system information change on NR Cell 1 by send Short Message on PDCCH using P-RNTI.
	<--
	NR RRC: Paging
	-
	-

	11
	SS changes Qoffsets,n NR Cell 1 according to rows "T4" in table 6.1.2.9.3.2-1/2. The ValueTag of SIB3 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 1.
	-
	-
	-
	-

	12
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	-

	13
	SS re-adjusts SSS levels according to row "T5" in table 6.1.2.9.3.2-1/2.
	-
	-
	-
	-

	14
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	15
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is still camped on NR Cell 1?
	-
	-
	3
	-

	16
	SS notifies UE of the system information change on NR Cell 1 by send Short Message on PDCCH using P-RNTI.
	<--
	NR RRC: Paging
	-
	-

	17
	SS resets Qoffsets,n NR Cell1 according to row "T6" in table 6.1.2.9.3.2-1/2, The ValueTag of SIB3 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 1.
	-
	-
	-
	-

	18
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	-

	19
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 2?
	-
	-
	3
	-

	20
	SS re-adjusts SSS levels according to rows "T7" in table 6.1.2.9.3.2-1/2.
	-
	-
	-
	-

	21
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	22
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 1?
	-
	-
	3
	-

	23
	SS sends notification of the system information change on NR Cell 1 by send Short Message on PDCCH using P-RNTI.
	<--
	NR RRC: Paging
	-
	-

	24
	SS changes TreselectionNR Cell 1 according to rows "T8" in table 6.1.2.9.3.2-1/2, The ValueTag of SIB2 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 1.
	-
	-
	-
	-

	25
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	-

	26
	Start Timer=TreselectionNR Cell 1 sent in SIB2 in step 24
	
	
	
	

	27
	SS re-adjusts SSS levels according to rows "T9" in table 6.1.2.9.3.2-1/2.
	-
	-
	-
	-

	28
	Check: Does the UE send an NR: RRCSetupRequest on NR Cell 2 within Timer=TreselectionNR Cell 1?
	-->
	NR RRC: RRCSetupRequest 
	2
	F

	29
	SS waits for Timer=TreselectionNR Cell 1 expires
	
	
	
	

	30
	Check: Does the UE send an NR: RRCsetupRequest on NR Cell 2?
	-->
	NR RRC: RRCSetupRequest 
	2
	P

	31-36
	Steps 3 to 8 of the generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 are performed on NR Cell 2.
	-
	-
	-
	-


6.1.2.9.3.3
Specific message contents

Table 6.1.2.9.3.3-1: SIB1 of NR Cell 3 (preamble and all steps, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  si-SchedulingInfo 
	SI-SchedulingInfo
	
	

	}
	
	
	


Table 6.1.2.21.3.3-2: SI-SchedulingInfo (si-SchedulingInfo in Table 6.1.2.9.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-173

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE(1..maxSI-Message)) OF SEQUENCE{
	
	
	

	    sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SEQUENCE {
	2 entry
	
	

	      Type[1]
	sibType2
	
	

	      valueTag[1]
	0
	The value is increased by 1 in step 4 and step 24
	

	      Type[2]
	sibType3
	
	

	      valueTag[2]
	0
	The value is increased by 1 in step 11 and step 17
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-3: SIB2 of NR Cell 1 (preamble, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB18
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-4: SIB2 of NR Cell 1 (step 4, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-5: SIB3 of NR Cell 1 (step 11, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-2

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1.. maxCellIntra)) OF SEQUENCE {
	1 entry
	
	

	    IntraFreqNeighCellInfo [1] SEQUENCE{
	
	
	

	      physCellId
	Physical cell identity of NR Cell 2
	
	

	      q-OffsetCell
	dB18
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-6: SIB3 of NR Cell 1 (step 17, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-2

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1.. maxCellIntra)) OF SEQUENCE {
	1 entry
	
	

	    IntraFreqNeighCellInfo [1] SEQUENCE {
	
	
	

	      physCellId
	Physical cell identity of NR cell 2
	
	

	      q-OffsetCell
	dB0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-7: SIB2 of NR Cell 1 (step 24, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    t-ReselectionNR
	7
	seconds
	

	  }
	
	
	

	}
	
	
	


3.3     Cell Reselection
6.1.2.20
Inter-frequency cell reselection according to cell reselection priority provided by SIBs

6.1.2.20.1
Test Purpose (TP)

(1)

with { UE in NR RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the equal priority frequency }

    then { UE reselects the cell which belongs to the equal priority frequency }

            }

(2)

with { UE in NR RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority frequency }

    then { UE reselects the cell which belongs to the higher priority frequency }

            }

(3)

with { UE in NR RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the lower priority frequency }

    then { UE reselects the cell which belongs to the lower priority frequency }

            }

6.1.2.20.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in TS 38.304: clause 5.2.4.1, 5.2.4.2, 5.2.4.5 and 5.2.4.6. Unless otherwise stated these are Rel-15 requirements.

[TS 38.304, clause 5.2.4.1]

Absolute priorities of different NR frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an NR frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling and deprioritisationReq received in RRCRelease unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than any of the network configured values).
The UE shall only perform cell reselection evaluation for NR frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.

In case UE receives RRCRelease with deprioritisationReq, UE shall consider current frequency and stored frequencies due to the previously received RRCRelease with deprioritisationReq or all the frequencies of NR to be the lowest priority frequency (i.e. lower than any of the network configured values) while T325 is running irrespective of camped RAT. The UE shall delete the stored deprioritisation request(s) when a PLMN selection is performed on request by NAS (TS 23.122 [9]).
NOTE:
UE should search for a higher priority layer for cell reselection as soon as possible after the change of priority. The minimum related performance requirements specified in TS 38.133 [8] are still applicable.
The UE shall delete priorities provided by dedicated signalling when:

-
the UE enters a different RRC state; or

-
the optional validity time of dedicated priorities (T320) expires; or

-
a PLMN selection is performed on request by NAS (TS 23.122 [9]).

NOTE 2:
Equal priorities between RATs are not supported.

The UE shall not consider any black listed cells as candidate for cell reselection.

The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e. T320 in NR and E-UTRA), if configured, at inter-RAT cell (re)selection.

NOTE 3:
The network may assign dedicated cell reselection priorities for frequencies not configured by system information.

[TS 38.304, clause 5.2.4.2]

Following rules are used by the UE to limit needed measurements:

-
If the serving cell fulfils Srxlev > SIntraSearchP and Squal > SIntraSearchQ, the UE may choose not to perform intra-frequency measurements.

-
Otherwise, the UE shall perform intra-frequency measurements.

-
The UE shall apply the following rules for NR inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:
-
For a NR inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current NR frequency, the UE shall perform measurements of higher priority NR inter-frequency or inter-RAT frequencies according to TS 38.133 [8].
-
For a NR inter-frequency with an equal or lower reselection priority than the reselection priority of the current NR frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current NR frequency:

-
If the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, the UE may choose not to perform measurements of NR inter-frequencies or inter-RAT frequency cells of equal or lower priority;

-
Otherwise, the UE shall perform measurements of NR inter-frequencies or inter-RAT frequency cells of equal or lower priority according to TS 38.133 [8].
[TS 38.304, clause 5.2.4.5]

If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority NR or EUTRAN RAT/frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT
Otherwise, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority NR frequency shall be based on ranking for intra-frequency cell reselection as defined in sub-clause 5.2.4.6.

If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-
The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority NR or E-UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT.

Otherwise, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-
The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP  during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a higher priority RAT/frequency shall take precedence over a lower priority RAT/frequency if multiple cells of different priorities fulfil the cell reselection criteria.

If more than one cell meets the above criteria, the UE shall reselect a cell as follows:

-
If the highest-priority frequency is an NR frequency, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria according to clause 5.2.4.6;

-
If the highest-priority frequency is from another RAT, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.
[TS 38.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:

	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.

The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.

If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the
new cell is better than the serving cell according to the cell reselection criteria specified above during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

6.1.2.20.3
Test description

6.1.2.20.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1, NR Cell 3 and NR Cell 6.

-
System information combination NR-4 as defined in TS 38.508-1 [4] Table 4.4.3.1.2-1 is used in NR cells.

UE:

None.

Preamble:

-
The UE is in state 1N-A on NR Cell 1(serving cell) according to TS 38.508-1 [4] Table 4.4A.2-1.

6.1.2.20.3.2
Test procedure sequence

Table 6.1.2.20.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration "T0" indicates the initial conditions. Subsequent configurations marked "T1", "T2" and "T3" are applied at the points indicated in the Main behaviour description in Table 6.1.2.20.3.2-3.
Table 6.1.2.20.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	NR Cell 6
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	Off
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-76
	Off
	The power level values are assigned to satisfy RNR Cell 1 < RNR Cell 3.

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-76
	-76
	The power level values are assigned to satisfy SrxlevNR Cell 1 < 0 and SrxlevNR Cell 6 > ThreshNR Cell 6, high.

	T3
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-76
	-98
	The power level values are assigned to satisfy SrxlevNR Cell 6 < Threshserving, low and SrxlevNR Cell 3 > ThreshNR Cell 3, low, SrxlevNR Cell 1< 0.

	Note:
Power level “Off” is defined in TS38.508-1 [4] Table 6.2.2.1-3.



[image: image9.emf]T0 T1

SSB_RP, dBm

Cell 1

Cell 3

-80

-90

-100

T2

TS 38.521-3 Test case 6.1.2.20

T3

Cell 6

Qrxlevmin =

-110+∆(NRfx)dBm

Thresh

X, HighP

=18dB

Qoffset= 0dB 

+∆(NRf

n

) -∆(NRf

p

)

Rn-Rs = 

+9dB

Qhyst= 0dB

M

a

r

g

i

n

 

1

0

d

B

Thresh

Serving, LowP

 

=20dB

M

a

r

g

i

n

 

1

0

d

B

Thresh

X, LowP

=2dB

M

a

r

g

i

n

 

2

6

d

B

-110


Reasoning for choice of levels:

a) During T0, Cell 1 is the only cell, with level chosen to be same as during T1.

b) During T1, Cell 3 must be distinguishably above Cell 1 (equal priority frequencies).

c) Qoffset is modified using Delta (f1) and Delta (f3)
d) During T2, Cell 6 must be distinguishably above ThreshNR Cell 6, high (ThreshX, HighP) (reselection to high priority frequency)
e) During T3, Cell 6 must be distinguishably below Threshserving, lowP and Cell 3 must be distinguishably above ThreshNR Cell 3, low (ThreshX, LowP) (reselection to low priority frequency)
f) The comment in TS 38.508-1 Table 4.6.2-3 about threshX-HighP that “This value should be higher than threshServingLow of the serving cell to avoid ping-pong with lower priority cells” is not applicable, as the test case levels are chosen to avoid ping-pong. 

Table 6.1.2.20.3.2-2: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	NR Cell 6
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	Off
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	Off
	The power level values are assigned to satisfy RNR Cell 1 < RNR Cell 3.

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-82
	-82
	The power level values are assigned to satisfy SrxlevNR Cell 1 < 0 and SrxlevNR Cell 6 > ThreshNR Cell 6, high.

	T3
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-82
	-100
	The power level values are assigned to satisfy SrxlevNR Cell 6 < Threshserving, low and SrxlevNR Cell 3 > ThreshNR Cell 3, low, SrxlevNR Cell 1< 0.

	Note:
The uncertain downlink signal level is specified in TS 38.508-1[4] section FFS.


Table 6.1.2.20.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes NR Cell 3 SS PBCH SSS EPRE level according to the row "T1" in table 6.1.2.20.3.2-1/2.
	-
	-
	-
	-

	2
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	1
	-

	4
	The SS changes NR Cell 1 and NR Cell 6 SSS levels according to the row "T2" in table 6.1.2.20.3.2-1/2.
	-
	-
	-
	-

	5
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 6?
	-
	-
	2
	-

	7
	The SS changes NR Cell 6 SSS level according to the row "T3" in table 6.1.2.20.3.2-1/2.
	-
	-
	-
	-

	8
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	9
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	3
	-


6.1.2.20.3.3
Specific message contents

Table 6.1.2.20.3.3-1: Conditions for specific message contents in Tables below

	Condition
	Explanation

	NR Cell 1
	This condition applies to system information transmitted on NR Cell 1.

	NR Cell 3
	This condition applies to system information transmitted on NR Cell 3.

	NR Cell 6
	This condition applies to system information transmitted on NR Cell 6.


Table 6.1.2.20.3.3-2: SIB2 of NR Cell 6 (preamble and all steps, Table 6.1.2.20.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    threshServingLowP
	10
	20 dB
	

	    cellReselectionPriority
	5
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.20.3.3-3: SIB4 of NR Cell 1, NR Cell 3 and NR Cell 6 (preamble and all steps, Table 6.1.2.20.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE SIZE (1..maxFreq) OF SEQUECNCE {
	2 entry
	
	

	    dl-CarrierFreq[1]
	Same downlink ARFCN as used for NR Cell 6
	
	NR Cell 1

	
	Same downlink ARFCN as used for NR Cell 6
	
	NR Cell 3

	
	Same downlink ARFCN as used for NR Cell 3
	
	NR Cell 6

	    threshX-HighP[1]
	10
	20 dB
	NR Cell 3 and FR1

	
	9
	18dB
	NR Cell 3 and FR2

	    cellReselectionPriority[1]
	5
	
	NR Cell 1

	
	5
	
	NR Cell 3

	    dl-CarrierFreq[2]
	Same downlink ARFCN as used for NR Cell 3
	
	NR Cell 1

	    cellReselectionPriority[2]
	4 
	
	NR Cell 1

	  }
	
	
	

	}
	
	
	


6.1.2.15
Cell reselection in shared network environment

6.1.2.15.1
Test Purpose (TP)

(1)

with { the UE is in NR RRC_Idle and registered on the HPLMN }

ensure that {

  when { a cell of a different PLMN but shared with the HPLMN becomes highest ranked cell }

    then { the UE reselects the cell shared with the HPLMN }

            }

6.1.2.15.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 23.122, clause 4.4.3, and TS 38.304, clause 5.2.4.6. Unless otherwise stated these are Rel-15 requirements.

[TS 23.122, clause 4.4.3]

The registration on the selected PLMN and the location registration are only necessary if the MS is capable of services which require registration. Otherwise, the PLMN selection procedures are performed without registration.

The ME shall utilise all the information stored in the SIM related to the PLMN selection; e.g. "HPLMN Selector with Access Technology", "User Controlled PLMN Selector with Access Technology", "Forbidden PLMNs", "Equivalent HPLMN", see 3GPP TS 31.102 [40].

The ME shall either utilise the "Operator controlled PLMN Selector with Access Technology" that it has stored locally on the ME, or the Operator controlled PLMN Selector with Access Technology" stored in the SIM, for the purposes of PLMN selection.

The "HPLMN Selector with Access Technology", "User Controlled PLMN Selector with Access Technology" and "Operator Controlled PLMN Selector with Access Technology" data files in the SIM include associated access technologies for each PLMN entry, see 3GPP TS 31.102 [40]. The PLMN/access technology combinations are listed in priority order. If an entry indicates more than one access technology, then no priority is defined for the access technologies within this entry and the priority applied to each access technology within this entry is an implementation issue. If no particular access technology is indicated in an entry, it shall be assumed that all access technologies supported by the ME apply to the entry. If an entry only indicates access technologies not supported by the ME, the entry shall be ignored. If an entry indicates at least one access technology supported by the ME, the entry shall be used in the PLMN selection procedures if the other criteria defined for the specific PLMN selection procedures are fulfilled.

The Mobile Equipment stores a list of "equivalent PLMNs". This list is replaced or deleted at the end of each location update procedure, routing area update procedure, GPRS attach procedure, tracking area update procedure, EPS attach procedure, and registration procedure. The list is deleted by an MS attached for emergency bearer services after detach or registered for emergency services after deregistration. The stored list consists of a list of equivalent PLMNs as downloaded by the network plus the PLMN code of the registered PLMN that downloaded the list. All PLMNs in the stored list, in all access technologies supported by the PLMN, are regarded as equivalent to each other for PLMN selection, cell selection/re-selection and handover.

When the MS reselects to a cell in a shared network, and the cell is a suitable cell for multiple PLMN identities received on the BCCH or on the EC-BCCH the AS indicates these multiple PLMN identities to the NAS according to 3GPP TS 44.018 [34], 3GPP TS 44.060 [39], 3GPP TS 25.304 [32] and 3GPP TS 36.304 [43]. The MS shall choose one of these PLMNs. If the registered PLMN is available among these PLMNs, the MS shall not choose a different PLMN. 

The MS shall not use the PLMN codes contained in the "HPLMN Selector with Access Technology" data file.

It is possible for the home network operator to identify alternative Network IDs as the HPLMN. If the EHPLMN list is present, and not empty, the entries in the EHPLMN list are used in the network selection procedures. When attempting to select a network the highest priority EHPLMN that is available shall be selected. If the EHPLMN list is present and is empty or if the EHPLMN list is not present, the HPLMN derived from the IMSI is used for network selection procedures.
NOTE 1:
The "HPLMN Selector with Access Technology" data file is only used by the MS to get the HPLMN access technologies related to the HPLMN code which corresponds to the PLMN code included in the IMSI if the EHPLMN list is not present or is empty. If the EHPLMN list is present then this data field is applicable to all the entries within the EHPLMN list.

NOTE 2:
Different GSM frequency bands (e.g. 900, 1800, 1900, 400) are all considered GSM access technology. An MS supporting more than one band should scan all the bands it’s supports when scanning for GSM frequencies. However GSM COMPACT systems which use GSM frequency bands but with the CBPCCH broadcast channel are considered as a separate access technology from GSM.

NOTE 3:
The inclusion of the HPLMN derived from the IMSI in the EHPLMN list is allowed. The priority of the HPLMN derived from the IMSI is given by its position in the EHPLMN list, see 3GPP TS 31.102 [40]

[TS 38.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:

	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.

The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.

If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the
new cell is better ranked than the serving cell during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

6.1.2.15.3
Test description

6.1.2.15.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1 (HPLMN)

-
NR Cell 11 (primary PLMN: same MCC like HPLMN but different MNC, secondary PLMN: HPLMN)

-
System information combination NR-3 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR Cells.

UE:

-
None.

Preamble:

-
The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1 according to 38.508-1 [4] Table 4.4A.2-1 

6.1.2.15.3.2
Test procedure sequence

Table 6.1.2.15.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Row marked "T0" denotes the conditions after the preamble. Configurations marked "T1" is applied at the points indicated in the Main behaviour description in Table 6.1.2.15.3.2-3.

Table 6.1.2.15.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 11
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	Off
	

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-75
	The power level values are assigned to satisfy SrxlevNRCell 11 > SrxlevNRCell 1


Table 6.1.2.15.3.2-2: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 11
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	Off
	

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-91
	-82
	The power level values are assigned to satisfy SrxlevNRCell 11 > SrxlevNRCell 1


Table 6.1.2.15.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS adjusts the SS/PBCH EPRE level of NR Cell 1 and NR Cell 11 according to row "T1" in table 6.1.2.1.3.2-1/2.
	-
	-
	-
	-

	2
	Check: Does the UE transmit an RRCSetupRequest message on NR Cell 11?
	-->
	NR RRC: RRCSetupRequest
	1
	P

	3
	The SS transmits an RRCSetup message.
	<--
	NR RRC: RRCSetup
	-
	-

	4
	Check; Does the UE transmit an RRCSetupComplete message indicating the HPLMN (second PLMN in the list)?

Note: this message contains an REGISTRATION REQUEST message indicating "mobility registration updating" to update the registration of the actual tracking area according to default message contents.
	-->
	NR RRC: RRCSetupComplete
	1
	P

	5 - 7
	Steps 4 to 6 of the registration procedure described in TS 38.508-1 [4] Table 4.9.5.2.2-1 are performed on NR Cell 11.
	-
	-
	-
	-


6.1.2.15.3.3
Specific message contents

Table 6.1.2.15.3.3-1: SIB1 for NR Cell 1 (Preamble and all steps, Table 6.1.2.15.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	      plmn-Identity[1]
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.15.3.3-2: SIB1 for NR Cell 11 (Preamble and all steps, Table 6.1.2.15.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/Remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	      plmn-Identity[1]
	Set to the same Mobile Country Code stored in EFIMSI on the test USIM, MNC=02
	Same MCC like PLMN for NR Cell 1 but different MNC
	

	      plmn-Identity[2]
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	This is the same PLMN as NR Cell 1
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.15.3.3-3: RRCSetupComplete (step 4, Table 6.1.2.15.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      selectedPLMN-Identity
	2
	HPLMN
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


6.1.2.17
Cell reselection / Cell-specific reselection parameters provided by the network in a neighbouring cell list

6.1.2.17.1
Test Purpose (TP)

(1)

with { the UE is in NR RRC_IDLE and SystemInformationBlockType3 contain a cell-specific Qoffset for a neighbour intra frequency cell }

ensure that {

  when { the neighbour cell has lower power than the serving cell but it is higher ranked due to the cell-specific Qoffset }

    then { the UE reselects the neighbour cell with cell-specific Qoffset }

            }

(2)

with { the UE is in RRC_IDLE and SystemInformationBlockType3 contain a black listed cell }

ensure that {

  when { a black listed intra-freq cell becomes higher ranked than the serving cell }

    then { the UE remains camped on the serving cell }

            }

6.1.2.17.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.304, clause 5.2.4.6. Unless otherwise stated these are Rel-15 requirements.

[TS 38.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:

	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.

The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.

If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the
new cell is better ranked than the serving cell during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

6.1.2.17.3
Test description

6.1.2.17.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1, NR Cell 2 and NR Cell 4 in different tracking areas.

-
System information combination NR-3 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR Cells.

-
NR Cell 1 is transmitting SIB3 according to specific message contents (Qoffset1,2 is -24dB).

-
NR Cell 2 is transmitting SIB3 according to specific message contents (NR Cell 4 is on black list)

UE:

None.

Preamble:

-
The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1(according to 38.508-1 [4] Table 4.4A.2-1.

6.1.2.17.3.2
Test procedure sequence

Table 6.1.2.15.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Row marked "T0" denotes the conditions after the preamble. Configurations marked "T1", "T2" and "T3" are applied at the points indicated in the Main behaviour description in Table 6.1.2.15.3.2-3.

Table 6.1.2.17.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	Off
	Off
	Only NR Cell 1 is on

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-94
	Off
	NR Cell 2 has lower power but is higher ranked due to cell-specific Qoffset1,2

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-94
	Off
	

	T3
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-94
	-88
	NR Cell 4 has higher power than NRCell 2 but is black listed


Table 6.1.2.17.3.2-2: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	Off
	Off
	Only NR Cell 1 is on

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-82
	-91
	Off
	NR Cell 2 has lower power but is higher ranked due to cell-specific Qoffset1,2

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-91
	Off
	

	T3
	SS/PBCH

SSS EPRE
	dBm/SCS
	Off
	-91
	-82
	NR Cell 4 has higher power than NRCell 2 but is black listed


Table 6.1.2.17.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS adjusts the SS/PBCH EPRE levels according to row "T1" in table 6.1.2.17.3.2-1/2.
	-
	-
	-
	-

	2-6
	Check: Does the test result of test steps 1 to 5 of generic test procedure in TS 38.508-1 [4] Table 4.9.5.2.2-1 indicate that the UE is camped on NR Cell 2?
	-
	-
	1
	P

	7
	The SS re-adjusts the SS/PBCH EPRE levels according to row "T2" in table 6.1.2.17.3.2-1/2.
	-
	-
	-
	-

	8
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	9
	The SS transmits an RRCRelease message to release RRC connection and move to RRC_IDLE.
	<--
	NR RRC: RRCRelease
	-
	-

	10
	The SS re-adjusts the SS/PBCH EPRE levels according to row "T3" in table 6.1.2.17.3.2-1/2.
	-
	-
	-
	-

	11
	Check: Does the UE initiate a random access procedure on NR Cell 4 within the next 120s?
	-
	-
	2
	F


6.1.2.17.3.3
Specific message contents

Table 6.1.2.17.3.3-1: SIB3 for NR Cell 1 (all steps, Table 6.1.2.17.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.2-2

	Information Element
	Value/Remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE {
	
	
	

	    physCellId
	The cell identity of NR Cell 2 defined in 38.508-1 [4] clause 4.4.2 
	
	

	    q-OffsetCell
	dB-24
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.17.3.3-2: SIB3 for NR Cell 2 (all steps, Table 6.1.2.17.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.2-2

	Information Element
	Value/Remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqBlackCellList  SEQUENCE {
	1 entry
	
	

	    start
	PhysicalCellID of NR Cell 4
	
	

	    range
	Not present
	
	

	  }
	
	
	

	}
	
	
	


4.3     Measurement Events

Changes shown in the examples in this section are already submitted in RAN5#83 email agreeemnts using R5-195369. However, for completeness, these test cases are described in this section.
8.2.3.1.1
Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / EN-DC

8.2.3.1.1.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) only having completed the radio bearer establishment and performed the inter RAT measurement for NR cell and not detected entering condition for the event B1 is met }

ensure that {

  when { UE detects entering condition for the event B1 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) only having completed the radio bearer establishment and performed the inter RAT measurement for NR cell and not detected entering condition for the event B1 is met }

ensure that {

  when { UE detects entering condition for the event B1 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) only having completed the radio bearer establishment and performed the inter RAT measurement for NR cell and detected entering condition for the event B1 is met }

ensure that {

  when { UE detects leaving condition for the event B1 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.2.3.1.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.5.1, 5.5.4.1, 5.5.4.7, 5.5.5 and 5.5.5.3. Unless otherwise stated these are Rel-15 requirements.

[TS 36.331, clause 5.5.1]

The UE reports measurement information in accordance with the measurement configuration as provided by E-UTRAN. E-UTRAN provides the measurement configuration applicable for a UE in RRC_CONNECTED by means of dedicated signalling, i.e. using the RRCConnectionReconfiguration or RRCConnectionResume message.

The UE can be requested to perform the following types of measurements:

-
Intra-frequency measurements: measurements at the downlink carrier frequency(ies) of the serving cell(s).

-
Inter-frequency measurements: measurements at frequencies that differ from any of the downlink carrier frequency(ies) of the serving cell(s).

-
Inter-RAT measurements of NR frequencies.

…

The measurement configuration includes the following parameters:

1.
Measurement objects: The objects on which the UE shall perform the measurements.

-
For intra-frequency and inter-frequency measurements a measurement object is a single E-UTRA carrier frequency. Associated with this carrier frequency, E-UTRAN can configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not considered in event evaluation or measurement reporting.

-
For inter-RAT NR measurements a measurement object is a single NR carrier frequency. Associated with this carrier frequency, E-UTRAN can configure a list of 'blacklisted' cells. Blacklisted cells are not considered in event evaluation or measurement reporting.

…

NOTE 1:
Some measurements using the above mentioned measurement objects, only concern a single cell, e.g. measurements used to report neighbouring cell system information, PCell UE Rx-Tx time difference, or a pair of cells, e.g. SSTD measurements between the PCell and the PSCell.

2.
Reporting configurations: A list of reporting configurations where each reporting configuration consists of the following:

-
Reporting criterion: The criterion that triggers the UE to send a measurement report. This can either be periodical or a single event description.

-
Reporting format: The quantities that the UE includes in the measurement report and associated information (e.g. number of cells to report).
3.
Measurement identities: A list of measurement identities where each measurement identity links one measurement object with one reporting configuration. By configuring multiple measurement identities it is possible to link more than one measurement object to the same reporting configuration, as well as to link more than one reporting configuration to the same measurement object. The measurement identity is used as a reference number in the measurement report.

4.
Quantity configurations: One quantity configuration is configured per RAT type. The quantity configuration defines the measurement quantities and associated filtering used for all event evaluation and related reporting of that measurement type. One filter can be configured per measurement quantity, except for NR where the network may configure up to 2 sets of quantity configurations each comprising per measurement quantity separate filters for cell and RS index measurement results. The quantity configuration set that applies for a given measurement is indicated within the NR measurement object.

5.
Measurement gaps: Periods that the UE may use to perform measurements, i.e. no (UL, DL) transmissions are scheduled.

…

For E-UTRA, the UE measures and reports on the serving cell(s), listed cells, detected cells, transmission resource pools for V2X sidelink communication, and, for RSSI and channel occupancy measurements, the UE measures and reports on any reception on the indicated frequency. For inter-RAT NR, the UE measures and reports on detected cells and, if configured with EN-DC, on NR serving cell(s). For inter-RAT UTRA, the UE measures and reports on listed cells and optionally on cells that are within a range for which reporting is allowed by E-UTRAN. For inter-RAT GERAN, the UE measures and reports on detected cells. For inter-RAT CDMA2000, the UE measures and reports on listed cells. For inter-RAT WLAN, the UE measures and reports on listed cells.

[TS 36.331, clause 5.5.4.1]

If security has been activated successfully, The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

…

2>
else:

…

3>
else if the corresponding measObject concerns NR:

4>
if the reportSFTD-Meas is set to pSCell in the corresponding reportConfigInterRAT:

5>
consider the PSCell to be applicable;

4>
else if the reportSFTD-Meas is set to neighborCells in the corresponding reportConfigInterRAT;  

5> if cellsForWhichToReportSFTD is configured in the corresponding measObjectNR:6>
consider any neighbouring NR cell on the associated frequency that is included in cellsForWhichToReportSFTD to be applicable;

5>
else:

6>
consider up to 3 strongest neighbouring NR cells detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId; 

4>
else:

5>
if the eventB1 or eventB2 is configured in the corresponding reportConfig:

6>
consider a serving cell, if any, on the associated NR frequency as neighbouring cell;

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;[TS 36.331, clause 5.5.4.7]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when condition B1-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B1-2, as specified below, is fulfilled;

Inequality B1-1 (Entering condition)
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Inequality B1-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets. For CDMA 2000 measurement result, pilotStrength is divided by -2.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the neighbour inter-RAT cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).

Thresh is the threshold parameter for this event (i.e. b1-Threshold as defined within reportConfigInterRAT for this event). For CDMA2000, b1-Threshold is divided by -2.

Mn is expressed in dBm or in dB, depending on the measurement quantity of the inter-RAT neighbour cell.

Ofn, Hys are expressed in dB.

Thresh is expressed in the same unit as Mn. 

[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN. The UE shall initiate this procedure only after successful security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultPCell to include the quantities of the PCell;

1>
set the measResultServFreqList to include for each E-UTRA SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in 36.133 [16], except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>
for each E-UTRA serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:

3>
set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;

1>
if the triggerType is set to event; and if the corresponding measObject concerns NR; and if eventId is set to eventB1-NR or eventB2-NR; or

1>
if the triggerType is set to event; and if eventId is set to eventA3 or eventA4 or eventA5:

2>
if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to a value other than reportLocation:

3>
set the measResultServFreqListNR to include for each NR serving frequency that the UE is configured to measure according to TS 38.331 [82], if any, the following:

4>
set measResultSCell to include the available results of the NR serving cell, as specified in 5.5.5.2;

4>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

5>
set measResultBestNeighCell to include the available results, as specified in 5.5.5.2, of the best non-serving cell, ordered based on the quantity determined as specified in 5.5.5.2;

3>
for each (serving or neighbouring) cell for which the UE reports results according to the previous, additionally include available beam results according to the following:

4>
if maxReportRS-Index is configured, set measResultRS-IndexList to include available results, as specified in 5.5.5.2, of up to maxReportRS-Index beams, ordered based on the quantity determined as specified in 5.5.5.3;
1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

3>
if the triggerType is set to event:

4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 1:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to event; or the purpose is set to reportStrongestCells or to reportStrongestCellsForSON:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig;

6>
sort the included cells in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
if the measObject associated with this measId concerns NR:

6>
set the measResultCell to include the quantity(ies) indicated in the reportQuantityCellNR within the concerned reportConfig;

6>
if maxReportRS-Index and reportQuantityRS-IndexNR are configured, set measResultRS-IndexList to include results of the best beam and the beams whose quantity is above threshRS-Index defined in the VarMeasConfig for the corresponding measObject, up to maxReportRS-Index beams in total:

7>
order beams based on the sorting quantity determined as specified in 5.5.5.3;

7>
include ssbIndex;

7>
for each included beam:

8>
include ssbIndex;

8>
if reportRS-IndexResultsNR is configured, for each quantity indicated, include the corresponding measurement result in measResultNeighCells;
6>
sort the included cells in order of decreasing sorting quantity determined as specified in 5.5.5.3;

…

[TS 36.331, clause 5.5.5.3]

1>
for cells on the frequency associated with the measId that triggered the measurement reporting, if the reportTrigger is set to event, consider the quantity used in bN-ThresholdYNR to be the sorting quantity;

1>
for other cases, determine the sorting quantity as follows:

2>
consider the following quantities as candidate sorting quantities:

3>
for cells on the frequency associated with the measId that triggered the measurement reporting (for a triggerType set to periodical):

4>
the quantities defined by reportQuantityCellNR, when used for sorting cells;

4>
the quantities defined by reportQuantityRS-IndexNR, when used for sorting beams;

3>
for cells, serving or non-serving (i.e. within reportAddNeighMeas), on NR serving frequencies other than the one associated with the measId triggering reporting:
4>
the available quantities of available NR measurement results as specified in 5.5.5.2;

2>
if there is a single candidate sorting quantity;

3>
consider the concerned quantity to be the sorting quantity;

2>
else:

3>
if RSRP is one of the candidate sorting quantities;

4>
consider RSRP to be the sorting quantity;

3>
else:

4>
consider RSRQ to be the sorting quantity;

8.2.3.1.1.3
Test description

8.2.3.1.1.3.1
Pre-test conditions

System Simulator:

-
E-UTRA Cell 1 and NR Cell 1.

UE:

-
None.

Preamble:

-
The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and Bearers (MCG(s) only) established according to TS 38.508-1 [4].

8.2.3.1.1.3.2
Test procedure sequence

Table 8.2.3.1.3.2-1 and Table 8.2.3.1.3.2-1A illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.3.1.1.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	The power level values are such that entering conditions for event B1 are not satisfied.

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-91
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	The power level values are such that entering conditions for event B1 are satisfied.

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-79
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	The power level values are such that leaving conditions for event B1 are satisfied.

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-91
	


 How the power levels are chosen:
· Event-B1 entering condition is satisfied in T1 if the NR Cell1 power level is greater than B1-Threshod; Out of three available levels, ‘-91’ is chosen as B1-threshold while ‘-82’ is chosen  so that entering condition is satisfied.
· Event-B1 leaving condition is satisfies in T2 if the NR Cell1 power level is less than B1-Threshold; Out of three available levels, ‘-91’ is chosen as B1-threshold while ‘-100’ is chosen  so that leaving condition is satisfied.
· Added Delta(NRf1) to the B1-Threshold in ReportConfig which his signaled to UE (as in Table 8.2.3.1.1.3.3-7: ReportConfig2-B1-NR-r15)
Table 8.2.3.1.1.3.2-1A: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	The power level values are such that entering conditions for event B1 are not satisfied.

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-100
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	The power level values are such that entering conditions for event B1 are satisfied.

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-82
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	The power level values are such that leaving conditions for event B1 are satisfied.

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-100
	


Table 8.2.3.1.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration including measConfig to setup inter RAT measurements and reporting for NR Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurements for NR Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message on E-UTRA Cell 1 to report the event B1 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes NR Cell 1 parameters according to the row "T1".
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B1 for NR Cell 1?
	-->
	MeasurementReport
	2
	P

	6
	The SS changes NR Cell 1 parameters according to the row "T2".
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 15s to allow change of power levels and UE measurements for NR Cell 1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message on E-UTRA Cell 1 to report the event B1 during the next 10s?
	-->
	MeasurementReport
	3
	F


8.2.3.1.1.3.3
Specific message contents

Table 8.2.3.1.1.3.3-0: Conditions for specific message contents
in Tables 8.2.3.1.1.3.3-2.
	Condition
	Explanation

	Band > 64
	If band > 64 is selected


Table 8.2.3.1.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.1.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8, condition MEAS


Table 8.2.3.1.1.3.3-2: MeasConfig (Table 8.2.3.1.1.3.3-1)

	Derivation Path: 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(maxEARFCN)
	
	Band > 64

	    measObjectId[2]
	2
	
	

	    measObject[2]
	MeasObjectNR-GENERIC (NRf1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1]
	ReportConfig1-B1-NR-r15(-85)
	
	FR1

	    reportConfig[1]
	ReportConfig2-B1-NR-r15(-91 + Delta(NRf1))
	
	FR2

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	2
	
	

	    reportConfigId[1]
	3
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measObjectToAddModList-v9e0  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	Band > 64

	    measObjectEUTRA-v9e0[1] SEQUENCE {
	
	
	

	    carrierFreq-v9e0
	Same downlink EARFCN as used for f1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.1.1.3.3-3: QuantityConfig-DEFAULT (Table 8.2.3.1.1.3.3-2)

	Derivation Path: 36.508 [7], Table 4.6.6-3A

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  quantityConfigNRList-r15 SEQUENCE ((SIZE (1..maxQuantSetsNR-r15)) OF SEQUENCE {
	
	
	

	    measQuantityCellNR-r15 SEQUENCE {
	
	
	

	      filterCoeff-RSRP-r15
	fc0
	
	

	      filterCoeff-RSRQ-r15
	fc0
	
	

	      filterCoefficient-SINR-r13
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.1.1.3.3-4: MeasObjectNR-GENERIC (NRf1) (Table 8.2.3.1.1.3.3-2)
	Derivation Path: 36.508 [7], Table 4.6.6-2B

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreq-r15
	Downlink carrier frequency of NR cell 1
	
	

	}
	
	
	


Table 8.2.3.1.1.3.3-5: ReportConfig1-B1-NR-r15(-85) (Table 8.2.3.1.1.3.3-2)

	Derivation Path: 36.508 [7], Table 4.6.6-7AA

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfig-B1-NR ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	  reportAmount
	Infinity
	
	

	  reportQuantityCellNR-r15 ::= SEQUENCE {
	
	
	

	   ss-rsrp
	true
	
	

	   ss-rsrq
	true
	
	

	   ss-sinr
	true
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.1.1.3.3-6: MeasurementReport (step 5, Table 8.2.3.1.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultNeighCellListNR-r15 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              pci-r15 [1]
	PhysicalCellIdentity of NR Cell 1
	
	

	              measResultCell-r15 [1] SEQUENCE {
	
	
	

	                rsrpResult-r15
	(0..127)
	
	

	                rsrqResult-r15
	(0..127)
	
	

	                rs-sinr-Result-r15
	(0..127)
	
	

	              }
	
	
	

	              measResultRS-IndexList-r15
	Not present
	
	

	              cgi-Info-r15
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.1.1.3.3-7: ReportConfig2-B1-NR-r15(-91+ Delta(NRf1)) (Table 8.2.3.1.1.3.3-2)

	Derivation Path: 36.508 [7], Table 4.6.6-7AA

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfig-B1-NR ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	  reportAmount
	Infinity
	
	

	  reportQuantityCellNR-r15 ::= SEQUENCE {
	
	
	

	   ss-rsrp
	true
	
	

	   ss-rsrq
	true
	
	

	   ss-sinr
	true
	
	

	  }
	
	
	

	}
	
	
	

	NOTE 1:
Delta(NRf1) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3


8.2.3.4.1
Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell / EN-DC

8.2.3.4.1.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state in EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and measurement configured for event A1 with event based periodical reporting }

ensure that {

  when { Serving NR cell becomes better than absolute threshold plus hysteresis }

    then {UE sends MeasurementReport message at regular intervals while entering condition for event A1 is satisfied }

            }

(2)

with { UE in RRC_CONNECTED state in EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and periodical measurement reporting triggered by event A1 ongoing }

ensure that {

  when { Serving NR cell becomes worse than absolute threshold minus hysteresis }

    then {UE stops sending MeasurementReport message }

            }

(3)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and measurements are re-configured for event A1 with event based reporting to report on leaving condition }

ensure that {

  when { Serving NR cell becomes worse than absolute threshold minus hysteresis }

    then { UE sends MeasurementReport message when leaving condition for event A1 is satisfied }

            }

8.2.3.4.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331:5.3.5.3; TS 38.331:5.3.5.3, 5.5.2, 5.5.4.1, 5.5.4.2 and 5.5.5.1. Unless otherwise stated these are Rel-15 requirements.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
…

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3];

[TS 38.331, clause 5.3.5.3]

The UE shall perform the following actions upon reception of the RRCReconfiguration:

…

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2.

1>
set the content of RRCReconfigurationComplete message as follows:

2>
if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent, or;

2>
if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:

3> include the uplinkTxDirectCurrentList;

1>
if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2>
if RRCReconfiguration was received via SRB1:

3>
submit the RRCReconfigurationComplete via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

3>
if reconfigurationWithSync was included in spCellConfig of an SCG:

4>
initiate the random access procedure on the SpCell, as specified in TS 38.321 [3]; 

3>
else:

4>
the procedure ends;

NOTE:
The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.

2>
else (RRCReconfiguration was received via SRB3):

3>
submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

NOTE:
For EN-DC, in the case of SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case of SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.

1 > else:

2> submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;

[TS 38.331, clause 5.5.2.3]

The network applies the procedure as follows:

-
configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured;

The UE shall:

1>
for each measId included in the received measIdToAddModList:

2>
if an entry with the matching measId exists in the measIdList within the VarMeasConfig:

3>
replace the entry with the value received for this measId;

2>
else:

3>
add a new entry for this measId within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId;

[TS 38.331, clause 5.5.4.1]

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;

3>
if the corresponding measObject concerns NR;

4>
if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;

…

2>
if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the periodical reporting timer for this measId:

…

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

[TS 38.331, clause 5.5.4.2]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A1-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A1-2, as specified below, is fulfilled;

1>
for this measurement, consider the NR serving cell corresponding to the associated measObjectNR associated with this event.

Inequality A1-1 (Entering condition)
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Inequality A1-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).

Thresh is the threshold parameter for this event (i.e. a1-Threshold as defined within reportConfigNR for this event).

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Hys is expressed in dB.

Thresh is expressed in the same unit as Ms.

[TS 38.331, clause 5.5.5.1]
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Figure 5.5.5.1-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR for each configured serving cell derived based on the rsType indicated in the associated reportConfig;

1>
set the measResultServingCell within measResultServingMOList to include for each NR serving cell that is configured, if any, the servFreqId;

…

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId.

1>
else:

2>
if the reportType is set to periodical:

3>
remove the entry within the VarMeasReportList for this measId;

3>
remove this measId from the measIdList within VarMeasConfig.

1> if the UE is configured with EN-DC:

2>
if SRB3 is configured:

3> submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;

2>else:

3> submit the MeasurementReport message via the EUTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].

1>
else:

2>submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.
8.2.3.4.1.3
Test description

System Simulator:

-
EUTRA Cell 1 is the PCell and NR Cell 1 is the PSCell.

UE:

-
None

Preamble: 

-
The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and Bearers (MCG(s) and SCG) on E-UTRA Cell 1 according to TS 38.508-1 [4], clause 4.5.4.

8.2.3.4.1.3.2
Test procedure sequence

Table 8.2.3.4.1.3.2-1 and Table 8.2.3.4.1.3.2-1A illustrates the downlink power levels to be applied for NR Cell 1 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.3.4.1.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	Power level is such that exit condition for event A1 is satisfied Ms < Thresh + Hys

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-91
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	Power level is such that entry condition for event A1 is satisfied Ms - Hys > Thresh

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-79
	


How the power levels are chosen:
· Event-A1 entering condition is satisfied in T1 if the NR Cell1 power level is greater than A1-Threshod; Out of three available levels, ‘-91’ is chosen as A1-threshold while ‘-82’ is chosen  so that entering condition is satisfied.

· Event-A1 leaving condition is satisfies in T2 if the NR Cell1 power level is less than A1-Threshold; Out of three available levels, ‘-91’ is chosen as A1-threshold while ‘-100’ is chosen  so that leaving condition is satisfied.
· Added Delta(NRf1) to the A1-Threshold in ReportConfig which his signaled to UE (as in Table 8.2.3.4.1.3.3-10 and  8.2.3.4.1.3.3-11)
· Hysterisis is set to ‘0’ as three distiguishables are achieved with assumption of ‘0’.
Table 8.2.3.4.1.3.2-1A: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	Power level is such that Ms  < Thresh + Hys

	
	SS/PBCH

SSS EPRE 
	dBm/SCS
	-
	-100
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	Power level is such that entry condition for event A1 is satisfied Ms - Hys > Thresh

	
	SS/PBCH

SSS EPRE 
	dBm/SCS
	-
	-82
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	Power level is such that exit condition for event A1 is satisfied Ms  < Thresh + Hys

	
	SS/PBCH

SSS EPRE 
	dBm/SCS
	-
	-100
	


Table 8.2.3.4.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including nr Config to setup intra NR measurement for NR Cell 1 and reporting for event A1
	<--
	RRCConnectionReconfiguration 
	-
	-

	2
	The UE transmit an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	SS re-adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport encapsulated in ULInformationTransferMRDC message to report event A1 with the measured [Results] for NR Cell 1?
	-->
	ULInformationTransferMRDC

(MeasurementReport)
	1
	P

	-
	EXCEPTION: Step 5 below is repeated until 3 MeasurementReport messages are received from the UE
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport encapsulated in ULInformationTransferMRDC message, with the measured [Results] value for NR Cell 1?
	-->
	ULInformationTransferMRDC

(MeasurementReport)
	1
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T0".
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 15 s to allow change of power levels for NR Cell 1 and UE measurement.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport encapsulated in ULInformationTransferMRDC message, with the measured [Results] value for NR Cell 1 within the next 10s?
	-->
	ULInformationTransferMRDC

(MeasurementReport)
	2
	F

	9
	The SS transmits an RRCConnectionReconfiguration message including nr Config to setup intra NR measurement for NR Cell 1 and reporting for event A1 on leaving condition.
	<--
	RRCConnectionReconfiguration 
	-
	-

	10
	The UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	11
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.2.3.4.1.3.2-1.
	-
	-
	-
	-

	12
	The UE transmit a MeasurementReport encapsulated in ULInformationTransferMRDC message to report event A1 for NR Cell 1.
	-->
	ULInformationTransferMRDC

(MeasurementReport)
	-
	-

	13
	SS re-adjusts the cell-specific reference signal level according to row "T0" in table 8.2.3.4.1.3.2-1.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a MeasurementReport encapsulated in ULInformationTransferMRDC message, with the measured [Results] value for NR Cell 1?
	-->
	ULInformationTransferMRDC

(MeasurementReport)
	3
	P


8.2.3.4.1.3.3
Specific message contents

Table 8.2.3.4.1.3.3-1: RRCConnectionReconfiguration (step 1, 9, Table 8.2.3.4.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon


Table 8.2.3.4.1.3.3-2: RRCReconfiguration (Table 8.2.3.4.1.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table [4.6.1-13]

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	TS 38.508-1 [4], Table [4.6.5-12].
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration ::= SEQUENCE {
	
	
	

	        radioBearerConfig
	Not present
	
	

	        secondaryCellGroup
	Not present
	
	

	        measConfig
	MeasConfig
	
	

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.4.1.3.3-3: MeasConfig (Table 8.2.3.4.1.3.3-2)

	Derivation path: 38.508-1[4] Table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1.. maxNrofObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	MeasObjectId
	
	

	    measObject CHOICE {
	
	
	

	      measObjectNR[1]
	MeasObjectNR-GENERIC(72)
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId
	
	

	    reportConfig[1]
	ReportConfig1-A1
	
	FR1

	    reportConfig[1]
	ReportConfig2-A1
	
	FR2

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1.. maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	MeasId
	
	

	    measObjectId[1]
	MeasObjectId
	
	

	    reportConfigId[1]
	ReportConfigId
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.4.1.3.3-4: MeasObjectNR-GENERIC(72) (Table 8.2.3.4.1.3.3-3)

	Derivation Path: 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  ssbFrequency
	Downlink carrier frequency of NR cell 1
	
	

	}
	
	
	


Table 8.2.3.4.1.3.3-5: ReportConfig1-A1 (Step 1, Table 8.2.3.4.1.3.3-3)

	Derivation Path: 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A1

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	72
	
	

	        }
	
	
	

	          Hysteresis
	6
	3dB
	

	        }
	
	
	

	        reportAmount
	Infinity
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.4.1.3.3-6: RRCConnectionReconfigurationComplete (step 2, 10 Table 8.2.3.4.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-9 with condition MCG_and_SCG


Table 8.2.3.4.1.3.3-7: MeasurementReport (steps 4, 5, 12, 14, Table 8.2.3.4.1.3.2-2)

	Derivation Path: 38.508-1 [4], Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults
	MeasResults
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.4.1.3.3-8: MeasResults (Table 8.2.3.4.1.3.3-7)
	Derivation Path: 38.508-1 [4], clause 4.6.3-79 with condition A1

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults::= SEQUENCE {
	
	
	

	  measResultServingMOList::= SEQUENCE (SIZE (1.. maxNrofServingCells)) OF SEQUENCE {
	1 entry
	
	

	    servCellId
	Cell index corresponding to NR Cell 1
	
	

	    measResultServingCell SEQUENCE {
	
	
	

	      physCellId
	Physical CellID of the NR Cell 1
	
	

	      measResult SEQUENCE {
	
	
	

	        cellResults SEQUENCE {
	
	
	

	          resultsSSB-Cell SEQUENCE {
	
	
	

	            rsrp
	(0..127)
	
	

	            rsrq
	(0..127)
	
	

	            sinr
	(0..127)
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.4.1.3.3-9: ReportConfig1-A1 (Step 9, Table 8.2.3.4.1.3.3-3)

	Derivation Path: 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A1

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	72
	
	

	          }
	
	
	

	          reportOnLeave
	True
	
	

	          Hysteresis
	6
	3dB
	FR1

	
	0
	0dB
	FR2

	        }
	
	
	

	        reportAmount
	1
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.4.1.3.3-10: ReportConfig2-A1 (Step 1,Table 8.2.3.4.1.3.3-3)

	Derivation Path: 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A1

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	

	          a1-Threshold CHOICE {
	
	
	

	            Rsrp
	66+Delta(NRf1))
	
	

	        }
	
	
	

	          Hysteresis
	6
	3dB
	

	        }
	
	
	

	        reportAmount
	Infinity
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	NOTE 1:
Delta(NRf1) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3


Table 8.2.3.4.1.3.3-11: ReportConfig2-A1 (Step 9, Table 8.2.3.4.1.3.3-3)

	Derivation Path: 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A1

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	66+Delta(NRf1))
	
	

	          }
	
	
	

	          reportOnLeave
	True
	
	

	          Hysteresis
	6
	3dB
	

	        }
	
	
	

	        reportAmount
	1
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	NOTE 1:
Delta(NRf1) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3


8.2.3.5.1
Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell / EN-DC

8.2.3.5.1.1
Test Purpose (TP)

(1)
with { UE in RRC_CONNECTED state in EN-DC mode and measurement configured for event A2 with event based periodical reporting }

ensure that {

  when { Serving NR cell becomes worse than absolute threshold minus hysteresis }

    then { UE sends MeasurementReport message at regular intervals while entering condition for event A2 is satisfied }

            }

(2)

with { UE in RRC_CONNECTED state in EN-DC mode and periodical measurement reporting triggered by event A2 ongoing }

ensure that {

  when { Serving NR cell becomes better than absolute threshold plus hysteresis }

    then { UE stops sending MeasurementReport message }

            }

8.2.3.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.3, TS 38.331, clauses 5.3.5.3,  5.5.4.3. Unless otherwise stated these are Rel-15 requirements.
[TS 36.331, clause 5.3.5.3]

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 3:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or

1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perform the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;
1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

[TS 38.331, clause 5.3.5.3]

1>
if the RRCReconfiguration includes the fullConfig:

2>
perform the radio configuration procedure as specified in 5.3.5.11;

1>
if the RRCReconfiguration includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

1> if the RRCReconfiguration includes the masterKeyUpdate:

2>
perform security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

1>
if the RRCReconfiguration message contains the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:

2> perform the action upon reception of SIB1 as specified in 5.2.2.4.2;

1>
if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:

2> perform the action upon reception of System Information as specified in 5.2.2.4;

1>
set the content of RRCReconfigurationComplete message as follows:

2>
if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent, or;

2>
if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:

3> include the uplinkTxDirectCurrentList;

1>  if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2> if RRCReconfiguration was received via SRB1:

3> submit the RRCReconfigurationComplete via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

3> if reconfigurationWithSync was included in spCellConfig of an SCG:

4> initiate the random access procedure on the SpCell, as specified in TS 38.321 [3]; 

3> else:

4>  the procedure ends;

NOTE:
The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.

2> else (RRCReconfiguration was received via SRB3):

3> submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

NOTE:
For EN-DC, in the case of SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case of SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.

1 > else:

2> submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;

1>  if reconfigurationWithSync was included in spCellConfig of an MCG or SCG, and when MAC of an NR cell group successfully completes a random access procedure triggered above;

2>  stop timer T304 for that cell group;

2>  apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;

2>  apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;

2>  if the reconfigurationWithSync was included in spCellConfig of an MCG:

3> if the active downlink BWP, which is indicated by the firstActiveDownlinkBWP-Id for the target SpCell of the MCG, has a common search space configured:

4> acquire the SIB1 of the target SpCell of the MCG, as specified in 5.2.2.3.1;

2>  the procedure ends.

1>
if the RRCReconfiguration includes the fullConfig:

2>
perform the radio configuration procedure as specified in 5.3.5.11;

1>
if the RRCReconfiguration includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

1> if the RRCReconfiguration includes the masterKeyUpdate:

2>
perform security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

1>
if the RRCReconfiguration message contains the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:

2> perform the action upon reception of SIB1 as specified in 5.2.2.4.2;

1>
if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:

2> perform the action upon reception of System Information as specified in 5.2.2.4;

1>
set the content of RRCReconfigurationComplete message as follows:

2>
if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent, or;

2>
if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:

3> include the uplinkTxDirectCurrentList;

1>  if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2> if RRCReconfiguration was received via SRB1:

3> submit the RRCReconfigurationComplete via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

3> if reconfigurationWithSync was included in spCellConfig of an SCG:

4> initiate the random access procedure on the SpCell, as specified in TS 38.321 [3]; 

3> else:

4>  the procedure ends;

NOTE:
The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.

2> else (RRCReconfiguration was received via SRB3):

3> submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

NOTE:
For EN-DC, in the case of SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case of SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.

1 > else:

2> submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;

1>  if reconfigurationWithSync was included in spCellConfig of an MCG or SCG, and when MAC of an NR cell group successfully completes a random access procedure triggered above;

2>  stop timer T304 for that cell group;

2>  apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;

2>  apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;

2>  if the reconfigurationWithSync was included in spCellConfig of an MCG:

3> if the active downlink BWP, which is indicated by the firstActiveDownlinkBWP-Id for the target SpCell of the MCG, has a common search space configured:

4> acquire the SIB1 of the target SpCell of the MCG, as specified in 5.2.2.3.1;

2>  the procedure ends.

[TS 38.331, clause 5.5.4.3]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;

1>
for this measurement, consider the primary or secondary cell that is configured on the frequency indicated in the associated measObjectNR to be the serving cell;

Inequality A2-1 (Entering condition)
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Inequality A2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).

Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigEUTRA for this event).

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Hys is expressed in dB.

Thresh is expressed in the same unit as Ms.

8.2.3.5.1.3
Test description

8.2.3.5.1.3.1
Pre-test conditions

System Simulator:

-
EUTRA Cell 1 is the PCell and NR Cell 1 is the PS Cell.

UE:

-
None

Preamble:

-
The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and DC Bearers (MCG(s) and SCG) on E-UTRA Cell 1 according to TS 38.508-1, clause 4.5.4 [4].

8.2.3.5.1.3.2
Test procedure sequence

Table 8.2.3.5.1.3.2-1 and Table 8.2.3.5.1.3.2-1A illustrates the downlink power levels to be applied for NR Cell 1 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.3.5.1.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	EUTRA Cell 1
	NR Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-79
	Power level is such that Ms  > Thresh + Hys

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-95
	Power level is such that entry condition for event A2 is satisfied Ms + Hys < Thresh

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-79
	Power level is such that exit condition for event A2 is satisfied Ms  > Thresh + Hys


How the power levels are chosen:
· Event-A2 entering condition is satisfied in T1 if the NR Cell1 power level is less than A2-Threshod; Out of three available levels, ‘-91’ is chosen as A1-threshold while ‘-100’ is chosen  so that entering condition is satisfied.

· Event-A2 leaving condition is satisfies in T2 if the NR Cell1 power level is greater than A2-Threshold; Out of three available levels, ‘-91’ is chosen as A1-threshold while ‘-82’ is chosen  so that leaving condition is satisfied.

· Added Delta(NRf1) to the A2-Threshold in ReportConfig which his signaled to UE (as in Table 8.2.3.5.1.3.3-7)
Table 8.2.3.5.1.3.2-1A: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	EUTRA Cell 1
	NR Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-82
	Power level is such that Ms  > Thresh + Hys

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-100
	Power level is such that entry condition for event A2 is satisfied Ms + Hys < Thresh

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-82
	Power level is such that exit condition for event A2 is satisfied Ms  > Thresh + Hys


Table 8.2.3.5.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra NR measurement for PSCell and reporting for event A2
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	SS re-adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	4
	Check: Does the UE transmit  ULInformationTransferMRDC message containing NR MeasurementReport message to report event A2 with the measured results for NR Cell 1?
	-->
	ULInformationTransferMRDC (MeasurementReport)
	1
	P

	-
	EXCEPTION: Step 5 below is repeated until 3 MeasurementReport messages are received from the UE
	-
	-
	-
	-

	5
	Check: Does the UE transmit a ULInformationTransferMRDC message containing NR MeasurementReport message to report event A2 with the measured results for NR Cell 1?
	-->
	ULInformationTransferMRDC (MeasurementReport)
	1
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2".
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 15 s to allow change of power levels for NR Cell 1 and UE measurement.
	-
	-
	-
	-

	8
	Check: Does the UE attempt to transmit an uplink message within the next 10s?
	-
	-
	2
	F


8.2.3.5.1.3.3
Specific message contents

 Table 8.2.3.5.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.5.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8 with condition MCG_and_SCG

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 ::= SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15  
	OCTET STRING including the RRCReconfiguration message and the IE  measConfig
	
	

	                          }
	
	
	

	                        }  
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.5.1.3.3-2: RRCReconfiguration (Table 8.2.3.5.1.3.3-1)

	Derivation Path: 38.508-1 [4], Table 4.6.1-13 with condition MEAS


Table 8.2.3.5.1.3.3-3: MeasConfig (Table 8.2.3.5.1.3.3-2)

	Derivation path: 38.508-1[4]. Table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1.. maxNrofObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	1
	
	

	    measObject CHOICE {
	
	
	

	      measObjectNR[1]
	Downlink ARFCN of NR Cell2(68)
	ssbFrequency IE equals to ARFCN of NR Cell1
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1]
	ReportConfigNR1-A2
	
	FR1

	    reportConfig[1]
	ReportConfigNR2-A2
	
	FR2

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	1
	
	

	    reportConfigId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.5.1.3.3-4: RRCConnectionReconfigurationComplete (step 2, Table 8.2.3.5.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-9

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE { 
	
	
	

	        nonCriticalExtension SEQUENCE { 
	
	
	

	          nonCriticalExtension SEQUENCE {  
	
	
	

	            nonCriticalExtension SEQUENCE { 
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  scg-ConfigResponseNR-r15    
	Present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.5.1.3.3-5: MeasurementReport (steps 4, 5, Table 8.2.3.5.1.3.2-2)

	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport ::= SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServingMOList SEQUENCE {
	1 entry
	
	

	            servCellId
	Cell index corresponding to NR Cell 1
	
	

	            measResultServingCell SEQUENCE {
	
	
	

	              physCellId
	Physical CellID of the NR Cell 1
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE {
	
	
	

	                cellResults SEQUENCE {
	
	
	

	                  resultsSSB-Cell SEQUENCE {
	
	
	

	                    rsrp
	Not checked
	
	

	                    rsrq
	Not checked
	
	

	                    sinr
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	               rsIndexResults
	Not checked
	
	

	              }
	
	
	

	            }
	
	
	

	            measResultBestNeighCell
	Not checked
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.5.1.3.3-6: ReportConfigNR-A2(60) (Table 8.2.3.5.1.3.3-3)

	Derivation Path: 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	         reportAmount
	infinity
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.5.1.3.3-7: ReportConfigNR-A2(66 + Delta(NRf1)) (Table 8.2.3.5.1.3.3-3)

	Derivation Path: 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	         reportAmount
	infinity
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	NOTE 1:
Delta(NRf1) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3


8.2.3.6.1
Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cells / Intra-frequency measurements / EN-DC

8.2.3.6.1.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and measurements configured for event A3 }

ensure that {

  when { Entry condition for event A3 is not met for neighbour NR cell }

    then { UE does not send MeasurementReport }

            }

(2)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and measurements configured for event A3 }

ensure that {

  when { Neighbour NR cell becomes offset better than serving NR PSCell }

    then { UE sends MeasurementReport with correct measId for event A3 }

            }

8.2.3.6.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.3, TS 38.331, clauses 5.3.5.3, 5.5.2, 5.5.4.1, 5.5.4.4 and 5.5.5. Unless otherwise stated these are Rel-15 requirements.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82], clause 5.3.5.3;

1> set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82, 5.3.5.3];1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 38.331, clause 5.3.5.3]

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;
1>
if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2>
if RRCReconfiguration was received via SRB1:

3>
construct RRCReconfigurationComplete message and submit it via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

[TS 38.331, clause 5.5.2]

The UE shall:

1>
if the received measConfig includes the measObjectToAddModList:

2>
perform the measurement object addition/modification procedure as specified in 5.5.2.5;

1>
if the received measConfig includes the reportConfigToAddModList:

2>
perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;

1>
if the received measConfig includes the measIdToAddModList:

2>
perform the measurement identity addition/modification procedure as specified in 5.5.2.3;

[TS 38.331, clause 5.5.4.1]

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;

3>
if the corresponding measObject concerns NR;

4>
if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;

4>
else:

5>
for events involving a serving cell associated with a measObjectNRand neighbours associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;

2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

[TS 38.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

1>
use the SpCell for Mp, Ofp and Ocp.

NOTE
The cell(s) that triggers the event is on the frequency indicated in the associated measObjectNR which may be different from the frequency used by the NR SpCell.
Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets.

Ofn is the measurement object specific offset of the neighbour cell (i.e. offsetMO as defined within measObjectNR corresponding to the frequency of the neighbour cell).

Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.

Mp is the measurement result of the SpCell, not taking into account any offsets.

Ofp is the measurement object specific offset of the frequency of the SpCell (i.e. offsetMO as defined within measObjectNR corresponding to the frequency of the SpCell).

Ocp is the cell specific offset of the SpCell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the frequency of the SpCell), and is set to zero if not configured for the SpCell.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined withinreportConfigNR for this event).

Off is the offset parameter for this event (i.e. a3-Offset as defined withinreportConfigNR for this event).

Mn, Mp are expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Ofn, Ocn, Ofp, Ocp, Hys, Off are expressed in dB.

[TS 38.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR for each configured serving cell derived based on the rsType indicated in the associated reportConfig;

1>
set the measResultServingCell within measResultServingMOList to include for each NR serving cell that is configured with servingCellMO, if any, the servCellId;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:

2>
for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>for each serving cell measObjectId referenced in the measIdList, other than the measObjectIdcorresponding with the measId that triggered the measurement reporting:

3>
set the measResultBestNeighCell within measResultServingMOList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNRwith  the highest measured RSRP if RSRP measurement results are available for cells on this frequency, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells on this frequency, otherwise with the highest measured SINR;

3>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:

4>
for each best non-serving cell included in the measurement report:

5>include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

3>
if the reportType is set to eventTriggered:

4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

4>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the reportType is set to eventTriggered:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns NR:

6>
if rsType in the associated reportConfig is set to ssb:

7> set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

6>
else if rsType in the associated reportConfig is set to csi-rs:

7> set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8> if reportQuantityRsIndexes and maxNrofRSIndexesToReport are, include beam measurement information as described in 5.5.5.2;

1> if the UE is configured with EN-DC:

2>
if SRB3 is configured:

3> submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;

2>else:

3> submit the MeasurementReport message via the EUTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].

1>
else:

2>submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.
8.2.3.6.1.3
Test description

8.2.3.6.1.3.1
Pre-test conditions

System Simulator:

-
EUTRA Cell 1 is the PCell and NR Cell 1 is the PS Cell.

-
NR Cell 2 is the intra-frequency neighbour cell.

UE:

-
None

Preamble:

-
The UE is in state RRC_CONNECTED in EN-DC mode and DC Bearers (MCG and SCG) on E-UTRA Cell 1 according to TS 38.508-1 [4].

8.2.3.6.1.3.2
Test procedure sequence

Table 8.2.3.6.1.3.2-1 and Table 8.2.3.6.1.3.2-1A illustrates the downlink power levels to be applied for NR Cell 1 and NR Cell 2 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.3.6.1.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	EUTRA Cell 1
	NR Cell 1
	NR Cell 2
	
	
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	-
	
	
	Power levels are such that entry condition for event A3 is not satisfied for any of the neighbour NR cells:
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	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-85
	-91
	
	
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	-
	
	
	Power levels are such that entry condition for event A3 is satisfied for intra-frequency neighbour NR cell (measId 1):
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How the power levels are chosen:
· Event-A3 entering condition is satisfied in T1 if the NR Cell2 power level is greater than power level of NR Cell1; Out of three available levels, ‘-91’ is chosen as NR Cell1 while ‘-82’ is chosen as Power level of NR Cell2.

· Event-A3 leaving condition is satisfied in T0 if the NR Cell2 power level is less than power level of NR Cell1; Out of three available levels, ‘-91’ is chosen as NR Cell1 while ‘-100’ is chosen as Power level of NR Cell2.

· Delta(NRf1) is not applicable in case of intra-frequency A3 measurement case
Table 8.2.3.6.1.3.2-1A: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	EUTRA Cell 1
	NR Cell 1
	NR Cell 2
	
	
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	
	
	Power levels are such that entry condition for event A3 is not satisfied for any of the neighbour NR cells:
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	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-91
	-100
	
	
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	
	
	Power levels are such that entry condition for event A3 is satisfied for intra-frequency neighbour NR cell (measId 1):
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Table 8.2.3.6.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration to setup measurements for neighbour NR Cells and reporting for event A3
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete (RRCReconfigurationComplete)
	-
	-

	3
	Check: Does the UE transmit an ULInformationTransferMRDC message containing NR MeasurementReport message within the next 10s to report event A3?
	-->
	ULInformationTransferMRDC (MeasurementReport)
	1
	F

	4
	The SS re-adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ULInformationTransferMRDC message containing NR MeasurementReport message to report event A3 (measId 1) with the measured value for NR Cell 2?
	-->
	ULInformationTransferMRDC (MeasurementReport)
	2
	P


8.2.3.6.1.3.3
Specific message contents

Table 8.2.3.6.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.6.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon


Table 8.2.3.6.1.3.3-2: RRCReconfiguration (Table 8.2.3.6.1.3.3-1)

	Derivation Path: 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	Not Present
	
	

	      secondaryCellGroup
	Not Present
	
	

	      measConfig
	MeasConfig-A3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.6.1.3.3-3: MeasConfig-A3 (Table 8.2.3.6.1.3.3-2)

	Derivation Path: 38.508-1 [4], Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList
	MeasObjectNRAddMod
	
	

	  ReportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId[1]
	ReportConfigId
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR(66)

Same as TS 38.508-1 [4], Table 4.6.3-142 except for reportAmount set to ‘r1’


	Thresh value set to -91dBm
	EVENT_A3

	    }
	
	
	

	  }
	
	
	

	  MeasIdToAddModList ::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	1
	
	

	    reportConfigId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.6.1.3.3-4: MeasObjectNRAddMod (Table 8.2.3.6.1.3.3-3)
	Derivation Path: 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	measObjectToAddModList ::= SEQUENCE (SIZE (1.. maxNrofObjectId)) OF SEQUENCE {  
	1 entry
	
	

	  measObjectId[1]
	1
	
	

	  measObject CHOICE {
	
	
	

	    measObjectNR
	MeasObjectNR(59)
	ssbFrequency IE equals the ARFCN for NR Cell 2

Thresh value set to -97dBm
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.6.1.3.3-5: RRCConnectionReconfigurationComplete (step 2, Table 8.2.3.6.1.3.2-2)

	Derivation Path: 36.508 [7] , Table 4.6.1-9 with condition MCG_and_SCG


Table 8.2.3.6.1.3.3-6: ULInformationTransferMRDC (step 5, Table 8.2.3.6.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-27

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransferMRDC ::= SEQUENCE {
	
	
	

	  ul-DCCH-MessageNR-r15
	OCTET STRING including the MeasurementReport message according to Table 8.2.3.6.1.3.3-7
	
	

	}
	
	
	


Table 8.2.3.6.1.3.3-7: MeasurementReport (Table 8.2.3.6.1.3.3-6)

	Derivation Path: 38.508-1 [4], Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	measurementReport ::= SEQUENCE {
	
	
	

	  measResults ::= SEQUENCE {
	
	
	

	    measId
	1
	
	

	    measResultServingMOList ::= SEQUENCE (SIZE (1..maxNrofServingCells)) {
	
	Report NR Cell 1
	

	      servCellId
	Cell index corresponding to NR Cell 1
	
	

	      measResultServingCell ::= SEQUENCE {
	
	
	

	        physCellId
	Phy cell id corresponding to NR Cell 1
	
	

	        measResult SEQUENCE {
	
	
	

	          cellResults SEQUENCE{
	
	
	

	            resultsSSB-Cell ::= SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    measResultNeighCells ::= SEQUENCE (SIZE (1..maxCellReport)) {
	1 entry
	Report NR Cell 2
	

	      measResultListNR ::= SEQUENCE {
	
	
	

	        physCellId
	Phy cell id corresponding to NR Cell 2
	
	

	        measResult SEQUENCE {
	
	
	

	            cellResults SEQUENCE{
	
	
	

	            resultsSSB-Cell ::= SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.3.7.1
Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC

8.2.3.7.1.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and measurement configured for event A4 with event based periodical reporting }

ensure that {

  when { Neighbour NR cell becomes better than absolute threshold }

    then { UE sends MeasurementReport message at regular intervals while entering condition for event A4 is satisfied }

            }

(2)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and periodical measurement reporting triggered by event A4 ongoing }

ensure that {

  when { Neighbour NR cell becomes worse than absolute threshold }

    then { UE stops sending MeasurementReport message }

            }

8.2.3.7.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.5.3, and TS 38.331, clause 5.3.5.3, 5.5.2.1, 5.5.4.1, 5.5.4.5 and 5.5.5.1. Unless otherwise stated these are Rel-15 requirements.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig: 

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3];

…

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

…

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:
3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82, 5.3.5.3];
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 38.331, clause 5.3.5.3]

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

…

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

…

1>
if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2>
if RRCReconfiguration was received via SRB1:

3>
submit the RRCReconfigurationComplete via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

[TS 38.331, clause 5.5.2.1]

The network applies the procedure as follows:

-
to ensure that, whenever the UE has a measConfig, it includes a measObject for the SpCell and for each NR SCell to be measured;

-
to configure at most one measurement identity using a reporting configuration with the reportType set to reportCGI;
-
to ensure that, for all SSB based reporting configurations have at most one measurement object with the same ssbFrequency and ssbSubcarrierSpacing;
The UE shall:

…

1>
if the received measConfig includes the measObjectToAddModList:

2>
perform the measurement object addition/modification procedure as specified in 5.5.2.5;

…

1>
if the received measConfig includes the reportConfigToAddModList:

2>
perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;

…

1>
if the received measConfig includes the measIdToAddModList:

2>
perform the measurement identity addition/modification procedure as specified in 5.5.2.3;

1>
if the received measConfig includes the measGapConfig:

2>
perform the measurement gap configuration procedure as specified in 5.5.2.9;

[TS 38.331, clause 5.5.4.1]

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;

3>
if the corresponding measObject concerns NR;

4>
if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;

4>
else:

5>
for events involving a serving cell associated with a measObjectNRand neighbours associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;

5>
if useWhiteCellList is set to TRUE:

6>
consider any neighbouring cell detected based on parameters in the associated measObjectNRto be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;
5>
else:

6>
consider any neighbouring cell detected based on parameters in the associated measObjectNRto be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
3>
else if the corresponding measObject concerns E-UTRA;

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModListEUTRAN defined within the VarMeasConfig for this measId;

2>
if the corresponding reportConfig includes a reportType set to reportCGI:

3>
consider the cell detected on the associated measObject which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding reportConfig within the VarMeasConfig to be applicable;

2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if reportType is set to periodical and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

4>
if the reportAmount exceeds 1:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell;

4>
else (i.e. the reportAmount is equal to 1):

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell and for the strongest cell among the applicable cells;

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5.

[TS 38.331, clause 5.5.4.5]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A4-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A4-2, as specified below, is fulfilled.

Inequality A4-1 (Entering condition)

Mn + Ofn + Ocn – Hys > Thresh
Inequality A4-2 (Leaving condition)

Mn + Ofn + Ocn + Hys < Thresh
The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets.

Ofn is the measurement object specific offset of the neighbour cell (i.e. offsetMO as defined within measObjectNR corresponding to the neighbour cell).
Ocn is the measurement object specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the neighbour cell), and set to zero if not configured for the neighbour cell.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).

Thresh is the threshold parameter for this event (i.e. a4-Threshold as defined within reportConfigNR for this event).

Mn is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Ofn, Ocn, Hys are expressed in dB.

Thresh is expressed in the same unit as Mn.

[TS 38.331, clause 5.5.5.1]

The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR for each configured serving cell derived based on the rsType indicated in the associated reportConfig;

1>
set the measResultServingCell within measResultServingMOList to include for each NR serving cell that is configured with servingCellMO, if any, the servCellId;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:

2>
for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>for each serving cell measObjectId referenced in the measIdList, other than the measObjectId corresponding with the measId that triggered the measurement reporting:

3>
set the measResultBestNeighCell within measResultServingMOList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR;

3>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:
4>
for each best non-serving cell included in the measurement report:

5>include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

3>
if the reportType is set to eventTriggered:

4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

4>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the reportType is set to eventTriggered:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns NR:

6>
if rsType in the associated reportConfig is set to ssb:
7>
set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

6>
else if rsType in the associated reportConfig is set to csi-rs:
7>
set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are, include beam measurement information as described in 5.5.5.2; 

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfigInterRAT in order of decreasing E-UTRA trigger quantity, i.e. the best cell is included first;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the reportType is set to periodical:

3>
remove the entry within the VarMeasReportList for this measId;

3>
remove this measId from the measIdList within VarMeasConfig;

1>
 if the UE is configured with EN-DC:

2>
if SRB3 is configured:

3>
submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;

2>else:

3>
submit the MeasurementReport message via the EUTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].

1>
else:

2>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.2.3.7.1.3
Test description

8.2.3.7.1.3.1
Pre-test conditions

System Simulator:

-
E-UTRA Cell 1 is the PCell and NR Cell 1 is the PSCell

-
NR Cell 2 is the intra-frequency neighbour cell of NR Cell 1.

UE:

-
None

Preamble:

-
The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and DC Bearers (MCG(s) and SCG) on E-UTRA Cell 1 according to TS 38.508-1 [4], clause 4.5.4.

8.2.3.7.1.3.2
Test procedure sequence

Table 8.2.3.7.1.3.2-1 and Table 8.2.3.7.1.3.2-1A illustrates the downlink power levels to be applied for E-UTRA Cell 1, NR Cell 1and NR Cell 2 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.3.7.1.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	NR Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	-
	The power level values are such that entry condition for event A4 is not satisfied 

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-88
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	-
	The power level values are such that entry condition for event A4 is satisfied for intra-frequency neighbour NR Cell 2

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-88
	-79
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	-
	The power level values are such that entry conditions for event A4 is not satisfied for intra-frequency neighbour NR Cell 2

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-88
	-91
	


How the power levels are chosen:
· Event-A4 entering condition is satisfied in T1 if the NR Cell1 power level is greater than A4-Threshod; Out of three available levels, ‘-91’ is chosen as A1-threshold while ‘-82’ is chosen  so that entering condition is satisfied.

· Event-A4 leaving condition is satisfies in T2 if the NR Cell1 power level is less than A4-Threshold; Out of three available levels, ‘-91’ is chosen as A1-threshold while ‘-100’ is chosen  so that leaving condition is satisfied.

· Added Delta(NRf1) to the A4-Threshold in ReportConfig which his signaled to UE (as in Table 8.2.3.7.1.3.3-9)
Table 8.2.3.7.1.3.2-1A: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	NR Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	The power level values are such that entry condition for event A4 is not satisfied 

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-91
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	The power level values are such that entry condition for event A4 is satisfied for intra-frequency neighbour NR Cell 2

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-91
	-82
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	The power level values are such that entry conditions for event A4 is not satisfied for intra-frequency neighbour NR Cell 2

	
	SS/PBCH

SSS EPRE
	dBm/SCS
	-
	-91
	-100
	


Table 8.2.3.7.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message to setup NR measurement and reporting of event A4. 
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)


	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete (RRCReconfigurationComplete)
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	4
	Check: Does the UE transmit ULInformationTransferMRDC message containing NR MeasurementReport message to report event A4 with the measured Results for NR Cell 2?
	-->
	ULInformationTransferMRDC (MeasurementReport)
	1
	P

	-
	EXCEPTION: Step 5 below is repeated until 3 MeasurementReport messages are received from the UE
	-
	-
	-
	-

	5
	Check: Does the UE transmit ULInformationTransferMRDC message containing NR MeasurementReport message to report event A4 with the measured Results for NR Cell 2?
	-->
	ULInformationTransferMRDC (MeasurementReport)
	1
	P

	6
	The SS re-adjusts the cell-specific reference signal level according to row "T2".
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 15 s to allow change of power levels for NR Cell 2 and UE measurement.
	-
	-
	-
	-

	8
	Check: Does the UE attempt to transmit an uplink message within the next 10s?
	-
	-
	2
	F


8.2.3.7.1.3.3
Specific message contents

Table 8.2.3.7.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.7.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon


Table 8.2.3.7.1.3.3-2: RRCReconfiguration (Table 8.2.3.7.1.3.3-1)

	Derivation Path: 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	Not Present
	
	

	      secondaryCellGroup
	Not Present
	
	

	      measConfig
	MeasConfig-A4
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.7.1.3.3-3: MeasConfig-A4 (Table 8.2.3.7.1.3.3-2)

	Derivation Path: 38.508-1 [4], Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList
	MeasObjectNR-A4
	
	

	  reportConfigToAddModList
	ReportConfigNR1-A4
	
	FR1

	  reportConfigToAddModList
	ReportConfigNR2-A4
	
	FR2

	  MeasIdToAddModList ::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1  entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	1
	
	

	    reportConfigId[1]
	1
	
	

	}
	
	
	


Table 8.2.3.7.1.3.3-4: MeasObjectNR-A4 (Table 8.2.3.7.1.3.3-3)
	Derivation Path: 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	measObjectToAddModList ::= SEQUENCE (SIZE (1.. maxNrofObjectId)) OF SEQUENCE {  
	1 entry
	
	

	  measObjectId[1]
	1
	
	

	  measObject CHOICE {
	
	
	

	    measObjectNR SEQUENCE {
	
	
	

	      ssbFrequency  
	ssbFrequency IE equals the ARFCN for NR Cell 2
	
	

	      absThreshSS-BlocksConsolidation
	Not Present
	
	

	      absThreshCSI-RS-Consolidation
	Not Present
	
	

	    }  
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.7.1.3.3-5: ReportConfigNR1-A4 (Table 8.2.3.7.1.3.3-3)
	Derivation Path: 38.508-1 [4], Table 4.6.3-143 with condition EVENT_A4

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	  reportConfigId[1]
	1
	
	

	  reportConfig[1] CHOICE {
	
	
	

	    reportConfigNR SEQUENCE {
	
	
	

	      reportType CHOICE {
	
	
	

	        eventTriggered SEQUENCE {
	
	
	

	          eventId CHOICE {
	
	
	

	            eventA4 SEQUENCE {
	
	
	

	              a4-Threshold CHOICE {
	
	
	

	                rsrp
	71
	SS RSRP corresponding to  -85dBm
	

	              }
	
	
	

	            }
	
	
	

	          } 
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }  
	
	
	

	  reportInterval[1]
	ms1024
	
	

	  reportAmount[1] 
	Infinity
	
	

	}
	
	
	


Table 8.2.3.7.1.3.3-6: RRCConnectionReconfigurationComplete (step 2, Table 8.2.3.7.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-9 with condition MCG_and_SCG


Table 8.2.3.7.1.3.3-7: ULInformationTransferMRDC (steps 4, 5, Table 8.2.3.7.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-27

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransferMRDC ::= SEQUENCE {
	
	
	

	  ul-DCCH-MessageNR-r15
	OCTET STRING including the MeasurementReport message according to Table 8.2.3.7.1.3.3-8
	
	

	}
	
	
	


Table 8.2.3.7.1.3.3-8: MeasurementReport (steps 4, 5, Table 8.2.3.7.1.3.2-2)

	Derivation Path: 38.508-1 [4], Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	measurementReport ::= SEQUENCE {
	
	
	

	  measResults ::= SEQUENCE {
	
	
	

	    measId
	1
	
	

	    measResultServingMOList ::= SEQUENCE (SIZE (1..maxNrofServingCells)) {
	
	Report NR Cell 1
	

	      servCellId
	Cell index corresponding to NR Cell 1
	
	

	      measResultServingCell ::= SEQUENCE {
	
	
	

	        physCellId
	Phy cell id corresponding to NR Cell 1
	
	

	        measResult SEQUENCE {
	
	
	

	          cellResults SEQUENCE{
	
	
	

	            resultsSSB-Cell ::= SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    measResultNeighCells ::= SEQUENCE (SIZE (1..maxCellReport)) {
	1 entry
	Report NR Cell 2
	

	      measResultListNR ::= SEQUENCE {
	
	
	

	        physCellId
	Phy cell id corresponding to NR Cell 2
	
	

	        measResult SEQUENCE {
	
	
	

	            cellResults SEQUENCE{
	
	
	

	            resultsSSB-Cell ::= SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.7.1.3.3-9: ReportConfigNR2-A4 (Table 8.2.3.7.1.3.3-3)
	Derivation Path: 38.508-1 [4], Table 4.6.3-143 with condition EVENT_A4

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	  reportConfigId[1]
	1
	
	

	  reportConfig[1] CHOICE {
	
	
	

	    reportConfigNR SEQUENCE {
	
	
	

	      reportType CHOICE {
	
	
	

	        eventTriggered SEQUENCE {
	
	
	

	          eventId CHOICE {
	
	
	

	            eventA4 SEQUENCE {
	
	
	

	              a4-Threshold CHOICE {
	
	
	

	                rsrp
	66 + Delta(NRf1)
	SS RSRP corresponding to  -91dBm
	

	              }
	
	
	

	            }
	
	
	

	          } 
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }  
	
	
	

	  reportInterval[1]
	ms1024
	
	

	  reportAmount[1] 
	Infinity
	
	

	}
	
	
	

	NOTE 1:
Delta(NRf1) is derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3
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