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<< Beginning of changes>>
7.3A.2	Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
7.3A.2.1	Test purpose
Same as in clause 7.3A.1.1.
7.3A.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.3A.2.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.2.4	Test description
7.3A.2.4.1	Initial conditions
Same as in clause 7.3A.1.4.1 with the following exceptions:
-	Instead of Table 7.3A.1.4.1-1 use Table 7.3A.2.4.1-1.
Table 7.3A.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Low range, High range
C: Low range, High range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg
(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	QPSK
	6+25
	QPSK
	6
	P_6@0
	-
	-
	-

	15
	25
	QPSK
	15+25
	QPSK
	15
	P_15@0
	-
	-
	-

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-
	-
	-

	25
	15
	QPSK
	25+15
	QPSK
	25
	P_25@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	25
	P_25@0
	-
	-
	-

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	100
	QPSK
	25+100
	QPSK
	25
	P_25@0
	-
	-
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-
	-
	-

	50
	75
	QPSK
	50+75
	QPSK
	50
	P_50@0
	-
	-
	-

	75
	25
	QPSK
	75+25
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	-
	-
	-

	Note 1:	CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.
Note 2:	Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier is tested per Test CA configuration.
Note 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:	For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].



<< End of changes>>

