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	Reason for change:
	Current ETWS TC is tested with Data Coding Scheme 0. To handle multiple language requirement, the dataCodingScheme value in SIB11 should be updated.

	
	

	Summary of change:
	
The dataCodingScheme value in Table 4.4.3.3-10 SIB11 is changed into variable as per the pixit px_PWS_CB_DataCodingScheme value.
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The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.
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[bookmark: _Toc4578121]-	SystemInformationBlockType11
The IE SystemInformationBlockType11 contains an ETWS secondary notification.
Table 4.4.3.3-10: SystemInformationBlockType11 (1st Segment)
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType11 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message [see TS 23.041]
	

	serialNumber
- Geographical Scope (2 bit)

- Message Code (10 bit)
  
  - Emergency User Alert (1 bit)


  - Popup (1 bit)

  - Update Number (4 bit)
	'0011 0000 0000 0000'B
Octet 1 bit 7 ~ 6

Octet 1 bit 5 ~ Octet 2 bit 4
Octet 1 bit 5


Octet 1 bit 4

Octet 2 bit 3 ~ 0
	
Cell wide;

'11 0000 0000'B

Activate emergency user alert;
Activate popup;

For each update, incremented by one. 
[see TS 23.041]
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	0
	
	

	  warningMessageSegment
	Octetstring of N 
	where N ≥ 1 and less than 1246.
[see TS 23.041]
	

	  dataCodingScheme
	Bitstring (8) ID of the alphabet/coding and the applied language [see TS 23.041]
	
Provided  as PIXITs [see TS 36.523-3 [20] cl. 9]

	

	}
	
	
	



