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<<Unchaged sections skipped>>
6.5.2.1
Spectrum Emission Mask

<<Unchaged sections skipped>>
6.5.2.1.4.2
Test procedure

1.
Set the UE in the Tx beam peak direction found with a TX beam peak direction search as performed in Annex K.

2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.5.2.1.4.2-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

3.
Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200 ms for the UE to reach maximum output power.

4.
Measure UE EIRP in the Tx beam peak direction in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in Table 6.2.1.1.5-3 for Min peak EIRP requirement and section 6.2.2.3 UE maximum output power reduction minimum requirements. EIRP measurement procedure is defined in Annex K. The period of the measurement shall be at least 1 msec over consecutive active uplink slots. EIRP is captured from both polarizations, theta and phi.

5.
Measure the TRP of the transmitted signal with a measurement filter of bandwidths according to table 6.5.2.1.1.5-1. The centre frequency of the filter shall be stepped in continuous steps according to the same table. TRP shall be recorded for each step. The measurement period shall capture the active time slots. Total radiated power is measured according to TRP measurement procedure defined in Annex K. The measurement grid used for TRP measurement defined in Annex M. TRP is calculated considering both polarizations, theta and phi.

NOTE 1: When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.5.2.1.4.1-1, send an NR RRCReconfiguration message according to TS 38.508-1 [10] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition. 

6.5.2.1.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.5.2.1.5
Test requirement

The measured EIRP derived in step 4, shall fulfil requirements in section 6.2.2 UE maximum output power reduction as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5.2.1.5-1.

Table 6.5.2.1.5-1: General NR spectrum emission mask for Range 2

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	50

MHz
	100

MHz
	200

MHz
	400

MHz
	Measurement bandwidth

	( 0-5
	-5 + TT
	-5 + TT
	-5 + TT
	-5 + TT
	1 MHz 

	( 5-10
	-13 + TT
	-5 + TT
	-5 + TT
	-5 + TT
	1 MHz

	( 10-20
	-13 + TT
	-13 + TT
	-5 + TT
	-5 + TT
	1 MHz

	( 20-40
	-13 + TT
	-13 + TT
	-13 + TT
	-5 + TT
	1 MHz

	( 40-100
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	1 MHz

	( 100-200
	
	-13 + TT
	-13 + TT
	-13 + TT
	1 MHz

	( 200-400
	
	
	-13 + TT
	-13 +TT
	1 MHz

	( 400-800
	
	
	
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5.2.1.5-1a

NOTE 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

NOTE 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.


Table 6.5.2.1.5-1a: Test Tolerance (Spectrum emission mask)

	Test Metric
	23.45GHz ≤ f ≤ 32.125GHz
	32.125GHz < f ≤ 40.8GHz

	IFF (DUT ≤ 15 cm)
	3.21 dB
	3.46 dB

	IFF (DUT ≤ 30 cm)
	3.15 dB
	3.39 dB


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<<Unchaged sections skipped>>
6.5.2.3
Adjacent channel leakage ratio

<<Unchaged sections skipped>>
6.5.2.3.4.2
Test procedure

1.
Set the UE in the Tx beam peak direction found with a TX beam peak direction search as performed in Annex K.

2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.5.2.3.1.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

3.
Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200 ms for the UE to reach maximum output power.
4.
Measure UE EIRP in the Tx beam peak direction in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in Table 6.2.1.1.5-3 for Min peak EIRP requirement with section 6.2.2.3 UE maximum output power reduction minimum requirements. EIRP measurement procedure is defined in Annex K. The period of the measurement shall be at least 1 msec over consecutive active uplink slots. EIRP is captured from both polarizations, theta and phi.
5.
Measure TRP of the transmitted signal for the assigned NR channel with a rectangular measurement filter with bandwidths according to Table 6.5.2.3.5-1. Total radiated power is measured according to TRP measurement procedure defined in Annex K and measurement grid specified in Annex M. TRP is calculated considering both polarizations, theta and phi.

6.
Measure TRP of the first NR adjacent channel on both lower and upper side of the assigned NR channel, respectively using a rectangular measurement filter with bandwidths according to Table 6.5.2.3.5-1. Total radiated power is measured according to TRP measurement procedure defined in Annex K. The measurement grid used for TRP measurement defined in Annex M. TRP is calculated considering both polarizations, theta and phi.

7.
Calculate the ratios of the power between the values measured in step 4 over step 5 for lower and upper NR ACLR, respectively.

NOTE 1: When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.5.2.3.4.1-1, send an NR RRCReconfiguration message according to TS 38.508-1 [x] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition. 

6.5.2.3.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.5.2.3.5
Test requirement

The measured EIRP derived in step 4, shall fulfil requirements in section 6.2.2 UE maximum output power reduction as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5.2.1.5-1. The measured NR ACLR, derived in step 6, shall be higher than the limits in table 6.5.2.3.5-1.

Table 6.5.2.3.5-1: General requirements for NRACLR
	
	Channel bandwidth / NRACLR / Measurement bandwidth

	
	50

MHz
	100

MHz
	200

MHz
	400

MHz

	NRACLR for band n257, n258
	17 + TT dB
	17 + TT dB
	17 + TT dB
	17 + TT dB

	NRACLR for band n260
	16 + TT dB
	16 + TT dB
	16 + TT dB
	16 + TT dB

	NR channel Measurement bandwidth
	47.52 MHz
	95.04 MHz
	190.08 MHz
	380.16 MHz

	Adjacent channel centre frequency offset [MHz]
	+50

/

-50
	+100.0

/

-100.0
	+200

/

-200
	+400

/

-400

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5.2.3.5-1a


Table 6.5.2.3.5-1a: Test Tolerance (Adjacent channel leakage ratio)

	Test Metric
	23.45GHz ≤ f ≤ 30.3GHz
	30.3GHz < f ≤ 40.8GHz

	IFF (DUT ≤ 15 cm)
	TBD
	TBD

	IFF (DUT ≤ 30 cm)
	[4.6] dB
	[5.0] dB


<<End of change>>
