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<Start of modified section>
6.1.2.5.3.2
Test procedure sequence

Table 6.1.2.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the MCPTT User requesting the establishment of an MCPTT On-demand chat group call for the selected MCPTT broadcast group GROUP A, with explicit floor control.

NOTE: This is expected to be done via a suitable implementation dependent MMI.
	-
	-
	-
	-

	-
	EXCEPTION: The E-UTRA/EPC actions which are related to the MCPTT call establishment are described in TS 36.579-1 [2], subclause 5.4.3 'Generic Test Procedure for MCPTT CO communication in E-UTRA'. The test sequence below shows only the MCPTT relevant messages exchanged.
	-
	-
	-
	-

	2
	Check: Does the UE (MCPTT client) send an initial SIP INVITE request requesting the establishment of an MCPTT On-demand chat group call?
	-->
	SIP INVITE
	1
	P

	3
	The SS (MCPTT server) sends SIP 100 (Trying).
	<--
	SIP 100 (Trying)
	
	

	4
	The SS sends SIP 200 (OK), indicating that the MCPTT call has been established.
	<--
	SIP 200 (OK)
	-
	-

	5
	Check: Does the UE (MCPTT client) send a SIP ACK in response to the SIP 200 (OK)?
	-->
	SIP ACK
	1
	P

	5A
	Check: Does the UE (MCPTT client) notify the user that the call has been successfully established?

NOTE: This is expected to be done via a suitable implementation dependent MMI.
	-
	-
	1
	P

	6
	The SS (MCPTT server) sends a SIP BYE request to terminate the MCPTT session.
	<--
	SIP BYE
	-
	-

	7
	The UE (MCPTT client) send a SIP 200 (OK).
	-->
	SIP 200 (OK)
	-
	-

	-
	EXCEPTION: SS releases the E-UTRA connection.
	-
	-
	-
	-


<End of modified section>
