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<Unchanged sections skipped>
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.7
	E-UTRAN FDD - FDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.8
	E-UTRAN TDD - TDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.9
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	4.2.10
	E-UTRAN FDD – FDD reselection using an increased number of carriers
	Rel-12
	C01s
	UE supporting E-UTRA FDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.2.11
	E-UTRAN TDD – TDD reselection using an increased number of carriers
	Rel-12
	C01t
	UE supporting E-UTRA TDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.2.12
	E-UTRAN FDD - FDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	4.2.13
	E-UTRAN HD - FDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	4.2.14
	E-UTRAN TDD - TDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	4.2.15
	E-UTRAN FDD - FDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C94e
	UE supporting E-UTRA FD-FDD and CEMode B
	
	
	

	4.2.16
	E-UTRAN HD - FDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	4.2.17
	E-UTRAN TDD - TDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	4.2.18
	HD-FDD Cell Re-selection Intra frequency case for Category NB1 UE In-Band mode under Normal Coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	
	
	Rel-14
	C218
	UE supporting category NB2
	
	
	

	4.2.19
	HD – FDD Intra frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	
	
	Rel-14
	C218
	UE supporting category NB2
	
	
	

	4.2.20
	E-UTRAN FDD – FDD Intra frequency case for UE Category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	4.2.21
	E-UTRAN TDD – TDD Intra frequency case for UE Category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.22
	E-UTRAN FDD - FDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	C196
	UEs supporting E-UTRA FDD and high speed enhancement for measurement
	
	
	

	4.2.23
	E-UTRAN TDD - TDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	C197
	UEs supporting E-UTRA TDD and high speed enhancement for measurement
	
	
	

	4.2.24
	HD – FDD Inter frequency case for UE Category NB1 In-Band mode in normal coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	4.2.25
	E-UTRAN FDD – FDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	4.2.26
	E-UTRAN HD – FDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	4.2.27
	E-UTRAN TDD – TDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	4.2.28
	E-UTRAN FDD – FDD Inter frequency case for CE UE in enhanced coverage
	Rel-13
	C94e
	UE supporting E-UTRA FD-FDD and CEModeB
	
	
	

	4.2.29
	E-UTRAN HD – FDD Inter frequency case for CE UE in enhanced coverage
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	4.2.30
	E-UTRAN TDD Inter frequency case for CE UE in enhanced coverage
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	4.2.31
	E-UTRAN FDD – FDD Inter frequency case for UE Category 1bis
	Rel-13
	C01m
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	4.2.32
	E-UTRAN FDD – TDD Inter frequency case for UE Category 1bis
	Rel-13
	C03a
	UE supporting E-UTRA FDD and E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.33
	E-UTRAN TDD – FDD Inter frequency case for UE Category 1bis
	Rel-13
	C03a
	UE supporting E-UTRA FDD and E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.34
	E-UTRAN TDD – TDD: Inter frequency case for UE Category 1bis
	Rel-13
	C02m
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	4.3.1.1
	E-UTRA FDD - UTRAN FDD cell re-selection
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	4.3.1.2
	E-UTRA FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	4.3.1.3
	E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	4.3.1.4
	E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority for 5MHz bandwidth
	Rel-8
	C53
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_Nand UTRA FDD
	
	
	

	<<Many rows skipped>>

	9.11.1
	FS3 average RSSI accuracy case (PCell using FDD)
	Rel-13
	 C157
	UE supporting E-UTRA FDD and Downlink LAA with FDD as Pcell and RSSI measurement
	
	
	2Rx, 4Rx

	9.11.2
	FS3 average RSSI accuracy case (PCell using TDD)
	Rel-13
	C158
	UE supporting E-UTRA TDD and Downlink LAA with TDD as Pcell and RSSI measurement
	
	
	2Rx, 4Rx

	9.12.1
	FS3 channel occupancy test (PCell using FDD)
	Rel-13
	C157
	UE supporting E-UTRA FDD and Downlink LAA with FDD as Pcell and channel occupancy measurement
	
	
	2Rx, 4Rx

	9.12.2
	FS3 channel occupancy test (PCell using TDD)
	Rel-13
	C158
	UE supporting E-UTRA TDD and Downlink LAA with TDD as Pcell and channel occupancy measurement
	
	
	2Rx, 4Rx

	V2V Communications

	11.1
	V2V UE Transmission Timing Accuracy Test
	Rel-14
	C203
	UE supporting V2X Sidelink communication
	
	
	

	11.2
	Interruptions due to V2V sidelink communication
	Rel-14
	C204
	UE supporting V2X Sidelink communication
	
	
	

	V2X Communications

	12.1.1
	V2X UE Transmission Timing Accuracy Test for eNB as Timing Reference
	Rel-14
	C204
	UE supporting E-UTRA and V2X Sidelink communication
	
	
	

	12.1.2
	V2X UE Transmission Timing Accuracy Test for SyncRef UE as Timing Reference
	Rel-14
	C216
	UE supporting V2X Sidelink communication and SLSS transmission and reception
	
	
	

	12.4
	Congestion Control Measurement Test for V2X UE
	Rel-14
	C217
	UE supporting V2X Sidelink communication and congestion control
	
	
	


<End of changes>
