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4.5A.6
IPsec Tunnel Establishment in 5GC / WLAN

4.5A.6.1
Scope

The purpose of this procedure is to establish an Ipsec tunnel and NAS signalling connection.

4.5A.6.2
Procedure description

4.5A.6.2.1
Initial conditions

The UE has Registered to 5GC with a PDU session established and IPsec security association is released

4.5A.6.2.2
Procedure sequence

Table 4.5A.6.2.2-1: IPsec Tunnel Establishment in 5GC / WLAN

	St
	Procedure
	Message Sequence

	
	
	U – S
	Message

	-
	Exception: In parallel to steps 1 to 2, the UE initiates an IPsec security association and one child security association as defined in TS 24.502 [35] clause 7.3.2 
	-
	-

	1
	The UE transmits a SERVICE REQUEST message.
	-->
	5GMM: SERVICE REQUEST

	2
	The SS transmits a SERVICE Accept message.
	<--
	5GMM: SERVICE ACCEPT

	Note 1:
The current procedure assumes UE establishes a single PDU session over Non 3GPP Access.


4.5A.6.3
Specific message contents

Table 4.5A.6.3-1: SERVICE REQUEST (step 1, Table 4.5A.6.2.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-16

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	
	
	

	 Service type value
	‘0000’B
	signalling
	


