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	Reason for change:
	Test frequencies and associated signalling parameters for CA_n257G to CA_n257M need to be specified.

The applicable CBW combinations are specified in TS 38.101-2 Table 5.5A.1-1:
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The supported CBWs vs subcarrier spacing (SCS) is are specified in TS 38.101-1 Table 5.3.5-1:
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Operating band  SCS / UE channel bandwidth
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Test frequencies need to be specified for (reference: RAN5#83 discussion paper R5-195408):

· Default: Adjusted channel spacing = 99.36 MHz 

· For RF ACLR, ACS, IBB testing: channel spacing = nominal channel spacing as specified in TS 38.101-2 clause 5.4A.1.

	
	

	Summary of change:
	Added new clause 4.3.1.2.3.1.6 to 4.3.1.2.3.1.12 for CA_n257G to CA_n257M.

Added tables for test frequencies and associated signalling parameters for CA_n257G and SCS 60kHz and 120 kHz for both adjusted channel spacing and nominal channel spacing cases. 
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4.3.1.2.3.1
NR Intra-band contiguous CA configurations for CA_n257

4.3.1.2.3.1.1
CA_n257B

Table 4.3.1.2.3.1.1-1: NR Intra-Band contiguous CA configuration CA_n257B (PCC=CC1 and SCC=CC2), SCS=120 kHz.

	CA channel bandwidth combination
	CC
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+400
	Channel spacing CC1-CC2=FFS

	
	CC1
	50
	32
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as n257 for Low range and channel bandwidth=50 MHz in Table 4.3.1.2.1.1-2

	
	CC2
	400
	264
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	100+400
	Channel spacing CC1-CC2=FFS

	
	CC1
	100
	66
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as n257 for Low range and channel bandwidth=100 MHz in Table 4.3.1.2.1.1-2

	
	CC2
	400
	264
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	200+400
	Channel spacing CC1-CC2=FFS

	
	CC1
	200
	132
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as n257 for Low range and channel bandwidth=100 MHz in Table 4.3.1.2.1.1-2

	
	CC2
	400
	264
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	400+400
	Channel spacing CC1-CC2=FFS

	
	CC1
	400
	132
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as n257 for Low range and channel bandwidth=100 MHz in Table 4.3.1.2.1.1-2

	
	CC2
	400
	264
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-


< Guideline for CR implementation: Clause 4.3.1.2.3.1.2 is introduced by CR#0869 and clauses 4.3.1.2.3.1.3 to 4.3.1.2.3.1.5 are introduced by CR#0883> 
4.3.1.2.3.1.6
CA_n257G
Table 4.3.1.2.3.1.6-1: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=60 kHz, adjusted channel spacing (default).
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image4.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.36 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	26657.1
	2056784
	26609.58
	2055992
	0
	120
	-
	2056232
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28097.76
	2080795
	27976.8
	2078779
	102
	
	-
	2080243
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29549.28
	2104987
	29138.88
	2098147
	504
	
	-
	2104435
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.6-2: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	26657.7
	2056794
	26610.18
	2056002
	0
	120
	-
	2056242
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28098.36
	2080805
	27977.4
	2078789
	102
	
	-
	2080253
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29549.88
	2104997
	29139.48
	2098157
	504
	
	-
	2104445
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.6-3: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=120 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.36 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	26656.44
	2056773
	26608.92
	2055981
	0
	120
	-
	2056221
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28097.76
	2080795
	27903.36
	2077555
	102
	
	-
	2080243
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29549.28
	2104987
	28776
	2092099
	504
	
	-
	2104435
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.6-4: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	26657.04
	2056783
	26609.52
	2055991
	0
	120
	-
	2056231
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28098.36
	2080805
	27903.96
	2077565
	102
	
	-
	2080253
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29549.88
	2104997
	28776.6
	2092109
	504
	
	-
	2104445
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.7
CA_n257H
Table 4.3.1.2.3.1.7-1: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=60 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image8.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1 
CC2
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-1 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.36 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	26756.46
	2058440
	26708.94
	2057648
	0
	120
	-
	2057888
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.12
	2082451
	28076.16
	2080435
	102
	
	-
	2081899
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29648.64
	2106643
	29238.24
	2099803
	504
	
	-
	2106091
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.7-2: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image9.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1
CC2
	100
	60
	132
	Downlink

&
Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-2 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	26757.66
	2058460
	26710.14
	2057668
	0
	120
	-
	2057908
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28198.32
	2082471
	28077.36
	2080455
	102
	
	-
	2081919
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29649.84
	2106663
	29239.44
	2099823
	504
	
	-
	2106111
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.7-3: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image10.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1
CC2
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-3 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.36 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	26755.8
	2058429
	26708.28
	2057637
	0
	120
	-
	2057877
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.12
	2082451
	28002.72
	2079211
	102
	
	-
	2081899
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29648.64
	2106643
	28875.36
	2093755
	504
	
	-
	2106091
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.7-4: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image11.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1
CC2
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-4 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	26757
	2058449
	26709.48
	2057657
	0
	120
	-
	2057897
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28198.32
	2082471
	28003.92
	2079231
	102
	
	-
	2081919
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29649.84
	2106663
	28876.56
	2093775
	504
	
	-
	2106111
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.8
CA_n257I

Table 4.3.1.2.3.1.8-1: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=60 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1
to
CC3
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.36 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	26855.82
	2060096
	26808.3
	2059304
	0
	120
	-
	2059544
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28296.48
	2084107
	28175.52
	2082091
	102
	
	-
	2083555
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29748
	2108299
	29337.6
	2101459
	504
	
	-
	2107747
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.8-2: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image13.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1
to
CC3
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	26857.62
	2060126
	26810.1
	2059334
	0
	120
	-
	2059574
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28298.28
	2084137
	28177.32
	2082121
	102
	
	-
	2083585
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29749.8
	2108329
	29339.4
	2101489
	504
	
	-
	2107777
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.8-3: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=120 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1
to
CC3
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-3 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.36 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	26855.16
	2060085
	26807.64
	2059293
	0
	120
	-
	2059533
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28296.48
	2084107
	28102.08
	2080867
	102
	
	-
	2083555
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29748
	2108299
	28974.72
	2095411
	504
	
	-
	2107747
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.8-4: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1
to

CC3
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-4 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	26856.96
	2060115
	26809.44
	2059323
	0
	120
	-
	2059563
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28298.28
	2084137
	28103.88
	2080897
	102
	
	-
	2083585
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29749.8
	2108329
	28976.52
	2095441
	504
	
	-
	2107777
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.9
CA_n257J

Table 4.3.1.2.3.1.9-1: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC4, CC5), SCS=60 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100
	CC1
to
CC4
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-1 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=60 kHz.

	
	Channel spacing CC4-CC5=99.36 MHz (Note 1)

	
	CC5
	100
	60
	132
	Downlink
	Low
	26955.18
	2061752
	26907.66
	2060960
	0
	120
	-
	2061200
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28395.84
	2085763
	28274.88
	2083747
	102
	
	-
	2085211
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29847.36
	2109955
	29436.96
	2103115
	504
	
	-
	2109403
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.9-2: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC4, CC5), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100
	CC1
to
CC4
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-2 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=60 kHz.

	
	Channel spacing CC4-CC5=99.96 MHz (Note 1)

	
	CC5
	100
	60
	132
	Downlink
	Low
	26957.58
	2061792
	26910.06
	2061000
	0
	120
	-
	2061240
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28398.24
	2085803
	28277.28
	2083787
	102
	
	-
	2085251
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29849.76
	2109995
	29439.36
	2103155
	504
	
	-
	2109443
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.9-3: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC4, CC5), SCS=120 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100
	CC1
to
CC4
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-3 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=120 kHz.

	
	Channel spacing CC4-CC5=99.36 MHz (Note 1)

	
	CC5
	100
	120
	66
	Downlink
	Low
	26954.52
	2061741
	26907
	2060949
	0
	120
	-
	2061189
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28395.84
	2085763
	28201.44
	2082523
	102
	
	-
	2085211
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29847.36
	2109955
	29074.08
	2097067
	504
	
	-
	2109403
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.9-4: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC5), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100
	CC1
to
CC4
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-4 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=120 kHz.

	
	Channel spacing CC4-CC5=99.96 MHz (Note 1)

	
	CC5
	100
	120
	66
	Downlink
	Low
	26956.92
	2061781
	26909.4
	2060989
	0
	120
	-
	2061229
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28398.24
	2085803
	28203.84
	2082563
	102
	
	-
	2085251
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29849.76
	2109995
	29076.48
	2097107
	504
	
	-
	2109443
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.10
CA_n257K

Table 4.3.1.2.3.1.10-1: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6), SCS=60 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100+100
	CC1

to
CC5
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.9-1 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=60 kHz.

	
	Channel spacing CC5-CC6=99.36 MHz (Note 1)

	
	CC6
	100
	60
	132
	Downlink
	Low
	27054.54
	2063408
	27007.02
	2062616
	0
	120
	-
	2062856
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28495.2
	2087419
	28374.24
	2085403
	102
	
	-
	2086867
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29946.72
	2111611
	29536.32
	2104771
	504
	
	-
	2111059
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.10-2: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100+100
	CC1

to
CC5
	100
	60
	132
	Downlink

&
Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.9-2 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=60 kHz.

	
	Channel spacing CC5-CC6=99.96 MHz (Note 1)

	
	CC6
	100
	60
	132
	Downlink
	Low
	27057.54
	2063458
	27010.02
	2062666
	0
	120
	-
	2062906
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28498.2
	2087469
	28377.24
	2085453
	102
	
	-
	2086917
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29949.72
	2111661
	29539.32
	2104821
	504
	
	-
	2111109
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.10-3: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6), SCS=120 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100+100
	CC1

to
CC5
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.9-3 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=120 kHz.

	
	Channel spacing CC5-CC6=99.36 MHz (Note 1)

	
	CC6
	100
	120
	66
	Downlink
	Low
	27053.88
	2063397
	27006.36
	2062605
	0
	120
	-
	2062845
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28495.2
	2087419
	28300.8
	2084179
	102
	
	-
	2086867
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29946.72
	2111611
	29173.44
	2098723
	504
	
	-
	2111059
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.10-4: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC5, CC6), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image23.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
+100+100
	CC1

to
CC5
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same valu, es as for Low, Mid, High range in Table 4.3.1.2.3.1.9-4 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=120 kHz.

	
	Channel spacing CC5-CC6=99.96 MHz (Note 1)

	
	CC6
	100
	120
	66
	Downlink
	Low
	27056.88
	2063447
	27009.36
	2062655
	0
	120
	-
	2062895
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28498.2
	2087469
	28303.8
	2084229
	102
	
	-
	2086917
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29949.72
	2111661
	29176.44
	2098773
	504
	
	-
	2111109
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.11
CA_n257L
Table 4.3.1.2.3.1.11-1: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7), SCS=60 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
+100
	CC1

to

CC6
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.10-1 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=60 kHz.

	
	Channel spacing CC6-CC7=99.36 MHz (Note 1)

	
	CC7
	100
	60
	132
	Downlink
	Low
	27153.9
	2065064
	27106.38
	2064272
	0
	120
	-
	2064512
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28594.56
	2089075
	28473.6
	2087059
	102
	
	-
	2088523
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30046.08
	2113267
	29635.68
	2106427
	504
	
	-
	2112715
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.11-2: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image25.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
+100
	CC1

to

CC6
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.10-2 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=60 kHz.

	
	Channel spacing CC6-CC7=99.96 MHz (Note 1)

	
	CC7
	100
	60
	132
	Downlink
	Low
	27157.5
	2065124
	27109.98
	2064332
	0
	120
	-
	2064572
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28598.16
	2089135
	28477.2
	2087119
	102
	
	-
	2088583
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30049.68
	2113327
	29639.28
	2106487
	504
	
	-
	2112775
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.11-3: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7), SCS=120 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
+100
	CC1

to

CC6
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.10-3 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=120 kHz.

	
	Channel spacing CC6-CC7=99.36 MHz (Note 1)

	
	CC7
	100
	120
	66
	Downlink
	Low
	27153.24
	2065053
	27105.72
	2064261
	0
	120
	-
	2064501
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28594.56
	2089075
	28400.16
	2085835
	102
	
	-
	2088523
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30046.08
	2113267
	29272.8
	2100379
	504
	
	-
	2112715
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.11-4: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC5, CC6, CC7), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
+100
	CC1

to

CC6
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same valu, es as for Low, Mid, High range in Table 4.3.1.2.3.1.10-4 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=120 kHz.

	
	Channel spacing CC6-CC7=99.96 MHz (Note 1)

	
	CC7
	100
	120
	66
	Downlink
	Low
	27156.84
	2065113
	27109.32
	2064321
	0
	120
	-
	2064561
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28598.16
	2089135
	28403.76
	2085895
	102
	
	-
	2088583
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30049.68
	2113327
	29276.4
	2100439
	504
	
	-
	2112775
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.12
CA_n257M

Table 4.3.1.2.3.1.12-1: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7, CC8), SCS=60 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC7
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-1 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6, CC7 and SCS=60 kHz.

	
	Channel spacing CC7-CC8=99.36 MHz (Note 1)

	
	CC8
	100
	60
	132
	Downlink
	Low
	27253.26
	2066720
	27205.74
	2065928
	0
	120
	-
	2066168
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28693.92
	2090731
	28572.96
	2088715
	102
	
	-
	2090179
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30145.44
	2114923
	29735.04
	2108083
	504
	
	-
	2114371
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.12-2: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7, CC8), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image29.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC7
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-2 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=60 kHz.

	
	Channel spacing CC7-CC8=99.96 MHz (Note 1)

	
	CC8
	100
	60
	132
	Downlink
	Low
	27257.46
	2066790
	27209.94
	2065998
	0
	120
	-
	2066238
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28698.12
	2090801
	28577.16
	2088785
	102
	
	-
	2090249
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30149.64
	2114993
	29739.24
	2108153
	504
	
	-
	2114441
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.12-3: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7, CC8), SCS=120 kHz, adjusted channel spacing (default).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC7
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-3 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6, CC7 and SCS=120 kHz.

	
	Channel spacing CC7-CC8=99.36 MHz (Note 1)

	
	CC8
	100
	120
	66
	Downlink
	Low
	27252.6
	2066709
	27205.08
	2065917
	0
	120
	-
	2066157
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28693.92
	2090731
	28499.52
	2087491
	102
	
	-
	2090179
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30145.44
	2114923
	29372.16
	2102035
	504
	
	-
	2114371
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.12-4: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC5, CC6, CC7, CC8), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing).

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC6
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-4 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6, CC7 and SCS=120 kHz.

	
	Channel spacing CC7-CC8=99.96 MHz (Note 1)

	
	CC7
	100
	120
	66
	Downlink
	Low
	27256.8
	2066779
	27209.28
	2065987
	0
	120
	-
	2066227
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28698.12
	2090801
	28503.72
	2087561
	102
	
	-
	2090249
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	30149.64
	2114993
	29376.36
	2102105
	504
	
	-
	2114441
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.
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