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<< Beginning of changes>>
6.3.2A.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.3.2A.0.
6.3.2A.1.4
Test description

6.3.2A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.2A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.2A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Low and High range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg

Highest NRB_agg

(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	
	QPSK
	50
	P_25@0
	S_25@0
	-
	-

	25
	50
	
	QPSK
	75
	P_25@0
	S_50@0
	
	

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	
	

	75
	25
	
	QPSK
	100
	P_75@0
	P_25@0
	
	

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	
	

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
6.3.4A.1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.3.4A.1.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.3.4A.0.
6.3.4A.1.1.4
Test description

6.3.4A.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.4A.1.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexe A.2 and A3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.4A.1.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508 [7] clause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Low range, High range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg
(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	
	QPSK
	50
	P_25@0
	S_25@0
	-
	-

	25
	50
	N/A for this test
	QPSK
	75
	P_25@0
	S_50@0
	
	

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	
	

	75
	25
	
	QPSK
	100
	P_75@0
	S_25@0
	-
	-

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
6.3.5A.1.1
Power Control Absolute power tolerance for CA (intra-band contiguous DL CA and UL CA)

6.3.5A.1.1.1
Test purpose

To verify the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap on each active component carriers larger than 20ms.

6.3.5A.1.1.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.3.5A.1.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.3.5A.1.0
6.3.5A.1.1.4
Test description

6.3.5A.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.5A.1.1.4.1-1. The details of the uplink reference measurement channel (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.5A.1.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] clause [4.3.1] for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg 
Highest NRB_agg

(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	
	QPSK
	50
	P_25@0
	S_25@0
	
	

	25
	50
	N/A

for this test
	QPSK
	75
	P_25@0
	S_50@0
	
	

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	
	

	75
	25
	
	QPSK
	100
	P_75@0
	S_50@0
	
	

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	
	

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	
	

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	
	

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	
	

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
6.3.5A.2.1
Power Control Relative power tolerance for CA (intra-band contiguous DL CA and UL CA)

6.3.5A.2.1.1
Test purpose

To verify the ability of the UE transmitter to change the output power in both assigned component carrier in the uplink with a defined power step sizes between sub-frames on the two respective component carrier.

6.3.5A.2.1.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.3.5A.2.1.3
Minimum conformance requirement

The minimum conformance requirements are defined in clause 6.3.5A.2.0.
6.3.5A.2.1.4
Test description

6.3.5A.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.5A.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.5A.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] clause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg 
Highest NRB_agg

(Note 2) 

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations (Note 3)
(LCRB @ RBstart)

	25
	25
	
	QPSK
	6

13

2

16
	P_5@20

P_5@20

P_1@24

P_8@17
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	25
	50
	N/A

for this test
	QPSK
	6

13

2

16
	P_5@20

P_5@20

P_1@24

P_8@17
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	50
	50
	
	QPSK
	6

13

2

16
	P_5@45

P_5@45

P_1@49

P_8@42
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	75
	25
	
	QPSK
	6

13

2

16
	P_5@70

P_5@70

P_1@74

P_8@67
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	75
	75
	
	QPSK
	6

13

2

16
	P_5@70

P_5@70

P_1@74

P_8@67
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	25
	
	QPSK
	6

13

2

16
	P_5@95

P_5@95

P_1@99

P_8@92
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	50
	
	QPSK
	6

13

2

16
	P_5@95

P_5@95

P_1@99

P_8@92
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	75
	
	QPSK
	6

13

2

16
	P_5@95

P_5@95

P_1@99

P_8@92
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	100
	100
	
	QPSK
	6

13

2

16
	P_5@95

P_5@95

P_1@99

P_8@92
	S_1@0

S_8@0

S_1@0

S_8@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.

Note 3:
The UL allocation is changed as part of the test procedure. The Test Configuration Table entries list the combinations used, with the sequence of usage as determined by the test procedure for each sub-test.


<<… Unchanged not present>>
6.3.5A.3.1
Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)

6.3.5A.3.1.1
Test purpose

To verify the ability of a UE to maintain its power in non-contiguous transmission within 21 ms in response to 0 dB TPC commands with respect to the first UE transmission, when the power control parameters specified in [TS 36.213] are constant on all active component carriers.
6.3.5A.3.1.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.3.5A.3.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.3.5A.3.0

6.3.5A.3.1.4
Test description

6.3.5A.3.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.5A.3.1.4.1-1and table 6.3.5A.3.1.4.1-2. The details of the uplink reference measurement channel (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.5A.3.1.4.1-1: Test Configuration Table: PUCCH sub-test
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	Uplink Configuration

	PCC
NRB
	SCCs
NRB
	CC Mod
	PCC & SCC RB allocation
	FDD: PUCCH format = Format 1b with channel selection/Format 3

TDD: PUCCH format = Format 1b with channel selection/Format 3

	25
	25
	QSPK
	25+25
	

	25
	50
	QPSK
	25+50
	

	50
	50
	QPSK
	50+50
	

	75
	25
	QPSK
	75+25
	

	75
	75
	QPSK
	75+75
	

	100
	25
	QPSK
	100+25
	

	100
	50
	QPSK
	100+50
	

	100
	75
	QPSK
	100+75
	

	100
	100
	QPSK
	100+100
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


Table 6.3.5A.3.1.4.1-2: Test Configuration Table: PUSCH sub-test

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] clause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration
	Lowest NRB_agg 
Highest NRB_agg

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	
	QPSK
	50
	P_25@0
	S_25@0
	
	

	75
	25
	
	QPSK
	100
	P_75@0
	P_25@0
	
	

	75
	75
	N/A
	QPSK
	150
	P_75@0
	S_75@0
	
	

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	
	

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	
	

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	
	

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
6.5.2A.2.1
Carrier leakage for CA (intra-band contiguous DL CA and UL CA)

6.5.2A.2.1.1
Test Purpose

Carrier leakage is an additive sinusoid waveform that is confined within the aggregated transmission bandwidth configuration. The carrier leakage requirement is defined for each component carrier and is measured on the component carrier with PRBs allocated. The measurement interval is one slot in the time domain.
6.5.2A.2.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.5.2A.2.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5.2A.2.0

6.5.2A.2.1.4
Test description
6.5.2A.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause [4.3.1] for different CA bandwidth classes.

PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:

PCC-SCC: CC1-CC2 and CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
Note 1
	SCCs
NRB Note 1
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1
	25
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	2
	25
	25
	
	QPSK
	8
	P_8@17
	S_0@0
	
	

	3
	50
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	
	

	4
	50
	50
	
	QPSK
	12
	P_12@38
	S_0@0
	
	

	5
	50
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	6
	50
	25
	
	QPSK
	8
	P_8@42
	S_0@0
	
	

	7
	25
	50
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	8
	25
	50
	
	QPSK
	8
	P_8@17
	S_0@0
	
	

	9
	25
	75
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	10
	25
	75
	
	QPSK
	8
	P_8@17
	S_0@0
	
	

	11
	75
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	
	

	12
	75
	25
	
	QPSK
	8
	P_8@67
	S_0@0
	
	

	13
	75
	75
	NA
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	14
	75
	75
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	15
	100
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	16
	100
	25
	
	QPSK
	8
	P_8@92
	S_0@0
	-
	-

	17
	25
	100
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	18
	25
	100
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	19
	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	20
	100
	50
	
	QPSK
	12
	P_12@88
	S_0@0
	-
	-

	21
	50
	100
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	22
	50
	100
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	23
	100
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	24
	100
	75
	
	QPSK
	16
	P_16@84
	S_0@0
	-
	-

	25
	75
	100
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	26
	75
	100
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	27
	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	28
	100
	100
	
	QPSK
	18
	P_18@82
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
6.5.2A.3.1
In-band emissions for non allocated RB for CA (intra-band contiguous DL CA and UL CA)

6.5.2A.3.1.1
Test Purpose

The in-band emissions are a measure of the interference falling into the non-allocated resources blocks.

For an allocated component carrier, the in-band emission is defined as the average across 12 sub-carrier and as a function of the RB offset from the edge of the allocated UL transmission bandwidth. The in-band emission is measured as the ratio of the UE output power in a non–allocated RB to the UE output power in an allocated RB. The basic in-band emissions measurement interval is defined over one slot in the time domain. When the PUSCH or PUCCH transmission slot is shortened due to multiplexing with SRS, the in-band emissions measurement interval is reduced by one SC-FDMA symbol, accordingly.

For a non allocated component carrier a spectral measurement is specified.

6.5.2A.3.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.5.2A.3.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5.2A.3.0.
6.5.2A.3.1.4
Test description

6.5.2A.3.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.3.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.

PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:

PCC-SCC: CC1-CC2, CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation

(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
	SCC
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1 Note 2
	25
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	2 Note 3
	25
	25
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	3 Note 2
	25
	75
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	4 Note 3
	25
	75
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	5 Note 2
	75
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	6 Note 3
	75
	25
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	7 Note 2
	75
	75
	N.A.
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	8 Note 3
	75
	75
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	9 Note 2
	100
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	10 Note 3
	100
	25
	
	QPSK
	8
	P_8@92
	S_0@0
	-
	-

	11 Note 2
	25
	100
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	12 Note 3
	25
	100
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	13 Note 2
	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	14 Note 3
	100
	50
	
	QPSK
	12
	P_12@88
	S_0@0
	-
	-

	15 Note 2
	50
	100
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	16 Note 3
	50
	100
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	17 Note 2
	100
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	18 Note 3
	100
	75
	
	QPSK
	16
	P_16@84
	S_0@0
	-
	-

	19 Note 2
	75
	100
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	20 Note 3
	75
	100
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	21 Note 2
	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	22 Note 3
	100
	100
	
	QPSK
	18
	P_18@82
	S_0@0
	-
	-

	23 Note 2
	50
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	24 Note 3
	50
	50
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	25 Note 2
	25
	50
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	26 Note 3
	25
	50
	
	QPSK
	8
	P_8@17
	S_0@0
	-
	-

	27 Note 2
	50
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	28 Note 3
	50
	25
	
	QPSK
	8
	P_8@42
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Applicable only for PCC-SCC: CC1-CC2.

Note 3:
Applicable only for PCC-SCC: CC2-CC1.

Note 4:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
6.6.1A.1.4
Test description

6.6.1A.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in table 6.6.1A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.6.1A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	All

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	
	QPSK
	50
	P_25@0
	P_25@0
	-
	-

	25
	50
	
	QPSK
	75
	P_25@0
	P_50@0
	
	

	25
	75
	
	QPSK
	100
	P_25@0
	P_75@0
	-
	-

	25
	100
	N/A for this test
	QPSK
	125
	P_25@0
	S_100@0
	-
	-

	50
	50
	
	QPSK
	100
	P_50@0
	P_50@0
	
	

	50
	75
	
	QPSK
	125
	P_50@0
	S_75@0
	-
	-

	50
	100
	
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	25
	
	QPSK
	100
	P_75@0
	S_25@0
	-
	-

	75
	50
	
	QPSK
	125
	P_75@0
	S_50@0
	-
	-

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	75
	100
	
	QPSK
	175
	P_75@0
	S_100@0
	-
	-

	100
	25
	
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1: CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.


<<… Unchanged not present>>
6.7A.1.4
Test description

6.7A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.7A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.7A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 6.1-2.
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	Lowest NRB_agg 
Highest NRB_agg

(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	25
	50
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	50
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	75
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	75
	75
	N/A
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	100
	25
	
	QPSK
	8
	P_8@0
	S_0@0
	-
	-

	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	Note 1: 
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1

Note 2:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
7.3A.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.

7.3A.1.4
Test description

7.3A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.3A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	C: Low range, High range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	QPSK
	25+25
	QPSK
	50
	P_25@0
	S_25@0
	-
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	25
	QPSK
	75+25
	QPSK
	100
	P_75@0
	S_25@0
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.0-1 for UE supporting two uplink carriers is tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
7.4A.1.4
Test description

7.4A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.4A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.4A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	64-QAM
	25+25
	QPSK
	50
	P_25@0
	S_25@0

	50
	25
	64-QAM
	50+25
	QPSK
	25
	P_25@25
	S_0@0

	50
	50
	64-QAM
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	50
	100
	64-QAM
	50+100
	QPSK
	150
	P_50@0
	S_100@0

	75
	25
	64-QAM
	75+25
	QPSK
	100
	P_75@0
	S_25@0

	75
	50
	64-QAM
	75+50
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	64-QAM
	75+75
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	64-QAM
	75+75
	QPSK
	129
	P_75@0
	S_54@0

	75
	75
	64-QAM
	75+75
	QPSK
	150
	P_75@0
	S_75@0

	100
	25
	64QAM
	100+25
	QPSK
	50
	P_50@0
	S_0@0

	100
	25
	64-QAM
	100+25
	QPSK
	125
	P_100@0
	S_25@0

	100
	50
	64-QAM
	100+50
	QPSK
	75
	P_75@25
	S_0@0

	100
	50
	64-QAM
	100+50
	QPSK
	150
	P_100@0
	S_50@0

	100
	75
	64-QAM
	100+75
	QPSK
	175
	P_100@0
	S_75@0

	100
	100
	64-QAM
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	64-QAM
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	64-QAM
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	64-QAM
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-1 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.32 as appropriate if the UE supports 2 Rx antennas or Figure A.80 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] clause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1

4.
The UL and DL Reference Measurement channels are set according to Table 7.4A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.4A.1.4.3.
<<… Unchanged not present>>
7.5A.1.4
Test description

7.5A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.5A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.5A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in

TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	QPSK
	25+25
	QPSK
	50
	P_25@0
	S_25@0
	-
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	25
	QPSK
	75+25
	QPSK
	100
	P_75@0
	S_25@0
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier and to table 7.3A.0-1 for UE supporting two uplink carriers are tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS and interfering source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] clause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0. 

4.
The UL and DL Reference Measurement channels are set according to Table 7.5A.1.4.1-1.

5,
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.5A.1.4.3.
<<… Unchanged not present>>
7.6.1A.1
In-band blocking for CA (intra-band contiguous DL CA and UL CA)

7.6.1A.1.1
Test Purpose
In-band blocking is defined for an unwanted interfering signal falling into the range from 15MHz below to 15MHz above the UE receive band, at which the relative throughput shall meet or exceed the requirement for the specified measurement channels. The lack of in-band blocking ability will decrease the coverage area when other e-NodeB transmitters exist (except in the adjacent channels and spurious response).

7.6.1A.1.2
Test Applicability
This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

7.6.1A.1.3
Minimum Conformance Requirements 

The minimum conformance requirements are defined in clause 7.6.1A.0.

7.6.1A.1.4
Test Description

7.6.1A.1.4.1
Initial Conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.6.1A.1.4.1-1. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.6.1A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	QPSK
	25+25
	QPSK
	50
	P_25@0
	P_25@0

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0

	75
	25
	QPSK
	75+25
	QPSK
	100
	P_75@0
	S_25@0

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-1 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.
2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are for PCC initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
The UL and DL Reference Measurement channels are set according to Table 7.6.1A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.6.1A.1.4.3.
<<… Unchanged not present>>
7.6.2A.1.4
Test Description

7.6.2A.1.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.6.2A.1.4.1-1. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.6.2A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	QPSK
	25+25
	QPSK
	50
	P_25@0
	S_25@0

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	75
	25
	QPSK
	75+25
	QPSK
	100
	P_75@0
	S_25@0

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-1 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<<… Unchanged not present>>
7.8.1A.1.3
Minimum conformance requirements

Minimum conformance requirements are specified in clause 7.8.1A.0.

7.8.1A.1.4
Test description

7.8.1A.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA bands specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.8.1A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.8.1A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	25
	QPSK
	25+25
	QPSK
	25
	P_25@0
	S_25@0
	-
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	25
	QPSK
	75+25
	QPSK
	100
	P_75@0
	S_25@0
	-
	

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.0-1 is tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<< End of changes>>
