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<< Beginning of changes>>
8.11.1.2.1
TDD Closed-loop spatial multiplexing performance for CE UE in CE Mode A (Cell-Specific Reference Symbols)

8.11.1.2.1.1
Test purpose
To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.

8.11.1.2.1.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 13 and forward of UE category M1 that supports TM6 in CE mode A.
This test applies to all types of E-UTRA TDD UE release 14 and forward of UE category M2 that supports TM6 in CE mode A.
<< Clauses skipped here>>
8.11.1.2.2
TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 for CE UE in CE Mode A
8.11.1.2.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for single-layer transmission on antenna ports 7 or 8 without a simultaneous transmission on the other antenna port and multiple CSI reference symbols configurations with non-zero and zero transmission power.

8.11.1.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 13 and forward of UE category M1 and supports TM9 in CE Mode A.
This test applies to all types of E-UTRA TDD UE release 14 and forward of UE category M2 and supports TM9 in CE Mode A.
<< Clauses skipped here>>
F.1.4
Measurement of performance requirements

Table F.1.4-1: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Multiple PRBs

- Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	<< Rows skipped here>>

	8.11.1.1.3.2 FDD and half-duplex FDD PDSCH Transmit Diversity 2x1 for UE category M2
	Same as 8.11.1.1.1
	Same as 8.11.1.1.1

	8.11.1.2.1 TDD Closed-loop spatial multiplexing performance in CE Mode A (Cell-Specific Reference Symbols)
	Same as 8.11.1.1.1
	Same as 8.11.1.1.1

	8.11.1.2.2 TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 in CE Mode A
	Same as 8.11.1.1.1
	Same as 8.11.1.1.1

	<< Rows skipped here>>


<< Clauses skipped here>>
F.3.4
Measurement of performance requirements

Table F.3.4-1: Derivation of Test Requirements (performance tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition EVA5

 - Prop’n Condition ETU70

 - Prop’n Condition ETU300
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged 

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition HST
	SNR as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	<< Rows skipped here>>

	8.11.1.1.3.2 FDD and half-duplex FDD PDSCH Transmit Diversity 2x1 for UE category M2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.11.1.2.1 TDD Closed-loop spatial multiplexing performance in CE Mode A (Cell-Specific Reference Symbols)
	Same as 8.11.1.1.1
	Same as 8.11.1.1.1
	Same as 8.11.1.1.1

	8.11.1.2.2 TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 for in CE Mode A
	SNRs as specified
	0.9dB
	Formula: SNR + TT

T-put limit unchanged

	<< Rows skipped here>>


<< End of changes>>
