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Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	6.1
	 In a pure NG-RAN environment
	
	
	

	6.1.1
	NG-RAN Only PLMN Selection
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.3
	Cell reselection of ePLMN in manual mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.4
	PLMN selection in shared network environment / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.5
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode / User reselection.
	Rel-15
	C36
	UEs supporting 5G Core and user initiated PLMN reselection in automatic mode on NR

	6.1.1.6
	PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
	Rel-15
	C34
	UEs supporting 5G Core and MinimumPeriodicSearchTimer

	6.1.1.7
	PLMN selection of RPLMN or (E)HPLMN; Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.8
	PLMN selection of RPLMN or (E)HPLMN; Manual mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2
	NG-RAN Only Cell Selection
	
	
	

	6.1.2.1
	Cell Selection/Qrxlevmin & Cell Reselection (Intra NR)
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.2
	QqualminCell Selection/Qqualmin/Intra NR / Serving cell becomes non-suitable (Srxlev > 0, Squal < 0)
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.3
	Cell selection / Intra NR/ Serving cell becomes non-suitable (S<0  , MIB Indicated barred)
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.4
	Cell reselection for interband operation
	Rel-15
	C37
	UEs supporting 5G Core and more than 1 FDD or TDD NR band

	6.1.2.5
	Cell reselection for interband operation using Pcompensation / Between FDD and TDD
	Rel-15
	C38
	UEs supporting 5G Core and NR FDD and NR TDD

	6.1.2.8
	Cell reselection / Equivalent PLMN / Single Frequency operation
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.9
	Cell reselection using Qhyst, Qoffset and Treselection
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.11
	Area Specific SIBs using systemInformationAreaID
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.12
	Cell reselection using cell status and cell reservations / cellReservedForOtherUse
	Rel-15
	C21
	UEs supporting 5G Core.

	6.1.2.13
	Cell reselection using cell status and cell reservations / Access Identity 1, 2 or 12 to 14 - cellReservedForOperatorUse
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.14
	Cell reselection using cell status and cell reservations / Access Identity 11 or 15  - cellReservedForOperatorUse
	Rel-15
	C21
	UEs supporting 5G Core.

	6.1.2.15
	Cell reselection in shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.17
	Cell reselection / Cell-specific reselection parameters provided by the network in a neighbouring cell list
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.18
	Cell reselection, Sintrasearch, Snonintrasearch
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.19
	Speed Dependent Cell Reselection
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.20
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.21
	Cell reselection, SIntraSearchQ and SnonIntraSearchQ
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.22
	Inter-frequency cell reselection based on common priority information with parameters ThreshX, HighQ, ThreshX, LowQ and ThreshServing, LowQ
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.23
	Cell reselection/ MFBI
	Rel-15
	C21
	UEs supporting 5G Core

	6.2
	Multi-mode environment (NG-RAN, E-UTRAN)
	
	
	

	6.2.1
	Inter-RAT PLMN Selection
	
	
	

	6.2.1.1
	Inter-RAT PLMN Selection / Selection of correct RAT for OPLMN / Automatic mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.2
	Inter-RAT PLMN Selection / Selection of correct RAT for UPLMN / Automatic mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.3
	Inter-RAT PLMN Selection / Selection of correct PLMN and RAT in shared network environment / Automatic mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.4
	Inter-RAT PLMN Selection / Selection of correct RAT from the OPLMN list / Manual mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.5
	Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3
	Inter-RAT Cell Reselection
	
	
	

	6.2.3.1
	Inter-RAT cell reselection / From E-UTRA_Idle to NR RRC_IDLE (lower priority & higher priority, Srxlev based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.2
	Inter-RAT cell reselection / From E-UTRA_Idle to NR RRC_IDLE (lower priority & higher priority, Squal based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.3
	Inter-RAT cell reselection / From NR RRC_Idle to E-UTRA_IDLE (lower priority & higher priority , Srxlev based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.4
	Inter-RAT cell reselection / From NR RRC_Idle to E-UTRA_IDLE (lower priority & higher priority, Squal based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.5
	Inter-RAT cell reselection/From NR RRC_IDLE to E-UTRA_Idle according to RAT priority provided by dedicated signalling (RRCRelease)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.6
	Inter-RAT cell reselection / From E-UTRA_Idle to NR RRC_IDLE according to RAT priority provided by dedicated signalling (RRConnRelease)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.7
	Inter-RAT cell reselection/From NR RRC_IDLE to E-UTRA RRC_IDLE, Snonintrasearch
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.8
	Inter-RAT cell reselection/From E-UTRA RRC_IDLE to NR RRC_Idle, Snonintrasearch
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.9
	Speed Dependent Cell Reselection (NR RRC_IDLE to E-UTRA RRC_IDLE)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.3
	5GS Steering of Roaming
	
	
	

	6.3.1
	Steering of Roaming
	
	
	

	6.3.1.1
	Steering of UE in roaming during registration/security check successful using List Type 1
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.2
	Steering of UE in roaming during registration/security check successful but SOR Transparent container indicates ACK has been NOT been requested
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.3
	Steering of UE in roaming during registration / security check unsuccessful / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.4
	Steering of UE in roaming during registration / security check unsuccessful / Manual mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.8
	Steering of UE in roaming after registration / automatic plmn selection mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.9
	Steering of UE in roaming after registration / manual plmn selection mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.4
	UE Procedures in RRC_INACTIVE state
	
	
	

	6.4.1
	NG-RAN Only PLMN Selection in RRC_INACTIVE state
	
	
	

	6.4.1.1
	PLMN Selection/Higher priority/HPLMN in Automatic PLMN Selection Mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.4.2
	NG-RAN Only Cell Selection in RRC_INACTIVE State
	
	
	

	6.4.2.1
	Cell Selection/Qrxlevmin & Cell Reselection (Intra NR in RRC_INACTIVE state)
	Rel-15
	C21
	UEs supporting 5G Core

	6.4.2.2
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs in RRC_INACTIVE state
	Rel-15
	C21
	UEs supporting 5G Core

	6.4.3
	Inter-RAT Cell Reselection
	
	
	

	6.4.3.1
	Inter-RAT cell reselection / From NR RRC_INACTIVE to E-UTRA RRC_IDLE  (lower priority & higher priority , Srxlev based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA


Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3
	RRC Release
	
	
	

	8.1.1.3.1
	RRC connection release / Redirection to another NR frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.2
	RRC connection release / Redirection from NR to E-UTRAN
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.1.3.3
	RRC connection release / Success / With priority information
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.4
	RRC connection release / Success / With priority information / E-UTRA
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.1.3.5
	Void
	
	
	

	8.1.1.3.6
	Void
	
	
	

	8.1.1.4
	RRC Resume
	
	
	

	8.1.1.4.1
	RRC resume / Suspend-Resume / RNA update / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.4.2
	RRC resume / Suspend-Resume / RRC setup / T319 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.4.3
	Void
	
	
	

	8.1.2
	RRC reconfiguration
	
	
	

	8.1.2.1
	Radio bearer establishment / reconfiguration / release
	
	
	

	8.1.2.1.1
	RRC reconfiguration / DRB / SRB / Establishment / Modification / Release / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.2
	RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.3
	Void
	
	
	

	8.1.2.1.4
	RRC reconfiguration / Dedicated RLF timer
	Rel-15
	R
	UEs supporting 5GS

	8.1.2.1.5
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success
	
	
	

	8.1.2.1.5.1
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band Contiguous CA
	Rel-15
	C44
	UEs supporting 5GS and intra-band contiguous CA

	8.1.2.1.5.2
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Inter-band CA
	Rel-15
	C45
	UEs supporting 5GS and inter-band CA

	8.1.2.1.5.3
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band non-contiguous CA
	Rel-15
	C46
	UEs supporting 5GS and intra-band non-contiguous CA

	8.1.3
	Measurement configuration control and reporting
	
	
	

	8.1.3.1
	Intra NR measurements
	
	
	

	8.1.3.1.1
	Measurement configuration control and reporting / Intra NR measurements / Event A1 / Event A2
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.2
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbor NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.3
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbor NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.4
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbor NR cell / Inter-band measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.5
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.6
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.7
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor NR cell / Inter-band measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.8
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.9
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.10
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor NR cell / Inter-band measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.11
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A3 (intra and inter-frequency measurements) / RSRQ based measurements
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.3.1.12
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A5 (intra and inter-frequency measurements) / SINR based measurements
	Rel-15
	C40
	UEs supporting 5G Core and SS-SINR measurements

	8.1.3.1.13
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbor NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP measurement

	8.1.3.1.14
	Void
	
	
	

	8.1.3.1.14A
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbor NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP measurement

	8.1.3.1.15
	Void
	
	
	

	8.1.3.1.15A
	Measurement configuration control and reporting / Intra NR measurements / Blacklisting
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.16
	Measurement configuration control and reporting / Intra NR measurements / Whitelisting
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.17
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6
	
	
	

	8.1.3.1.17.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.17.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.17.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.18
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting
	
	
	

	8.1.3.1.18.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.18.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.18.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.20
	Measurement configuration control and reporting / Measurement Gaps / gapFR1
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.21
	Measurement configuration control and reporting / Measurement Gaps / gapFR2
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.23
	Measurement configuration control and reporting / Intra NR measurements / Continuation of the measurements after RRC Resume
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.2
	Inter-RAT measurements
	
	
	

	8.1.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.3
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / RSRQ based measurements
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.4
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / SINR based measurements
	Rel-15
	C50
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting and SS-SINR measurents

	8.1.3.3
	Measurements for self-optimized networks
	
	
	

	8.1.3.3.1
	Measurement configuration control and reporting / CGI reporting of NR cell
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.3.2
	Measurement configuration control and reporting / CGI reporting of E-UTRA cell
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4
	Handover
	
	
	

	8.1.4.1
	Intra NR handover
	
	
	

	8.1.4.1.1
	Void
	
	
	

	8.1.4.1.2
	Intra NR handover / Success /  Inter-frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.3
	Void
	
	
	

	8.1.4.1.4
	Void
	
	
	

	8.1.4.1.5
	Intra NR handover / Failure / Re-establishment successful
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.6
	Intra NR handover / Failure / Re-establishment failure
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.7
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release
	
	
	

	8.1.4.1.7.1
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band Contiguous CA
	Rel-15
	C44
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.7.2
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Inter-band CA
	Rel-15
	C45
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.7.3
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band non-contiguous CA
	Rel-15
	C46
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.8
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change
	
	
	

	8.1.4.1.8.1
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band Contiguous CA
	Rel-15
	C44
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.8.2
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Inter-band CA
	Rel-15
	C45
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.8.3
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band non-contiguous CA
	Rel-15
	C46
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.9
	NR CA / Intra NR handover / Failure / Re-establishment successful
	
	
	

	8.1.4.1.9.1
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band Contiguous CA
	Rel-15
	C414
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.9.2
	NR CA / Intra NR handover / Failure / Re-establishment successful / Inter-band CA
	Rel-15
	C425
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.9.3
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band non-contiguous CA
	Rel-15
	C436
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.2
	Inter-RAT handover
	
	
	

	8.1.4.2.1
	Inter-RAT handover NR to E-UTRA
	
	
	

	8.1.4.2.1.1
	Inter-RAT handover / From NR to E-UTRA / Success
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.4.2.1.2
	Inter-RAT handover / From NR to E-UTRA / Failure
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.4.2.2
	Inter-RAT handover to NR
	
	
	

	8.1.4.2.2.1
	Inter-RAT handover / From E-UTRA to NR / Success
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.4.2.2.2
	Inter-RAT handover / From E-UTRA to NR / Failure
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.5
	RRC others
	
	
	

	8.1.5.1
	UE capability transfer
	
	
	

	8.1.5.1.1
	UE Capability transfer / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.2
	SI change / On-demand SIB
	
	
	

	8.1.5.2.1
	SI change / Notification of BCCH modification / Short message for SI update
	Rel-15
	R
	UEs supporting 5GS

	8.1.5.3
	PWS notification
	
	
	

	8.1.5.3.1
	PWS notification / PWS reception in NR RRC_IDLE state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.2
	PWS notification / PWS reception in NR RRC_INACTIVE state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.3
	PWS notification / PWS reception in NR RRC_CONNECTED state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.4
	PWS notification / PWS reception using dedicatedSystemInformationDelivery
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.5
	Redirection to NR
	
	
	

	8.1.5.5.1
	Redirection to NR / From E-UTRA / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6
	Radio link failure
	
	
	

	8.1.5.6.1
	Radio link failure / RRC connection re-establishment success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6.2
	Void
	
	
	

	8.1.5.6.3
	Radio link failure / T311 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6.4
	Void
	
	
	

	8.1.5.6.5
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on Pcell
	
	
	

	8.1.5.6.5.1
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band Contiguous CA
	Rel-15
	C414
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.5.6.5.2
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Inter-band CA
	Rel-15
	C425
	UEs supporting 5G Core and inter-band CA

	8.1.5.6.5.3
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band non-Contiguous CA
	Rel-15
	C436
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.2.1
	UE Capability / RRC Others
	
	
	

	8.2.1.1
	UE capability transfer / Success
	
	
	

	8.2.1.1.1
	UE capability transfer / Success / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.1.2
	BandwidthPart Configuration / SCG
	
	
	

	8.2.1.2.1
	BandwidthPart Configuration / SCG / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2
	Radio Bearer Addition, Modification and Release
	
	
	

	8.2.2.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release
	
	
	

	8.2.2.1.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release / EN-DC
	Rel-15
	C22
	UEs supporting EN-DC and SRB3

	8.2.2.2
	Split SRB Establishment and Release
	
	
	

	8.2.2.2.1
	Split SRB Establishment and Release / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.3
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB
	
	
	

	8.2.2.3.1
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB / EN-DC
	Rel-15
	C23
	UEs supporting EN-DC, UL transmission via either MCG path or SCG path for the split SRB and SRB3

	8.2.2.4
	PSCell Addition, Modification and Release / SCG DRB
	
	
	

	8.2.2.4.1
	PSCell addition, modification and release / SCG DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.5
	PSCell Addition, Modification and Release / Split DRB
	
	
	

	8.2.2.5.1
	PSCell addition, modification and release / Split DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.6
	Bearer Modification / MCG DRB / SRB / PDCP version change
	
	
	

	8.2.2.6.1
	Bearer Modification / MCG DRB / SRB / PDCP version change / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.7
	Bearer Modification / Handling for bearer type change without security key change
	
	
	

	8.2.2.7.1
	Bearer Modification / Handling for bearer type change without security key change / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.8
	Bearer Modification / Handling for bearer type change with security key change
	
	
	

	8.2.2.8.1
	Bearer Modification / Handling for bearer type change with security key change / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.9
	Bearer Modification / Uplink data path / Split DRB Reconfiguration
	
	
	

	8.2.2.9.1
	Bearer Modification / Uplink data path / Split DRB Reconfiguration / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3
	Measurement Configuration Control and Reporting / Handovers
	
	
	

	8.2.3.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells
	
	
	

	8.2.3.1.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements
	
	
	

	8.2.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.3
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells
	
	
	

	8.2.3.3.1
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.4
	Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell
	
	
	

	8.2.3.4.1
	Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell / EN-DC
	Rel-15
	C13
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	8.2.3.5
	Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell
	
	
	

	8.2.3.5.1
	Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting)

	8.2.3.6
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell
	
	
	

	8.2.3.6.1
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.6.1a
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.6.1b
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-band measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.7
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell
	
	
	

	8.2.3.7.1
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.7.1a
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.7.1b
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-band measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.8
	Measurement configuration control and reporting / Event A5 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbour NR cell
	
	
	

	8.2.3.8.1
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.8.1a
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-frequency measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.8.1b
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-band measurements / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.3.9
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbour NR cell
	
	
	

	8.2.3.9.1
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbour NR Cell / EN-DC
	Rel-15
	C15
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP measurement

	8.2.3.10
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR cell
	
	
	

	8.2.3.10.1
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR Cell
	Rel-15
	C15
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements) and CSI-RSRP measurement

	8.2.3.11
	Measurement Gaps patterns Related
	
	
	

	8.2.3.11.1
	Measurement configuration control and reporting / Measurement Gaps / NR FR1 / EN-DC
	Rel-15
	C24
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC within FR1

	8.2.3.11.2
	Measurement Gaps patterns Related / LTE / NR FR2 / EN-DC
	Rel-15
	C25
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC including FR2

	8.2.3.12
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of NR cells
	
	
	

	8.2.3.12.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of NR cells / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.13
	PSCell Handover with SCG change / Reconfiguration with sync / SCG DRB
	
	
	

	8.2.3.13.1
	PSCell Handover with SCG change / Reconfiguration with sync / SCG DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.14
	SCG change / Reconfiguration with sync / Split DRB
	
	
	

	8.2.3.14.1
	SCG change / Reconfiguration with sync / Split DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.3.15
	Measurement configuration control and reporting / Two simultaneous events A2 and A3 (intra-frequency measurements) / Measurement of Neighbour NR cells
	
	
	

	8.2.3.15.1
	Measurement configuration control and reporting / Two simultaneous events A2 and A3 (intra-frequency measurements) / Measurement of Neighbour NR cells / EN-DC
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting)

	8.2.4
	Carrier Aggregation
	
	
	

	8.2.4.1
	NR CA / NR SCell addition / modification / release / Success
	
	
	

	8.2.4.1.1
	NR CA / NR SCell addition / modification / release / Success / EN-DC
	
	
	

	8.2.4.1.1.1
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Intra-band Contiguous CA
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.4.1.1.2
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.4.1.1.3
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Inter-band CA
	Rel-15
	C14
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements and at least periodical reporting)

	8.2.4.2
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release
	
	
	

	8.2.4.2.1
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC
	
	
	

	8.2.4.2.1.1
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Intra-band Contiguous CA
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.4.2.1.2
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.4.2.1.3
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC / Inter-band CA
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.4.3
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3
	
	
	

	8.2.4.3.1
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC
	
	
	

	8.2.4.3.1.1
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Intra-band Contiguous CA
	Rel-15
	C55
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and intra-band contiguous CA

	8.2.4.3.1.2
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C56
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and inter-band CA

	8.2.4.3.1.3
	NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Inter-band CA
	Rel-15
	C57
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and intra-band non-contiguous CA

	8.2.5
	Reconfiguration Failure / Radio link failure
	
	
	

	8.2.5.1
	Radio link failure / PSCell addition failure
	
	
	

	8.2.5.1.1
	Radio link failure / PSCell addition failure - random access problem / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.2
	Radio link failure / PSCell out of sync indication
	
	
	

	8.2.5.2.1
	Radio link failure / PSCell out of sync indication / Radio link failure / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.3
	Radio link failure / rlc-MaxNumRetx failure
	
	
	

	8.2.5.3.1
	Radio link failure / rlc-MaxNumRetx failure / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.4
	Reconfiguration failure / SCG change failure
	
	
	

	8.2.5.4.1
	Reconfiguration failure / SCG change failure / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.5
	Reconfiguration failure / SCG Reconfiguration failure / SRB3
	
	
	

	8.2.5.5.1
	Void
	
	
	

	8.2.5.6
	Reconfiguration failure / SCG Reconfiguration failure / SRB1
	
	
	

	8.2.5.6.1
	Void
	
	
	

	8.2.6
	Reconfiguration Failure / Radio link failure
	
	
	

	8.2.6.1
	Failure information / RLC failure / SCG
	
	
	

	8.2.6.1.1
	Failure information / RLC failure / SCG / EN-DC
	
	
	

	8.2.6.2
	Processing delay
	
	
	

	8.2.6.2.1
	Processing delay / PSCell addition / SCG DRB / Success / Latency check / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC


Table 4.1-5a: Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	11
	Multi-layer and Services
	
	
	

	11.1
	5GS / EPS fallback
	
	
	

	11.1.1
	MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and IMS Voice and EPS fallback

	11.1.2
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and IMS Voice and EPS fallback

	11.1.3
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and IMS Voice and EPS fallback

	11.1.4
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode with N26 interface / E-UTRAN cell reselection using cell status barred / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and IMS Voice and EPS fallback

	11.1.5
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode without N26 interface / E-UTRAN cell reselection using cell status reservation / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and IMS Voice and EPS fallback

	11.1.6
	MT MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and IMS Voice and EPS fallback

	11.1.7
	Emergency call setup from NR RRC_IDLE / Emergency Services Fallback to EPS with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C47
	UEs supporting 5GS and E-UTRA and IMS emergency call and Emergency Services Fallback to EPS

	11.3
	Unified Access Control (UAC)
	
	
	

	11.3.5
	UAC / Access Identity 1 / New cell not in the country of its HPLMN/EHPLMN  0% access probability/MPS indicator / HPLMN/0%/100% accessibility AC5/MMTEL-Video call
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.6
	UAC / Access Identity 2 / New cell not in the country of its HPLMN/EHPLMN  0% access probability/MCS indicator / HPLMN/0%/100% accessibility AC7/RRC_INACTIVE
	Rel-15
	C21
	UEs supporting 5G Core

	11.4
	Emergency Services
	
	
	

	11.4.1
	5GMM-REGISTERED.NORMAL-SERVICE / 5GMM-IDLE / Emergency call / Utilising emergency number stored on the USIM / New emergency PDU session
	Rel-15
	C21
	UEs supporting 5G Core

	11.4.2
	5GMM-DEREGISTERED.LIMITED-SERVICE / Emergency call / Utilisation of emergency numbers stored on the ME / Initial registration for emergency services / Handling of forbidden PLMNs
	Rel-15
	C21
	UEs supporting 5G Core

	11.4.3
	5GMM-DEREGISTERED.NO-SUPI / Emergency call / Utilisation of emergency numbers stored on the ME / Initial registration for emergency services
	Rel-15
	C21
	UEs supporting 5G Core


<End of modified section>
