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4.3.1.2.3.5.8
CA_n261I

Table 4.3.1.2.3.5.8-1: NR Intra-Band contiguous CA configuration CA_n261I (PCC=CC1, SCC=CC2, CC3, CC4), SCS=60 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+100

+100+50
	CC1
CC2

CC3
	50

100

100
	60
	66

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-1 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=73.68 MHz (Note 1)

	
	CC4
	50
	60
	66
	Downlink
	Low
	27783.54
	2075558
	27759.78
	2075162
	0
	120
	-
	2075402
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28170.12
	2082001
	28072.92
	2080381
	102
	
	-
	2081845
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28567.56
	2088625
	28180.92
	2082181
	504
	
	-
	2088469
	-
	-
	-
	-

	50+100

+100+100
	CC1
CC2

CC3
	50

100

100
	60
	66

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-1 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	27809.82
	2075996
	27762.3
	2075204
	0
	120
	-
	2075444
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28196.4
	2082439
	28075.44
	2080423
	102
	
	-
	2081887
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28593.84
	2089063
	28183.44
	2082223
	504
	
	-
	2088511
	-
	-
	-
	-

	100+100

+100+50
	CC1
CC2

CC3
	100

100

100
	60
	132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=73.68 MHz (Note 1)

	
	CC4
	50
	60
	66
	Downlink
	Low
	27833.58
	2076392
	27809.82
	2075996
	0
	120
	-
	2076236
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.12
	2082451
	28099.92
	2080831
	102
	
	-
	2082295
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28565.76
	2088595
	28179.12
	2082151
	504
	
	-
	2088439
	-
	-
	-
	-

	100+100

+100+100
	CC1
CC2

CC3
	100

100

100
	60
	132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	27859.86
	2076830
	27812.34
	2076038
	0
	120
	-
	2076278
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28223.4
	2082889
	28102.44
	2080873
	102
	
	-
	2082337
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28592.04
	2089033
	28181.64
	2082193
	504
	
	-
	2088481
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.5.8-2: NR Intra-Band contiguous CA configuration CA_n261I (PCC=CC1, SCC=CC2, CC3,CC4), SCS=120 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+100

+100+50
	CC1
CC2

CC3
	50

100

100
	120
	32

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-2 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=74.4 MHz (Note 1)

	
	CC4
	50
	120
	32
	Downlink
	Low
	27783.6
	2075559
	27760.56
	2075175
	0
	120
	-
	2075415
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28170.84
	2082013
	28000.92
	2079181
	102
	
	-
	2081869
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28568.28
	2088637
	27819.48
	2076157
	504
	
	-
	2088493
	-
	-
	-
	-

	50+100

+100+100
	CC1
CC2

CC3
	50

100

100
	120
	32

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-2 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	27809.16
	2075985
	27761.64
	2075193
	0
	120
	-
	2075433
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28196.4
	2082439
	28002
	2079199
	102
	
	-
	2081887
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28593.84
	2089063
	27820.56
	2076175
	504
	
	-
	2088511
	-
	-
	-
	-

	100+100

+100+50
	CC1
CC2

CC3
	100

100

100
	120
	66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=74.4 MHz (Note 1)

	
	CC4
	50
	120
	32
	Downlink
	Low
	27833.64
	2076393
	27810.6
	2076009
	0
	120
	-
	2076249
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.84
	2082463
	28027.92
	2079631
	102
	
	-
	2082319
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28566.48
	2088607
	27817.68
	2076127
	504
	
	-
	2088463
	-
	-
	-
	-

	100+100

+100+100
	CC1
CC2

CC3
	100

100

100
	120
	66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	27859.2
	2076819
	27811.68
	2076027
	0
	120
	-
	2076267
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28223.4
	2082889
	28029
	2079649
	102
	
	-
	2082337
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28592.04
	2089033
	27818.76
	2076145
	504
	
	-
	2088481
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.5.9
CA_n261J
Table 4.3.1.2.3.5.9-1: NR Intra-Band contiguous CA configuration CA_n261J (PCC=CC1, SCC=CC2, CC3, CC4), SCS=60 kHz, nominal channel spacing.
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+50
	CC1
CC2

CC3

CC4
	100

100

100

100
	60
	132

132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.8-1 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=60 kHz.

	
	Channel spacing CC4-CC5=73.68 MHz (Note 1)

	
	CC5
	50
	60
	66
	Downlink
	Low
	27933.54
	2078058
	27909.78
	2077662
	0
	120
	-
	2077902
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28297.08
	2084117
	28199.88
	2082497
	102
	
	-
	2083961
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28665.72
	2090261
	28279.08
	2083817
	504
	
	-
	2090105
	-
	-
	-
	-

	100+100

+100+100

+100
	CC1
CC2

CC3

CC4
	100

100

100

100
	60
	132

132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.8-1 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=60 kHz.

	
	Channel spacing CC4-CC5=99.96 MHz (Note 1)

	
	CC5
	100
	60
	132
	Downlink
	Low
	27959.82
	2078496
	27912.3
	2077704
	0
	120
	-
	2077944
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28323.36
	2084555
	28202.4
	2082539
	102
	
	-
	2084003
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28692
	2090699
	28281.6
	2083859
	504
	
	-
	2090147
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.5.9-2: NR Intra-Band contiguous CA configuration CA_n261J (PCC=CC1, SCC=CC2, CC3, CC4), SCS=120 kHz, nominal channel spacing.
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image5.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+50
	CC1
CC2

CC3

CC4
	100

100

100

100
	120
	66

66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.8-2 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=120 kHz.

	
	Channel spacing CC4-CC5=73.68 MHz (Note 1)

	
	CC5
	50
	120
	32
	Downlink
	Low
	27933.6
	2078059
	27910.56
	2077675
	0
	120
	-
	2077915
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28297.8
	2084129
	28127.88
	2081297
	102
	
	-
	2083985
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28666.44
	2090273
	27917.64
	2077793
	504
	
	-
	2090129
	-
	-
	-
	-

	100+100

+100+100

+100
	CC1
CC2

CC3

CC4
	100

100

100

100
	120
	66

66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.8-2 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=120 kHz.

	
	Channel spacing CC4-CC5=99.96 MHz (Note 1)

	
	CC5
	100
	120
	66
	Downlink
	Low
	27959.16
	2078485
	27911.64
	2077693
	0
	120
	-
	2077933
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28323.36
	2084555
	28128.96
	2081315
	102
	
	-
	2084003
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28692
	2090699
	27918.72
	2077811
	504
	
	-
	2090147
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.
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CA_n261K
FFS
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