3GPP TSG-RAN5 Meeting #85
R5-198023
Reno, Nevada, USA, 18 - 22 Nov 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	36.521-2
	CR
	0887
	rev
	-
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction feMTC applicability spec

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_feMTC-UEConTest
	
	Date:
	2019-11-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	RRM feMTC test cases mention Rel-13 applicability instead of Rel-14.

	
	

	Summary of change:
	The release applicability for RRM feMTC tests has been corrected

	
	

	Consequences if not approved:
	The applicability of the feMTC tests will remain wrong

	
	

	Clauses affected:
	4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


< Unchanged sections omitted >
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.7
	E-UTRAN FDD - FDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.8
	E-UTRAN TDD - TDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.9
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	4.2.10
	E-UTRAN FDD – FDD reselection using an increased number of carriers
	Rel-12
	C01s
	UE supporting E-UTRA FDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.2.11
	E-UTRAN TDD – TDD reselection using an increased number of carriers
	Rel-12
	C01t
	UE supporting E-UTRA TDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.2.12
	E-UTRAN FDD - FDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	4.2.13
	E-UTRAN HD - FDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	4.2.14
	E-UTRAN TDD - TDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	4.2.15
	E-UTRAN FDD - FDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C94e
	UE supporting E-UTRA FD-FDD and CEMode B
	
	
	

	4.2.16
	E-UTRAN HD - FDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	4.2.17
	E-UTRAN TDD - TDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	4.2.18
	HD-FDD Cell Re-selection Intra frequency case for Category NB1 UE In-Band mode under Normal Coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	
	
	Rel-14
	C218
	UE supporting category NB2
	
	
	

	4.2.19
	HD – FDD Intra frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	
	
	Rel-14
	C218
	UE supporting category NB2
	
	
	

	4.2.20
	E-UTRAN FDD – FDD Intra frequency case for UE Category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	4.2.21
	E-UTRAN TDD – TDD Intra frequency case for UE Category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.22
	E-UTRAN FDD - FDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	C196
	UEs supporting E-UTRA FDD and high speed enhancement for measurement
	
	
	

	4.2.23
	E-UTRAN TDD - TDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	C197
	UEs supporting E-UTRA TDD and high speed enhancement for measurement
	
	
	

	4.2.24
	HD – FDD Inter frequency case for UE Category NB1 In-Band mode in normal coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	4.2.25
	E-UTRAN FDD – FDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	4.2.26
	E-UTRAN HD – FDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	4.2.27
	E-UTRAN TDD – TDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	4.2.28
	E-UTRAN FDD – FDD Inter frequency case for CE UE in enhanced coverage
	Rel-14
	C94e
	UE supporting E-UTRA FD-FDD and CEModeB
	
	
	

	4.2.29
	E-UTRAN HD – FDD Inter frequency case for CE UE in enhanced coverage
	Rel-14
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	4.2.30
	E-UTRAN TDD Inter frequency case for CE UE in enhanced coverage
	Rel-14
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	


< End of changes >
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