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{Start of changes}
A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR FDD 
	38.101-1,

38.101-2
	Rel-15
	pc_nrFDD
	

	2
	NR TDD 
	38.101-1,

38.101-2
	Rel-15
	pc_nrTDD
	


Table A.4.1-2: UE general functionality

	Item
	UE Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of multiple NR FDD bands
	38.101, 5.2
	Rel-15
	pc_nrFDD_MultiBand
	

	2
	Support of multiple NR TDD bands
	38.101, 5.2
	Rel-15
	pc_nrTDD_MultiBand
	

	3
	NR SUL
	38.101-1
	Rel-15
	pc_nrSUL
	

	4
	NR SDL
	38.101-1
	Rel-15
	pc_nrSDL
	

	5
	Support of multiple NR SUL bands
	38.101, 5.2
	Rel-15
	pc_nrSUL_MultiBand
	

	6
	Support of multiple NR SDL bands
	38.101, 5.2
	Rel-15
	pc_nrSDL_MultiBand
	

	7
	Support of frequency range FR1
	38.101-1
(cl. 5.1)
	Rel-15
	pc_nrFR1
	

	8
	Support of frequency range FR2
	38.101-2
(cl. 5.1)
	Rel-15
	pc_nrFR2
	


Table A.4.1-3: RAN-CN Interface Options

	Item
	UE support of RAN-CN Interface Options 
	Ref.
	Release
	Mnemonic
	Comments

	1
	NG-RAN NR
	38.300
	Rel-15
	pc_NG_RAN_NR
	Option 2

	2
	EN-DC
	37.340
	Rel-15
	pc_EN_DC
	Option 3

	3
	NE-DC
	37.340
	Rel-15
	pc_NE_DC
	Option 4

	4
	NG-RAN E-UTRA
	38.300
	Rel-15
	pc_NG_RAN_EUTRA
	Option 5

	5
	NGEN-DC
	37.340
	Rel-15
	pc_NGEN_DC
	Option 7


Table A.4.1-4: NSA DC UE Radio Technologies

	Item
	NSA UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	Intra-Band Contiguous EN-DC
	38.101-3, 5.5B.2
	Rel-15
	pc_IntraBand_Contiguous_ENDC
	

	2
	Intra-Band Non-Contiguous EN-DC
	38.101-3, 5.5B.3
	Rel-15
	pc_IntraBand_Non_Contiguous_ENDC
	

	3
	Inter-Band EN-DC within FR1
	38.101-3, 5.5B.4
	Rel-15
	pc_InterBand_ENDC_WithinFR1
	

	4
	Inter-Band EN-DC including FR2
	38.101-3, 5.25B.5
	Rel-15
	pc_InterBand_ENDC_IncludingFR2
	

	5
	Inter-band EN-DC including both FR1 and FR2
	38.101-3, 5.5B.6
	Rel-15
	pc_InterBand_ENDC_IncludingFR1_FR2
	

	6
	Inter-band NR-DC between FR1 and FR2
	38.101-3, 5.5B.7
	Rel-15
	pc_InterBand_NRDC_BetweenFR1_FR2
	


Table A.4.1-4A: SA CA UE Radio Technologies

	Item
	SA UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	Intra-Band Contiguous CA within FR1
	38.101-1, 5.2A.1
	Rel-15
	pc_IntraBand_Contiguous_CA_WithinFR1
	

	2
	Intra-Band Non-contiguous CA within FR1
	38.101-1, 5.2A.1
	Rel-15
	pc_IntraBand_NonContiguous_CA_WithinFR1
	

	3
	Intra-Band Contiguous CA within FR2
	38.101-2, 5.2A.1
	Rel-15
	pc_IntraBand_Contiguous_CA_WithinFR2
	

	4
	Intra-Band Non-contiguous CA within FR2
	38.101-2, 5.2A.1
	Rel-15
	pc_IntraBand_NonContiguous_CA_WithinFR2
	

	5
	Inter-Band CA within FR1
	38.101-1, 5.2A.2
	Rel-15
	pc_InterBand_CA_WithinFR1
	

	6
	Inter-Band CA within FR2
	38.101-2, 5.2A.2
	Rel-15
	pc_InterBand_CA_WithinFR2
	

	7
	Inter-band CA between FR1 and FR2
	38.101-3, 5.2A.1
	Rel-15
	pc_InterBand_CA_BetweenFR1_FR2
	


Table A.4.1-5: 5GS UE Core Technologies

	Item
	5GS UE Core Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE Supports 5G Core Network
	24.501
	Rel-15
	pc_5GCN
	

	2
	UE Supports 5G Core Network over non-3GPP Access Network
	24.501, 4.7
	Rel-15
	pc_5GCN_N3AN
	


{Next set of changes}
A.4.3.2B.2
EN-DC Physical Layer Baseline Implementation Capabilities

A.4.3.2B.2.1
EN-DC Intra-band contiguous with NR FR1

Table A.4.3.2B.2.1-1: Bandwidth Class Combination capabilities for EN-DC Intra-band contiguous configurations with NR FR1 (for one or more of the supported configurations in Table A.4.3.2B.2.1-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	DL EN-DC Intra-band contiguous with NR FR1 BW Class Combination AA
	38.101-3, 5.3B
	

	2
	DL EN-DC Intra-band contiguous with NR FR1 BW Class Combination CA
	38.101-3, 5.3B
	

	3
	DL EN-DC Intra-band contiguous with NR FR1 BW Class Combination DA
	38.101-3, 5.3B
	


Table A.4.3.2B.2.1-2: Supported EN-DC Intra-band contiguous configurations with NR FR1

	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_(n)71AA
	Rel-15
	
	
	



A.4.3.2B.2.2
EN-DC Intra-band non-contiguous with FR1

Table A.4.3.2B.2.2-1: Bandwidth Class Combination capabilities for EN-DC Intra-band non-contiguous configurations with NR FR1 (for one or more of the supported configurations in Table A.4.3.2B.2.2-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	DL EN-DC Intra-band non-contiguous with NR FR1 BW Class Combination A_A
	36.101, 5.6A

38.101-3, 5.3B
	

	2
	DL EN-DC Intra-band non-contiguous with NR FR1 BW Class Combination C_A
	36.101, 5.6A

38.101-3, 5.3B
	

	3
	DL EN-DC Intra-band non-contiguous with NR FR1 BW Class Combination D_A
	36.101, 5.6A

38.101-3, 5.3B
	


Table A.4.3.2B.2.2-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR1

FFS

A.4.3.2B.2.3
EN-DC Inter-band

A.4.3.2B.2.3.1
EN-DC Inter-band with FR1 (two bands)

Table A.4.3.2B.2.3.1-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.1-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	EN-DC Inter-band with NR FR1 BW Class Combination A_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B
	

	2
	EN-DC Inter-band with NR FR1 BW Class Combination A_B (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	

	3
	EN-DC Inter-band with NR FR1 BW Class Combination A_C (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	

	4
	EN-DC Inter-band with NR FR1 BW Class Combination C_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	

	5
	EN-DC Inter-band with NR FR1 BW Class Combination D_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	

	6
	EN-DC Inter-band with NR FR1 BW Class Combination D_C (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	

	7
	EN-DC Inter-band with NR FR1 BW Class Combination E_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	

	8
	EN-DC Inter-band with NR FR1 BW Class Combination E_C (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	

	9
	EN-DC Inter-band with NR FR1 BW Class Combination A-A_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.4
	


Table A.4.3.2B.2.3.1-2: Supported EN-DC Inter-band configurations with NR FR1 (two bands)

	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A_n78A
	Rel-15
	
	
	

	DC_1A_n79A
	Rel-15
	
	
	

	DC_3A_n78A
	Rel-15
	
	
	

	DC_3A_n79A
	Rel-15
	
	
	

	DC_19A_n78A
	Rel-15
	
	
	

	DC_5A_n66A
	Rel-15
	
	
	

	DC_5A_n78A
	Rel-15
	
	
	

	DC_12A_n66A
	Rel-15
	
	
	

	DC_19A_n79A
	Rel-15
	
	
	

	DC_21A_n78A
	Rel-15
	
	
	

	DC_21A_n79A
	Rel-15
	
	
	

	DC_66A_n78A
	Rel-15
	
	
	


A.4.3.2B.2.3.2
EN-DC Inter-band with FR1 (three bands)

Table A.4.3.2B.2.3.2-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.2-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	EN-DC Inter-band with NR FR1 BW Class Combination A-A_A (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	2
	EN-DC Inter-band with NR FR1 BW Class Combination A-A_B (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	3
	EN-DC Inter-band with NR FR1 BW Class Combination A-A_C (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	4
	EN-DC Inter-band with NR FR1 BW Class Combination A-C_A (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	5
	EN-DC Inter-band with NR FR1 BW Class Combination A-C_C (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	6
	EN-DC Inter-band with NR FR1 BW Class Combination A-D_A (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	7
	EN-DC Inter-band with NR FR1 BW Class Combination A-E_A (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	8
	EN-DC Inter-band with NR FR1 BW Class Combination A_A-A (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	9
	EN-DC Inter-band with NR FR1 BW Class Combination C-A_A (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	10
	EN-DC Inter-band with NR FR1 BW Class Combination C-C_A (three bands)
	36.101, 5.6A

38.101-3. 5.5B.4
	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	


Table A.4.3.2B.2.3.2-2: Supported EN-DC Inter-band configurations with NR FR1 (three bands)

FFS

A.4.3.2B.2.3.3
EN-DC Inter-band with FR1 (four bands)

Table A.4.3.2B.2.3.3-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.3-2)

FFS

Table A.4.3.2B.2.3.3-2: Supported EN-DC Inter-band configurations with NR FR1 (four bands)

FFS

A.4.3.2B.2.3.4
EN-DC Inter-band with FR1 (five bands)

Table A.4.3.2B.2.3.4-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.4-2)

FFS

Table A.4.3.2B.2.3.4-2: Supported EN-DC Inter-band configurations with NR FR1 (five bands)

FFS

A.4.3.2B.2.3.5
EN-DC Inter-band with FR1 (six bands)

Table A.4.3.2B.2.3.5-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and six bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.5-2)

FFS

Table A.4.3.2B.2.3.5-2: Supported EN-DC Inter-band configurations with NR FR1 (six bands)

FFS

A.4.3.2B.2.3.6
EN-DC Inter-band with FR2 (two bands)

Table A.4.3.2B.2.3.6-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.6-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR2)
	Ref.
	Comments

	1
	EN-DC Inter-band with NR FR2 BW Class Combination A_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	2
	EN-DC Inter-band with NR FR2 BW Class Combination A_B (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	3
	EN-DC Inter-band with NR FR2 BW Class Combination A_C (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	4
	EN-DC Inter-band with NR FR2 BW Class Combination A_D (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	5
	EN-DC Inter-band with NR FR2 BW Class Combination A_E (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	6
	EN-DC Inter-band with NR FR2 BW Class Combination A_F (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	7
	EN-DC Inter-band with NR FR2 BW Class Combination A_G (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	8
	EN-DC Inter-band with NR FR2 BW Class Combination A_H (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	9
	EN-DC Inter-band with NR FR2 BW Class Combination A_I (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	10
	EN-DC Inter-band with NR FR2 BW Class Combination A_J (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	11
	EN-DC Inter-band with NR FR2 BW Class Combination A_K (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	12
	EN-DC Inter-band with NR FR2 BW Class Combination A_L (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	13
	EN-DC Inter-band with NR FR2 BW Class Combination A_M (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	14
	EN-DC Inter-band with NR FR2 BW Class Combination A_O (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	15
	EN-DC Inter-band with NR FR2 BW Class Combination A_P (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	16
	EN-DC Inter-band with NR FR2 BW Class Combination A_Q (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	17
	EN-DC Inter-band with NR FR2 BW Class Combination A-A_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	18
	EN-DC Inter-band with NR FR2 BW Class Combination C_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	19
	EN-DC Inter-band with NR FR2 BW Class Combination C_E (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	20
	EN-DC Inter-band with NR FR2 BW Class Combination C_F (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	21
	EN-DC Inter-band with NR FR2 BW Class Combination D_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	

	22
	EN-DC Inter-band with NR FR2 BW Class Combination E_A (two bands)
	36.101, 5.6A

38.101-3, 5.5B.5
	



Table A.4.3.2B.2.3.6-2: Supported EN-DC Inter-band configurations with NR FR2 (two bands)

	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_2A_n257A
	Rel-15
	
	
	

	DC_2A_n260A
	Rel-15
	
	
	

	DC_5A_n257A
	Rel-15
	
	
	

	DC_7A_n257A
	Rel-15
	
	
	

	DC_12A_n260A
	Rel-15
	
	
	



A.4.3.2B.2.3.7
EN-DC Inter-band with FR2 or with both FR1 and FR2 (three bands)

Table A.4.3.2B.2.3.7-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.7-2)

FFS

Table A.4.3.2B.2.3.7-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (three bands)

FFS

A.4.3.2B.2.3.8
EN-DC Inter-band with FR2 or with both FR1 and FR2 (four bands)

Table A.4.3.2B.2.3.8-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.8-2)

FFS

Table A.4.3.2B.2.3.8-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (four bands)

FFS

A.4.3.2B.2.3.9
EN-DC Inter-band with FR2 or with both FR1 and FR2 (five bands)

Table A.4.3.2B.2.3.9-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.9-2)

FFS

Table A.4.3.2B.2.3.9-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (five bands)

FFS

A.4.3.2B.2.3.10
EN-DC Inter-band with FR2 or with both FR1 and FR2 (six bands)

Table A.4.3.2B.2.3.10-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and six bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.10-2)

FFS

Table A.4.3.2B.2.3.10-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (six bands)

FFS

{Next set of changes}
A.4.3.9
Additional capabilities for UE declared capability

Table A.4.3.9-1: UE declared capabilities

	Item
	UE declared capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Enhanced Type X Receiver for NR
	38.101-4, 5
	Rel-15
	pc_nr_enh_typeX_receiver
	Support for Enhanced Type X Receiver

	2
	Vehicular UE
	38.101-1, 3
	Rel-15
	pc_nr_vehicular_ue
	


Table A.4.3.9-2: UE declared multi-band peak EIRP relaxation factors for FR2 power class 3

	Item
	Supported FR2 bands set
	Ref.
	Release
	peak EIRP relaxation factor per band, MBp (dB)

(Note 1)
	Maximum sum of MBp, ∑MBP (dB)

(Note 2)
	Comments

	
	
	
	
	n257
	n258
	n260
	n261
	
	

	1
	n257, n258
	38.101-2, 6.2.1.3
	Rel-15
	
	
	N/A
	N/A
	1.3
	

	2
	n257, n260
	
	
	
	N/A
	
	N/A
	1.0
	

	3
	n258, n260
	
	
	N/A
	
	
	N/A
	1.0
	

	4
	n258, n261
	
	
	N/A
	
	N/A
	
	1.0
	

	5
	n260, n261
	
	
	N/A
	N/A
	N/A
	N/A
	0.0
	No relaxation factor allowed

	6
	n257, n258, n260
	
	
	
	
	
	N/A
	1.7
	

	7
	n257, n258, n261
	
	
	
	
	N/A
	
	1.7
	

	8
	n257, n260, n261
	
	
	
	N/A
	
	
	0.5
	

	9
	n258, n260, n261
	
	
	N/A
	
	
	
	1.5
	

	10
	n257, n258, n260, n261
	
	
	
	
	
	
	1.7
	

	Note 1:
UE vendor to fill in the needed relaxation factor per band that is ≥0. One row to be filled in, the one matching the supported FR2 bands of the UE as declared in Table A.4.3.1-3. 

Note 2:
Max allowed sum of MBp over all supported FR2 bands as defined in TS 38.521-2 clause 6.2.1.1.3.3


Table A.4.3.9-3: UE declared multi-band peak EIRP Spherical coverage relaxation factors for FR2 power class 3

	Item
	Supported FR2 bands set
	Ref.
	Release
	EIRP Spherical coverage relaxation factor per band, MBs (dB)

(Note 1)
	Maximum sum of MBs, ∑MBs (dB)

(Note 2)
	Comments

	
	
	
	
	n257
	n258
	n260
	n261
	
	

	1
	n257, n258
	38.101-2, 6.2.1.3
	Rel-15
	
	
	N/A
	N/A
	1.25
	

	2
	n257, n260
	
	
	
	N/A
	
	N/A
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	3
	n258, n260
	
	
	N/A
	
	
	N/A
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	4
	n258, n261
	
	
	N/A
	
	N/A
	
	1.25
	

	5
	n260, n261
	
	
	N/A
	N/A
	
	
	0.75
	No relaxation allowed for n260

	6
	n257, n258, n260
	
	
	
	
	
	N/A
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	7
	n257, n258, n261
	
	
	
	
	N/A
	
	1.75
	

	8
	n257, n260, n261
	
	
	
	N/A
	
	
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	9
	n258, n260, n261
	
	
	N/A
	
	
	
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	10
	n257, n258, n260, n261
	
	
	
	
	
	
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	Note 1:
UE vendor to fill in the needed relaxation factor per band that is ≥0. One row to be filled in, the one matching the supported FR2 bands of the UE as declared in Table A.4.3.1-3

Note 2:
Max allowed sum of MBs over all supported FR2 bands as defined in TS 38.521-2 clause 6.2.1.1.3.3


Table A.4.3.9-4: 4 Rx antenna ports Capabilities

	Item
	Ref.
	Release
	Band
	Supported
	Comments

	1
	38.101-1, 7.2
	Rel-15
	NR FDD Band 1
	
	

	2
	38.101-1, 7.2
	Rel-15
	NR FDD Band 2
	
	

	3
	38.101-1, 7.2
	Rel-15
	NR FDD Band 3
	
	

	…
	
	
	
	
	

	7
	38.101-1, 7.2
	Rel-15
	NR FDD Band 7
	
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-1


	...
	
	
	
	
	

	34
	38.101-1, 7.2
	Rel-15
	NR TDD Band 34
	
	

	...
	
	
	
	
	

	38
	38.101-1, 7.2
	Rel-15
	NR TDD Band 38
	
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	39
	38.101-1, 7.2
	Rel-15
	NR TDD Band 39
	
	

	...
	
	
	
	
	

	40
	38.101-1, 7.2
	Rel-15
	NR TDD Band 40
	
	

	41
	38.101-1, 7.2
	Rel-15
	NR TDD Band 41
	
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	...
	
	
	
	
	

	48
	38.101-1, 7.2
	Rel-15
	NR TDD Band 48
	
	

	...
	
	
	
	
	

	66
	38.101-1, 7.2
	Rel-15
	NR FDD Band 66
	
	

	…
	
	
	
	
	

	70
	38.101-1, 7.2
	Rel-15
	NR TDD Band 70
	
	

	…
	
	
	
	
	

	77
	38.101-1, 7.2
	Rel-15
	NR TDD Band 77
	
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	78
	38.101-1, 7.2
	Rel-15
	NR TDD Band 78
	
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	79
	38.101-1, 7.2
	Rel-15
	NR TDD Band 79
	
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2


{End of changes}
