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<Start of the modified section>
4.1
Protocol conformance test cases applicability

Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]

<<Unmodified section skipped>>
	10.1.3.2
	Network-requested PDU session release / Accepted / Insufficient resources / T3396, Accepted / Insufficient resources for specific slice and DNN / T3584, Abnormal / No PDU session context active for the received PDU session ID
	Rel-15
	C21
	UEs supporting 5G Core

	10.1.4
	UE-requested PDU session establishment
	
	
	

	10.1.4.1
	UE-requested PDU session establishment / Abnormal / T3580
	Rel-15
	C21
	UEs supporting 5G Core

	10.1.4.2
	UE-requested PDU session establishment / Abnormal / T3580
	Rel-15
	C21
	UEs supporting 5G Core

	10.1.5
	UE-requested PDU session modification
	
	
	

	10.1.5.1
	UE-requested PDU session modification
	Rel-15
	C21
	UEs supporting 5G Core

	10.1.6
	UE-requested PDU session release
	
	
	

	10.1.6.1
	UE-requested PDU session release / Abnormal / Collision with network-requested PDU session modification procedure
	Rel-15
	C21
	UEs supporting 5G Core


<<Unmodified section skipped>>
<End of the modified section>
