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< Unchanged sections omitted >
6.5B.4.3
Additional Spurious Emissions for Inter-band EN-DC within FR1
6.5B.4.3.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions under the deployment scenarios where additional requirements are specified.

6.5B.4.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward supporting inter-band EN-DC

6.5B.4.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.5B.4.1.3.

6.5B.4.3.4
Test description

6.5B.4.3.4.1
Initial conditions

Same initial conditions as described in clause 6.5B.4.1.4.1 with the following exception:
-
Instead of Table 6.5B.4.1.4.1-1 use Table 6.2.3.4.1-2 in TS 38.521-1 [8].

-
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.6-1.

6.5B.4.3.4.2
Test Procedure

Same test procedure as described in clause 6.5B.4.1.4.2.

6.5B.4.3.4.3
Message Contents

Same message contents as described in clause 6.5B.4.1.4.3.

6.5B.4.3.5
Test Requirement

Test requirements for additional spurious emissions for inter-band EN-DC are the same as the minimum requirements described in 6.5B.4.3.3 and are not repeated in this clause.
< End of changes >

