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<Start of first modified section>
–
RRCReconfiguration
Table 4.6.1-13: RRCReconfiguration
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	Table 4.6.5-1.
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration ::= SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	
	RadioBearerConfig with conditions SRB2 and DRB1
	
	NR

	      secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	
	CellGroupConfig with conditions EN-DC and PSCell_change
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_HO

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_MEAS

	
	Not present
	
	

	      measConfig
	Not present
	
	

	
	MeasConfig
	Measurements configuration
	NR_MEAS, EN-DC_MEAS

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	NR, SCell_add, NR_MEAS

	        masterCellGroup
	CellGroupConfig with condition SRB2_DRB1
	OCTET STRING (CONTAINING CellGroupConfig)
	NR

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	SCell_add

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	NR_MEAS

	        fullConfig
	Not present
	
	

	        dedicatedNAS-MessageList SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message {}
	DedicatedNAS-Message
	A sequence of OCTET STRING (s) containing one or more DedicatedNAS-Message(s)
	NR

	
	Not present
	
	

	        masterKeyUpdate
	Not present
	
	

	        masterKeyUpdate SEQUENCE {
	
	
	MasterKeyChange

	          keySetChangeIndicator
	True
	
	 

	          nextHopChainingCount
	NextHopChainingCount
	
	

	          nas-Container
	OCTET STRING including the 10 Octets value generated according to TS 24.501 [28] subclause 9.11.2.9
	
	

	        dedicatedSIB1-Delivery
	Not present
	
	

	
	SIB1
	OCTET STRING (CONTAINING SIB1)
	SCell_add

	        dedicatedSystemInformationDelivery
	Not present
	
	

	        otherConfig
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	EN-DC
	E-UTRA-NR Dual Connectivity

	EN-DC_MEAS
	An EN-DC measurement is configured

	NR_MEAS
	A NR measurement is configured

	NR
	NG-RAN NR Radio Access

	EN-DC_HO
	NR PSCell change (EN-DC)

	MasterKeyChange
	MasterKeyUpdate when peforming ReconfigurationWithSync and indicating a change of the AS security algorithms associated to the master key.


<End of first modified section>
<Start of next modified section>
–
CellGroupConfig
Table 4.6.3-19: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	CellGroupId
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRB2
	
	

	
	RLC-BearerConfig with conditions AM and DRB2 and Re-establish_RLC
	
	 PSCell_change

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	SRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB1
	
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	2 entries
	
	SRB2_DRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB1
	
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	DRBn

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRBn
	
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	3 entries
	
	PCell_change

	    RLC-BearerConfig[1]
	RLC-Bearer-Config with conditions SRB1 and Re-establish_RLC
	
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions SRB2 and Re-establish_RLC
	
	

	    RLC-BearerConfig[3]
	RLC-BearerConfig with conditions AM, DRB1 and Re-establish_RLC
	
	

	  }
	
	
	

	  rlc-BearerToAddModList
	Not present
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS

	  physicalCellGroupConfig
	PhysicalCellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS

	  spCellConfig SEQUENCE {}
	Not present
	
	SRB2_DRB1, SCell_add

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC, MEAS

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC, PCell_change, PSCell_change

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	ms1000
	
	

	      rach-ConfigDedicated
	Not present
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	CFRA

	        uplink
	RACH-ConfigDedicated
	
	

	        supplementaryUplink
	RACH-ConfigDedicated
	
	SUL

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	
	
	

	      setup
	RLF-TimersAndConstants
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	Not present
	
	MEAS

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	    spCellConfigDedicated
	ServingCellConfig with condition MEAS
	
	MEAS

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToAddModList SEQUENCE (SIZE (1..maxNrofSCells)) OF SEQUENCE {
	1 entry
	
	SCell_add

	    sCellIndex
	1
	
	

	    sCellConfigCommon
	ServingCellConfigCommon
	
	

	    sCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	CFRA
	This condition applies when CFRA is configured

	SUL
	Supplementary Uplink

	SRB1
	Establishment of SRB1

	SRB2_DRB1
	Establishment of SRB2 and DRB1

	DRBn
	Establishment of DRBn

	PCell_change
	Intra-NR PCell change (standalone NR) 

	PSCell_change
	NR PSCell change (EN-DC)

	SCell_add
	Scell add

	MEAS
	A NR or EN-DC measurement is configured


<End of next modified section>
<Start of next modified section>
–
ServingCellConfig
Table 4.6.3-167: ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  tdd-UL-DL-ConfigurationDedicated
	Not present
	
	

	  initialDownlinkBWP
	BWP-DownlinkDedicated
	
	

	  initialDownlinkBWP
	Not present
	
	MEAS

	  downlinkBWP-ToReleaseList
	Not present
	
	

	  downlinkBWP-ToAddModList
	Not present
	
	

	  firstActiveDownlinkBWP-Id
	BWP-Id
	
	

	  firstActiveDownlinkBWP-Id
	Not present
	
	MEAS

	  bwp-InactivityTimer
	Not present
	
	

	  defaultDownlinkBWP-Id
	BWP-Id
	
	

	  defaultDownlinkBWP-Id
	Not present
	
	MEAS

	  uplinkConfig
	Not present
	
	PUSCH_PUCCH_ON_SUL, MEAS

	  uplinkConfig SEQUENCE {
	
	
	

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup 
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	  }
	
	
	

	  supplementaryUplink 
	Not present
	
	

	  supplementaryUplink SEQUENCE {
	
	
	PUSCH_PUCCH_ON_SUL

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup 
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig CHOICE {
	
	
	

	    setup
	PDCCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig
	Not present
	
	MEAS

	  pdsch-ServingCellConfig CHOICE {
	
	
	

	    setup 
	PDSCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdsch-ServingCellConfig
	Not present
	
	MEAS

	  csi-MeasConfig
	Not present
	
	

	  sCellDeactivationTimer
	Not present
	
	

	  crossCarrierSchedulingConfig
	Not present
	
	

	  tag-Id
	0
	
	

	  dummy
	Not present
	
	

	  pathlossReferenceLinking
	Not present
	
	

	  servingCellMO
	Not present
	
	

	  servingCellMO
	MeasObjectId
	
	MEAS

	}
	
	
	


	Condition
	Explanation

	PUSCH_PUCCH_ON_SUL
	For the purpose of SUL test under condition that supplementary uplink is configured with both PUSCH and PUCCH on SUL carrier.

	MEAS
	A NR or EN-DC measurement is configured


<End of next modified section>
