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	Reason for change:
	Current spec doesn’t specify ‘prach-ConfigurationIndex’ to be used, so value from TS 38.508-1 applies. When configuring TDD UL/DL pattern FR1.30-4, PRACH occasion overlap with subframe number 9, which is configured as a DL subframe according to this pattern.

	
	

	Summary of change:
	Specify prach-ConfigurationIndex to ensure PRACH reception for TDD UL/DL patern defined for Test num 2-2
Applied same change in 5.2.2.2.1_1

	
	

	Consequences if not approved:
	NR attach will not be performed for test num 2-2
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	Other comments:
	

	
	

	This CR's revision history:
	Final version of R5-198677 reducing the scope of new PRACH-ConfigIndex to only Test num 2-2. Apply same change to 5.2.2.2.1_1


<<< Start of changes >>>
5.2.2.2.1_1.3.3
Message Contents

Message contents are according to TS 38.508-1 [6] subclause 4.6.1.

5.2.2.2.1_1.3.3_1
Message exceptions for SA

Table 5.2.2.2.1_1.3.3_1-1: Void

Table 5.2.2.2.1_1.3.3_1-2: Void

Table 5.2.2.2.1_1.3.3_1-3: PDSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	  mcs-Table
	qam256
	256qam table for test 1-3
	

	
	Not present
	64qam table for all tests except test 1-3
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	n4, n2
	n4 for test 1-1

n2 for other tests
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.2.2.2.1_1.3.3_1-4: DMRS-DownlinkConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos1
	For all tests except test 1-1
	

	
	pos2
	For test 1-1
	

	}
	
	
	


Table 5.2.2.2.1_1.3.3_1-5: PDSCH-ServingCellConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	n16, n8
	n16 for Test 1-4, [2-1]

n8 for other tests
	

	}
	
	
	


Table 5.2.2.2.1_1.3.3_1-6: RACH-ConfigGeneric

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	163
	Only for test 2-2
	

	}
	
	
	


5.2.2.2.1_1.3.3_2
Message exceptions for NSA
<<< Skip unchanged sections >>>
5.2.3.2.1_1.3.3
Message contents

Message contents are according to TS 38.508-1 [6] clause 4.6.1.

5.2.3.2.1_1.3.3_1
Message exceptions for SA

Table 5.2.3.2.1_1.3.3_1-1: BWP

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-8

	Information Element
	Value/remark
	Comment
	Condition

	BWP ::= SEQUENCE {
	
	
	

	  locationAndBandwidth
	13750
	For Test 2-2

(20MHz BW, SCS 30kHz)
	

	
	28875
	For other tests

(40MHz BW, SCS 30kHz)
	

	}
	
	
	


Table 5.2.3.2.1_1.3.3_1-2: PDSCH-Config
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-100

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	n4
	n4 for test 1-1, 1-8, 1-9
	

	
	wideband
	wideband for test 3-1
	

	
	Not present
	n2 for other tests
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.2.3.2.1_1.3.3_1-3: DMRS-DownlinkConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-50

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos1
	pos1 for all tests except test 1-1, 1-7, 1-8, 1-9
	

	
	Not present
	pos2 for test 1-1, 1-7, 1-8, 1-9
	

	}
	
	
	


Table 5.2.3.2.1_1.3.3_1-4: PDSCH-ServingCellConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-102

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	Not present
	n8 for other tests
	

	
	n16
	n16 for test 1-4
	

	}
	
	
	


Table 5.2.3.2.1_1.3.3_1-5: CSI-ResourcePeriodicityAndOffset for CSI Tracking
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  Slots20
	1 (for CSI-RS resources 1 and 2)

2 (for CSI-RS resources 3 and 4)
	Periodicity 20 slots and offset 1/2 for test 1-7
	

	 Slots20
	10 (for CSI-RS resources 1 and 2)

11 (for CSI-RS resources 3 and 4)
	Periodicity 20 slots and offset 10/11 for other tests
	

	}
	
	
	


Table 5.2.3.2.1_1.3.3_1-6: RACH-ConfigGeneric
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-130

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	163
	Only for test 2-2
	

	}
	
	
	


5.2.3.2.1_1.3.3_2
Message exceptions for NSA

Same as 5.2.3.2.1_1.3.3_1
<<< End of changes >>>

