
3GPP TSG-RAN5 Meeting #85
R5-197745
Reno, Nevada, United States, 18th Nov 2019 - 22nd Nov 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.523-1
	CR
	1050
	rev
	-
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update RRC reconfiguration test case 8.1.5.6.5.1

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2019-10-24

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	To align the test case with condition SCell_add.

 

	
	

	Summary of change:
	The test case 8.1.5.6.5.1 has been updated.


	
	

	Consequences if not approved:
	The specification will not be aligned with the core specifications.

	
	

	Clauses affected:
	8.1.5.6.5.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


<Start of first modified section>
8.1.5.6.5
NR CA / No Radio Link Failure on SCell / RRC Connection Continues on Pcell

8.1.5.6.5.1
NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band Contiguous CA

8.1.5.6.5.1.1
Test Purpose (TP)

(1)

with { UE in NR RRC_CONNECTED, security activated and Scell configured }

ensure that {

  when { UE drops out out service on Scell }

    then { UE does not consider radio link failure to be detected and stay in NR RRC_CONNECTED state }

}

8.1.5.6.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.331, clauses 5.3.5.5.6, 5.3.10.1 and 5.3.10.3.

[TS 38.331, clause 5.3.5.5.6]

The UE shall:

1>
if the received rlf-TimersAndConstants is set to release:

2>
use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SystemInformationBlockType2;

1>
else:

2>
reconfigure the value of timers and constants in accordance with received rlf-TimersAndConstants;

2>
stop timer T310 for this cell group, if running;

2>
reset the counters N310 and N311.

[TS 38.331, clause 5.3.10.1]

The UE shall:

1>
upon receiving N310 consecutive "out-of-sync" indications for the SpCell from lower layers while neither T300, T301, T304, T311 nor T319 is running:

2>
start timer T310 for the corresponding SpCell.

 [TS 38.331, clause 5.3.10.3]

The UE shall:
1>
upon T310 expiry in PCell; or

1>
upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running; or

1>
upon indication from MCG RLC that the maximum number of retransmissions has been reached:

2>
if the indication is from MCG RLC and CA duplication is configured and activated, and for the corresponding logical channel allowedServingCells only includes SCell(s):

3>
initiate the failure information procedure as specified in 5.7.5 to report RLC failure.

2>
else:

3>
consider radio link failure to be detected for the MCG i.e. RLF;

3>
if AS security has not been activated:

4>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-

3>
else if AS security has been activated but SRB2 and at least one DRB have not been setup:

4>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';

3>
else:

4>
initiate the connection re-establishment procedure as specified in 5.3.7.

The UE shall:

1>
upon T310 expiry in PSCell; or

1>
upon random access problem indication from SCG MAC; or

1>
upon indication from SCG RLC that the maximum number of retransmissions has been reached:

2>
if the indication is from SCG RLC and CA duplication is configured and activated; and for the corresponding logical channel allowedServingCells only includes SCell(s):

3>
initiate the failure information procedure as specified in 5.7.5 to report RLC failure.

2>
else:

3>
consider radio link failure to be detected for the SCG, i.e. SCG RLF;

3>
initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.

8.1.5.6.5.1.3
Test description

8.1.5.6.5.1.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1, and NR Cell 3

-
NR Cell 1 is PCell
-
NR Cell 3 is SCell

-
NR Cell 3 is an Inactive SCell according to TS 38.508-1 [4] clause 6.3.1

-
System information combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.

UE:

None.

Preamble:

-
The UE is in 5GS state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.

8.1.5.6.5.1.3.2
Test procedure sequence

Table 8.5.1.7.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.1.5.6.5.1.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	NR

Cell 1
	NR

Cell 3
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-88
	NR Cell1 and NR Cell 3 are available

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	“Off”
	Only NR Cell 1 is available.

.


Table 8.1.5.6.5.1.3.2-1A: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	NR

Cell 1
	NR

Cell 3
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-95
	-95
	NR Cell1 and NR Cell 3 are available

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-95
	“Off”
	Only NR Cell 1 is available.

.


Table 8.1.5.6.5.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message on NR Cell 1 to configure Scell.
	<--
	RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message on NR Cell 1.
	-->
	RRCReconfigurationComplete
	-
	-

	3
	Wait for 1s.
	-
	-
	-
	-

	4
	The SS changes power levels according to row "T1" in Table 8.1.5.6.5.1.3.2-1.
	-
	-
	-
	-

	5
	Wait for 1s.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an RRCReestablishmentRequest message on NR Cell 1 with in next 2 seconds?
	-->
	RRCReestablishmentRequest
	1
	F

	7
	The SS sends UECapabilityEnquiry message to the UE.
	<--
	UECapabilityEnquiry
	-
	-

	8
	Check: Does the UE send a UECapabilityInformation message?
	-->
	UECapabilityInformation
	1
	P


8.1.5.6.5.1.3.3
Specific message contents

Table 8.1.5.6.5.1.3.3-1: RRCReconfiguration (step 1, Table 8.1.5.6.5.1.3.2-2)

	Derivation Path: 38.508-1 [4] Table 4.6.1-13 with condition SCell_add

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.1.5.6.5.1.3.3-2: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.1.5.6.5.1.3.3-3: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<End of modified section>
