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9.1.5.2.6
Mobility registration update / Registered slice(s) change

9.1.5.2.6.1
Test Purpose (TP)

(1)

with { UE in state 5GMM-REGISTERED, and 5GMM-IDLE mode over 3GPP access }

ensure that {

  when { UE needs to change the slice(s) currently registered to }

   then { UE initiates and successfully completes the registration procedure for mobility registration update }

             }

9.1.5.2.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.501 [22], subclause 5.5.1.3.2. Unless otherwise stated these are Rel-15 requirements.

[TS 24.501, clause 5.5.1.3.2]
The UE in state 5GMM-REGISTERED shall initiate the registration procedure for mobility and periodic registration update by sending a REGISTRATION REQUEST message to the AMF,

...
i)
when the UE needs to change the slice(s) it is currently registered to;

...

For a REGISTRATION REQUEST message with a 5GS registration type IE indicating "mobility registration updating", UE shall include the requested NSSAI containing the S-NSSAI(s) corresponding to the slices to which the UE intends to register with and shall include the mapped S-NSSAI(s) for the requested NSSAI, if available, in the REGISTRATION REQUEST message. If the UE has allowed NSSAI or configured NSSAI for the current PLMN, the requested NSSAI shall be either:

a)
the configured NSSAI for the current PLMN, or a subset thereof as described below, if the UE has no allowed NSSAI for the current PLMN;

b)
the allowed NSSAI for the current PLMN, or a subset thereof as described below, if the UE has an allowed NSSAI for the current PLMN; or

c)
the allowed NSSAI for the current PLMN, or a subset thereof as described below, plus one or more S-NSSAIs from the configured NSSAI for which no corresponding S-NSSAI is present in the allowed NSSAI and those are neither in the rejected NSSAI for the current PLMN nor in the rejected NSSAI for the current registration area.

If the UE has neither allowed NSSAI for the current PLMN nor configured NSSAI for the current PLMN and has a default configured NSSAI, the UE shall:

a)
include the S-NSSAI(s) in the Requested NSSAI IE of the REGISTRATION REQUEST message using the default configured NSSAI; and

b)
include the Network slicing indication IE with the Default configured NSSAI indication bit set to "Requested NSSAI created from default configured NSSAI" in the REGISTRATION REQUEST message.

If the UE has no allowed NSSAI for the current PLMN, no configured NSSAI for the current PLMN, and no default configured NSSAI, the UE shall not include a requested NSSAI in the REGISTRATION REQUEST message.

The subset of configured NSSAI provided in the requested NSSAI consists of one or more S-NSSAIs in the configured NSSAI applicable to this PLMN, if the S-NSSAI is neither in the rejected NSSAIs for the current PLMN nor in the rejected NSSAI for the current registration area.
The subset of allowed NSSAI provided in the requested NSSAI consists of one or more S-NSSAIs in the allowed NSSAI for this PLMN.

NOTE 3:
How the UE selects the subset of configured NSSAI or allowed NSSAI to be provided in the requested NSSAI is implementation specific. The UE can take preferences indicated by the upper layers (e.g. policies, applications) into account.

9.1.5.2.6.3
Test description

9.1.5.2.6.3.1
Pre-test conditions

System Simulator:

-
NGC Cell A configured according to Table 6.3.2.2-1 in 38.508-1 [4].
UE:

-
UE is previously registered on NGC Cell A using default message contents according to TS 38.508-1 [4]
Preamble:

-
The UE is in test state 1N-A as defined in 38.508-1 [4], subclause 4.4A on NGC Cell A.

9.1.5.2.6.3.2
Test procedure sequence

Table 9.1.5.2.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the UE change the slice(s) the UE is currently registered to.
(NOTE 1)
	-
	-
	-
	-

	2
	Check: Does the UE perform on NGC Cell A the Registration procedure for mobility registration update as specified in TS 38.508-1 [4] subclause 4.9.5, 'connected without release'?
	-
	-
	1
	-

	NOTE 1:
This can be done by MMI or AT command
- If the AT command +C5GNSSAI is to be used then in accordance with its defintion (TS 27.007 [40], clause 10.1.62) it would need to be run 2 times: once to delete the storred in the UE default NSSAI, and, second time to allocate a new one
- In the Preamble SS has sent one allowed S-NSSAI which the UE has accepted as the S-NSSAI it is registered to (see 38.508-1 [4], Table 4.7.1-7). A S-NSSAI different to that one needs to selected.


9.1.5.2.6.3.3
Specific message contents

None.
NOTE:
The UE is expected to request a new S-NSSAI in the REGISTRATION REQUEST message sent as part of step 2. However, due to this S-NSSAI being implementation dependent, there is no verification of the content of the REGISTRATION REQUEST message foreseen.
