Page 1



3GPP TSG-RAN5 Meeting #85
R5-198119
Reno, Nevada, United States, 18th Nov 2019 - 22nd Nov 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.508-1
	CR
	1003
	rev
	-
	Current version:
	16.1.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Introduction of test frequencies for Rel-15 NR DC configurations

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2019-11-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Test frequencies for NR-DC configurations in accordance to Rel-15 NR/DC work plan need to be specified
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	This CR adds all NR-DC configurations where there is a company assigned to the configuration in the Rel-15 NR/DC work plan.
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4.3.1.3.2
NR DC configurations between FR1 and FR2

4.3.1.3.2.1
NR DC configurations between FR1 and FR2 (two bands)

Table 4.3.1.3.2.1-1: NR DC configurations (FR1 and FR2, two bands)

	NR CA

configuration
	UL configuration
	NR configuration 1
	NR configuration 2

	DC_n78A-n257G
	DC_n78A-n257A
	n78A
	CA_ n257G

	DC_n78A-n257H
	DC_n78A-n257A
	n78A
	CA_ n257H

	DC_n78A-n257I
	DC_n78A-n257A
	n78A
	CA_ n257I

	DC_n79A-n257G
	DC_n79A-n257A
	n79A
	CA_ n257G

	DC_n79A-n257H
	DC_n79A-n257A
	n79A
	CA_ n257H

	DC_n79A-n257I
	DC_n79A-n257A
	n79A
	CA_ n257I


