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Table 7.6.1A.7.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508 [7] subclause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within Band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB” and “SCCs NRB” columns

	Network signalling value
	NS_01 by default

	Test Parameters for CA Configurations

	ID
	PCC
	SCC1
	SCC2
	SCC3

	
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	ULalloc
	DLalloc
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	UL MOD
	DL MOD
	ULalloc
	DLalloc

	Default Test Settings for a CA_XE Configuration (Intra-band contiguous)

	1
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid/CC3
	N/A
	ALL RBs
	X
	Mid/CC4
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg

	2
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid/CC3
	N/A
	ALL RBs
	X
	Mid/CC4
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg

	Default Test Settings for a CA_XA-YD, YD-XA Configuration (Inter-band)

	1
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid/CC3
	N/A
	ALL RBs
	X
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB

	2
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid/CC3
	N/A
	ALL RBs
	X
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Highest NRB

	3
	X
	Mid
	REFSENS
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid/CC3
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg
	N/A
	QPSK
	
	Highest NRB_agg

	4
	X
	Mid
	REFSENS
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid/CC3
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg
	N/A
	QPSK
	
	Lowest NRB_agg

	Default Test Settings for a CA_XA-YA-ZA-RA Configuration (Inter-band)

	1
	X
	Mid
	REFSENS
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs
	R
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	2
	Y
	Mid
	REFSENS
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs
	R
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	3
	Z
	Mid
	REFSENS
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	R
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	4
	R
	Mid
	REFSENS
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	Default Test Settings for CA_XB-YA-ZA and CA_XC-YA-ZA Configuration (Intra-band contiguous + Inter-band)

Default Test Settings for CA_YA-XB-ZA and CA_YA-XC-ZA Configuration (Intra-band contiguous + Inter-band)

Default Test Settings for CA_YA-ZA-XB and CA_YA-ZA-XC Configuration (Intra-band contiguous + Inter-band)

	1
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	2
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	3
	Y
	Mid
	REFSENS
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	4
	Y
	Mid
	REFSENS
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Highest NRB

	5
	Z
	Mid
	REFSENS
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	6
	Z
	Mid
	REFSENS
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB

	Test Settings for CA_2A-66C-71A Configuration

	1
	66
	Mid/CC1
	100@0
	ALL RBs
	66
	Mid/CC2
	N/A
	ALL RBs
	2
	Mid
	N/A
	ALL RBs
	71
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100

	2
	66
	Mid/CC1
	100@0
	ALL RBs
	66
	Mid/CC2
	N/A
	ALL RBs
	2
	Mid
	N/A
	ALL RBs
	71
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	25
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100

	3
	2
	Low
	100@0
	ALL RBs
	66
	Mid/CC1
	N/A
	ALL RBs
	66
	Mid/CC2
	N/A
	ALL RBs
	71
	High
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100

	4
	2
	Low
	100@0
	ALL RBs
	66
	Mid/CC1
	N/A
	ALL RBs
	66
	Mid/CC2
	N/A
	ALL RBs
	71
	High
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	25
	N/A
	QPSK
	
	100

	5
	71
	Mid
	100@0
	ALL RBs
	2
	Mid
	N/A
	ALL RBs
	66
	Mid/CC1
	N/A
	ALL RBs
	66
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100

	6
	71
	Mid
	100@0
	ALL RBs
	2
	Mid
	N/A
	ALL RBs
	66
	Mid/CC1
	N/A
	ALL RBs
	66
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	100
	N/A
	QPSK
	
	25

	Default Test Settings for CA_XC-YC Configuration (Intra-band contiguous + Inter-band(2))

	1
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	2
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB

	3
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB
	N/A
	QPSK
	
	Highest NRB

	4
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB
	N/A
	QPSK
	
	Lowest NRB

	Note 1:
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Intra-band contiguous & Intra-band contiguous + Inter-band: Use CA Configuration – specific test points if present in the table, otherwise use Default Test Settings test points.
Note 3:
Inter-band: Use CA Configuration – specific test points if present in the table, Otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.
Note 4:
Inter-band & Intra-band contiguous + Inter-band: If, according to the UE declared capability, UE does not support UL in an individual band within the CA Configuration, test points with that individual band as PCC are not applicable.
Note 5:
Intra-band contiguous: X corresponds to the band of the CA Configuration. E.g. for CA_41E, X=41.
Note 6:
Inter-band: X,Y,Z,R correspond to the different bands in the CA Configuration. E.g. for CA_1A-3A-7A-8A,X=1,Y=3,Z=7,R=8.

Note 7:
Intra-band contiguous + Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_3C-7A-28A, X=3,Y=7 and Z=28.

Note 8:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2.

Note 9:
Intra-band contiguous: If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg, choose for testing the Combination with maximum NRB_PCC and then select maximum NRB_SCC1 for the chosen NRB_PCC.
Note 10:
Intra-band contiguous + Inter-band: If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , choose the Combination with NRB_PCC = NRB_SCC1 for testing. If no such combination is supported, choose Combination with maximum NRB_PCC for testing.

Note 11:
The orders and numbering of SCCs in this table does not imply any order in test implementation of SCCs.

Note 12:
ID/test points that result in no refsens requirement shall be skipped.


Table 7.6.1A.7.4.1-2: Test Configuration Table with Wgap

	Initial Conditions

	Test Environment as specified in
TS 36.508 [7] subclause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within Band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB

	Network signalling value
	NS_01 by default

	Test Parameters for CA Configurations

	ID
	PCC
	Wgap [MHz]
	SCC1
	Wgap [MHz]
	SCC2
	Wgap [MHz]
	SCC3

	
	Band
	Range
	NRB
	
	Band
	Range
	NRB
	
	Band
	Range
	NRB
	
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	ULalloc
	DLalloc
	
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	
	UL MOD
	DL MOD
	ULalloc
	DLalloc

	Default Test Settings for CA_XA-XA-YA-ZA Configurations (Intra-band non-contiguous + Inter-band)

Default Test Settings for CA_YA-XA-XA-ZA Configurations (Intra-band non-contiguous + Inter-band)

Default Test Settings for CA_YA-ZA-XA-XA Configurations (Intra-band non-contiguous + Inter-band)

	1
	X
	CC2
	REFSENS
	ALL RBs
	Max
	X
	CC1
	N/A
	ALL RBs
	-
	Y
	Mid
	N/A
	ALL RBs
	-
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	2
	Y
	Mid
	REFSENS
	ALL RBs
	-
	X
	CC2
	N/A
	ALL RBs
	Max
	X
	CC1
	N/A
	ALL RBs
	-
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	3
	Z
	Mid
	REFSENS
	ALL RBs
	-
	Y
	Mid
	N/A
	ALL RBs
	-
	X
	CC2
	N/A
	ALL RBs
	Max
	X
	CC1
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	Default Test Settings for CA_66A-66A-YA-ZA Configurations (Intra-band non-contiguous + Inter-band)

Default Test Settings for CA_YA-66A-66A-ZA Configurations (Intra-band non-contiguous + Inter-band)

Default Test Settings for CA_YA-ZA-66A-66A Configurations (Intra-band non-contiguous + Inter-band)

	1
	X
	CC1
	REFSENS
	ALL RBs
	Max
	X
	CC2
	N/A
	ALL RBs
	-
	Y
	Mid
	N/A
	ALL RBs
	-
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg

	2
	Y
	Mid
	REFSENS
	ALL RBs
	-
	X
	CC1
	N/A
	ALL RBs
	Max
	X
	CC2
	N/A
	ALL RBs
	-
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg

	3
	Z
	Mid
	REFSENS
	ALL RBs
	-
	Y
	Mid
	N/A
	ALL RBs
	-
	X
	CC1
	N/A
	ALL RBs
	Max
	X
	CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg

	Default Test Settings for CA_66A-66A-YC Configurations (Intra-band non-contiguous + Inter-band) 

Default Test Settings for CA_YC-66A-66A Configurations (Intra-band non-contiguous + Inter-band)

	1
	66
	CC1
	REFSENS
	ALL RBs
	Max
	66
	CC2
	N/A
	ALL RBs
	-
	Y
	Mid/CC1
	N/A
	ALL RBs
	-
	Y
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	Highest NRB
	
	N/A
	64-QAM
	
	Highest NRB

	2
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	-
	Y
	Mid/CC2
	N/A
	ALL RBs
	-
	66
	CC1
	N/A
	ALL RBs
	Max
	66
	CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	
	N/A
	64-QAM
	
	Highest NRB
	
	N/A
	64-QAM
	
	NRB_agg
	
	N/A
	64-QAM
	
	NRB_agg

	Default Test Settings for CA_XA-XD/XD-XA/XC-XC Configurations (Intra-band non-contiguous + Intra-band contiguous)

	

	1
	X
	CC1
	REFSENS
	ALL RBs
	Max
	X
	CC2
	N/A
	ALL RBs
	-
	X
	CC3
	N/A
	ALL RBs
	-
	X
	CC4
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	2
	X
	CC4
	REFSENS
	ALL RBs
	Max
	X
	CC3
	N/A
	ALL RBs
	-
	X
	CC2
	N/A
	ALL RBs
	-
	X
	CC1
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	3
	X
	CC1
	REFSENS
	ALL RBs
	-
	X
	CC2
	N/A
	ALL RBs
	Max
	X
	CC3
	N/A
	ALL RBs
	-
	X
	CC4
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	Default Test Settings for CA_XA-XA-YA-YA Configurations (Intra-band non-contiguous + Intra-band non-contiguous)

	1
	X
	CC4
	REFSENS
	ALL RBs
	Max
	X
	CC3
	N/A
	ALL RBs
	-
	Y
	CC2
	N/A
	ALL RBs
	Max
	Y
	CC1
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	2
	Y
	CC4
	REFSENS
	ALL RBs
	Max
	Y
	CC3
	N/A
	ALL RBs
	-
	X
	CC2
	N/A
	ALL RBs
	Max
	X
	CC1
	N/A
	ALL RBs

	
	QPSK
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg
	
	N/A
	QPSK
	
	NRB_agg

	Note 1:
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Use CA Configuration – specific test points if present in the table. Otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use Default Test Settings test points.

Note 3:
If, according to the UE declared capability, UE does not support UL in an individual band within the CA Configuration, test points with that individual band as PCC are not applicable.

Note 4:
Intra-band non-contiguous + Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_2A-2A-4A-12A,X=2,Y=4,Z=12.

Note 5:
Intra-band non-contiguous + Intra-band contiguous: X corresponds to the band of the CA Configuration. E.g. for CA_41C-41A-41A,X=41.
Note 6:
Intra-band non-contiguous + Intra-band non-contiguous: X,Y correspond to the different bands in the CA Configuration. E.g. for CA_2A-2A-4A-4A,X=2,Y=4.

Note 7:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2. 
Note 8:
Intra-band non-contiguous + Intra-band contiguous: If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , choose the Combination with NRB_CC1 = NRB_CC2 for testing. If no such combination is supported, choose Combination with maximum NRB_CC1 for testing.

Note 9:
The orders and numbering of SCCs in this table does not imply any order in test implementation of SCCs.

Note 10:
ID/test points that result in no refsens requirement shall be skipped.


