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	Reason for change:
	In the test point analysis for DC_3A-n41A (6.5B.3.3.2) an E-UTRA channel is specified which partly lies outside band 3.

In the test point analysis for DC_8A-n41A a channel bandwidth of 20 MHz is applied. However, band 8 does not support this bandwidth.

	
	

	Summary of change:
	For DC_3A-41A the channel bandwidth has been replaced by 10 MHz, the allocation and carrier frequency have been adapted to achieve the wanted frequency of the allocation.

For DC_8A-n41A, the E-UTRA channel bandwidth has been corrected to 10 MHz. 
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< Unchanged sections omitted >

4.5
Test points selection and Frequency ranges to cover in Tx spurious emissions test cases for EN-DC

In this case, it is sufficient to verify the minimum requirements in frequency ranges affected by 2nd and 3rd order intermodulation products. The frequency ranges and UL RB allocations used in the test are calculated here.

The analyses are performed per EN-DC configuration and are stored as zip-files as defined in annex A.

Table 4.5-1: Frequency range analysis availability per EN-DC configuration

	EN-DC config
	Justification
	Comments

	DC_3A-n41A
	38.521-3_TpAnalysisSpur(DC_3A-n41A)_v1.zip
	Added at RAN5#86-e

	DC_3A-n79A
	38.521-3_TpAnalysisSpur(DC_3A-n79A).zip
	Added at RAN5#83

	DC_8A-n41A
	38.521-3_TpAnalysisSpur(DC_8A-n41A)_v1.zip
	Added at RAN5#86-e

	DC_39A-n41A
	38.521-3_TpAnalysisSpur(DC_39A-n41A).zip
	Added at RAN5#83

	DC_39A-n79A
	38.521-3_TpAnalysisSpur(DC_39A-n79A).zip
	Added at RAN5#83

	DC_40A-n41A
	38.521-3_TpAnalysisSpur(DC_40A-n41A).zip
	Added at RAN5#83

	DC_41A-n79A
	38.521-3_TpAnalysisSpur(DC_41A-n79A).zip
	Added at RAN5#83


< End of changes >

Add the following attached .zip files to TR 38.905:


See attachment “38.521-3_TpAnalysisSpur(DC_3A-n41A)_v1.zip”


See attachment “38.521-3_TpAnalysisSpur(DC_8A-n41A)_v1.zip”

 Remove the following .zip files from TR 38.905:

· “38.521-3_TpAnalysisSpur(DC_3A-n41A).zip”

· “38.521-3_TpAnalysisSpur(DC_8A-n41A).zip”

