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<< Beginning of changes>>
6.2B.2.1.4.3
Message contents

Message contents are according to TS 38.508-1 [6] clause 4.6.1 with the following exceptions:

Table 6.2B.2.1.4.3-1: AdditionalSpectrumEmission for MCG

	Derivation Path: 36.508 [11] clause 4.6.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	  AdditionalSpectrumEmission
	 0 (NS_01)
	
	


Table 6.2B.2.1.4.3-2: AdditionalSpectrumEmission for SCG

	Derivation Path: 38.508-1 [5] clause 4.6.3, Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	  AdditionalSpectrumEmission
	 0 (NS_01)
	
	



	

	
	
	
	

	
	
	
	


6.2B.2.1.4.3-3: RRCConnectionReconfiguration: nr-Config-r15 for PC3

	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	
	23
	Power config A (NOTE 1)
	

	
	20
	Power config B (NOTE 2)
	

	p-MaxEUTRA-r15
	16
	Power config C (NOTE 3)
	

	
	8
	Power config D (NOTE 3)
	SCS_15kHz

	
	13
	Power config D (NOTE 3)
	SCS_3k0Hz OR SCS_60kHz

	
	12
	Power config E (NOTE 3)
	SCS_15KHz

	
	14
	Power config E (NOTE 3)
	SCS_30kHz OR SCS_60kHz

	
	23
	Power config A (NOTE 1)
	

	
	20
	Power config B (NOTE 2
	

	P-Max
	16
	Power config C (NOTE 3)
	

	
	8
	Power config D (NOTE 3)
	SCS_15kHz

	
	13
	Power config D (NOTE 3)
	SCS_30kHz OR SCS_60kHz

	
	12
	Power config E (NOTE 3)
	SCS_15KHz

	
	14
	Power config E (NOTE 3)
	SCS_30kHz OR SCS_60kHz

	NOTE 1:
Applies when E-UTRA UL transmission not overlapping with NR UL transmission in time.

NOTE 2:
Applies when E-UTRA UL transmission overlapping with NR UL transmission in time and UE doesn’t support dynamic power sharing.

NOTE 3:
Applies when E-UTRA UL transmission overlapping with NR UL transmission and UE supports dynamic power sharing.


<< Cluases skipped here>>
6.2B.3.1.4.3
Message contents

Message contents are according to TS 38.508-1 [6] clause 4.6.1, with the following exceptions. 


	

	
	
	
	

	
	
	
	


Table 6.2B.3.1.4.3-1: RRCConnectionReconfiguration: nr-Config-r15

	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	Apply if run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time for PC3 UE
	

	
	20
	Apply if run test points with E-UTRA UL transmission overlapping with NR UL transmission in time for PC3 UE, and UE doesn’t support dynamic power sharing.
	

	P-Max
	23
	Apply if run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time for PC3 UE
	

	
	20
	Apply if run test points with E-UTRA UL transmission overlapping with NR UL transmission in time for PC3 UE, and UE doesn’t support dynamic power sharing.
	


<< Cluases skipped here>>
6.2B.3.2.4.3
Message contents

Message contents are according to TS 38.508-1 [6] clause 4.6.1, with the following exceptions. 


	

	
	
	
	

	
	
	
	


Table 6.2B.3.2.4.3-1: RRCConnectionReconfiguration: nr-Config-r15

	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	Apply if run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time for PC3 UE
	

	
	20
	Apply if run test points with E-UTRA UL transmission overlapping with NR UL transmission in time for PC3 UE, and UE doesn’t support dynamic power sharing.
	

	P-Max
	23
	Apply if run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time for PC3 UE
	

	
	20
	Apply if run test points with E-UTRA UL transmission overlapping with NR UL transmission in time for PC3 UE, and UE doesn’t support dynamic power sharing.
	


<< Cluases skipped here>>
6.5B.2.1.2.4.3
Message contents

Message contents are according to TS 38.508-1 [6] clause 4.6.1, with the following exceptions


	

	
	
	
	

	
	
	
	


Table 6.5B.2.1.2.4.3-1: RRCConnectionReconfiguration: nr-Config-r15

	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	Apply if run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time for PC3 UE
	

	
	20
	Apply if run test points with E-UTRA UL transmission overlapping with NR UL transmission in time for PC3 UE, and UE doesn’t support dynamic power sharing.
	

	P-Max
	23
	Apply if run test points with E-UTRA UL transmission not overlapping with NR UL transmission in time for PC3 UE
	

	
	20
	Apply if run test points with E-UTRA UL transmission overlapping with NR UL transmission in time for PC3 UE, and UE doesn’t support dynamic power sharing.
	


<< Clauses skipped here>>
Annex N (normative):
Modified MPR behaviour
Editor’s note: The modifiedMPRbehavior is given in the Annex H.1 of TS 38.101-3.
N.1
Indication of modified MPR behavior

This annex contains the definitions of the bits in the field modifiedMPRbehavior indicated in the IE RF-Parameters [13] by a UE supporting an MPR or A-MPR modified in a later release of this specification. modifiedMPRbehavior is indicated in TS 36.211 [13] by an 8-bit bitmap per NR band.

Table N.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field
(bit number)
	Definition

(description of the supported functionality if indicator set to one)
	Notes

	n41
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clausue 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit may be set to 1 by a UE supporting DC_(n)41AA UE EN-DC 

	
	1
	- EN-DC non-contiguous intraband MPR as defined in clause 6.2B.2.2 of 38.101-3 v15.5.0
	- This bit may be set to 1 by a UE supporting DC_41A_n41A EN-DC 

	n71
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clausue 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit may be set to 1 by a UE supporting DC_(n)71AA UE EN-DC 


<< End of changes>>
